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Application groups

Outdoor lighting

Hall lighting - 
even for great heights

Lighting for high 
temperature surroundings

Line lighting

Clean room lighting

Lighting for sports facilities

Multi-purpose & 
tri-proof lighting

Crane lighting

Office lighting
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Your tempLED
product promises:

We are a 
manufacturer.

We deliver stock items
within 72 hours.

Recycling quota of 
our luminaires > 90%.

tempLED GmbH has been supported by the federal 
government for its innovative projects since 2020.
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Modularity as a basic principle
Maximum flexibility 
due to modular construction
tempLED luminaires can be individually upgraded and retrofitted throughout, 
making them a future-proof investment.

Fast and easy
All main components can be exchanged 
without tools by using plug-in connectors.

Many more advantages

Focusing on 
industrial applications
sophisticated solutions with industry-specific know-how

Light distribution in a class of its own
for optimum light beams and stray light reduction

Above average life span
due to careful craftsmanship of high quality materials

Optional electronic control systems
generate effectiveness and flexibility (DALI, CLO, radio controlling, 
Casambi network, motion detection, daylight harvesting,...)

Highest quality standards 
and certifications
regular and external audits
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60°

15 m

RayBeam Pro 240 - 60 HT

90°

8 m

60°

10 m

RayBeam Pro 150 - 90  HT

60°

20 m

30°

30 m

RayBeam Hi V2 400 - 60 HT

RayBeam Hi V2 600 - 30 HT

RayBeam Pro 200 - 60 HT

Our strong
  high-temperature 
luminaires in action.

High temperatu-
re applications

Application
areas of the 
RayBeam Pro HT,
RayBeam Hi V2 HT

Industrial plants

Shipyards

Hangars

120°

2,5 m
RayBase V2 80 - 120 HT 180°

3 m

RayWay 50 - 180 HT
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RayBeam Pro 150 - 90  HT

60°

25 m

RayBeam Hi V2 500 - 60 HT

90°

5 m

Our strong
  high-temperature 
luminaires in action.

Model
designation
with system

for example
RayBeam Pro 200 - 60 HT

W 70° C

Logistic areas

Warehouses

Assembly 
lines

Cranes

Industrial 
plants

Application
areas of the

RayBase V2 HT / UHT, 
RayWay HT,

RayCrane HT

RayBeam  Pro 100 - 90  HT

High temperatu-
re applications

120°

2 m

RayBase V2 50 - 120 UHT

180°

3 m
RayWay 50 - 180 HT

60°

30 m

RayCrane 500 - 60 HT



page 6

    Three high-bay luminaires -
optimized for a variety of
        applications.

90°

10 m

RayBeam Pro 300 - 90

90°

8 m

RayBeam Pro - 240 - 90

90°

10 m
60°

10 m

120°

5 m

RayLance V2 145 - 90
RayLance V2 145 - 60

RayLance V2 145 - 120

Application areas of 
the RayLance V2

Industrial plants

Warehouses

Logistic areas

Cold storages
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    Three high-bay luminaires -
optimized for a variety of
        applications.

Model
designation
with system

for example
RayLance V2 145 - 120

W

Logistic areas

Warehouses

Assembly 
lines

Cold storages

Industrial plants

Application areas of 
the RayBeam Pro, 

RayBeam Lite

60°

12 m

RayBeam Pro - 240 - 90

60°

15 m

120°

5 m

90°

10 m 120°

8 m

RayBeam Lite 200 - 90

RayBeam Lite 300 - 60

RayBeam Lite 145 - 120

RayBeam Pro 300 - 60

RayBeam Lite 100 - 120
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Flexible outdoor lighting
for all requirements.

45°

38 m

RayTrack Pro V2 230

25°

40 m

60°

30 m

45°

35 m

80/150°

30 m

80/150°

8 m

RayField V2 1500 - 25

RayField V2 1000 - 45

RayField V2 800 - 60

RayField V2 1200 - 45

RayTrack Pro V2 180

RayTrack Pro V2 75

Sport facilities 
& arenas

P

Truck parking

Shipyards Hangars

Industrial 
plants

CranesApplication 
areas of the 
RayField V2
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45°

38 m

60°

28 m

80/150°

22 m

80/150°

25 m

80/150°

18 m

80/150°

12 m

80/150°

10 m
80/150°

5 m

80/150°

20 m

RayField V2 500 - 60

RayTrack Pro V2 230 RayTrack Pro V2 40
RayTrack Pro V2 115

RayTrack Pro V2 145

RayTrack Pro V2 200

RayTrack Pro V2 300

RayTrack Pro V2 420

RayField V2 1200 - 45

Model
designation
with system

for example
RayField V2 500 - 60 4000K (DALI)

W 4.000 K

Roadways within 
industrial sites

P

Truck parking

P

Parking lots

Outdoor 
warehouses

Loading docks

Industrial plants

Application 
areas of the

RayTrack Pro V2

Two top luminaire series
     for industrial 
applications.
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Crane and position lighting 
  from one source

Model
designation
with system

for example
RayCrane 500 - 60

W

Position lights 
tempLED RayCrane 500 - 15 

blue / red / green

15°
8m

15°
8m

15°
8m
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Crane lights
tempLED RayCrane 500 - 60 HT

90°
8m

60°
8m

15°
8m

Application areas 
of the 

RayCrane,
RayCrane HT

Logistic areas

Shipyards

Hangars

High temperature 
applications

Cranes

Also for the use
at high temperatures.
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Our customer
Vetropack
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The market-leading 
partner platform for 

innovative lighting control

THE BETTER WAY OF LIGHTING

www.tempLED.de

tempLED is an offi  cial CASAMBI partner
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The market-leading partner platform 
for innovative lighting control

Casambi Ready
luminaires

Casambi Ready 
Partner Ecosystem

Casambi Service 
Partner

Daten & IoT 
solutions

contact person on site

partner platform 
and community

Maximum user comfort in 1st place
• maximum fl exibility and scalability
• fast and effi  cient planning
• intuitive and therefore simple operation
• installation-friendly, as it is easy to correct (you can’t screw up)
• Robust, reliable and secure due to continuous ‘over-the-air’ updates

What is needed
• a smartphone or tablet based on Apple iOS or Android
• free Casambi app from the App Store
• Casambi Ready luminaires - all tempLED lights are Casambi Ready
• optional: sensors, switches/pushbuttons, EnOcean pushbutton and sensors or 

other comfort ecosystem.
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A complete ecosystem

Casambi is a software technology platform. 

The Ecosystem is supported by leading players in the lighting industry and includes 
more than 240 partners (*2021) from all major technology areas:

• luminaire manufacturers
• driver manufacturers
• sensor manufacturers
• switch manufacturers
• manufacturer of other accessories (gateways, remote controls, special solutions)
• value-added service provider (IoT data)

CASAMBI-ready means: 100% compatible without “ifs and buts”!

All control requirements compactly via app
• quick and easy options 

(group, scene, gallery, gesture control)
• professional variants (sensor technology, extension DALI)
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From single rooms to complete production halls, hot rolling mills, commercial or 
industrial buildings, warehouses, building solutions and more. Outdoor solutions 
with fl oodlights or other light sources can also be realized. 

An asset for projects of any scale - small, 
medium or very large  

tempLED customer Blohm + Voss, Hamburg

tempLED customer Norske Skog, Bruck an der Mur tempLED customer Norske Skog, Bruck an der Mur
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With the Casambi Wireless DALI Gateway, wired installations can be easily 
expanded wirelessly, making Casambi the ideal solution for renovations or 
extensions.

Always up to date on the safest status
All “Casambi Ready” products are built on a standardized hardware and 
software environment. The Casambi components update themselves wirelessly 
(over-the-air). 

New functions are also made available to the user on a regular basis and free of 
charge. 

tempLED customer Voestalpine Böhler Bleche, Mürzzuschlag

tempLED customer Voestalpine Böhler Bleche, Mürzzuschlag tempLED customer Voestalpine Böhler Bleche, Mürzzuschlag
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An open platform

• A  „Casambi Cloud API“ can be used by developers to integrate 
Casambi with other systems such as IoT interfaces and analytics 
tools. The programming interface enables network monitoring, sensor 
diagnostics and usage data collection. 

Hardware and software specialists have access to the Casambi Software 
Tools and can thus enrich their solutions quickly, cost-effectively and reli-
ably.  

Supports standards

Casambi supports DALI, EnOcean, 1-10 V, PCM and phase cut-off 
dimming at device level. Gateways are used to connect to the building 
control system and to standards such as KNX.

Casambi offers

• a comprehensive partner network for Ecosystem products as well as 
services such as planning support and commissioning of the Casambi 
control system on request

• beginner and advanced trainings

• german speaking support

If you have any questions, please approach
to your tempLED contact.

tempLED Kunde FC Wildschönau
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application areas offi  ce Building 
manufacturing Industry & Trade
warehouse & Logistics
high temperature areas
hospitals, clean room areas
municipal and community facilities
outdoor areas close to buildings, sports fi elds
outdoor areas of industry

communication wireless
(Casambi Bluetooth ® Low Energy)

required infrastructure power supply for luminaires (no control lines), switches/ buttons and sensors optional
energy self-suffi  cient sensors and pushbuttons available (battery or EnOcean technology)

central control unit Not necessary, intelligence is in the luminaire

network size up to 250 Casambi devices (Evolution) 
arbitrarily scalable
overlapping controllable via site function

luminaire control via DALI (inkl. DT1, DT6, DT8), DALI-broadcast (number of luminaires depends on the 
ecosystem product)
0-10 V/ 1- 10 V
phase section

operation through app
accessories (switch/button/sensor) optional
Casambi Ready switches, dimmers and buttons

other interfaces relay
button
gateways (Casambi Wireless DALI, cross-network functions, Connection to BMS systems)
sensors (presence, movement, illuminance)

commissioning by end user, electrician, luminaire manufacturer, commissioning partner. 
(see Casambi website)

commissioning mobile device via Casambi app, such as smartphone / tablet

functions on / off
dimming
color temperature control/ tunable white
R/G/B, R/G/B/W
Human Centric Lighting
timer, calendar
consideration of sunrise / sunset
groups (spatial assignment)
galleries (intuitive operation via app)
scenes 
automated functions, depending on sensor data or temporal events
iBeacon

remote access via Casambi app on mobile device
via the building control system and the Casambi Wireless Dali Gateway

security and function updates wireless (over the air) via Casambi App

Preparation for IoT/value-added 
services

Casambi Cloud, Casambi API

ecosystem products Casambi modules 
modules from ecosystem partners
luminaires
drivers
sensors
switches
pushbutton
pushbutton inputs
repeater
gateways
door/window contacts
dimmer
products according to Zhaga Book 18
data visualization vi dashboards
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The Casambi modules are controlled via tablet, smartphone, PC or conventional light switch. With the free app for 
Android and Apple iOS, the lighting is set up centrally. 

Get started and take advantage of the many features of the free Casambi 
app for Android or Apple iOS. 

Individual grouping 
of luminaires and workspaces 
via Bluetooth 

Group a wide variety of application areas, such as 
halls, warehouses, workstations, etc. 
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The data of your lighting controlled by Casambi are collected and processed. 
The overview can be conveniently viewed from anywhere at any time using your PC, tablet or smartphone. 
anytime. Thus Casambi enables you a clean reporting of the following data:

Overview diagram Casambi network 

• Energy consumption
• Space utilization
• Illuminance
• Luminaire and network faults
• Central emergency light check

Convenient monitoring around the clock -
this is how Casambi can be evaluated. 
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tempLED luminaires 
CASAMBI-ready

MODULES EAN / GTIN art. -no.

Casambi control unit type 10 bare aluminum
suitable for tempLED RayLine Eco V2

4260669198968 065515

Casambi control unit type 60 bare aluminum
suitable for tempLED RayLine Eco V2

4260669199309 065516

Casambi control unit
suitable for tempLED RayBeam Pro HT

4260669198203 934187

Casambi control unit
suitable for tempLED RayBeam Hi V2 HT

4260669198227 934189

Casambi control unit
suitable for tempLED RayBeam Pro

4260745233507 932249

Casambi control unit
suitable for tempLED RayLance V2

4260745233521 932254

Casambi control unit
suitable for tempLED RayCrane 500

4260745230100 934237

Casambi control unit
suitable for tempLED RayField V2 400 - 1000 DALI

4260669198289 934199

Casambi control unit
suitable for tempLED RayField V2 1200 - 1500 DALI

4260669198418 934201

Casambi control unit
suitable for tempLED RayWay HT

4260669199903 934228

Casambi control unit
suitable for tempLED RayProof Pro

4260745230049 934230

Casambi control unit for Zhaga-18 slot
suitable for tempLED RayTrack Pro V2

4260491841568 934221
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tempLED luminaires 
CASAMBI-ready

MODULES EAN / GTIN art. -no.

Casambi control unit type 10 bare aluminum
suitable for tempLED RayLine Eco V2

4260669198968 065515

Casambi control unit type 60 bare aluminum
suitable for tempLED RayLine Eco V2

4260669199309 065516

Casambi control unit
suitable for tempLED RayBeam Pro HT

4260669198203 934187

Casambi control unit
suitable for tempLED RayBeam Hi V2 HT

4260669198227 934189

Casambi control unit
suitable for tempLED RayBeam Pro

4260745233507 932249

Casambi control unit
suitable for tempLED RayLance V2

4260745233521 932254

Casambi control unit
suitable for tempLED RayCrane 500

4260745230100 934237

Casambi control unit
suitable for tempLED RayField V2 400 - 1000 DALI

4260669198289 934199

Casambi control unit
suitable for tempLED RayField V2 1200 - 1500 DALI

4260669198418 934201

Casambi control unit
suitable for tempLED RayWay HT

4260669199903 934228

Casambi control unit
suitable for tempLED RayProof Pro

4260745230049 934230

Casambi control unit for Zhaga-18 slot
suitable for tempLED RayTrack Pro V2

4260491841568 934221

tempLED luminaires 
CASAMBI-ready

ACCESSORIES EAN / GTIN art. -no.

Casambi surface-mounted single paddle wall switch 4260669199989 932011

Casambi surface-mounted double paddle wall switch 4260669199996 932012

Casambi surface-mounted quad push button interface for outdoor use 4260745230001 932013

Casambi surface-mounted wall switch
4 preset buttons, 2 dimming buttons, 2 multifunction buttons

4260491841902 932366

Casambi PIR motion sensor type WIDE
for mounting heights up to 14 m, circular coverage area with a diameter of approx. 28 m

4260491841551 932365

Casambi PIR motion sensor type NARROW
for mounting heights up to 12 m, linear coverage area of approx. 15 x 3 m

4260669192584 932368

Casambi PIR motion sensor type SPOT
for mounting heights up to 20 m, circular coverage area with a diameter of approx. 5 m

4260669192577 932369

Casambi in-wall quad push-button interface
for integration of existing push-buttons on site, installation in deep in-wall boxes

4260491845740 932370

Casambi gateway 
enables remote access to the Casambi network via WAN/LAN/WLAN and APP

4260491841940 932371

Casambi backup timer / clock
allows the system clock to be maintained during and set after power outages

4260745230018 932014
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Our customer
Trimet
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LEDtemp
www.tempLED.de

HIGH TEMPERATURE HALL LIGHT

tempLED RayBeam Pro HT
100 | 150 | 200 | 240

HALL LIGHTS

HIGH TEMPERATURES
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Light distribution curves tempLED RayBeam Pro HT

0°15° 15° 30°30°

45°

60°

75°

90°

105°

45°

60°

75°

90°
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100 | 150 | 200 | 240
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90°
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0°15° 15° 30°30°

45°

60°

75°

90°

105°

45°

60°

75°

90°

105°

60 degrees symmetrical
optical system

90 degrees symmetrical
optical system

120 degrees symmetrical

energy-effi  cient constant current 
power supply with integrated 

DALI -2 dimming and optional 
constant lumen output (CLO)

modular overall structure 
with exchangeable and repla-
ceable main components

powerful, dust-permeable
heat sink made of

die-cast aluminum

solid luminaire housing optimi-
zed for high-temperature sur-
roundings up to +80° Celsius

pressure compensation mem-
brane to prevent condensation

durable and bright 
LED light fi eld

impact and UV-resistant high-
performance optical system 

with three practical beam angles

initial system effi  ciency
up to 150 lm / w

Power Factor
Correction

optional 2

IP 6640° C

+80° C

-

up to
150 lm/w

Ra > 80 
4,000 K
5,000 K

IK08

UV

optional control 
and safety systems:

impact-resistant cover 
plate made of 5 mm 
thoughened safety glass

tempLED RayBeam Pro HT
100 | 150 | 200 | 240

Dimensions tempLED RayBeam Pro HT
100 | 150 | 200 | 240

Mounting options tempLED RayBeam Pro HT
100 | 150 | 200 | 240

bracket mounting1, 2

1 Adjustment range for surface mounting with standard ceiling bracket: -45 to +45 degrees.
² Adjustment range for surface mounting with optional wall bracket (934039): 0 to 90 degrees.

450 mm

450 mm

pendant mounting

346 mm

240 mm
209 mm
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Light distribution curves tempLED RayBeam Pro HT
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energy-effi  cient constant current 
power supply with integrated 

DALI -2 dimming and optional 
constant lumen output (CLO)

modular overall structure 
with exchangeable and repla-
ceable main components

powerful, dust-permeable
heat sink made of

die-cast aluminum

solid luminaire housing optimi-
zed for high-temperature sur-
roundings up to +80° Celsius

pressure compensation mem-
brane to prevent condensation

durable and bright 
LED light fi eld

impact and UV-resistant high-
performance optical system 

with three practical beam angles

initial system effi  ciency
up to 150 lm / w

Power Factor
Correction

optional 2

IP 6640° C

+80° C

-

up to
150 lm/w

Ra > 80 
4,000 K
5,000 K

IK08

UV

optional control 
and safety systems:

impact-resistant cover 
plate made of 5 mm 
thoughened safety glass

tempLED RayBeam Pro HT
100 | 150 | 200 | 240

Dimensions tempLED RayBeam Pro HT
100 | 150 | 200 | 240

Mounting options tempLED RayBeam Pro HT
100 | 150 | 200 | 240

bracket mounting1, 2

1 Adjustment range for surface mounting with standard ceiling bracket: -45 to +45 degrees.
² Adjustment range for surface mounting with optional wall bracket (934039): 0 to 90 degrees.

450 mm

450 mm

pendant mounting

346 mm

240 mm
209 mm
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General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 14,000 to 36,000 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 150 lumens / watt

initial, most similar color temperature: 4,000 kelvins | 5,000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 5 SDCM

available symmetrical beam angles: 60 | 90 | 120 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): 1 percent

Electrotechnical properties:

power supply AC: 90 to 240 volts2

supply frequency: 50 / 60 hertz

power supply DC: 127 to 250 volts3

system performance: 100 to 240 watts

system performance tolerance: ± 10 percent

power factor: > 0.93

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 20 percent

temperature classifi cation (ATEX): T5

Tc - temperature: +89 degrees Celsius

Energy characteristics:

Valid for all tempLED RayBeam Pro HT with beam angle 60 and 90 degrees: This product contains a light source of energy effi  ciency class D.

Valid for all tempLED RayBeam Pro HT with beam angle 120 degrees: This product contains a light source of energy effi  ciency class C.

Mounting options:

standard mounting options: ceiling bracket with adjustment range -45 to +45 degrees
pendant mounting with mounting eyelet

optional mounting options: wall bracket with adjustment range 0 to 90 degrees (934039)

1 additional color temperatures on request.
2 power supply 249 to 528 VAC - 50/60 Hz on request.
3 power supply 352 to 500 VDC on request.

Changes and errors excepted; similar pictures.

5
years

guarantee

10
years

spare part 
guarantee

in preparation

RoHS

Control and safety properties:

dimming: DALI-2

minimum dimming level: 10 percent

constant lumen output (CLO): optional

control via the Casambi network: optional1

emergency light module: optional2

human centric lighting: on request

daylight control system: optional via the Casambi network1

Housing properties:

ambient temperature: –40 to +80 degrees Celsius

ingress protection: IP 66

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

pressure compensation membrane: yes

housing and heat sink material(s): die-cast aluminum

material(s) and fi nish of the standard ceiling bracket: stainless steel, powder-coated in white aluminium according to RAL 90063

material of optical system: impact- and UV-resistant polycarbonate

cover plate material: 5 mm impact-resistant thoughened safety glass, clear

luminaire housing color: white aluminium according to RAL 90063

power supply housing color: water blue according to RAL 50213

surface fi nish: powder coating3

supply cable type: H05RN-F 5G1

supply cable length: 250 centimeters

supply cable inlet: plug connector

supply cable connection type: open cable end

number of poles: 3 grid / 2 DALI

Additional information:

certifi cates: ENEC in preparation

conformities: CE and RoHS

lifespan (L70B10C1) @ Ta 25 degrees Celsius: approx. 100,000 hours

lifespan (L70B10C1) @ Ta 80 degrees Celsius: approx. 80,000 hours

lifespan (L90B10C1) @ Ta 25 degrees Celsius: approx. 50,000 hours

guarantee: 5 years4

spare part guarantee: 10 years

delievery includes: luminaire, ceiling bracket, mounting eyelet and fall protection

1 can only be used at ambient temperatures of max. +50 degrees Celsius.
2 can only be used at ambient temperatures from +5 to +50 degrees Celsius.
3 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
4 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayBeam Pro 100 | 150 | 200 | 240 HT

number of luminaires per package: 1

number of luminaires per pallet: 28

net weight of the luminaire: 9,500 g

gross weight per package: 11,500 g

package dimensions L x W x H: 510 x 510 x 270 mm
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General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 14,000 to 36,000 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 150 lumens / watt

initial, most similar color temperature: 4,000 kelvins | 5,000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 5 SDCM

available symmetrical beam angles: 60 | 90 | 120 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): 1 percent

Electrotechnical properties:

power supply AC: 90 to 240 volts2

supply frequency: 50 / 60 hertz

power supply DC: 127 to 250 volts3

system performance: 100 to 240 watts

system performance tolerance: ± 10 percent

power factor: > 0.93

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 20 percent

temperature classifi cation (ATEX): T5

Tc - temperature: +89 degrees Celsius

Energy characteristics:

Valid for all tempLED RayBeam Pro HT with beam angle 60 and 90 degrees: This product contains a light source of energy effi  ciency class D.

Valid for all tempLED RayBeam Pro HT with beam angle 120 degrees: This product contains a light source of energy effi  ciency class C.

Mounting options:

standard mounting options: ceiling bracket with adjustment range -45 to +45 degrees
pendant mounting with mounting eyelet

optional mounting options: wall bracket with adjustment range 0 to 90 degrees (934039)

1 additional color temperatures on request.
2 power supply 249 to 528 VAC - 50/60 Hz on request.
3 power supply 352 to 500 VDC on request.

Changes and errors excepted; similar pictures.

5
years

guarantee

10
years

spare part 
guarantee

in preparation

RoHS

Control and safety properties:

dimming: DALI-2

minimum dimming level: 10 percent

constant lumen output (CLO): optional

control via the Casambi network: optional1

emergency light module: optional2

human centric lighting: on request

daylight control system: optional via the Casambi network1

Housing properties:

ambient temperature: –40 to +80 degrees Celsius

ingress protection: IP 66

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

pressure compensation membrane: yes

housing and heat sink material(s): die-cast aluminum

material(s) and fi nish of the standard ceiling bracket: stainless steel, powder-coated in white aluminium according to RAL 90063

material of optical system: impact- and UV-resistant polycarbonate

cover plate material: 5 mm impact-resistant thoughened safety glass, clear

luminaire housing color: white aluminium according to RAL 90063

power supply housing color: water blue according to RAL 50213

surface fi nish: powder coating3

supply cable type: H05RN-F 5G1

supply cable length: 250 centimeters

supply cable inlet: plug connector

supply cable connection type: open cable end

number of poles: 3 grid / 2 DALI

Additional information:

certifi cates: ENEC in preparation

conformities: CE and RoHS

lifespan (L70B10C1) @ Ta 25 degrees Celsius: approx. 100,000 hours

lifespan (L70B10C1) @ Ta 80 degrees Celsius: approx. 80,000 hours

lifespan (L90B10C1) @ Ta 25 degrees Celsius: approx. 50,000 hours

guarantee: 5 years4

spare part guarantee: 10 years

delievery includes: luminaire, ceiling bracket, mounting eyelet and fall protection

1 can only be used at ambient temperatures of max. +50 degrees Celsius.
2 can only be used at ambient temperatures from +5 to +50 degrees Celsius.
3 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
4 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayBeam Pro 100 | 150 | 200 | 240 HT

number of luminaires per package: 1

number of luminaires per pallet: 28

net weight of the luminaire: 9,500 g

gross weight per package: 11,500 g

package dimensions L x W x H: 510 x 510 x 270 mm
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tempLED RayBeam Pro 100 - 60 HT RayBeam Pro 100 - 90 HT RayBeam Pro 100 - 120 HT

article number: 341164 341194 341124

GTIN / EAN: 4260669198319 4260669198326 4260669198302

initial luminous fl ux: 14,000 lm 14,000 lm 15,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 150 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 100 W 100 W 100 W

power consumption: 0.45 A 0.45 A 0.45 A

maximum inrush current: 24 A 24 A 24 A

dimensions (Ø x H): 450 x 240 mm 450 x 240 mm 450 x 240 mm

tempLED RayBeam Pro 150 - 60 HT RayBeam Pro 150 - 90 HT RayBeam Pro 150 - 120 HT

article number: 341264 341294 341224

GTIN / EAN: 4260669198340 4260669198357 4260669198333

initial luminous fl ux: 21,000 lm 21,000 lm 22,500 lm

initial system effi  ciency: 140 lm/w 140 lm/w 150 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 150 W 150 W 150 W

power consumption: 0.70 A 0.70 A 0.70 A

maximum inrush current: 24 A 24 A 24 A

dimensions (Ø x H): 450 x 240 mm 450 x 240 mm 450 x 240 mm

tempLED RayBeam Pro 100 - 60 HT RayBeam Pro 100 - 90 HT RayBeam Pro 100 - 120 HT

article number: 341165 341195 341125

GTIN / EAN: 4260669190009 4260669190016 4260669190023

initial luminous fl ux: 14,000 lm 14,000 lm 15,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 150 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 100 W 100 W 100 W

power consumption: 0.45 A 0.45 A 0.45 A

maximum inrush current: 24 A 24 A 24 A

dimensions (Ø x H): 450 x 240 mm 450 x 240 mm 450 x 240 mm

100

100

150

tempLED RayBeam Pro 150 - 60 HT RayBeam Pro 150 - 90 HT RayBeam Pro 150 - 120 HT

article number: 341265 341295 341225

GTIN / EAN: 4260669190030 4260669190047 4260669190054

initial luminous fl ux: 21,000 lm 21,000 lm 22,500 lm

initial system effi  ciency: 140 lm/w 140 lm/w 150 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 150 W 150 W 150 W

power consumption: 0.70 A 0.70 A 0.70 A

maximum inrush current: 24 A 24 A 24 A

dimensions (Ø x H): 450 x 240 mm 450 x 240 mm 450 x 240 mm

tempLED RayBeam Pro 200 - 60 HT RayBeam Pro 200 - 90 HT RayBeam Pro 200 - 120 HT

article number: 341365 341395 341325

GTIN / EAN: 4260669190061 4260669190078 4260669190085

initial luminous fl ux: 28,000 lm 28,000 lm 30,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 150 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 200 W 200 W 200 W

power consumption: 0.90 A 0.90 A 0.90 A

maximum inrush current: 24 A 24 A 24 A

dimensions (Ø x H): 450 x 240 mm 450 x 240 mm 450 x 240 mm

tempLED RayBeam Pro 200 - 60 HT RayBeam Pro 200 - 90 HT RayBeam Pro 200 - 120 HT

article number: 341364 341394 341324

GTIN / EAN: 4260669198371 4260669198388 4260669198364

initial luminous fl ux: 28,000 lm 28,000 lm 30,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 150 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 200 W 200 W 200 W

power consumption: 0.90 A 0.90 A 0.90 A

maximum inrush current: 24 A 24 A 24 A

dimensions (Ø x H): 450 x 240 mm 450 x 240 mm 450 x 240 mm
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tempLED RayBeam Pro 100 - 60 HT RayBeam Pro 100 - 90 HT RayBeam Pro 100 - 120 HT

article number: 341164 341194 341124

GTIN / EAN: 4260669198319 4260669198326 4260669198302

initial luminous fl ux: 14,000 lm 14,000 lm 15,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 150 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 100 W 100 W 100 W

power consumption: 0.45 A 0.45 A 0.45 A

maximum inrush current: 24 A 24 A 24 A

dimensions (Ø x H): 450 x 240 mm 450 x 240 mm 450 x 240 mm

tempLED RayBeam Pro 150 - 60 HT RayBeam Pro 150 - 90 HT RayBeam Pro 150 - 120 HT

article number: 341264 341294 341224

GTIN / EAN: 4260669198340 4260669198357 4260669198333

initial luminous fl ux: 21,000 lm 21,000 lm 22,500 lm

initial system effi  ciency: 140 lm/w 140 lm/w 150 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 150 W 150 W 150 W

power consumption: 0.70 A 0.70 A 0.70 A

maximum inrush current: 24 A 24 A 24 A

dimensions (Ø x H): 450 x 240 mm 450 x 240 mm 450 x 240 mm

tempLED RayBeam Pro 100 - 60 HT RayBeam Pro 100 - 90 HT RayBeam Pro 100 - 120 HT

article number: 341165 341195 341125

GTIN / EAN: 4260669190009 4260669190016 4260669190023

initial luminous fl ux: 14,000 lm 14,000 lm 15,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 150 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 100 W 100 W 100 W

power consumption: 0.45 A 0.45 A 0.45 A

maximum inrush current: 24 A 24 A 24 A

dimensions (Ø x H): 450 x 240 mm 450 x 240 mm 450 x 240 mm
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tempLED RayBeam Pro 150 - 60 HT RayBeam Pro 150 - 90 HT RayBeam Pro 150 - 120 HT

article number: 341265 341295 341225

GTIN / EAN: 4260669190030 4260669190047 4260669190054

initial luminous fl ux: 21,000 lm 21,000 lm 22,500 lm

initial system effi  ciency: 140 lm/w 140 lm/w 150 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 150 W 150 W 150 W

power consumption: 0.70 A 0.70 A 0.70 A

maximum inrush current: 24 A 24 A 24 A

dimensions (Ø x H): 450 x 240 mm 450 x 240 mm 450 x 240 mm

tempLED RayBeam Pro 200 - 60 HT RayBeam Pro 200 - 90 HT RayBeam Pro 200 - 120 HT

article number: 341365 341395 341325

GTIN / EAN: 4260669190061 4260669190078 4260669190085

initial luminous fl ux: 28,000 lm 28,000 lm 30,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 150 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 200 W 200 W 200 W

power consumption: 0.90 A 0.90 A 0.90 A

maximum inrush current: 24 A 24 A 24 A

dimensions (Ø x H): 450 x 240 mm 450 x 240 mm 450 x 240 mm

tempLED RayBeam Pro 200 - 60 HT RayBeam Pro 200 - 90 HT RayBeam Pro 200 - 120 HT

article number: 341364 341394 341324

GTIN / EAN: 4260669198371 4260669198388 4260669198364

initial luminous fl ux: 28,000 lm 28,000 lm 30,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 150 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 200 W 200 W 200 W

power consumption: 0.90 A 0.90 A 0.90 A

maximum inrush current: 24 A 24 A 24 A

dimensions (Ø x H): 450 x 240 mm 450 x 240 mm 450 x 240 mm
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tempLED RayBeam Pro 240 - 60 HT RayBeam Pro 240 - 90 HT RayBeam Pro 240 - 120 HT

article number: 341465 341495 341425

GTIN / EAN: 4260669190092 4260669190108 4260669190115

initial luminous fl ux: 33,600 lm 33,600 lm 36,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 150 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 240 W 240 W 240 W

power consumption: 1.04 A 1.04 A 1.04 A

maximum inrush current: 24 A 24 A 24 A

dimensions (Ø x H): 450 x 240 mm 450 x 240 mm 450 x 240 mm

tempLED RayBeam Pro 240 - 60 HT RayBeam Pro 240 - 90 HT RayBeam Pro 240 - 120 HT

article number: 341464 341494 341424

GTIN / EAN: 4260669198395 4260669198401 4260491843531

initial luminous fl ux: 33,600 lm 33,600 lm 36,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 150 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 240 W 240 W 240 W

power consumption: 1.04 A 1.04 A 1.04 A

maximum inrush current: 24 A 24 A 24 A

dimensions (Ø x H): 450 x 240 mm 450 x 240 mm 450 x 240 mm
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Direct link to the tempLED
download portal

Recyclin
g 

> 
90

%

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?

tempLED Accessory catalogue RayBeam Pro HT art.-no. GTIN / EAN

wall bracket
surface bracket for wall mounting, adjustment range of the luminaire: 0 to 90 degrees, 
material: stainless steel, fi nish: natural

934039 4260669194311

locking device for ball impact safety
adjustable and lockable mounting bracket with scale for ball impact safety, material: steel, 
fi nish: powder coating in white aluminium according to RAL 9006, delivery as a set of 2

935540 4260491842350

safety plug
3-pin safety plug with ingress protection IP 44,
installed on the supply cable of the luminaire

945400 4260491842251

supply cable extension
ready-to-use 5-pin supply cable extension up to 10 meters

933499 4260491849687

Wieland connector RST 20i5
5-pin socket part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
for cable diameter 6 - 10 mm

945430 4260491842329

Wieland connector RST 20i5
5-pin connector part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
installed on the supply cable of the luminaire

945431 4260491842336

cover plate polycarbonate
impact-resistant cover plate, thickness 5 mm, 
material: polycarbonat, fi nish: clear

333902 42604919843753

Casambi control unit
for integrating and controlling the luminaire via the Casambi network,
can only be used at ambient temperatures of max. +50 degrees Celsius,
mounted on the luminaire ready for use

934187 4260669198203

emergency light module suitable only for tempLED RayBeam Pro 100 / 150 / 200 HT
with automatic detection of failure and return of supply voltage, display of functional status,
battery type: LiFePO4, running time approx. 3 hours with an output power of approx. 3,5 watts, 
recharging time: approx. 24 hours, can only be used at ambient temperatures from +5 to +50 
degrees Celsius, mounted on the luminaire ready for use

341900 4260745237246

emergency light module suitable only for tempLED RayBeam Pro 240 HT
with automatic detection of failure and return of supply voltage, display of functional status,
battery type: LiFePO4, running time approx. 3 hours with an output power of approx. 3,5 watts, 
recharging time: approx. 24 hours, can only be used at ambient temperatures from +5 to +50 
degrees Celsius, mounted on the luminaire ready for use

341901 4260745237253
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tempLED RayBeam Pro 240 - 60 HT RayBeam Pro 240 - 90 HT RayBeam Pro 240 - 120 HT

article number: 341465 341495 341425

GTIN / EAN: 4260669190092 4260669190108 4260669190115

initial luminous fl ux: 33,600 lm 33,600 lm 36,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 150 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 240 W 240 W 240 W

power consumption: 1.04 A 1.04 A 1.04 A

maximum inrush current: 24 A 24 A 24 A

dimensions (Ø x H): 450 x 240 mm 450 x 240 mm 450 x 240 mm

tempLED RayBeam Pro 240 - 60 HT RayBeam Pro 240 - 90 HT RayBeam Pro 240 - 120 HT

article number: 341464 341494 341424

GTIN / EAN: 4260669198395 4260669198401 4260491843531

initial luminous fl ux: 33,600 lm 33,600 lm 36,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 150 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 240 W 240 W 240 W

power consumption: 1.04 A 1.04 A 1.04 A

maximum inrush current: 24 A 24 A 24 A

dimensions (Ø x H): 450 x 240 mm 450 x 240 mm 450 x 240 mm
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Direct link to the tempLED
download portal

Recyclin
g 

> 
90

%

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?

tempLED Accessory catalogue RayBeam Pro HT art.-no. GTIN / EAN

wall bracket
surface bracket for wall mounting, adjustment range of the luminaire: 0 to 90 degrees, 
material: stainless steel, fi nish: natural

934039 4260669194311

locking device for ball impact safety
adjustable and lockable mounting bracket with scale for ball impact safety, material: steel, 
fi nish: powder coating in white aluminium according to RAL 9006, delivery as a set of 2

935540 4260491842350

safety plug
3-pin safety plug with ingress protection IP 44,
installed on the supply cable of the luminaire

945400 4260491842251

supply cable extension
ready-to-use 5-pin supply cable extension up to 10 meters

933499 4260491849687

Wieland connector RST 20i5
5-pin socket part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
for cable diameter 6 - 10 mm

945430 4260491842329

Wieland connector RST 20i5
5-pin connector part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
installed on the supply cable of the luminaire

945431 4260491842336

cover plate polycarbonate
impact-resistant cover plate, thickness 5 mm, 
material: polycarbonat, fi nish: clear

333902 42604919843753

Casambi control unit
for integrating and controlling the luminaire via the Casambi network,
can only be used at ambient temperatures of max. +50 degrees Celsius,
mounted on the luminaire ready for use

934187 4260669198203

emergency light module suitable only for tempLED RayBeam Pro 100 / 150 / 200 HT
with automatic detection of failure and return of supply voltage, display of functional status,
battery type: LiFePO4, running time approx. 3 hours with an output power of approx. 3,5 watts, 
recharging time: approx. 24 hours, can only be used at ambient temperatures from +5 to +50 
degrees Celsius, mounted on the luminaire ready for use

341900 4260745237246

emergency light module suitable only for tempLED RayBeam Pro 240 HT
with automatic detection of failure and return of supply voltage, display of functional status,
battery type: LiFePO4, running time approx. 3 hours with an output power of approx. 3,5 watts, 
recharging time: approx. 24 hours, can only be used at ambient temperatures from +5 to +50 
degrees Celsius, mounted on the luminaire ready for use

341901 4260745237253
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HIGH TEMPERATURE HALL LIGHT

tempLED RayBeam Hi V2 HT
400 | 500 | 600

HALL LIGHTS

HIGH TEMPERATURES
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Light distribution curves tempLED RayBeam Hi V2 HT
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30 degrees symmetrical
linear technology

60 degrees symmetrical
linear technology

90 degrees symmetrical
linear technology

two energy-effi  cient constant cur-
rent power supplies with integrated 

DALI-2 dimming and optional 
constant lumen output (CLO)

modular overall structure 
with exchangeable and repla-
ceable main components

powerful, dust-permeable
heat sink made of

die-cast aluminum

solid luminaire housing 
optimized for high-tempera-
ture surroundings up to +70° 
Celsius

pressure compensation mem-
brane to prevent condensation

fi ve durable and 
bright LED light 
fi elds

impact and UV-resistant high-performance optical system 
in linear technology for stray light reduction 

with three practical beam angles

initial system effi  ciency
up to 165 lm / w

Power Factor
Correction

optional 2

IP 6540° C

+70° C

-

up to
165 lm/w

Ra > 80 
4,000 K
5,000 K

IK08

UV

optional control and 
safety systems:

tempLED RayBeam Hi V2 HT
400 | 500 | 600

Dimensions tempLED RayBeam Hi V2 HT
400 | 500 | 600

Mounting options tempLED RayBeam Hi V2 HT
400 | 500 | 600

bracket mounting1, 2

1 Adjustment range for surface mounting with standard ceiling bracket: -45 to +45 degrees.
² Adjustment range for surface mounting with optional wall bracket (934040): 0 to 90 degrees.

360 mm

294 mm
185 mm

556 mm

556 mm
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Light distribution curves tempLED RayBeam Hi V2 HT
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30 degrees symmetrical
linear technology

60 degrees symmetrical
linear technology

90 degrees symmetrical
linear technology

two energy-effi  cient constant cur-
rent power supplies with integrated 

DALI-2 dimming and optional 
constant lumen output (CLO)

modular overall structure 
with exchangeable and repla-
ceable main components

powerful, dust-permeable
heat sink made of

die-cast aluminum

solid luminaire housing 
optimized for high-tempera-
ture surroundings up to +70° 
Celsius

pressure compensation mem-
brane to prevent condensation

fi ve durable and 
bright LED light 
fi elds

impact and UV-resistant high-performance optical system 
in linear technology for stray light reduction 

with three practical beam angles

initial system effi  ciency
up to 165 lm / w

Power Factor
Correction

optional 2

IP 6540° C

+70° C

-

up to
165 lm/w

Ra > 80 
4,000 K
5,000 K

IK08

UV

optional control and 
safety systems:

tempLED RayBeam Hi V2 HT
400 | 500 | 600

Dimensions tempLED RayBeam Hi V2 HT
400 | 500 | 600

Mounting options tempLED RayBeam Hi V2 HT
400 | 500 | 600

bracket mounting1, 2

1 Adjustment range for surface mounting with standard ceiling bracket: -45 to +45 degrees.
² Adjustment range for surface mounting with optional wall bracket (934040): 0 to 90 degrees.

360 mm

294 mm
185 mm

556 mm

556 mm
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General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 66,000 to 99,000 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 165 lumens / watt

initial, most similar color temperature: 4,000 kelvins | 5,000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 5 SDCM

available symmetrical beam angles: 30 | 60 | 90 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): 1 percent

stray light reduction: yes, with linear technology

Electrotechnical properties:

power supply AC: 90 to 240 volts2

supply frequency: 50 / 60 hertz

power supply DC: 140 to 250 volts3

system performance: 400 to 600 watts

system performance tolerance: ± 10 percent

integrated power supplies: two

power factor: > 0.90

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 20 percent

temperature classifi cation (ATEX): T5

Tc - temperature: +89 degrees Celsius

Energy characteristics:

Valid for all tempLED RayBeam Hi V2 HT: This product contains a light source of energy effi  ciency class C.

Mounting options:

standard mounting options: ceiling bracket with adjustment range -45 to +45 degrees

optional mounting options: wall bracket with adjustment range 0 to 90 degrees (934040)

1 additional color temperatures on request.
2 power supply 249 to 528 VAC - 50/60 Hz on request.
3 power supply 352 to 500 VDC on request.

Changes and errors excepted; similar pictures.

5
years

guarantee

10
years

spare part 
guarantee

in preparation

RoHS

Control and safety properties:

dimming: DALI-2

minimum dimming level: 10 percent

constant lumen output (CLO): optional

control via the Casambi network: optional1

emergency light module: optional2

human centric lighting: on request

daylight control system: optional via the Casambi network1

Housing properties:

ambient temperature: –40 to +70 degrees Celsius

ingress protection: IP 65

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

pressure compensation membrane: yes

housing and heat sink material(s): die-cast aluminum

material(s) and fi nish of the standard ceiling bracket: stainless steel, powder-coated in white aluminium according to RAL 90063

material of optical system: impact- and UV-resistant polycarbonate

luminaire housing color: white aluminium according to RAL 90063

power supply housing color: water blue according to RAL 50213

surface fi nish: powder coating3

supply cable type: H05RN-F 5G1

supply cable length: 250 centimeters

supply cable inlet: plug connector

supply cable connection type: open cable end

number of poles: 3 grid / 2 DALI

Additional information:

certifi cates: ENEC in preparation

conformities: CE and RoHS

lifespan (L70B10C1) @ Ta 25 degrees Celsius: approx. 100,000 hours

lifespan (L70B10C1) @ Ta 70 degrees Celsius: approx. 100,000 hours

lifespan (L90B10C1) @ Ta 25 degrees Celsius: approx. 50,000 hours

guarantee: 5 years4

spare part guarantee: 10 years

delievery includes: luminaire, ceiling bracket and fall protection

1 can only be used at ambient temperatures of max. +50 degrees Celsius.
2 can only be used at ambient temperatures from +5 to +50 degrees Celsius.
3 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
4 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayBeam Hi V2 400 HT RayBeam Hi V2 500 HT RayBeam Hi V2 600 HT

number of luminaires per package: 1 1 1

number of luminaires per pallet: 8 8 8

net weight of the luminaire: 17,400 g 18,700 g 19,700 g

gross weight per package: 20,200 g 21,500 g 22,500 g

package dimensions L x W x H: 750 x 700 x 330 mm 750 x 700 x 330 mm 750 x 700 x 330 mm
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General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 66,000 to 99,000 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 165 lumens / watt

initial, most similar color temperature: 4,000 kelvins | 5,000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 5 SDCM

available symmetrical beam angles: 30 | 60 | 90 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): 1 percent

stray light reduction: yes, with linear technology

Electrotechnical properties:

power supply AC: 90 to 240 volts2

supply frequency: 50 / 60 hertz

power supply DC: 140 to 250 volts3

system performance: 400 to 600 watts

system performance tolerance: ± 10 percent

integrated power supplies: two

power factor: > 0.90

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 20 percent

temperature classifi cation (ATEX): T5

Tc - temperature: +89 degrees Celsius

Energy characteristics:

Valid for all tempLED RayBeam Hi V2 HT: This product contains a light source of energy effi  ciency class C.

Mounting options:

standard mounting options: ceiling bracket with adjustment range -45 to +45 degrees

optional mounting options: wall bracket with adjustment range 0 to 90 degrees (934040)

1 additional color temperatures on request.
2 power supply 249 to 528 VAC - 50/60 Hz on request.
3 power supply 352 to 500 VDC on request.

Changes and errors excepted; similar pictures.

5
years

guarantee

10
years

spare part 
guarantee

in preparation

RoHS

Control and safety properties:

dimming: DALI-2

minimum dimming level: 10 percent

constant lumen output (CLO): optional

control via the Casambi network: optional1

emergency light module: optional2

human centric lighting: on request

daylight control system: optional via the Casambi network1

Housing properties:

ambient temperature: –40 to +70 degrees Celsius

ingress protection: IP 65

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

pressure compensation membrane: yes

housing and heat sink material(s): die-cast aluminum

material(s) and fi nish of the standard ceiling bracket: stainless steel, powder-coated in white aluminium according to RAL 90063

material of optical system: impact- and UV-resistant polycarbonate

luminaire housing color: white aluminium according to RAL 90063

power supply housing color: water blue according to RAL 50213

surface fi nish: powder coating3

supply cable type: H05RN-F 5G1

supply cable length: 250 centimeters

supply cable inlet: plug connector

supply cable connection type: open cable end

number of poles: 3 grid / 2 DALI

Additional information:

certifi cates: ENEC in preparation

conformities: CE and RoHS

lifespan (L70B10C1) @ Ta 25 degrees Celsius: approx. 100,000 hours

lifespan (L70B10C1) @ Ta 70 degrees Celsius: approx. 100,000 hours

lifespan (L90B10C1) @ Ta 25 degrees Celsius: approx. 50,000 hours

guarantee: 5 years4

spare part guarantee: 10 years

delievery includes: luminaire, ceiling bracket and fall protection

1 can only be used at ambient temperatures of max. +50 degrees Celsius.
2 can only be used at ambient temperatures from +5 to +50 degrees Celsius.
3 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
4 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayBeam Hi V2 400 HT RayBeam Hi V2 500 HT RayBeam Hi V2 600 HT

number of luminaires per package: 1 1 1

number of luminaires per pallet: 8 8 8

net weight of the luminaire: 17,400 g 18,700 g 19,700 g

gross weight per package: 20,200 g 21,500 g 22,500 g

package dimensions L x W x H: 750 x 700 x 330 mm 750 x 700 x 330 mm 750 x 700 x 330 mm
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tempLED RayBeam Hi V2 400 - 30 HT RayBeam Hi V2 400 - 60 HT RayBeam Hi V2 400 - 90 HT

article number: 336434 336464 336494

GTIN / EAN: 4260745230766 4260745230780 4260745230803

initial luminous fl ux: 66,000 lm 66,000 lm 66,000 lm

initial system effi  ciency: 165 lm/w 165 lm/w 165 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 30 degrees 60 degrees 90 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 400 W 400 W 400 W

power consumption: 1.74 A 1.74 A 1.74 A

maximum inrush current: 65 A 65 A 65 A

dimensions (Ø x H): 556 x 294 mm 556 x 294 mm 556 x 294 mm

tempLED RayBeam Hi V2 500 - 30 HT RayBeam Hi V2 500 - 60 HT RayBeam Hi V2 500 - 90 HT

article number: 336534 336564 336594

GTIN / EAN: 4260745230827 4260745230841 4260745230865

initial luminous fl ux: 82,500 lm 82,500 lm 82,500 lm

initial system effi  ciency: 165 lm/w 165 lm/w 165 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 30 degrees 60 degrees 90 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 500 W 500 W 500 W

power consumption: 2.17 A 2.17 A 2.17 A

maximum inrush current: 80 A 80 A 80 A

dimensions (Ø x H): 556 x 294 mm 556 x 294 mm 556 x 294 mm

tempLED RayBeam Hi V2 400 - 30 HT RayBeam Hi V2 400 - 60 HT RayBeam Hi V2 400 - 90 HT

article number: 336435 336465 336495

GTIN / EAN: 4260745230773 4260745230797 4260745230810

initial luminous fl ux: 66,000 lm 66,000 lm 66,000 lm

initial system effi  ciency: 165 lm/w 165 lm/w 165 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 30 degrees 60 degrees 90 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 400 W 400 W 400 W

power consumption: 1.74 A 1.74 A 1.74 A

maximum inrush current: 65 A 65 A 65 A

dimensions (Ø x H): 556 x 294 mm 556 x 294 mm 556 x 294 mm
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tempLED RayBeam Hi V2 500 - 30 HT RayBeam Hi V2 500 - 60 HT RayBeam Hi V2 500 - 90 HT

article number: 336535 336565 336595

GTIN / EAN: 4260745230834 4260745230858 4260745230872

initial luminous fl ux: 82,500 lm 82,500 lm 82,500 lm

initial system effi  ciency: 165 lm/w 165 lm/w 165 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 30 degrees 60 degrees 90 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 500 W 500 W 500 W

power consumption: 2.17 A 2.17 A 2.17 A

maximum inrush current: 80 A 80 A 80 A

dimensions (Ø x H): 556 x 294 mm 556 x 294 mm 556 x 294 mm

tempLED RayBeam Hi V2 600 - 30 HT RayBeam Hi V2 600 - 60 HT RayBeam Hi V2 600 - 90 HT

article number: 336635 336665 336695

GTIN / EAN: 4260745230896 4260745230919 4260745230933

initial luminous fl ux: 99,000 lm 99,000 lm 99,000 lm

initial system effi  ciency: 165 lm/w 165 lm/w 165 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 30 degrees 60 degrees 90 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 600 W 600 W 600 W

power consumption: 2.51 A 2.51 A 2.51 A

maximum inrush current: 96 A 96 A 96 A

dimensions (Ø x H): 556 x 294 mm 556 x 294 mm 556 x 294 mm

tempLED RayBeam Hi V2 600 - 30 HT RayBeam Hi V2 600 - 60 HT RayBeam Hi V2 600 - 90 HT

article number: 336634 336664 336694

GTIN / EAN: 4260745230889 4260745230902 4260745230926

initial luminous fl ux: 99,000 lm 99,000 lm 99,000 lm

initial system effi  ciency: 165 lm/w 165 lm/w 165 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 30 degrees 60 degrees 90 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 600 W 600 W 600 W

power consumption: 2.51 A 2.51 A 2.51 A

maximum inrush current: 96 A 96 A 96 A

dimensions (Ø x H): 556 x 294 mm 556 x 294 mm 556 x 294 mm
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tempLED RayBeam Hi V2 400 - 30 HT RayBeam Hi V2 400 - 60 HT RayBeam Hi V2 400 - 90 HT

article number: 336434 336464 336494

GTIN / EAN: 4260745230766 4260745230780 4260745230803

initial luminous fl ux: 66,000 lm 66,000 lm 66,000 lm

initial system effi  ciency: 165 lm/w 165 lm/w 165 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 30 degrees 60 degrees 90 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 400 W 400 W 400 W

power consumption: 1.74 A 1.74 A 1.74 A

maximum inrush current: 65 A 65 A 65 A

dimensions (Ø x H): 556 x 294 mm 556 x 294 mm 556 x 294 mm

tempLED RayBeam Hi V2 500 - 30 HT RayBeam Hi V2 500 - 60 HT RayBeam Hi V2 500 - 90 HT

article number: 336534 336564 336594

GTIN / EAN: 4260745230827 4260745230841 4260745230865

initial luminous fl ux: 82,500 lm 82,500 lm 82,500 lm

initial system effi  ciency: 165 lm/w 165 lm/w 165 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 30 degrees 60 degrees 90 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 500 W 500 W 500 W

power consumption: 2.17 A 2.17 A 2.17 A

maximum inrush current: 80 A 80 A 80 A

dimensions (Ø x H): 556 x 294 mm 556 x 294 mm 556 x 294 mm

tempLED RayBeam Hi V2 400 - 30 HT RayBeam Hi V2 400 - 60 HT RayBeam Hi V2 400 - 90 HT

article number: 336435 336465 336495

GTIN / EAN: 4260745230773 4260745230797 4260745230810

initial luminous fl ux: 66,000 lm 66,000 lm 66,000 lm

initial system effi  ciency: 165 lm/w 165 lm/w 165 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 30 degrees 60 degrees 90 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 400 W 400 W 400 W

power consumption: 1.74 A 1.74 A 1.74 A

maximum inrush current: 65 A 65 A 65 A

dimensions (Ø x H): 556 x 294 mm 556 x 294 mm 556 x 294 mm
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tempLED RayBeam Hi V2 500 - 30 HT RayBeam Hi V2 500 - 60 HT RayBeam Hi V2 500 - 90 HT

article number: 336535 336565 336595

GTIN / EAN: 4260745230834 4260745230858 4260745230872

initial luminous fl ux: 82,500 lm 82,500 lm 82,500 lm

initial system effi  ciency: 165 lm/w 165 lm/w 165 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 30 degrees 60 degrees 90 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 500 W 500 W 500 W

power consumption: 2.17 A 2.17 A 2.17 A

maximum inrush current: 80 A 80 A 80 A

dimensions (Ø x H): 556 x 294 mm 556 x 294 mm 556 x 294 mm

tempLED RayBeam Hi V2 600 - 30 HT RayBeam Hi V2 600 - 60 HT RayBeam Hi V2 600 - 90 HT

article number: 336635 336665 336695

GTIN / EAN: 4260745230896 4260745230919 4260745230933

initial luminous fl ux: 99,000 lm 99,000 lm 99,000 lm

initial system effi  ciency: 165 lm/w 165 lm/w 165 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 30 degrees 60 degrees 90 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 600 W 600 W 600 W

power consumption: 2.51 A 2.51 A 2.51 A

maximum inrush current: 96 A 96 A 96 A

dimensions (Ø x H): 556 x 294 mm 556 x 294 mm 556 x 294 mm

tempLED RayBeam Hi V2 600 - 30 HT RayBeam Hi V2 600 - 60 HT RayBeam Hi V2 600 - 90 HT

article number: 336634 336664 336694

GTIN / EAN: 4260745230889 4260745230902 4260745230926

initial luminous fl ux: 99,000 lm 99,000 lm 99,000 lm

initial system effi  ciency: 165 lm/w 165 lm/w 165 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 30 degrees 60 degrees 90 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 600 W 600 W 600 W

power consumption: 2.51 A 2.51 A 2.51 A

maximum inrush current: 96 A 96 A 96 A

dimensions (Ø x H): 556 x 294 mm 556 x 294 mm 556 x 294 mm
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tempLED Accessory catalogue RayBeam Hi V2 HT art.-no. GTIN / EAN

wall bracket
surface bracket for wall mounting, adjustment range of the luminaire: 0 to 90 degrees, 
material: stainless steel, fi nish: natural

934040 4260669194328

safety plug
3-pin safety plug with ingress protection IP 44,
installed on the supply cable of the luminaire

945400 4260491842251

supply cable extension
ready-to-use 5-pin supply cable extension up to 10 meters

933499 4260491849687

Wieland connector RST 20i5
5-pin socket part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
for cable diameter 6 - 10 mm

945430 4260491842329

Wieland connector RST 20i5
5-pin connector part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
installed on the supply cable of the luminaire

945431 4260491842336

Casambi control unit
for integrating and controlling the luminaire via the Casambi network,
can only be used at ambient temperatures of max. +50 degrees Celsius,
mounted on the luminaire ready for use

934189 4260669198227

emergency light module
with automatic detection of failure and return of supply voltage, display of functional status,
battery type: LiFePO4, running time either approx. 1 hour with an output power of approx. 6 watts
or approx. 3 hours with an output power of approx. 3 watts, recharging time: approx. 24 hours, 
can only be used at ambient temperatures of max. +50 degrees Celsius,
mounted on the luminaire ready for use

336900 4260745237284

Direct link to the tempLED
download portal

Recyclin
g 

> 
90

%

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?
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tempLED Accessory catalogue RayBeam Hi V2 HT art.-no. GTIN / EAN

wall bracket
surface bracket for wall mounting, adjustment range of the luminaire: 0 to 90 degrees, 
material: stainless steel, fi nish: natural

934040 4260669194328

safety plug
3-pin safety plug with ingress protection IP 44,
installed on the supply cable of the luminaire

945400 4260491842251

supply cable extension
ready-to-use 5-pin supply cable extension up to 10 meters

933499 4260491849687

Wieland connector RST 20i5
5-pin socket part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
for cable diameter 6 - 10 mm

945430 4260491842329

Wieland connector RST 20i5
5-pin connector part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
installed on the supply cable of the luminaire

945431 4260491842336

Casambi control unit
for integrating and controlling the luminaire via the Casambi network,
can only be used at ambient temperatures of max. +50 degrees Celsius,
mounted on the luminaire ready for use

934189 4260669198227

emergency light module
with automatic detection of failure and return of supply voltage, display of functional status,
battery type: LiFePO4, running time either approx. 1 hour with an output power of approx. 6 watts
or approx. 3 hours with an output power of approx. 3 watts, recharging time: approx. 24 hours, 
can only be used at ambient temperatures of max. +50 degrees Celsius,
mounted on the luminaire ready for use

336900 4260745237284

Direct link to the tempLED
download portal

Recyclin
g 

> 
90

%

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?

LEDtemp
www.tempLED.de

HIGH TEMPERATURE HALL LIGHT

tempLED RayBase V2
30 HT | 50 HT | 80 HT | 30 UHT | 50 UHT | 80 UHT
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Light distribution curve tempLED RayBase V2
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OPAL
symmetric

diffuse light distribution
beam angle: approx. 120 degrees

energy-effi  cient constant current 
power supply with integrated 
DALI-2 dimming and optional 
constant lumen output (CLO)

modular overall structure 
with exchangeable and repla-
ceable main components

high performance heat sink with 
chimney effect for high ambient 

temperatures up to +110° Celsius

solid luminaire housing for 
high-temperature surroundings

with durable powder coating

pressure compensation mem-
brane to prevent condensation

durable and bright
LED light fi eld

opaque, impact-resistant 
cover plate made of 
toughened safety glass

initial system effi  ciency
up to 140 lm / w

Power Factor
Correction

optional 2
IP 67

30° C

+80° C

-

up to
140 lm/w

Ra > 80 
4,000 K
5,000 K

IK08

UV

30° C

+110° C

-

tempLED RayBase V2
30 HT | 50 HT | 80 HT | 30 UHT | 50 UHT | 80 UHT

Dimensions tempLED RayBase V2
30 HT | 50 HT | 80 HT | 30 UHT | 50 UHT | 80 UHT

Mounting options tempLED RayBase V2
30 HT | 50 HT | 80 HT | 30 UHT | 50 UHT | 80 UHT

bracket mounting1

1 Adjustment range for surface mounting with standard mounting bracket: 0 to 360 degrees.

RayBase V2 UHT 
with external power supply

197 mm

245 mm
197 mm

100 mm

150 mm
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Light distribution curve tempLED RayBase V2
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OPAL
symmetric

diffuse light distribution
beam angle: approx. 120 degrees

energy-effi  cient constant current 
power supply with integrated 
DALI-2 dimming and optional 
constant lumen output (CLO)

modular overall structure 
with exchangeable and repla-
ceable main components

high performance heat sink with 
chimney effect for high ambient 

temperatures up to +110° Celsius

solid luminaire housing for 
high-temperature surroundings

with durable powder coating

pressure compensation mem-
brane to prevent condensation

durable and bright
LED light fi eld

opaque, impact-resistant 
cover plate made of 
toughened safety glass

initial system effi  ciency
up to 140 lm / w

Power Factor
Correction

optional 2
IP 67

30° C

+80° C

-

up to
140 lm/w

Ra > 80 
4,000 K
5,000 K

IK08

UV

30° C

+110° C

-

tempLED RayBase V2
30 HT | 50 HT | 80 HT | 30 UHT | 50 UHT | 80 UHT

Dimensions tempLED RayBase V2
30 HT | 50 HT | 80 HT | 30 UHT | 50 UHT | 80 UHT

Mounting options tempLED RayBase V2
30 HT | 50 HT | 80 HT | 30 UHT | 50 UHT | 80 UHT

bracket mounting1

1 Adjustment range for surface mounting with standard mounting bracket: 0 to 360 degrees.

RayBase V2 UHT 
with external power supply

197 mm

245 mm
197 mm

100 mm

150 mm
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General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 4,080 to 10,800 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 140 lumens / watt

initial, most similar color temperature: 4,000 kelvins | 5,000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 5 SDCM

available symmetrical beam angles: 120 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): on request

Electrotechnical properties:

power supply AC valid for HT types: 220 to 240 volts

power supply AC valid for UHT types: 100 to 240 volts

supply frequency: 50 / 60 hertz

power supply DC valid for UHT types only: 127 to 250 volts

system performance: 30 to 80 watts

system performance tolerance: ± 10 Prozent

power factor: > 0,90

overvoltage protection: ja

overheating protection: ja

temperature monitoring: ja

total harmonic distortion (THD): < 10 percent

temperature classifi cation (ATEX): T5

Tc - temperature valid for HT types: +85 degrees Celsius

Tc - temperature valid for UHT types: +90 degrees Celsius

Energy characteristics:

Valid for all tempLED RayBase V2 HT: This product contains a light source of energy effi  ciency class D.

Valid for all tempLED RayBase V2 UHT: This product contains a light source of energy effi  ciency class D.

Mounting options:

standard mounting options: mounting bracket with adjustment range 0 to 360 degrees

1 additional color temperatures on request.

Changes and errors excepted; similar pictures.

5
years

guarantee

10
years

spare part 
guarantee

in preparation

RoHS

up to

HT types only

Control and safety properties:

dimming: DALI-2

minimum dimming level: 10 percent

constant lumen output (CLO): optional

Housing properties:

ambient temperature valid for HT types: –30 to +80 degrees Celsius

ambient temperature valid for UHT types: –30 to +110 degrees Celsius

ingress protection: IP 67

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes, valid for HT types only

pressure compensation membrane: yes

housing and heat sink material(s): die-cast aluminum

material(s) and fi nish of the standard ceiling bracket: steel, powder-coated in white aluminium according to RAL 90061

cover plate material: impact-resistant toughened safety glass

design of the cover plate: opaque

luminaire housing color: white aluminium according to RAL 90061

power supply housing color: water blue according to RAL 50211

surface fi nish: powder coating1

supply cable type: please see product tables

supply cable length: please see product tables

supply cable inlet: cable gland

supply cable connection type: open cable end

number of poles: 3 grid / 2 DALI

Additional information:

certifi cates: ENEC in preparation

conformities: CE and RoHS

lifespan (L70B10C1) @ Ta 25 degrees Celsius: approx. 100,000 hours

lifespan (L70B10C1) @ Ta 80 degrees Celsius: approx. 80,000 hours (valid for HT types only)

lifespan (L70B10C1) @ Ta 110 degrees Celsius: approx. 80,000 hours (valid for UHT types only)

lifespan (L90B10C1) @ Ta 25 degrees Celsius: approx. 50,000 hours

guarantee valid for HT types: 5 years3

guarantee valid for UHT types: 3 years3

spare part guarantee: 10 years

delievery includes: luminaire and mounting bracket

1 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
2 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayBase V2 30 | 50 | 80 HT RayBase V2 30 | 50 | 80 UHT

number of luminaires per package: 1 1

number of luminaires per pallet: 156 108

net weight of the luminaire: 3,500 g 2,700 g

gross weight per package: 3,800 g 4,200 g

package dimensions L x W x H: 280 x 240 x 140 mm 280 x 240 x 200 mm
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General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 4,080 to 10,800 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 140 lumens / watt

initial, most similar color temperature: 4,000 kelvins | 5,000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 5 SDCM

available symmetrical beam angles: 120 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): on request

Electrotechnical properties:

power supply AC valid for HT types: 220 to 240 volts

power supply AC valid for UHT types: 100 to 240 volts

supply frequency: 50 / 60 hertz

power supply DC valid for UHT types only: 127 to 250 volts

system performance: 30 to 80 watts

system performance tolerance: ± 10 Prozent

power factor: > 0,90

overvoltage protection: ja

overheating protection: ja

temperature monitoring: ja

total harmonic distortion (THD): < 10 percent

temperature classifi cation (ATEX): T5

Tc - temperature valid for HT types: +85 degrees Celsius

Tc - temperature valid for UHT types: +90 degrees Celsius

Energy characteristics:

Valid for all tempLED RayBase V2 HT: This product contains a light source of energy effi  ciency class D.

Valid for all tempLED RayBase V2 UHT: This product contains a light source of energy effi  ciency class D.

Mounting options:

standard mounting options: mounting bracket with adjustment range 0 to 360 degrees

1 additional color temperatures on request.

Changes and errors excepted; similar pictures.

5
years

guarantee

10
years

spare part 
guarantee

in preparation

RoHS

up to

HT types only

Control and safety properties:

dimming: DALI-2

minimum dimming level: 10 percent

constant lumen output (CLO): optional

Housing properties:

ambient temperature valid for HT types: –30 to +80 degrees Celsius

ambient temperature valid for UHT types: –30 to +110 degrees Celsius

ingress protection: IP 67

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes, valid for HT types only

pressure compensation membrane: yes

housing and heat sink material(s): die-cast aluminum

material(s) and fi nish of the standard ceiling bracket: steel, powder-coated in white aluminium according to RAL 90061

cover plate material: impact-resistant toughened safety glass

design of the cover plate: opaque

luminaire housing color: white aluminium according to RAL 90061

power supply housing color: water blue according to RAL 50211

surface fi nish: powder coating1

supply cable type: please see product tables

supply cable length: please see product tables

supply cable inlet: cable gland

supply cable connection type: open cable end

number of poles: 3 grid / 2 DALI

Additional information:

certifi cates: ENEC in preparation

conformities: CE and RoHS

lifespan (L70B10C1) @ Ta 25 degrees Celsius: approx. 100,000 hours

lifespan (L70B10C1) @ Ta 80 degrees Celsius: approx. 80,000 hours (valid for HT types only)

lifespan (L70B10C1) @ Ta 110 degrees Celsius: approx. 80,000 hours (valid for UHT types only)

lifespan (L90B10C1) @ Ta 25 degrees Celsius: approx. 50,000 hours

guarantee valid for HT types: 5 years3

guarantee valid for UHT types: 3 years3

spare part guarantee: 10 years

delievery includes: luminaire and mounting bracket

1 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
2 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayBase V2 30 | 50 | 80 HT RayBase V2 30 | 50 | 80 UHT

number of luminaires per package: 1 1

number of luminaires per pallet: 156 108

net weight of the luminaire: 3,500 g 2,700 g

gross weight per package: 3,800 g 4,200 g

package dimensions L x W x H: 280 x 240 x 140 mm 280 x 240 x 200 mm
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tempLED RayBase V2 30 - 120 HT RayBase V2 30 - 120 HT

article number: 871304 871305

GTIN / EAN: 4260745235167 4260745235174

initial luminous fl ux: 4,080 lm 4,080 lm

initial system effi  ciency: 135 lm/w 135 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical diffuse symmetrical diffuse

beam angle: approx. 120 degrees approx. 120 degrees

dimming / control: DALI DALI

system performance: 30 W 30 W

power consumption: 0.15 A 0.15 A

maximum inrush current: 25 A 25 A

ambient temperature: -30 to +80 °C -30 to +80 °C

power supply: internal internal

supply cable type: H05RN-F 5G1 H05RN-F 5G1

supply cable length: 300 cm 300 cm

dimensions (L x W x H): 197 x 100 x 245 mm 197 x 100 x 245 mm

net weight: 3,500 g 3,500 g

30 HT

tempLED RayBase V2 30 - 120 UHT RayBase V2 30 - 120 UHT

article number: 872304 872305

GTIN / EAN: 4260745235228 4260745235235

initial luminous fl ux: 4,080 lm 4,080 lm

initial system effi  ciency: 135 lm/w 135 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical diffuse symmetrical diffuse

beam angle: approx. 120 degrees approx. 120 degrees

dimming / control: DALI DALI

system performance: 30 W 30 W

power consumption: 0.15 A 0.15 A

maximum inrush current: 25 A 25 A

luminaire‘s ambient temperature: -30 to +110 °C -30 to +110 °C

power supply: external external

power supply‘s ambient temperature: -30 to +60 °C -30 to +60 °C

supply cable type power supply <> luminaire: SiHF 2x0,75 SiHF 2x0,75

supply cable length power supply <> luminaire: 300 cm 300 cm

supply connection power supply <> luminaire: 2-pin screw connector 2-pin screw connector

supply cable type: H05RN-F 3G1 H05RN-F 3G1

supply cable length: 50 cm 50 cm

control cable type: H05RN-F 5x0,5 H05RN-F 5x0,5

control cable length: 20 cm 20 cm

luminaire‘s dimensions (L x W x H): 197 x 100 x 245 mm 197 x 100 x 245 mm

luminaire‘s net weight: 2,700 g 2,700 g

power supply‘s dimensions (L x W x H): 200 x 70 x 40 mm 200 x 70 x 40 mm

power supply‘s net weight: 1,000 g 1,000 g

30 UHT

tempLED RayBase V2 50 - 120 HT RayBase V2 50 - 120 HT

article number: 871504 871505

GTIN / EAN: 4260745235181 4260745235198

initial luminous fl ux: 6,750 lm 6,750 lm

initial system effi  ciency: 135 lm/w 135 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical diffuse symmetrical diffuse

beam angle: approx. 120 degrees approx. 120 degrees

dimming / control: DALI DALI

system performance: 50 W 50 W

power consumption: 0.22 A 0.22 A

maximum inrush current: 32 A 32 A

ambient temperature: -30 to +80 °C -30 to +80 °C

power supply: internal internal

supply cable type: H05RN-F 5G1 H05RN-F 5G1

supply cable length: 300 cm 300 cm

dimensions (L x W x H): 197 x 100 x 245 mm 197 x 100 x 245 mm

net weight: 3,500 g 3,500 g

50 HT

tempLED RayBase V2 50 - 120 UHT RayBase V2 50 - 120 UHT

article number: 872504 872505

GTIN / EAN: 4260745235242 4260745235259

initial luminous fl ux: 6,750 lm 6,750 lm

initial system effi  ciency: 135 lm/w 135 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical diffuse symmetrical diffuse

beam angle: approx. 120 degrees approx. 120 degrees

dimming / control: DALI DALI

system performance: 50 W 50 W

power consumption: 0.22 A 0.22 A

maximum inrush current: 32 A 32 A

luminaire‘s ambient temperature: -30 to +110 °C -30 to +110 °C

power supply: external external

power supply‘s ambient temperature: -30 to +60 °C -30 to +60 °C

supply cable type power supply <> luminaire: SiHF 2x0,75 SiHF 2x0,75

supply cable length power supply <> luminaire: 300 cm 300 cm

supply connection power supply <> luminaire: 2-pin screw connector 2-pin screw connector

supply cable type: H05RN-F 3G1 H05RN-F 3G1

supply cable length: 50 cm 50 cm

control cable type: H05RN-F 5x0,5 H05RN-F 5x0,5

control cable length: 20 cm 20 cm

luminaire‘s dimensions (L x W x H): 197 x 100 x 245 mm 197 x 100 x 245 mm

luminaire‘s net weight: 2,700 g 2,700 g

power supply‘s dimensions (L x W x H): 200 x 70 x 40 mm 200 x 70 x 40 mm

power supply‘s net weight: 1,000 g 1,000 g

50 UHT
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tempLED RayBase V2 30 - 120 HT RayBase V2 30 - 120 HT

article number: 871304 871305

GTIN / EAN: 4260745235167 4260745235174

initial luminous fl ux: 4,080 lm 4,080 lm

initial system effi  ciency: 135 lm/w 135 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical diffuse symmetrical diffuse

beam angle: approx. 120 degrees approx. 120 degrees

dimming / control: DALI DALI

system performance: 30 W 30 W

power consumption: 0.15 A 0.15 A

maximum inrush current: 25 A 25 A

ambient temperature: -30 to +80 °C -30 to +80 °C

power supply: internal internal

supply cable type: H05RN-F 5G1 H05RN-F 5G1

supply cable length: 300 cm 300 cm

dimensions (L x W x H): 197 x 100 x 245 mm 197 x 100 x 245 mm

net weight: 3,500 g 3,500 g

30 HT

tempLED RayBase V2 30 - 120 UHT RayBase V2 30 - 120 UHT

article number: 872304 872305

GTIN / EAN: 4260745235228 4260745235235

initial luminous fl ux: 4,080 lm 4,080 lm

initial system effi  ciency: 135 lm/w 135 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical diffuse symmetrical diffuse

beam angle: approx. 120 degrees approx. 120 degrees

dimming / control: DALI DALI

system performance: 30 W 30 W

power consumption: 0.15 A 0.15 A

maximum inrush current: 25 A 25 A

luminaire‘s ambient temperature: -30 to +110 °C -30 to +110 °C

power supply: external external

power supply‘s ambient temperature: -30 to +60 °C -30 to +60 °C

supply cable type power supply <> luminaire: SiHF 2x0,75 SiHF 2x0,75

supply cable length power supply <> luminaire: 300 cm 300 cm

supply connection power supply <> luminaire: 2-pin screw connector 2-pin screw connector

supply cable type: H05RN-F 3G1 H05RN-F 3G1

supply cable length: 50 cm 50 cm

control cable type: H05RN-F 5x0,5 H05RN-F 5x0,5

control cable length: 20 cm 20 cm

luminaire‘s dimensions (L x W x H): 197 x 100 x 245 mm 197 x 100 x 245 mm

luminaire‘s net weight: 2,700 g 2,700 g

power supply‘s dimensions (L x W x H): 200 x 70 x 40 mm 200 x 70 x 40 mm

power supply‘s net weight: 1,000 g 1,000 g

30 UHT

tempLED RayBase V2 50 - 120 HT RayBase V2 50 - 120 HT

article number: 871504 871505

GTIN / EAN: 4260745235181 4260745235198

initial luminous fl ux: 6,750 lm 6,750 lm

initial system effi  ciency: 135 lm/w 135 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical diffuse symmetrical diffuse

beam angle: approx. 120 degrees approx. 120 degrees

dimming / control: DALI DALI

system performance: 50 W 50 W

power consumption: 0.22 A 0.22 A

maximum inrush current: 32 A 32 A

ambient temperature: -30 to +80 °C -30 to +80 °C

power supply: internal internal

supply cable type: H05RN-F 5G1 H05RN-F 5G1

supply cable length: 300 cm 300 cm

dimensions (L x W x H): 197 x 100 x 245 mm 197 x 100 x 245 mm

net weight: 3,500 g 3,500 g

50 HT

tempLED RayBase V2 50 - 120 UHT RayBase V2 50 - 120 UHT

article number: 872504 872505

GTIN / EAN: 4260745235242 4260745235259

initial luminous fl ux: 6,750 lm 6,750 lm

initial system effi  ciency: 135 lm/w 135 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical diffuse symmetrical diffuse

beam angle: approx. 120 degrees approx. 120 degrees

dimming / control: DALI DALI

system performance: 50 W 50 W

power consumption: 0.22 A 0.22 A

maximum inrush current: 32 A 32 A

luminaire‘s ambient temperature: -30 to +110 °C -30 to +110 °C

power supply: external external

power supply‘s ambient temperature: -30 to +60 °C -30 to +60 °C

supply cable type power supply <> luminaire: SiHF 2x0,75 SiHF 2x0,75

supply cable length power supply <> luminaire: 300 cm 300 cm

supply connection power supply <> luminaire: 2-pin screw connector 2-pin screw connector

supply cable type: H05RN-F 3G1 H05RN-F 3G1

supply cable length: 50 cm 50 cm

control cable type: H05RN-F 5x0,5 H05RN-F 5x0,5

control cable length: 20 cm 20 cm

luminaire‘s dimensions (L x W x H): 197 x 100 x 245 mm 197 x 100 x 245 mm

luminaire‘s net weight: 2,700 g 2,700 g

power supply‘s dimensions (L x W x H): 200 x 70 x 40 mm 200 x 70 x 40 mm

power supply‘s net weight: 1,000 g 1,000 g

50 UHT
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tempLED RayBase V2 80 - 120 HT RayBase V2 80 - 120 HT

article number: 871804 871805

GTIN / EAN: 4260745235204 4260745235211

initial luminous fl ux: 10,800 lm 10,800 lm

initial system effi  ciency: 135 lm/w 135 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical diffuse symmetrical diffuse

beam angle: approx. 120 degrees approx. 120 degrees

dimming / control: DALI DALI

system performance: 80 W 80 W

power consumption: 0.35 A 0.35 A

maximum inrush current: 42 A 42 A

ambient temperature: -30 to +80 °C -30 to +80 °C

power supply: internal internal

supply cable type: H05RN-F 5G1 H05RN-F 5G1

supply cable length: 300 cm 300 cm

dimensions (L x W x H): 197 x 100 x 245 mm 197 x 100 x 245 mm

net weight: 3,500 g 3,500 g

80 HT

tempLED RayBase V2 80 - 120 UHT RayBase V2 80 - 120 UHT

article number: 872804 872805

GTIN / EAN: 4260745235266 4260745235273

initial luminous fl ux: 10,800 lm 10,800 lm

initial system effi  ciency: 135 lm/w 135 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 120 degrees 120 degrees

dimming / control: DALI DALI

system performance: 80 W 80 W

power consumption: 0.35 A 0.35 A

maximum inrush current: 42 A 42 A

luminaire‘s ambient temperature: -30 to +110 °C -30 to +110 °C

power supply: external external

power supply‘s ambient temperature: -30 to +60 °C -30 to +60 °C

supply cable type power supply <> luminaire: SiHF 2x0,75 SiHF 2x0,75

supply cable length power supply <> luminaire: 300 cm 300 cm

supply connection power supply <> luminaire: 2-pin screw connector 2-pin screw connector

supply cable type: H05RN-F 3G1 H05RN-F 3G1

supply cable length: 50 cm 50 cm

control cable type: H05RN-F 5x0,5 H05RN-F 5x0,5

control cable length: 20 cm 20 cm

luminaire‘s dimensions (L x W x H): 197 x 100 x 245 mm 197 x 100 x 245 mm

luminaire‘s net weight: 2,700 g 2,700 g

power supply‘s dimensions (L x W x H): 200 x 70 x 40 mm 200 x 70 x 40 mm

power supply‘s net weight: 1,000 g 1,000 g

80 UHT
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tempLED Accessory catalogue RayBase V2 HT/UHT art.-no. GTIN / EAN

mounting bracket stainless steel
adjustment range: 0 to 360 degrees,
material: stainless steel V2A, fi nish: nature

933777 4260491849908

supply cable extension suitable for all tempLED RayBase V2 HT
ready-to-use 5-pin supply cable extension up to 10 meters

933499 4260491849687

supply cable extension suitable for all tempLED RayBase V2 UHT
ready-to-use 3-pin supply cable extension up to 10 meters

333903 4260491843760

control cable extension suitable for all tempLED RayBase V2 UHT
ready-to-use 2-pin control cable extension up to 10 meters

333904 4260491843777

luminaire cable extension suitable for all tempLED RayBase V2 UHT
ready-to-use 2-pin SiHF supply cable extension between luminaire and 
external power supply up to 10 meters

934220 4260669198937

clear cover plate
cover plate made of toughened safety glass (ESG), thickness: 5 mm, impact resistant to IK08 
standard, fi nish: clear, initial system effi  ciency of luminaires with clear cover plate: 140 lm/W

933497 4260669193376

Direct link to the tempLED
download portal

Recyclin
g 

> 
90

%

LED is sustainable.
             LED is the future

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?
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tempLED RayBase V2 80 - 120 HT RayBase V2 80 - 120 HT

article number: 871804 871805

GTIN / EAN: 4260745235204 4260745235211

initial luminous fl ux: 10,800 lm 10,800 lm

initial system effi  ciency: 135 lm/w 135 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical diffuse symmetrical diffuse

beam angle: approx. 120 degrees approx. 120 degrees

dimming / control: DALI DALI

system performance: 80 W 80 W

power consumption: 0.35 A 0.35 A

maximum inrush current: 42 A 42 A

ambient temperature: -30 to +80 °C -30 to +80 °C

power supply: internal internal

supply cable type: H05RN-F 5G1 H05RN-F 5G1

supply cable length: 300 cm 300 cm

dimensions (L x W x H): 197 x 100 x 245 mm 197 x 100 x 245 mm

net weight: 3,500 g 3,500 g

80 HT

tempLED RayBase V2 80 - 120 UHT RayBase V2 80 - 120 UHT

article number: 872804 872805

GTIN / EAN: 4260745235266 4260745235273

initial luminous fl ux: 10,800 lm 10,800 lm

initial system effi  ciency: 135 lm/w 135 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 120 degrees 120 degrees

dimming / control: DALI DALI

system performance: 80 W 80 W

power consumption: 0.35 A 0.35 A

maximum inrush current: 42 A 42 A

luminaire‘s ambient temperature: -30 to +110 °C -30 to +110 °C

power supply: external external

power supply‘s ambient temperature: -30 to +60 °C -30 to +60 °C

supply cable type power supply <> luminaire: SiHF 2x0,75 SiHF 2x0,75

supply cable length power supply <> luminaire: 300 cm 300 cm

supply connection power supply <> luminaire: 2-pin screw connector 2-pin screw connector

supply cable type: H05RN-F 3G1 H05RN-F 3G1

supply cable length: 50 cm 50 cm

control cable type: H05RN-F 5x0,5 H05RN-F 5x0,5

control cable length: 20 cm 20 cm

luminaire‘s dimensions (L x W x H): 197 x 100 x 245 mm 197 x 100 x 245 mm

luminaire‘s net weight: 2,700 g 2,700 g

power supply‘s dimensions (L x W x H): 200 x 70 x 40 mm 200 x 70 x 40 mm

power supply‘s net weight: 1,000 g 1,000 g

80 UHT
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tempLED Accessory catalogue RayBase V2 HT/UHT art.-no. GTIN / EAN

mounting bracket stainless steel
adjustment range: 0 to 360 degrees,
material: stainless steel V2A, fi nish: nature

933777 4260491849908

supply cable extension suitable for all tempLED RayBase V2 HT
ready-to-use 5-pin supply cable extension up to 10 meters

933499 4260491849687

supply cable extension suitable for all tempLED RayBase V2 UHT
ready-to-use 3-pin supply cable extension up to 10 meters

333903 4260491843760

control cable extension suitable for all tempLED RayBase V2 UHT
ready-to-use 2-pin control cable extension up to 10 meters

333904 4260491843777

luminaire cable extension suitable for all tempLED RayBase V2 UHT
ready-to-use 2-pin SiHF supply cable extension between luminaire and 
external power supply up to 10 meters

934220 4260669198937

clear cover plate
cover plate made of toughened safety glass (ESG), thickness: 5 mm, impact resistant to IK08 
standard, fi nish: clear, initial system effi  ciency of luminaires with clear cover plate: 140 lm/W

933497 4260669193376

Direct link to the tempLED
download portal

Recyclin
g 

> 
90

%

LED is sustainable.
             LED is the future

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?
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Unser Kunde
ThyssenKrupp

Our customer
ArcelorMittal



page 53

LEDtemp
www.tempLED.de

HIGH TEMPERATURE ROUTE AND ORIENTATION LIGHT

tempLED RayWay HT
30 | 50

MULTI-PURPOSE LIGHTING

HIGH TEMPERATURES
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180 Grad symmetrisch
diffus strahlend

Light distribution curve tempLED RayWay HT
30 | 50

0°15° 15° 30°30°

45°

60°

75°

90°
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45°

60°

75°

90°

105°

180 degrees symmetrical
diffuse distribution

energy-effi  cient constant current power supply 
with integrated DALI-2 dimming and optional 

constant lumen output (CLO)

modular overall structure with exchangeable and 
replaceable main components

high-performance heat sink with 
chimney effect made of die-cast aluminum

solid luminaire housing optimized for high-tem-
perature surroundings up to +70° Celsius

pressure compensation membrane to prevent 
condensation

durable and bright LED light fi eld

inside sandblasted glass bulb for a wide and 
even light distribution over 180 degrees

initial system effi  ciency up to 130 lm / w

Power Factor
Correction

optional 2

IP 6740° C

+70° C

-

up to
130 lm/w

Ra > 80 
4,000 K
5,000 K

180°
IK08

UV

optional control and safety systems:

impact-resistant glass bulb made of 7 mm glass

tempLED RayWay HT
30 | 50

Dimensions tempLED RayWay HT
30 | 50

Mounting options tempLED RayWay HT
30 | 50

wall mounting

with optional
ceiling mounting bracket 

(080016)

236 mm

387 mm

ceiling mounting

176 mm
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Light distribution curve tempLED RayWay HT
30 | 50
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180 degrees symmetrical
diffuse distribution

energy-effi  cient constant current power supply 
with integrated DALI-2 dimming and optional 

constant lumen output (CLO)

modular overall structure with exchangeable and 
replaceable main components

high-performance heat sink with 
chimney effect made of die-cast aluminum

solid luminaire housing optimized for high-tem-
perature surroundings up to +70° Celsius

pressure compensation membrane to prevent 
condensation

durable and bright LED light fi eld

inside sandblasted glass bulb for a wide and 
even light distribution over 180 degrees

initial system effi  ciency up to 130 lm / w

Power Factor
Correction

optional 2

IP 6740° C

+70° C

-

up to
130 lm/w

Ra > 80 
4,000 K
5,000 K

180°
IK08

UV

optional control and safety systems:

impact-resistant glass bulb made of 7 mm glass

tempLED RayWay HT
30 | 50

Dimensions tempLED RayWay HT
30 | 50

Mounting options tempLED RayWay HT
30 | 50

wall mounting

with optional
ceiling mounting bracket 

(080016)

236 mm

387 mm

ceiling mounting

176 mm
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General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 3,900 to 6,500 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 130 lumens / watt

initial, most similar color temperature: 4,000 kelvins | 5,000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 5 SDCM

available symmetrical beam angles: 180 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): on request

Electrotechnical properties:

power supply AC: 198 to 240 volts

supply frequency: 50 / 60 hertz

power supply DC: 176 to 250 volts

system performance: 30 to 50 watts

system performance tolerance: ± 10 percent

power factor: > 0.97

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 8 percent

temperature classifi cation (ATEX): T5

Tc - temperature: +85 degrees Celsius

Energy characteristics:

Valid for all tempLED RayWay HT: This product contains a light source of energy effi  ciency class E.

Mounting options:

standard mounting options: wall mounting

optional mounting options: ceiling mouting with ceiling mounting bracket (080016)

1  additional color temperatures on request.

5
years

guarantee

10
years

spare part 
guarantee

in preparation

RoHS

Changes and errors excepted; similar pictures.

Control and safety properties:

dimming: DALI-2

minimum dimming level: 5 percent

constant lumen output (CLO): optional

control via the Casambi network: optional1

human centric lighting: on request

daylight control system: optional via the Casambi network1

Housing properties:

ambient temperature: –40 to +70 degrees Celsius

ingress protection: IP 67

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

pressure compensation membrane: yes

housing and heat sink material(s): die-cast aluminum and steel

glas bulb material: 7 mm glass, sandblasted

glas bulb fi nish: opaque

luminaire housing color: white aluminium according to RAL 90062

surface fi nish: powder coating2

through wiring: 5-pole via one terminal block

supply cable in- and outlet: 2x cable gland

number of poles: 3 grid / 2 DALI

Additional information:

certifi cates: ENEC in preparation

conformities: CE and RoHS

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years3

spare part guarantee: 10 years

delievery includes: luminaire and dummy plug for cable gland

1  can only be used at ambient temperatures of max. +50 degrees Celsius.
2 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
3 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayWay 30 | 50 HT

number of luminaires per package: 1

number of luminaires per pallet: 44

net weight of the luminaire: 7,000 g

gross weight per package: 7,900 g

package dimensions L x W x H: 241 x 181 x 392 mm
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General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 3,900 to 6,500 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 130 lumens / watt

initial, most similar color temperature: 4,000 kelvins | 5,000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 5 SDCM

available symmetrical beam angles: 180 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): on request

Electrotechnical properties:

power supply AC: 198 to 240 volts

supply frequency: 50 / 60 hertz

power supply DC: 176 to 250 volts

system performance: 30 to 50 watts

system performance tolerance: ± 10 percent

power factor: > 0.97

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 8 percent

temperature classifi cation (ATEX): T5

Tc - temperature: +85 degrees Celsius

Energy characteristics:

Valid for all tempLED RayWay HT: This product contains a light source of energy effi  ciency class E.

Mounting options:

standard mounting options: wall mounting

optional mounting options: ceiling mouting with ceiling mounting bracket (080016)

1  additional color temperatures on request.

5
years

guarantee

10
years

spare part 
guarantee

in preparation

RoHS

Changes and errors excepted; similar pictures.

Control and safety properties:

dimming: DALI-2

minimum dimming level: 5 percent

constant lumen output (CLO): optional

control via the Casambi network: optional1

human centric lighting: on request

daylight control system: optional via the Casambi network1

Housing properties:

ambient temperature: –40 to +70 degrees Celsius

ingress protection: IP 67

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

pressure compensation membrane: yes

housing and heat sink material(s): die-cast aluminum and steel

glas bulb material: 7 mm glass, sandblasted

glas bulb fi nish: opaque

luminaire housing color: white aluminium according to RAL 90062

surface fi nish: powder coating2

through wiring: 5-pole via one terminal block

supply cable in- and outlet: 2x cable gland

number of poles: 3 grid / 2 DALI

Additional information:

certifi cates: ENEC in preparation

conformities: CE and RoHS

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years3

spare part guarantee: 10 years

delievery includes: luminaire and dummy plug for cable gland

1  can only be used at ambient temperatures of max. +50 degrees Celsius.
2 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
3 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayWay 30 | 50 HT

number of luminaires per package: 1

number of luminaires per pallet: 44

net weight of the luminaire: 7,000 g

gross weight per package: 7,900 g

package dimensions L x W x H: 241 x 181 x 392 mm
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tempLED RayWay 30 - 180 HT RayWay 30 - 180 HT

article number: 874384 874385

GTIN / EAN: 4260669199873 4260669199880

initial luminous fl ux: 3,900 lm 3,900 lm

initial system effi  ciency: 130 lm/w 130 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 180 degrees 180 degrees

dimming / control: DALI-2 DALI-2

system performance: 30 W 30 W

power consumption: 0.13 A 0.13 A

maximum inrush current: 32 A 32 A

dimensions (L x W x H): 236 x 176 x 387 mm 236 x 176 x 387 mm

30

tempLED RayWay 50 - 180 HT RayWay 50 - 180 HT

article number: 874584 874585

GTIN / EAN: 4260669199132 4260669199149

initial luminous fl ux: 6,500 lm 6,500 lm

initial system effi  ciency: 130 lm/w 130 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 180 degrees 180 degrees

dimming / control: DALI-2 DALI-2

system performance: 50 W 50 W

power consumption: 0.22 A 0.22 A

maximum inrush current: 32 A 32 A

dimensions (L x W x H): 236 x 176 x 387 mm 236 x 176 x 387 mm

50

tempLED Accessory catalogue RayWay HT art.-no. GTIN / EAN

ceiling bracket
mounting bracket for ceiling mounting, material: steel, 
fi nish: powder coating in white aluminium according to RAL 9006

080016 4260669199897

Casambi control unit
for integrating and controlling the luminaire via the Casambi network,
can only be used at ambient temperatures of max. +50 degrees Celsius,
mounted on the luminaire ready for use

934228 4260669199903
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LEDtemp
www.tempLED.de

HIGH TEMPERATURE CRANE LIGHT

tempLED RayCrane HT
200 | 240 | 500

Our customer
ThyssenKrupp

HIGH TEMPERATURES

CRANE LIGHTING
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tempLED RayWay 30 - 180 HT RayWay 30 - 180 HT

article number: 874384 874385

GTIN / EAN: 4260669199873 4260669199880

initial luminous fl ux: 3,900 lm 3,900 lm

initial system effi  ciency: 130 lm/w 130 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 180 degrees 180 degrees

dimming / control: DALI-2 DALI-2

system performance: 30 W 30 W

power consumption: 0.13 A 0.13 A

maximum inrush current: 32 A 32 A

dimensions (L x W x H): 236 x 176 x 387 mm 236 x 176 x 387 mm

30

tempLED RayWay 50 - 180 HT RayWay 50 - 180 HT

article number: 874584 874585

GTIN / EAN: 4260669199132 4260669199149

initial luminous fl ux: 6,500 lm 6,500 lm

initial system effi  ciency: 130 lm/w 130 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 180 degrees 180 degrees

dimming / control: DALI-2 DALI-2

system performance: 50 W 50 W

power consumption: 0.22 A 0.22 A

maximum inrush current: 32 A 32 A

dimensions (L x W x H): 236 x 176 x 387 mm 236 x 176 x 387 mm

50

tempLED Accessory catalogue RayWay HT art.-no. GTIN / EAN

ceiling bracket
mounting bracket for ceiling mounting, material: steel, 
fi nish: powder coating in white aluminium according to RAL 9006

080016 4260669199897

Casambi control unit
for integrating and controlling the luminaire via the Casambi network,
can only be used at ambient temperatures of max. +50 degrees Celsius,
mounted on the luminaire ready for use

934228 4260669199903
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Light distribution curves tempLED RayCrane HT
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up to
150 lm/w

5,000 K

tempLED RayCrane HT
200 | 240

60 degrees symmetrical
optical system

90 degrees symmetrical
optical system

120 degrees symmetrical

energy-effi  cient constant current 
power supply with integrated 
DALI-2 dimming and optional 
constant lumen output (CLO) 

or optional high-voltage version 
(400 volts)

modular overall structure 
with exchangeable and repla-
ceable main components

powerful, dust-permeable
heat sink made of

die-cast aluminum

solid luminaire housing 
optimized for high-
temperature surroundings 
up to +80° Celsius

pressure compensation mem-
brane to prevent condensation

durable and bright 
LED light fi eld

impact and UV-resistant high-
performance optical system 

with three practical beam angles

initial system effi  ciency
up to 150 lm / w

Power Factor
Correction

optional 2

IP 6640° C

+80° C

-

Ra > 80 

IK08

UV

optional control 
and safety systems:

impact-resistant cover 
plate made of 5 mm 
thoughened safety glass

400 V

shock- and vibration-resistant 
assembly with screw locking

reinforced stainless steel mounting system, 
specialised for use on crane systems with 
rubber buffer for vibration damping

tempLED RayCrane HT
200 | 240

Dimensions tempLED RayCrane HT
200 | 240

450 mm

450 mm

Mounting options tempLED RayCrane HT
200 | 240

crane mounting with
two attachment points

crane mounting kit 932812
available as an accessory

crane mounting with
one attachment point

crane mounting kit 932810
in delievery included

346 mm

240 mm
209 mm
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Light distribution curves tempLED RayCrane HT
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150 lm/w

5,000 K

tempLED RayCrane HT
200 | 240

60 degrees symmetrical
optical system

90 degrees symmetrical
optical system

120 degrees symmetrical

energy-effi  cient constant current 
power supply with integrated 
DALI-2 dimming and optional 
constant lumen output (CLO) 

or optional high-voltage version 
(400 volts)

modular overall structure 
with exchangeable and repla-
ceable main components

powerful, dust-permeable
heat sink made of

die-cast aluminum

solid luminaire housing 
optimized for high-
temperature surroundings 
up to +80° Celsius

pressure compensation mem-
brane to prevent condensation

durable and bright 
LED light fi eld

impact and UV-resistant high-
performance optical system 

with three practical beam angles

initial system effi  ciency
up to 150 lm / w

Power Factor
Correction

optional 2

IP 6640° C

+80° C

-

Ra > 80 

IK08

UV

optional control 
and safety systems:

impact-resistant cover 
plate made of 5 mm 
thoughened safety glass

400 V

shock- and vibration-resistant 
assembly with screw locking

reinforced stainless steel mounting system, 
specialised for use on crane systems with 
rubber buffer for vibration damping

tempLED RayCrane HT
200 | 240

Dimensions tempLED RayCrane HT
200 | 240

450 mm

450 mm

Mounting options tempLED RayCrane HT
200 | 240

crane mounting with
two attachment points

crane mounting kit 932812
available as an accessory

crane mounting with
one attachment point

crane mounting kit 932810
in delievery included

346 mm

240 mm
209 mm
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General technical data
according to IEC, identical for all tempLED RayCrane 200 and 240

Lighting properties:

initial luminous fl ux: 28,000 to 33,600 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 150 lumens / watt

initial, most similar color temperature: 5,000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 5 SDCM

available symmetrical beam angles: 60 | 90 | 120 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): 1 percent

Electrotechnical properties:

power supply AC: 90 to 240 volts2

supply frequency: 50 / 60 hertz

power supply DC: 127 to 250 volts3

system performance: 200 to 240 watts

system performance tolerance: ± 10 percent

power factor: > 0.93

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 20 percent

temperature classifi cation (ATEX): T5

Tc - temperature: +89 degrees Celsius

Energy characteristics:

Valid for all tempLED RayCrane 200/240 HT with beam angle 60 and 90 degrees: This product contains a light source of energy effi  ciency class D.

Valid for all tempLED RayCrane 200 HT with beam angle 120 degrees: This product contains a light source of energy effi  ciency class C.

Mounting options:

standard mounting options: crane mounting with two attachment points

optional mounting options: crane mounting with one attachment point
customised mounting solutions

1 additional color temperatures on request.
2 power supply 249 to 528 VAC - 50/60 Hz on request.
3 power supply 352 to 500 VDC on request.

Changes and errors excepted; similar pictures.

5
years

guarantee

10
years

spare part 
guarantee

in preparation

RoHS

Control and safety properties:

dimming: DALI-2

minimum dimming level: 10 percent

constant lumen output (CLO): optional

control via the Casambi network: optional1

human centric lighting: on request

daylight control system: optional via the Casambi network1

Housing properties:

ambient temperature: –40 to +80 degrees Celsius

ingress protection: IP 66

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

pressure compensation membrane: yes

housing and heat sink material(s): die-cast aluminum

material(s) and fi nish of the standard mounting bracket: reinforced stainless steel, fi nish: natural2

material of optical system: impact- and UV-resistant polycarbonate

cover plate material: 5 mm impact-resistant thoughened safety glass, clear

luminaire housing color: white aluminium according to RAL 90062

power supply housing color: water blue according to RAL 50212

surface fi nish: powder coating2

supply cable type: H05RN-F 5G1

supply cable length: 250 centimeters

supply cable inlet: cable gland

supply cable connection type: open cable end

number of poles: 3 grid / 2 DALI

Additional information:

certifi cates: ENEC in preparation

conformities: CE and RoHS

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years3

spare part guarantee: 10 years

delievery includes: luminaire, reinforced stainless steel bracket, crane mounting kit 
with two attachment points and rope suspension as fall protection

1 can only be used at ambient temperatures of max. +50 degrees Celsius
2 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
3 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayCrane 200 | 240 HT

number of luminaires per package: 1

number of luminaires per pallet: 28

net weight of the luminaire: 9,500 g

gross weight per package: 11,500 g

package dimensions L x W x H: 510 x 510 x 270 mm
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General technical data
according to IEC, identical for all tempLED RayCrane 200 and 240

Lighting properties:

initial luminous fl ux: 28,000 to 33,600 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 150 lumens / watt

initial, most similar color temperature: 5,000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 5 SDCM

available symmetrical beam angles: 60 | 90 | 120 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): 1 percent

Electrotechnical properties:

power supply AC: 90 to 240 volts2

supply frequency: 50 / 60 hertz

power supply DC: 127 to 250 volts3

system performance: 200 to 240 watts

system performance tolerance: ± 10 percent

power factor: > 0.93

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 20 percent

temperature classifi cation (ATEX): T5

Tc - temperature: +89 degrees Celsius

Energy characteristics:

Valid for all tempLED RayCrane 200/240 HT with beam angle 60 and 90 degrees: This product contains a light source of energy effi  ciency class D.

Valid for all tempLED RayCrane 200 HT with beam angle 120 degrees: This product contains a light source of energy effi  ciency class C.

Mounting options:

standard mounting options: crane mounting with two attachment points

optional mounting options: crane mounting with one attachment point
customised mounting solutions

1 additional color temperatures on request.
2 power supply 249 to 528 VAC - 50/60 Hz on request.
3 power supply 352 to 500 VDC on request.

Changes and errors excepted; similar pictures.

5
years

guarantee

10
years

spare part 
guarantee

in preparation

RoHS

Control and safety properties:

dimming: DALI-2

minimum dimming level: 10 percent

constant lumen output (CLO): optional

control via the Casambi network: optional1

human centric lighting: on request

daylight control system: optional via the Casambi network1

Housing properties:

ambient temperature: –40 to +80 degrees Celsius

ingress protection: IP 66

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

pressure compensation membrane: yes

housing and heat sink material(s): die-cast aluminum

material(s) and fi nish of the standard mounting bracket: reinforced stainless steel, fi nish: natural2

material of optical system: impact- and UV-resistant polycarbonate

cover plate material: 5 mm impact-resistant thoughened safety glass, clear

luminaire housing color: white aluminium according to RAL 90062

power supply housing color: water blue according to RAL 50212

surface fi nish: powder coating2

supply cable type: H05RN-F 5G1

supply cable length: 250 centimeters

supply cable inlet: cable gland

supply cable connection type: open cable end

number of poles: 3 grid / 2 DALI

Additional information:

certifi cates: ENEC in preparation

conformities: CE and RoHS

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years3

spare part guarantee: 10 years

delievery includes: luminaire, reinforced stainless steel bracket, crane mounting kit 
with two attachment points and rope suspension as fall protection

1 can only be used at ambient temperatures of max. +50 degrees Celsius
2 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
3 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayCrane 200 | 240 HT

number of luminaires per package: 1

number of luminaires per pallet: 28

net weight of the luminaire: 9,500 g

gross weight per package: 11,500 g

package dimensions L x W x H: 510 x 510 x 270 mm
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tempLED RayCrane 200 - 60 HT RayCrane 200 - 120 HT

article number: 300665 300625

GTIN / EAN: 4260745234498 4260745234481

initial luminous fl ux: 28,000 lm 30,000 lm

initial system effi  ciency: 140 lm/w 150 lm/w

initial, most similar color temperature: 5,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 60 degrees 120 degrees

dimming / control: DALI-2 DALI-2

system performance: 200 W 200 W

power consumption: 0.90 A 0.90 A

maximum inrush current: 24 A 24 A

dimensions (Ø x H): 450 x 240 mm 450 x 240 mm
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tempLED RayCrane 240 - 60 HT RayCrane 240 - 90 HT

article number: 300765 300795

GTIN / EAN: 4260745234504 4260745234511

initial luminous fl ux: 33,600 lm 33,600 lm

initial system effi  ciency: 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 60 degrees 90 degrees

dimming / control: DALI-2 DALI-2

system performance: 240 W 240 W

power consumption: 1.04 A 1.04 A

maximum inrush current: 24 A 24 A

dimensions (Ø x H): 450 x 240 mm 450 x 240 mm
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tempLED Accessory catalogue RayCrane 200 and 240 HT art.-no. GTIN / EAN

crane mounting kit with two attachment points
with rubber buffer shock-absorbing installation device for luminaire mounting on vibration-loaded 
crane systems, size: M10, material: stainless steel, fi nish: natural, delivery as a set of 2, 
included in the delivery of all tempLED RayCranes

932810 4260491842114

crane mounting kit with one attachment point
with rubber buffer shock-absorbing installation device for luminaire mounting on vibration-loaded 
crane systems, size: M10, material: stainless steel, fi nish: natural

932812 4260745230636

supply cable extension
ready-to-use 3-pin supply cable extension up to 10 meters

333903 4260491843760

safety plug
3-pin safety plug with ingress protection IP 44,
installed on the supply cable of the luminaire

945400 4260491842251

Wieland connector RST 20i5
5-pin socket part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
for cable diameter 6 - 10 mm

945430 4260491842329

Wieland connector RST 20i5
5-pin connector part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
installed on the supply cable of the luminaire

945431 4260491842336

kit for outsourcing the integrated power supply unit
kit for outsourcing the power supply unit installed as standard in the luminaire housing, e.g. in a switch 
cabinet, delivery includes: 1 m light fi eld cable H07RN-F5G1, 1x Wieland socket RST20i5, 1x Wieland 
plug RST20i5, maximum possible distance between luminaire and power supply unit: 35 m

932402 4260745234566

preassembly for outsourcing the integrated power supply unit - cable length: 35 m
preassembled cable set for relocation of the power supply unit installed as standard in the luminai-
re housing e.g. in a control cabinet, scope of delivery: preassembled light fi eld cable output 
with mounted Wieland plug RST20i5 on luminaire side, 35 m ready-made connecting cable 
H07RN-F5G1 black connection cable between luminaire and power supply unit, preassembled 
output cable with mounted Wieland socket RST20i5 on power supply side

932403 4260745234573

cover plate polycarbonate
impact-resistant cover plate, thickness 5 mm, 
material: polycarbonat, fi nish: clear

333902 42604919843753

Casambi control unit
for integrating and controlling the luminaire via the Casambi network,
can only be used at ambient temperatures of max. +50 degrees Celsius,
mounted on the luminaire ready for use

934187 4260669198203

Direct link to the tempLED
download portal

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?
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tempLED RayCrane 200 - 60 HT RayCrane 200 - 120 HT

article number: 300665 300625

GTIN / EAN: 4260745234498 4260745234481

initial luminous fl ux: 28,000 lm 30,000 lm

initial system effi  ciency: 140 lm/w 150 lm/w

initial, most similar color temperature: 5,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 60 degrees 120 degrees

dimming / control: DALI-2 DALI-2

system performance: 200 W 200 W

power consumption: 0.90 A 0.90 A

maximum inrush current: 24 A 24 A

dimensions (Ø x H): 450 x 240 mm 450 x 240 mm
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tempLED RayCrane 240 - 60 HT RayCrane 240 - 90 HT

article number: 300765 300795

GTIN / EAN: 4260745234504 4260745234511

initial luminous fl ux: 33,600 lm 33,600 lm

initial system effi  ciency: 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 60 degrees 90 degrees

dimming / control: DALI-2 DALI-2

system performance: 240 W 240 W

power consumption: 1.04 A 1.04 A

maximum inrush current: 24 A 24 A

dimensions (Ø x H): 450 x 240 mm 450 x 240 mm
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tempLED Accessory catalogue RayCrane 200 and 240 HT art.-no. GTIN / EAN

crane mounting kit with two attachment points
with rubber buffer shock-absorbing installation device for luminaire mounting on vibration-loaded 
crane systems, size: M10, material: stainless steel, fi nish: natural, delivery as a set of 2, 
included in the delivery of all tempLED RayCranes

932810 4260491842114

crane mounting kit with one attachment point
with rubber buffer shock-absorbing installation device for luminaire mounting on vibration-loaded 
crane systems, size: M10, material: stainless steel, fi nish: natural

932812 4260745230636

supply cable extension
ready-to-use 3-pin supply cable extension up to 10 meters

333903 4260491843760

safety plug
3-pin safety plug with ingress protection IP 44,
installed on the supply cable of the luminaire

945400 4260491842251

Wieland connector RST 20i5
5-pin socket part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
for cable diameter 6 - 10 mm

945430 4260491842329

Wieland connector RST 20i5
5-pin connector part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
installed on the supply cable of the luminaire

945431 4260491842336

kit for outsourcing the integrated power supply unit
kit for outsourcing the power supply unit installed as standard in the luminaire housing, e.g. in a switch 
cabinet, delivery includes: 1 m light fi eld cable H07RN-F5G1, 1x Wieland socket RST20i5, 1x Wieland 
plug RST20i5, maximum possible distance between luminaire and power supply unit: 35 m

932402 4260745234566

preassembly for outsourcing the integrated power supply unit - cable length: 35 m
preassembled cable set for relocation of the power supply unit installed as standard in the luminai-
re housing e.g. in a control cabinet, scope of delivery: preassembled light fi eld cable output 
with mounted Wieland plug RST20i5 on luminaire side, 35 m ready-made connecting cable 
H07RN-F5G1 black connection cable between luminaire and power supply unit, preassembled 
output cable with mounted Wieland socket RST20i5 on power supply side

932403 4260745234573

cover plate polycarbonate
impact-resistant cover plate, thickness 5 mm, 
material: polycarbonat, fi nish: clear

333902 42604919843753

Casambi control unit
for integrating and controlling the luminaire via the Casambi network,
can only be used at ambient temperatures of max. +50 degrees Celsius,
mounted on the luminaire ready for use

934187 4260669198203

Direct link to the tempLED
download portal

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?
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Light distribution curves tempLED RayCrane HT
500
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up to
165 lm/w

5,000 K

tempLED RayCrane HT
500

60 degrees symmetrical
linear technology

90 degrees symmetrical
linear technology

two energy-effi  cient constant current 
power supplies with integrated 

DALI-2 dimming and optional 
constant lumen output (CLO) or 

optional high-voltage version (400 volts)

modular overall structure 
with exchangeable and repla-
ceable main components

powerful, dust-permeable
heat sink made of

die-cast aluminum

solid luminaire housing 
optimized for high-
temperature surroundings 
up to +70° Celsius

pressure compensation mem-
brane to prevent condensation

fi ve durable and 
bright LED 
light fi elds

impact and UV-resistant high-performance optical system 
in collimator technology for stray light reduction 

with two practical beam angles

initial system effi  ciency
up to 165 lm / w

Power Factor
Correction

optional 2
IP 6540° C

+70° C

-

Ra > 80 

IK08

UV

optional control and 
safety systems:

reinforced stainless steel mounting system, 
specialised for use on crane systems with 
rubber buffer for vibration damping

400 V

shock- and vibration-
resistant assembly with 

screw locking

tempLED RayCrane HT
500

Dimensions tempLED RayCrane HT
500

360 mm

294 mm
185 mm

556 mm

556 mm

Mounting options tempLED RayCrane HT
500

crane mounting with
two attachment points

crane mounting kit 932812
available as an accessory

crane mounting with
one attachment point

crane mounting kit 932810
in delievery included
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Light distribution curves tempLED RayCrane HT
500
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up to
165 lm/w

5,000 K

tempLED RayCrane HT
500

60 degrees symmetrical
linear technology

90 degrees symmetrical
linear technology

two energy-effi  cient constant current 
power supplies with integrated 

DALI-2 dimming and optional 
constant lumen output (CLO) or 

optional high-voltage version (400 volts)

modular overall structure 
with exchangeable and repla-
ceable main components

powerful, dust-permeable
heat sink made of

die-cast aluminum

solid luminaire housing 
optimized for high-
temperature surroundings 
up to +70° Celsius

pressure compensation mem-
brane to prevent condensation

fi ve durable and 
bright LED 
light fi elds

impact and UV-resistant high-performance optical system 
in collimator technology for stray light reduction 

with two practical beam angles

initial system effi  ciency
up to 165 lm / w

Power Factor
Correction

optional 2
IP 6540° C

+70° C

-

Ra > 80 

IK08

UV

optional control and 
safety systems:

reinforced stainless steel mounting system, 
specialised for use on crane systems with 
rubber buffer for vibration damping

400 V

shock- and vibration-
resistant assembly with 

screw locking

tempLED RayCrane HT
500

Dimensions tempLED RayCrane HT
500

360 mm

294 mm
185 mm

556 mm

556 mm

Mounting options tempLED RayCrane HT
500

crane mounting with
two attachment points

crane mounting kit 932812
available as an accessory

crane mounting with
one attachment point

crane mounting kit 932810
in delievery included
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General technical data
according to IEC, identical for all tempLED RayCrane 500 HT

Lighting properties:

initial luminous fl ux: 82,500 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 165 lumens / watt

initial, most similar color temperature: 5,000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 5 SDCM

available symmetrical beam angles: 60 and 90 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): 1 percent

stray light reduction: yes, with linear technology

Electrotechnical properties:

power supply AC: 90 to 240 volts2

supply frequency: 50 / 60 hertz

power supply DC: 140 to 250 volts3

system performance: 500 watts

system performance tolerance: ± 10 percent

integrated power supplies: two

power factor: > 0.90

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 20 percent

temperature classifi cation (ATEX): T5

Tc - temperature: +89 degrees Celsius

Energy characteristics:

Valid for all tempLED RayCrane 500 HT: This product contains a light source of energy effi  ciency class C.

Mounting options:

standard mounting options: crane mounting with two attachment points

optional mounting options: crane mounting with one attachment point
customised mounting solutions

1 additional color temperatures on request.
2 power supply 249 to 528 VAC - 50/60 Hz on request.
3 power supply 352 to 500 VDC on request.

Changes and errors excepted; similar pictures.

5
years

guarantee

10
years

spare part 
guarantee

in preparation

RoHS

Control and safety properties:

dimming: DALI-2

minimum dimming level: 10 percent

constant lumen output (CLO): optional

control via the Casambi network: optional1

human centric lighting: on request

daylight control system: optional via the Casambi network1

Housing properties:

ambient temperature: –40 to +70 degrees Celsius

ingress protection: IP 65

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

pressure compensation membrane: yes

housing and heat sink material(s): die-cast aluminum

material(s) and fi nish of the standard mounting bracket: reinforced stainless steel, fi nish: natural2

material of optical system: impact- and UV-resistant polycarbonate

cover plate material: optional (335900)

luminaire housing color: white aluminium according to RAL 90062

power supply housing color: water blue according to RAL 50212

surface fi nish: powder coating2

supply cable type: H05RN-F 5G1

supply cable length: 250 centimeters

supply cable inlet: cable gland

supply cable connection type: open cable end

number of poles: 3 grid / 2 DALI

Additional information:

certifi cates: ENEC in preparation

conformities: CE and RoHS

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years3

spare part guarantee: 10 years

delievery includes: luminaire, reinforced stainless steel bracket, crane mounting kit 
with two attachment points and rope suspension as fall protection

1 can only be used at ambient temperatures of max. +50 degrees Celsius.
2 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
3 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayCrane 500 HT

number of luminaires per package: 1

number of luminaires per pallet: 8

net weight of the luminaire: 18,700 g

gross weight per package: 21,500 g

package dimensions L x W x H: 750 x 700 x 330 mm
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General technical data
according to IEC, identical for all tempLED RayCrane 500 HT

Lighting properties:

initial luminous fl ux: 82,500 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 165 lumens / watt

initial, most similar color temperature: 5,000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 5 SDCM

available symmetrical beam angles: 60 and 90 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): 1 percent

stray light reduction: yes, with linear technology

Electrotechnical properties:

power supply AC: 90 to 240 volts2

supply frequency: 50 / 60 hertz

power supply DC: 140 to 250 volts3

system performance: 500 watts

system performance tolerance: ± 10 percent

integrated power supplies: two

power factor: > 0.90

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 20 percent

temperature classifi cation (ATEX): T5

Tc - temperature: +89 degrees Celsius

Energy characteristics:

Valid for all tempLED RayCrane 500 HT: This product contains a light source of energy effi  ciency class C.

Mounting options:

standard mounting options: crane mounting with two attachment points

optional mounting options: crane mounting with one attachment point
customised mounting solutions

1 additional color temperatures on request.
2 power supply 249 to 528 VAC - 50/60 Hz on request.
3 power supply 352 to 500 VDC on request.

Changes and errors excepted; similar pictures.

5
years

guarantee

10
years

spare part 
guarantee

in preparation

RoHS

Control and safety properties:

dimming: DALI-2

minimum dimming level: 10 percent

constant lumen output (CLO): optional

control via the Casambi network: optional1

human centric lighting: on request

daylight control system: optional via the Casambi network1

Housing properties:

ambient temperature: –40 to +70 degrees Celsius

ingress protection: IP 65

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

pressure compensation membrane: yes

housing and heat sink material(s): die-cast aluminum

material(s) and fi nish of the standard mounting bracket: reinforced stainless steel, fi nish: natural2

material of optical system: impact- and UV-resistant polycarbonate

cover plate material: optional (335900)

luminaire housing color: white aluminium according to RAL 90062

power supply housing color: water blue according to RAL 50212

surface fi nish: powder coating2

supply cable type: H05RN-F 5G1

supply cable length: 250 centimeters

supply cable inlet: cable gland

supply cable connection type: open cable end

number of poles: 3 grid / 2 DALI

Additional information:

certifi cates: ENEC in preparation

conformities: CE and RoHS

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years3

spare part guarantee: 10 years

delievery includes: luminaire, reinforced stainless steel bracket, crane mounting kit 
with two attachment points and rope suspension as fall protection

1 can only be used at ambient temperatures of max. +50 degrees Celsius.
2 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
3 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayCrane 500 HT

number of luminaires per package: 1

number of luminaires per pallet: 8

net weight of the luminaire: 18,700 g

gross weight per package: 21,500 g

package dimensions L x W x H: 750 x 700 x 330 mm
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tempLED RayCrane 500 - 60 HT RayCrane 500 - 90 HT

article number: 300865 300895

GTIN / EAN: 4260745234528 4260745234535

initial luminous fl ux: 82,500 lm 82,500 lm

initial system effi  ciency: 165 lm/w 165 lm/w

initial, most similar color temperature: 5,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 60 degrees 90 degrees

dimming / control: DALI-2 DALI-2

system performance: 500 W 500 W

power consumption: 2.17 A 2.17 A

maximum inrush current: 80 A 80 A

dimensions (Ø x H): 556 x 294 mm 556 x 294 mm
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Application as high 
temperature crane lighting: 

for the illumination of the 
work area directly under the 

crane at ambient temperatures 
up to +70 degrees Celsius 

(RayCrane 500 HT) 
or up to +80 degrees Celsius 

(RayCrane 200 / 240 HT)

Recyclin
g 

> 
90

%

tempLED Accessory catalogue RayCrane 500 HT art.-no. GTIN / EAN

crane mounting kit with two attachment points
with rubber buffer shock-absorbing installation device for luminaire mounting on vibration-loaded 
crane systems, size: M10, material: stainless steel, fi nish: natural, delivery as a set of 2, 
included in the delivery of all tempLED RayCranes

932810 4260491842114

crane mounting kit with one attachment point
with rubber buffer shock-absorbing installation device for luminaire mounting on vibration-loaded 
crane systems, size: M10, material: stainless steel, fi nish: natural

932812 4260745230636

supply cable extension
ready-to-use 3-pin supply cable extension up to 10 meters

333903 4260491843760

safety plug
3-pin safety plug with ingress protection IP 44,
installed on the supply cable of the luminaire

945400 4260491842251

Wieland connector RST 20i5
5-pin socket part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
for cable diameter 6 - 10 mm

945430 4260491842329

Wieland connector RST 20i5
5-pin connector part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
installed on the supply cable of the luminaire

945431 4260491842336

kit for outsourcing the integrated power supply units
kit for outsourcing the power supply units installed as standard in the luminaire housing, e.g. in a 
switch cabinet, delivery includes: 2x 1 m light fi eld cable H07RN-F5G1, 2x Wieland socket RST20i5, 
2x Wieland plug RST20i5, maximum possible distance between luminaire and power supply unit: 35 m

932400 4260745234542

preassembly for outsourcing the integrated power supply units - cable length: 35 m
preassembled cable set for outsourcing the power supply units installed as standard in the lumi-
naire housing e.g. in a switch cabinet, scope of delivery: preassembled light fi eld cable with moun-
ted outlets with mounted Wieland RST20i5 plugs on luminaire side, 35 m ready-made connection 
cable H07RN-F5G1 black between luminaire and power supply unit, preassembled y-cable with 
mounted Wieland socket RST20i5 on power supply side

932401 4260745234559

wear disc
impact-resistant wear disc, material: toughened safety glass, thickness: 5 milimeters, 
fi nish: clear, can be mounted and replaced without tools, 
delivery includes mounting material

335900 4260491844590

Casambi control unit
for integrating and controlling the luminaire via the Casambi network,
can only be used at ambient temperatures of max. +50 degrees Celsius,
mounted on the luminaire ready for use

934189 4260669198227

Direct link to the tempLED
download portal

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?
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tempLED RayCrane 500 - 60 HT RayCrane 500 - 90 HT

article number: 300865 300895

GTIN / EAN: 4260745234528 4260745234535

initial luminous fl ux: 82,500 lm 82,500 lm

initial system effi  ciency: 165 lm/w 165 lm/w

initial, most similar color temperature: 5,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 60 degrees 90 degrees

dimming / control: DALI-2 DALI-2

system performance: 500 W 500 W

power consumption: 2.17 A 2.17 A

maximum inrush current: 80 A 80 A

dimensions (Ø x H): 556 x 294 mm 556 x 294 mm
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Application as high 
temperature crane lighting: 

for the illumination of the 
work area directly under the 

crane at ambient temperatures 
up to +70 degrees Celsius 

(RayCrane 500 HT) 
or up to +80 degrees Celsius 

(RayCrane 200 / 240 HT)

Recyclin
g 

> 
90

%

tempLED Accessory catalogue RayCrane 500 HT art.-no. GTIN / EAN

crane mounting kit with two attachment points
with rubber buffer shock-absorbing installation device for luminaire mounting on vibration-loaded 
crane systems, size: M10, material: stainless steel, fi nish: natural, delivery as a set of 2, 
included in the delivery of all tempLED RayCranes

932810 4260491842114

crane mounting kit with one attachment point
with rubber buffer shock-absorbing installation device for luminaire mounting on vibration-loaded 
crane systems, size: M10, material: stainless steel, fi nish: natural

932812 4260745230636

supply cable extension
ready-to-use 3-pin supply cable extension up to 10 meters

333903 4260491843760

safety plug
3-pin safety plug with ingress protection IP 44,
installed on the supply cable of the luminaire

945400 4260491842251

Wieland connector RST 20i5
5-pin socket part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
for cable diameter 6 - 10 mm

945430 4260491842329

Wieland connector RST 20i5
5-pin connector part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
installed on the supply cable of the luminaire

945431 4260491842336

kit for outsourcing the integrated power supply units
kit for outsourcing the power supply units installed as standard in the luminaire housing, e.g. in a 
switch cabinet, delivery includes: 2x 1 m light fi eld cable H07RN-F5G1, 2x Wieland socket RST20i5, 
2x Wieland plug RST20i5, maximum possible distance between luminaire and power supply unit: 35 m

932400 4260745234542

preassembly for outsourcing the integrated power supply units - cable length: 35 m
preassembled cable set for outsourcing the power supply units installed as standard in the lumi-
naire housing e.g. in a switch cabinet, scope of delivery: preassembled light fi eld cable with moun-
ted outlets with mounted Wieland RST20i5 plugs on luminaire side, 35 m ready-made connection 
cable H07RN-F5G1 black between luminaire and power supply unit, preassembled y-cable with 
mounted Wieland socket RST20i5 on power supply side

932401 4260745234559

wear disc
impact-resistant wear disc, material: toughened safety glass, thickness: 5 milimeters, 
fi nish: clear, can be mounted and replaced without tools, 
delivery includes mounting material

335900 4260491844590

Casambi control unit
for integrating and controlling the luminaire via the Casambi network,
can only be used at ambient temperatures of max. +50 degrees Celsius,
mounted on the luminaire ready for use

934189 4260669198227

Direct link to the tempLED
download portal

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?
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Our customer
ThyssenKrupp
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LEDtemp
www.tempLED.de

CRANE AND POSITION LIGHT

tempLED RayCrane
200 | 300  | 500

CRANE LIGHTING
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Light distribution curves tempLED RayCrane
200 | 300
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60 degrees symmetrical
in linear technology

90 degrees symmetrical
in linear technology

up to
170 lm/w

4,000 K
5,000 K

tempLED RayCrane
200 | 300

energy-effi  cient constant current 
power supplies with optional 

high-voltage version (400 volts)

modular overall structure 
with exchangeable and repla-
ceable main components

powerful, dust-permeable
heat sink made of

die-cast aluminum

solid, weight-optimised 
and powder-coated 
luminaire housing

pressure compensation mem-
brane to prevent condensation

durable and bright 
LED light fi eld

impact and UV-resistant high-performance optical system 
in linear technology for stray light reduction 

with two practical beam angles

initial system effi  ciency 
up to 170 lm / w

Power Factor
Correction

IP 65

Ra > 80 

IK08

UV

shock- and vibration-resistant 
assembly with screw locking

reinforced stainless steel mounting system, 
specialised for use on crane systems with 
rubber buffer for vibration damping

400 V

tempLED RayCrane
200 | 300

Dimensions tempLED RayCrane
200 | 300

Mounting options tempLED RayCrane
200 | 300

326 mm

227 mm
187 mm

386.5 mm

386.5 mm

crane mounting with
two attachment points

crane mounting kit 932812
available as an accessory

crane mounting with
one attachment point

crane mounting kit 932810
in delievery included
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Light distribution curves tempLED RayCrane
200 | 300
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60 degrees symmetrical
in linear technology

90 degrees symmetrical
in linear technology

up to
170 lm/w

4,000 K
5,000 K

tempLED RayCrane
200 | 300

energy-effi  cient constant current 
power supplies with optional 

high-voltage version (400 volts)

modular overall structure 
with exchangeable and repla-
ceable main components

powerful, dust-permeable
heat sink made of

die-cast aluminum

solid, weight-optimised 
and powder-coated 
luminaire housing

pressure compensation mem-
brane to prevent condensation

durable and bright 
LED light fi eld

impact and UV-resistant high-performance optical system 
in linear technology for stray light reduction 

with two practical beam angles

initial system effi  ciency 
up to 170 lm / w

Power Factor
Correction

IP 65

Ra > 80 

IK08

UV

shock- and vibration-resistant 
assembly with screw locking

reinforced stainless steel mounting system, 
specialised for use on crane systems with 
rubber buffer for vibration damping

400 V

tempLED RayCrane
200 | 300

Dimensions tempLED RayCrane
200 | 300

Mounting options tempLED RayCrane
200 | 300

326 mm

227 mm
187 mm

386.5 mm

386.5 mm

crane mounting with
two attachment points

crane mounting kit 932812
available as an accessory

crane mounting with
one attachment point

crane mounting kit 932810
in delievery included
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General technical data
according to IEC, identical for all tempLED RayCrane 200 and 300

Lighting properties:

initial luminous fl ux: 34,000 to 51,000 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 170 lumens / watt

initial, most similar color temperature: 4,000 kelvins | 5,000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 5 SDCM

available symmetrical beam angles: 60 and 90 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): 1 percent

stray light reduction: yes, with linear technology

Electrotechnical properties:

power supply AC: 90 to 240 volts2

supply frequency: 50 / 60 hertz

power supply DC: 140 to 250 volts3

system performance: 200 to 300 watts

system performance tolerance: ± 10 percent

power factor: > 0.95

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 10 percent

temperature classifi cation (ATEX): T5

Tc - temperature: +90 degrees Celsius

Energy characteristics:

Valid for all tempLED RayCrane 200 and 300: This product contains a light source of energy effi  ciency class B.

Mounting options:

standard mounting options: crane mounting with two attachment points

optional mounting options: crane mounting with one attachment point
customised mounting solutions

1 additional color temperatures on request.
2 power supply 249 to 528 VAC - 50/60 Hz on request.
3 power supply 352 to 500 VDC on request.

5
years

guarantee

10
years

spare part 
guarantee

in preparation

RoHS

Changes and errors excepted; similar pictures.

Housing properties:

ambient temperature: –40 to +50 degrees Celsius

ingress protection: IP 65

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

pressure compensation membrane: yes

housing and heat sink material(s): die-cast aluminum

material(s) and fi nish of the standard mounting bracket: reinforced stainless steel, fi nish: natural1

material of optical system: impact- and UV-resistant polycarbonate

luminaire housing color: white aluminium according to RAL 90061

power supply housing color: water blue according to RAL 50211

surface fi nish: powder coating1

supply cable type: H05RN-F 3G1

supply cable length: 40 centimeters

supply cable inlet: cable gland

supply cable connection type: open cable end

number of poles: 3 grid

Additional information:

certifi cates: ENEC in preparation

conformities: CE and RoHS

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years2

spare part guarantee: 10 years

delievery includes: luminaire, reinforced stainless steel bracket, crane mounting kit 
with two attachment points and rope suspension as fall protection

1 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
2 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayCrane 200 RayCrane 300

number of luminaires per package: 1 1

number of luminaires per pallet: 32 32

net weight of the luminaire: 5,100 g 6,200 g

gross weight per package: 7,100 g 8,200 g

package dimensions L x W x H: 435 x 435 x 205 mm 435 x 435 x 205 mm
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General technical data
according to IEC, identical for all tempLED RayCrane 200 and 300

Lighting properties:

initial luminous fl ux: 34,000 to 51,000 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 170 lumens / watt

initial, most similar color temperature: 4,000 kelvins | 5,000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 5 SDCM

available symmetrical beam angles: 60 and 90 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): 1 percent

stray light reduction: yes, with linear technology

Electrotechnical properties:

power supply AC: 90 to 240 volts2

supply frequency: 50 / 60 hertz

power supply DC: 140 to 250 volts3

system performance: 200 to 300 watts

system performance tolerance: ± 10 percent

power factor: > 0.95

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 10 percent

temperature classifi cation (ATEX): T5

Tc - temperature: +90 degrees Celsius

Energy characteristics:

Valid for all tempLED RayCrane 200 and 300: This product contains a light source of energy effi  ciency class B.

Mounting options:

standard mounting options: crane mounting with two attachment points

optional mounting options: crane mounting with one attachment point
customised mounting solutions

1 additional color temperatures on request.
2 power supply 249 to 528 VAC - 50/60 Hz on request.
3 power supply 352 to 500 VDC on request.

5
years

guarantee

10
years

spare part 
guarantee

in preparation

RoHS

Changes and errors excepted; similar pictures.

Housing properties:

ambient temperature: –40 to +50 degrees Celsius

ingress protection: IP 65

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

pressure compensation membrane: yes

housing and heat sink material(s): die-cast aluminum

material(s) and fi nish of the standard mounting bracket: reinforced stainless steel, fi nish: natural1

material of optical system: impact- and UV-resistant polycarbonate

luminaire housing color: white aluminium according to RAL 90061

power supply housing color: water blue according to RAL 50211

surface fi nish: powder coating1

supply cable type: H05RN-F 3G1

supply cable length: 40 centimeters

supply cable inlet: cable gland

supply cable connection type: open cable end

number of poles: 3 grid

Additional information:

certifi cates: ENEC in preparation

conformities: CE and RoHS

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years2

spare part guarantee: 10 years

delievery includes: luminaire, reinforced stainless steel bracket, crane mounting kit 
with two attachment points and rope suspension as fall protection

1 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
2 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayCrane 200 RayCrane 300

number of luminaires per package: 1 1

number of luminaires per pallet: 32 32

net weight of the luminaire: 5,100 g 6,200 g

gross weight per package: 7,100 g 8,200 g

package dimensions L x W x H: 435 x 435 x 205 mm 435 x 435 x 205 mm
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tempLED RayCrane 200 - 60 RayCrane 200 - 90 RayCrane 200 - 60 RayCrane 200 - 90

article number: 300264 300294 300265 300295

GTIN / EAN: 4260745230322 4260745230346 4260745230339 4260745230353

initial luminous fl ux: 34,000 lm 34,000 lm 34,000 lm 34,000 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 60 degrees 90 degrees

dimming / control: none none none none

system performance: 200 W 200 W 200 W 200 W

power consumption: 0.87 A 0.87 A 0.87 A 0.87 A

maximum inrush current: 110 A 110 A 110 A 110 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm

200

tempLED RayCrane 300 - 60 RayCrane 300 - 90 RayCrane 300 - 60 RayCrane 300 - 90

article number: 300364 300394 300365 300395

GTIN / EAN: 4260745230438 4260745230452 4260745230445 4260745230469

initial luminous fl ux: 51,000 lm 51,000 lm 51,000 lm 51,000 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 60 degrees 90 degrees

dimming / control: none none none none

system performance: 300 W 300 W 300 W 300 W

power consumption: 1.30 A 1.30 A 1.30 A 1.30 A

maximum inrush current: 13.6 A 13.6 A 13.6 A 13.6 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm
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tempLED Accessory catalogue RayCrane 200 and 300 art.-no. GTIN / EAN

crane mounting kit with two attachment points
with rubber buffer shock-absorbing installation device for luminaire mounting on vibration-loaded 
crane systems, size: M10, material: stainless steel, fi nish: natural, delivery as a set of 2, 
included in the delivery of all tempLED RayCranes

932810 4260491842114

crane mounting kit with one attachment point
with rubber buffer shock-absorbing installation device for luminaire mounting on vibration-loaded 
crane systems, size: M10, material: stainless steel, fi nish: natural

932812 4260745230636

supply cable extension
ready-to-use 3-pin supply cable extension up to 10 meters

333903 4260491843760

safety plug
3-pin safety plug with ingress protection IP 44,
installed on the supply cable of the luminaire

945400 4260491842251

Wieland connector RST 20i5
5-pin socket part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
for cable diameter 6 - 10 mm

945430 4260491842329

Wieland connector RST 20i5
5-pin connector part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
installed on the supply cable of the luminaire

945431 4260491842336

kit for outsourcing the integrated power supply unit
kit for outsourcing the power supply unit installed as standard in the luminaire housing, e.g. in a switch 
cabinet, delivery includes: 1 m light fi eld cable H07RN-F5G1, 1x Wieland socket RST20i5, 1x Wieland 
plug RST20i5, maximum possible distance between luminaire and power supply unit: 35 m

932404 4260745234580

preassembly for outsourcing the integrated power supply unit - cable length: 35 m
preassembled cable set for relocation of the power supply unit installed as standard in the luminai-
re housing e.g. in a control cabinet, scope of delivery: preassembled light fi eld cable output 
with mounted Wieland plug RST20i5 on luminaire side, 35 m ready-made connecting cable 
H07RN-F5G1 black connection cable between luminaire and power supply unit, preassembled 
output cable with mounted Wieland socket RST20i5 on power supply side

932405 4260745234597

Direct link to the tempLED
download portal

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?
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tempLED RayCrane 200 - 60 RayCrane 200 - 90 RayCrane 200 - 60 RayCrane 200 - 90

article number: 300264 300294 300265 300295

GTIN / EAN: 4260745230322 4260745230346 4260745230339 4260745230353

initial luminous fl ux: 34,000 lm 34,000 lm 34,000 lm 34,000 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 60 degrees 90 degrees

dimming / control: none none none none

system performance: 200 W 200 W 200 W 200 W

power consumption: 0.87 A 0.87 A 0.87 A 0.87 A

maximum inrush current: 110 A 110 A 110 A 110 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm

200

tempLED RayCrane 300 - 60 RayCrane 300 - 90 RayCrane 300 - 60 RayCrane 300 - 90

article number: 300364 300394 300365 300395

GTIN / EAN: 4260745230438 4260745230452 4260745230445 4260745230469

initial luminous fl ux: 51,000 lm 51,000 lm 51,000 lm 51,000 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 60 degrees 90 degrees

dimming / control: none none none none

system performance: 300 W 300 W 300 W 300 W

power consumption: 1.30 A 1.30 A 1.30 A 1.30 A

maximum inrush current: 13.6 A 13.6 A 13.6 A 13.6 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm
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tempLED Accessory catalogue RayCrane 200 and 300 art.-no. GTIN / EAN

crane mounting kit with two attachment points
with rubber buffer shock-absorbing installation device for luminaire mounting on vibration-loaded 
crane systems, size: M10, material: stainless steel, fi nish: natural, delivery as a set of 2, 
included in the delivery of all tempLED RayCranes

932810 4260491842114

crane mounting kit with one attachment point
with rubber buffer shock-absorbing installation device for luminaire mounting on vibration-loaded 
crane systems, size: M10, material: stainless steel, fi nish: natural

932812 4260745230636

supply cable extension
ready-to-use 3-pin supply cable extension up to 10 meters

333903 4260491843760

safety plug
3-pin safety plug with ingress protection IP 44,
installed on the supply cable of the luminaire

945400 4260491842251

Wieland connector RST 20i5
5-pin socket part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
for cable diameter 6 - 10 mm

945430 4260491842329

Wieland connector RST 20i5
5-pin connector part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
installed on the supply cable of the luminaire

945431 4260491842336

kit for outsourcing the integrated power supply unit
kit for outsourcing the power supply unit installed as standard in the luminaire housing, e.g. in a switch 
cabinet, delivery includes: 1 m light fi eld cable H07RN-F5G1, 1x Wieland socket RST20i5, 1x Wieland 
plug RST20i5, maximum possible distance between luminaire and power supply unit: 35 m

932404 4260745234580

preassembly for outsourcing the integrated power supply unit - cable length: 35 m
preassembled cable set for relocation of the power supply unit installed as standard in the luminai-
re housing e.g. in a control cabinet, scope of delivery: preassembled light fi eld cable output 
with mounted Wieland plug RST20i5 on luminaire side, 35 m ready-made connecting cable 
H07RN-F5G1 black connection cable between luminaire and power supply unit, preassembled 
output cable with mounted Wieland socket RST20i5 on power supply side

932405 4260745234597

Direct link to the tempLED
download portal

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?
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Light distribution curves tempLED RayCrane
500
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tempLED RayCrane
500

15 degrees symmetrical
optical system

collimator technology

120 degrees symmetrical60 degrees symmetrical
optical system

90 degrees symmetrical
optical system

two energy-effi  cient constant current power 
supplies with integrated DALI-2 dimming and 

optional constant lumen output (CLO) or 
optional high-voltage version (400 volts)

modular overall structure with exchangeable 
and replaceable main components

powerful and weight-optimised aluminium 
die-cast heat sink with chimney effect

solid, weight-optimised and 
powder-coated luminaire housing

durable and bright LED light fi eld

impact and UV-resistant high-performance 
optical system in collimator technology 

for stray light reduction (at beam angle 15 
degrees) with three practical beam angles

initial system effi  ciency up to 140 lm / w

Power Factor
Correction

optional 2

IP 65

Ra > 80 

IK08

UV

optional control and safety systems: impact-resistant cover plate made of 
3 mm thoughened safety glass

variants as position lighting with 
monochromatic light colours available

15°
R G B

reinforced stainless steel mounting system, 
specialised for use on crane systems with rub-
ber buffer for vibration damping

shock- and vibration-resistant assembly 
with screw locking

400 V

tempLED RayCrane
500

Dimensions tempLED RayCrane
500

Mounting options tempLED RayCrane
500

300 mm

334 mm

225 mm

360 mm

360 mm

crane mounting with
two attachment points

crane mounting kit 932812
available as an accessory

crane mounting with
one attachment point

crane mounting kit 932810
in delievery included
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Light distribution curves tempLED RayCrane
500
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tempLED RayCrane
500

15 degrees symmetrical
optical system

collimator technology

120 degrees symmetrical60 degrees symmetrical
optical system

90 degrees symmetrical
optical system

two energy-effi  cient constant current power 
supplies with integrated DALI-2 dimming and 

optional constant lumen output (CLO) or 
optional high-voltage version (400 volts)

modular overall structure with exchangeable 
and replaceable main components

powerful and weight-optimised aluminium 
die-cast heat sink with chimney effect

solid, weight-optimised and 
powder-coated luminaire housing

durable and bright LED light fi eld

impact and UV-resistant high-performance 
optical system in collimator technology 

for stray light reduction (at beam angle 15 
degrees) with three practical beam angles

initial system effi  ciency up to 140 lm / w

Power Factor
Correction

optional 2

IP 65

Ra > 80 

IK08

UV

optional control and safety systems: impact-resistant cover plate made of 
3 mm thoughened safety glass

variants as position lighting with 
monochromatic light colours available

15°
R G B

reinforced stainless steel mounting system, 
specialised for use on crane systems with rub-
ber buffer for vibration damping

shock- and vibration-resistant assembly 
with screw locking

400 V

tempLED RayCrane
500

Dimensions tempLED RayCrane
500

Mounting options tempLED RayCrane
500

300 mm

334 mm

225 mm

360 mm

360 mm

crane mounting with
two attachment points

crane mounting kit 932812
available as an accessory

crane mounting with
one attachment point

crane mounting kit 932810
in delievery included
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General technical data
according to IEC, identical for all tempLED RayCrane 500

Lighting properties:

initial luminous fl ux: 65,000 to 70,000 lumens (valid for 5,000 kelvins only)

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 140 lumens / watt

initial, most similar color temperature: 5,000 kelvins1

opitional available special light colors: monochromatic red, green and blue light

initial color rendering index (CRI): Ra > 80 (valid for 5,000 kelvins only)

initial color consistency: < 5 SDCM (valid for 5,000 kelvins only)

available symmetrical beam angles: 15 | 60 | 90 | 120 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): 1 percent

stray light reduction: yes, with collimator technology (valid for beam angle 15 degrees only)

Electrotechnical properties:

power supply AC: 90 to 240 volts2

supply frequency: 50 / 60 hertz

power supply DC: 127 to 250 volts3

system performance: 500 watts

system performance tolerance: ± 10 percent

integrated power supplies: two

power factor: > 0.93

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 15 percent

temperature classifi cation (ATEX): T5

Tc - temperature: +89 degrees Celsius

Energy characteristics:

Valid for all tempLED RayCrane 500 with 5,000 kelvins: This product contains a light source of energy effi  ciency class D.

Mounting options:

standard mounting options: crane mounting with two attachment points

optional mounting options: crane mounting with one attachment point
customised mounting solutions

1 additional color temperatures on request.
2 power supply 249 to 528 VAC - 50/60 Hz on request.
3 power supply 352 to 500 VDC on request.

Changes and errors excepted; similar pictures.

5
years

guarantee

10
years

spare part 
guarantee

in preparation

RoHS

Control and safety properties:

dimming: DALI-2

minimum dimming level: 10 percent

constant lumen output (CLO): optional

control via the Casambi network: optional

human centric lighting: on request

daylight control system: optional via the Casambi network

Housing properties:

ambient temperature: –30 to +50 degrees Celsius

ingress protection: IP 65

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

housing and heat sink material(s): die-cast aluminum

material(s) and fi nish of the standard mounting bracket: reinforced stainless steel, fi nish: natural1

material of optical system: impact- and UV-resistant polycarbonate

cover plate material: 3 mm impact-resistant thoughened safety glass, clear

luminaire housing color: white aluminium according to RAL 90061

surface fi nish: powder coating1

supply cable type: H05RN-F 5G1

supply cable length: 100 centimeters

supply cable inlet: cable gland

supply cable connection type: open cable end

number of poles: 3 grid / 2 DALI

Additional information:

certifi cates: ENEC in preparation

conformities: CE and RoHS

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years2

spare part guarantee: 10 years

delievery includes: luminaire, reinforced stainless steel bracket, crane mounting kit 
with two attachment points and rope suspension as fall protection

1 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
2 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayCrane 500

number of luminaires per package: 1

number of luminaires per pallet: 24

net weight of the luminaire: 11,000 g

gross weight per package: 12,400 g

package dimensions L x W x H: 450 x 450 x 290 mm
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General technical data
according to IEC, identical for all tempLED RayCrane 500

Lighting properties:

initial luminous fl ux: 65,000 to 70,000 lumens (valid for 5,000 kelvins only)

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 140 lumens / watt

initial, most similar color temperature: 5,000 kelvins1

opitional available special light colors: monochromatic red, green and blue light

initial color rendering index (CRI): Ra > 80 (valid for 5,000 kelvins only)

initial color consistency: < 5 SDCM (valid for 5,000 kelvins only)

available symmetrical beam angles: 15 | 60 | 90 | 120 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): 1 percent

stray light reduction: yes, with collimator technology (valid for beam angle 15 degrees only)

Electrotechnical properties:

power supply AC: 90 to 240 volts2

supply frequency: 50 / 60 hertz

power supply DC: 127 to 250 volts3

system performance: 500 watts

system performance tolerance: ± 10 percent

integrated power supplies: two

power factor: > 0.93

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 15 percent

temperature classifi cation (ATEX): T5

Tc - temperature: +89 degrees Celsius

Energy characteristics:

Valid for all tempLED RayCrane 500 with 5,000 kelvins: This product contains a light source of energy effi  ciency class D.

Mounting options:

standard mounting options: crane mounting with two attachment points

optional mounting options: crane mounting with one attachment point
customised mounting solutions

1 additional color temperatures on request.
2 power supply 249 to 528 VAC - 50/60 Hz on request.
3 power supply 352 to 500 VDC on request.

Changes and errors excepted; similar pictures.

5
years

guarantee

10
years

spare part 
guarantee

in preparation

RoHS

Control and safety properties:

dimming: DALI-2

minimum dimming level: 10 percent

constant lumen output (CLO): optional

control via the Casambi network: optional

human centric lighting: on request

daylight control system: optional via the Casambi network

Housing properties:

ambient temperature: –30 to +50 degrees Celsius

ingress protection: IP 65

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

housing and heat sink material(s): die-cast aluminum

material(s) and fi nish of the standard mounting bracket: reinforced stainless steel, fi nish: natural1

material of optical system: impact- and UV-resistant polycarbonate

cover plate material: 3 mm impact-resistant thoughened safety glass, clear

luminaire housing color: white aluminium according to RAL 90061

surface fi nish: powder coating1

supply cable type: H05RN-F 5G1

supply cable length: 100 centimeters

supply cable inlet: cable gland

supply cable connection type: open cable end

number of poles: 3 grid / 2 DALI

Additional information:

certifi cates: ENEC in preparation

conformities: CE and RoHS

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years2

spare part guarantee: 10 years

delievery includes: luminaire, reinforced stainless steel bracket, crane mounting kit 
with two attachment points and rope suspension as fall protection

1 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
2 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayCrane 500

number of luminaires per package: 1

number of luminaires per pallet: 24

net weight of the luminaire: 11,000 g

gross weight per package: 12,400 g

package dimensions L x W x H: 450 x 450 x 290 mm
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luminaires for crane lighting

tempLED RayCrane 500 - 15 RayCrane 500 - 60 RayCrane 500 - 90 RayCrane 500 - 120

article number: 300515 300565 300595 300525

GTIN / EAN: 4260745230537 4260745230551 4260745230575 4260745230599

initial luminous fl ux: 65,000 lm 65,000 lm 65,000 lm 70,000 lm

initial system effi  ciency: 130 lm/w 130 lm/w 130 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical symmetrical

beam angle: 15 degrees 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2 DALI-2

system performance: 500 W 500 W 500 W 500 W

power consumption: 2.30 A 2.30 A 2.30 A 2.30 A

maximum inrush current: 80 A 80 A 80 A 80 A

dimensions (Ø x H): 360 x 334 mm 360 x 334 mm 360 x 334 mm 360 x 334 mm
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luminaires for position lighting

tempLED RayCrane 500 - 15 RayCrane 500 - 15 RayCrane 500 - 15

article number: 30051R 30051G 30051B

GTIN / EAN: 42607452300605 4260745230612 4260745230629

light color: monochromatic red light monochromatic green light monochromatic blue light

light distribution: symmetrical symmetrical symmetrical

beam angle: 15 degrees 15 degrees 15 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 500 W 500 W 500 W

power consumption: 2.30 A 2.30 A 2.30 A

maximum inrush current: 80 A 80 A 80 A

dimensions (Ø x H): 360 x 334 mm 360 x 334 mm 360 x 334 mm
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Application as 
position lighting: 

for better and
safe navigation directly

under the crane.

Application as 
crane lighting: 

for the illumination of
the work area directly

under the crane.
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tempLED Accessory catalogue RayCrane 500 art.-no. GTIN / EAN

crane mounting kit with two attachment points
with rubber buffer shock-absorbing installation device for luminaire mounting on vibration-loaded 
crane systems, size: M10, material: stainless steel, fi nish: natural, delivery as a set of 2, 
included in the delivery of all tempLED RayCranes

932810 4260491842114

crane mounting kit with one attachment point
with rubber buffer shock-absorbing installation device for luminaire mounting on vibration-loaded 
crane systems, size: M10, material: stainless steel, fi nish: natural

932812 4260745230636

supply cable extension
ready-to-use 5-pin supply cable extension up to 10 meters

933499 4260491849687

safety plug
3-pin safety plug with ingress protection IP 44,
installed on the supply cable of the luminaire

945400 4260491842251

Wieland connector RST 20i5
5-pin socket part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
for cable diameter 6 - 10 mm

945430 4260491842329

Wieland connector RST 20i5
5-pin connector part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
installed on the supply cable of the luminaire

945431 4260491842336

kit for outsourcing the integrated power supply units
kit for outsourcing the power supply units installed as standard in the luminaire housing, e.g. in a 
switch cabinet, delivery includes: 2x 1 m light fi eld cable H07RN-F5G1, 2x Wieland socket RST20i5, 
2x Wieland plug RST20i5, maximum possible distance between luminaire and power supply unit: 35 m

932406 4260745234603

preassembly for outsourcing the integrated power supply units - cable length: 35 m
preassembled cable set for outsourcing the power supply units installed as standard in the lumi-
naire housing e.g. in a switch cabinet, scope of delivery: preassembled light fi eld cable with moun-
ted outlets with mounted Wieland RST20i5 plugs on luminaire side, 35 m ready-made connection 
cable H07RN-F5G1 black between luminaire and power supply unit, preassembled y-cable with 
mounted Wieland socket RST20i5 on power supply side

932407 4260745234610

Casambi control unit
for integrating and controlling the luminaire via the Casambi network,
mounted on the luminaire ready for use

934237 4260745230100

Direct link to the tempLED
download portal

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?
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luminaires for crane lighting

tempLED RayCrane 500 - 15 RayCrane 500 - 60 RayCrane 500 - 90 RayCrane 500 - 120

article number: 300515 300565 300595 300525

GTIN / EAN: 4260745230537 4260745230551 4260745230575 4260745230599

initial luminous fl ux: 65,000 lm 65,000 lm 65,000 lm 70,000 lm

initial system effi  ciency: 130 lm/w 130 lm/w 130 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical symmetrical

beam angle: 15 degrees 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2 DALI-2

system performance: 500 W 500 W 500 W 500 W

power consumption: 2.30 A 2.30 A 2.30 A 2.30 A

maximum inrush current: 80 A 80 A 80 A 80 A

dimensions (Ø x H): 360 x 334 mm 360 x 334 mm 360 x 334 mm 360 x 334 mm
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luminaires for position lighting

tempLED RayCrane 500 - 15 RayCrane 500 - 15 RayCrane 500 - 15

article number: 30051R 30051G 30051B

GTIN / EAN: 42607452300605 4260745230612 4260745230629

light color: monochromatic red light monochromatic green light monochromatic blue light

light distribution: symmetrical symmetrical symmetrical

beam angle: 15 degrees 15 degrees 15 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 500 W 500 W 500 W

power consumption: 2.30 A 2.30 A 2.30 A

maximum inrush current: 80 A 80 A 80 A

dimensions (Ø x H): 360 x 334 mm 360 x 334 mm 360 x 334 mm
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Application as 
position lighting: 

for better and
safe navigation directly

under the crane.

Application as 
crane lighting: 

for the illumination of
the work area directly

under the crane.

Recyclin
g 

> 
90

%

tempLED Accessory catalogue RayCrane 500 art.-no. GTIN / EAN

crane mounting kit with two attachment points
with rubber buffer shock-absorbing installation device for luminaire mounting on vibration-loaded 
crane systems, size: M10, material: stainless steel, fi nish: natural, delivery as a set of 2, 
included in the delivery of all tempLED RayCranes

932810 4260491842114

crane mounting kit with one attachment point
with rubber buffer shock-absorbing installation device for luminaire mounting on vibration-loaded 
crane systems, size: M10, material: stainless steel, fi nish: natural

932812 4260745230636

supply cable extension
ready-to-use 5-pin supply cable extension up to 10 meters

933499 4260491849687

safety plug
3-pin safety plug with ingress protection IP 44,
installed on the supply cable of the luminaire

945400 4260491842251

Wieland connector RST 20i5
5-pin socket part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
for cable diameter 6 - 10 mm

945430 4260491842329

Wieland connector RST 20i5
5-pin connector part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
installed on the supply cable of the luminaire

945431 4260491842336

kit for outsourcing the integrated power supply units
kit for outsourcing the power supply units installed as standard in the luminaire housing, e.g. in a 
switch cabinet, delivery includes: 2x 1 m light fi eld cable H07RN-F5G1, 2x Wieland socket RST20i5, 
2x Wieland plug RST20i5, maximum possible distance between luminaire and power supply unit: 35 m

932406 4260745234603

preassembly for outsourcing the integrated power supply units - cable length: 35 m
preassembled cable set for outsourcing the power supply units installed as standard in the lumi-
naire housing e.g. in a switch cabinet, scope of delivery: preassembled light fi eld cable with moun-
ted outlets with mounted Wieland RST20i5 plugs on luminaire side, 35 m ready-made connection 
cable H07RN-F5G1 black between luminaire and power supply unit, preassembled y-cable with 
mounted Wieland socket RST20i5 on power supply side

932407 4260745234610

Casambi control unit
for integrating and controlling the luminaire via the Casambi network,
mounted on the luminaire ready for use

934237 4260745230100

Direct link to the tempLED
download portal

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?
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Our customer
NorskeSkog
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LEDtemp
www.tempLED.de

HALL LIGHT

tempLED RayBeam Pro
100 | 145 | 200 | 240 | 300

HALL LIGHTS
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Light distribution curves tempLED RayBeam Pro
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60 degrees symmetrical
in linear technology

90 degrees symmetrical
in linear technology

120 degrees symmetrical

energy-effi  cient constant current 
power supply with integrated 
DALI-2 dimming and optional 
constant lumen output (CLO)

modular overall structure 
with exchangeable and repla-
ceable main components

powerful, dust-permeable
heat sink made of

die-cast aluminum

solid luminaire housing 
with durable powder coating

pressure compensation mem-
brane to prevent condensation

durable and bright
LED light fi eld

impact and UV-resistant high-performance optical system 
in linear technology for stray light reduction 

with three practical beam angles

initial system effi  ciency
up to 170 lm / w

Power Factor
Correction

optional

IP 65

2

up to
170 lm/w

Ra > 80 
4,000 K
5,000 K

IK08

UV

optional control and 
safety systems:

tempLED RayBeam Pro
100 | 145 | 200 | 240 | 300

Dimensions tempLED RayBeam Pro
100 | 145 | 200 | 240 | 300

Mounting options tempLED RayBeam Pro
100 | 145 | 200 | 240 | 300

386.5 mm

386.5 mm

328 mm

252 mm

147 mm

bracket mounting1, 2

1 Adjustment range for surface mounting with standard ceiling bracket: -45 to +45 degrees.
² Adjustment range for surface mounting with optional wall bracket (932211): 0 to 90 degrees.
3 Suitable mounting material available as accessory (932212).
4 Suitable mounting material available as accessory (933230).

pendant mounting3 double mounting4
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Light distribution curves tempLED RayBeam Pro
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60 degrees symmetrical
in linear technology

90 degrees symmetrical
in linear technology

120 degrees symmetrical

energy-effi  cient constant current 
power supply with integrated 
DALI-2 dimming and optional 
constant lumen output (CLO)

modular overall structure 
with exchangeable and repla-
ceable main components

powerful, dust-permeable
heat sink made of

die-cast aluminum

solid luminaire housing 
with durable powder coating

pressure compensation mem-
brane to prevent condensation

durable and bright
LED light fi eld

impact and UV-resistant high-performance optical system 
in linear technology for stray light reduction 

with three practical beam angles

initial system effi  ciency
up to 170 lm / w

Power Factor
Correction

optional

IP 65

2

up to
170 lm/w

Ra > 80 
4,000 K
5,000 K

IK08

UV

optional control and 
safety systems:

tempLED RayBeam Pro
100 | 145 | 200 | 240 | 300

Dimensions tempLED RayBeam Pro
100 | 145 | 200 | 240 | 300

Mounting options tempLED RayBeam Pro
100 | 145 | 200 | 240 | 300

386.5 mm

386.5 mm

328 mm

252 mm

147 mm

bracket mounting1, 2

1 Adjustment range for surface mounting with standard ceiling bracket: -45 to +45 degrees.
² Adjustment range for surface mounting with optional wall bracket (932211): 0 to 90 degrees.
3 Suitable mounting material available as accessory (932212).
4 Suitable mounting material available as accessory (933230).

pendant mounting3 double mounting4
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General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 17,000 to 51,000 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 170 lumens / watt

initial, most similar color temperature: 4,000 kelvins | 5,000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 5 SDCM

available symmetrical beam angles: 60 | 90 | 120 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): 1 percent

stray light reduction: yes, with linear technology (at beam angle 60 and 90 degrees)

Electrotechnical properties:

power supply AC: 90 to 240 volts

supply frequency: 50 / 60 hertz

power supply DC: 140 to 250 volts

system performance: 100 to 300 watts

system performance tolerance: ± 10 percent

power factor: > 0.95

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 10 percent

temperature classifi cation (ATEX): T5

Tc - temperature: +90 degrees Celsius

Energy characteristics:

Valid for all tempLED RayBeam Pro: This product contains a light source of energy effi  ciency class B.

Mounting options:

standard mounting options: ceiling bracket with adjustment range -45 to +45 degrees

optional mounting options: wall bracket with adjustment range 0 to 90 degrees
pendant suspension via mounting eye on ceiling bracket
double holder system, fi xed

1 additional color temperatures on request.

Changes and errors excepted; similar pictures.

5
years

guarantee

10
years

spare part 
guarantee

RoHS

Control and safety properties:

dimming: DALI-2

minimum dimming level: 10 percent

constant lumen output (CLO): optional

control via the Casambi network: optional

emergency light module: optional1

human centric lighting: on request

daylight control system: optional via the Casambi network

Housing properties:

ambient temperature: –40 to +50 degrees Celsius

ingress protection: IP 65

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

pressure compensation membrane: yes

housing and heat sink material(s): die-cast aluminum

material(s) and fi nish of the standard ceiling bracket: stainless steel, powder-coated in white aluminium according to RAL 90062

material of optical system: impact- and UV-resistant polycarbonate

luminaire housing color: white aluminium according to RAL 90062

power supply housing color: water blue according to RAL 50212

surface fi nish: powder coating2

supply cable type: H05RN-F 5G1

supply cable length: 200 centimeters

supply cable inlet: plug connector

supply cable connection type: open cable end

number of poles: 3 grid / 2 DALI

Additional information:

certifi cates: ENEC

conformities: CE and RoHS

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years3

spare part guarantee: 10 years

delievery includes: luminaire and ceiling bracket

1 can only be used at ambient temperatures from +5 to +50 degrees Celsius.
2 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
3 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayBeam Pro 100 | 145 | 200 RayBeam Pro 240 | 300

number of luminaires per package: 1 1

number of luminaires per pallet: 32 32

net weight of the luminaire: 5,100 g 6,200 g

gross weight per package: 7,100 g 8,200 g

package dimensions L x W x H: 435 x 435 x 205 mm 435 x 435 x 205 mm
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General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 17,000 to 51,000 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 170 lumens / watt

initial, most similar color temperature: 4,000 kelvins | 5,000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 5 SDCM

available symmetrical beam angles: 60 | 90 | 120 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): 1 percent

stray light reduction: yes, with linear technology (at beam angle 60 and 90 degrees)

Electrotechnical properties:

power supply AC: 90 to 240 volts

supply frequency: 50 / 60 hertz

power supply DC: 140 to 250 volts

system performance: 100 to 300 watts

system performance tolerance: ± 10 percent

power factor: > 0.95

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 10 percent

temperature classifi cation (ATEX): T5

Tc - temperature: +90 degrees Celsius

Energy characteristics:

Valid for all tempLED RayBeam Pro: This product contains a light source of energy effi  ciency class B.

Mounting options:

standard mounting options: ceiling bracket with adjustment range -45 to +45 degrees

optional mounting options: wall bracket with adjustment range 0 to 90 degrees
pendant suspension via mounting eye on ceiling bracket
double holder system, fi xed

1 additional color temperatures on request.

Changes and errors excepted; similar pictures.

5
years

guarantee

10
years

spare part 
guarantee

RoHS

Control and safety properties:

dimming: DALI-2

minimum dimming level: 10 percent

constant lumen output (CLO): optional

control via the Casambi network: optional

emergency light module: optional1

human centric lighting: on request

daylight control system: optional via the Casambi network

Housing properties:

ambient temperature: –40 to +50 degrees Celsius

ingress protection: IP 65

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

pressure compensation membrane: yes

housing and heat sink material(s): die-cast aluminum

material(s) and fi nish of the standard ceiling bracket: stainless steel, powder-coated in white aluminium according to RAL 90062

material of optical system: impact- and UV-resistant polycarbonate

luminaire housing color: white aluminium according to RAL 90062

power supply housing color: water blue according to RAL 50212

surface fi nish: powder coating2

supply cable type: H05RN-F 5G1

supply cable length: 200 centimeters

supply cable inlet: plug connector

supply cable connection type: open cable end

number of poles: 3 grid / 2 DALI

Additional information:

certifi cates: ENEC

conformities: CE and RoHS

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years3

spare part guarantee: 10 years

delievery includes: luminaire and ceiling bracket

1 can only be used at ambient temperatures from +5 to +50 degrees Celsius.
2 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
3 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayBeam Pro 100 | 145 | 200 RayBeam Pro 240 | 300

number of luminaires per package: 1 1

number of luminaires per pallet: 32 32

net weight of the luminaire: 5,100 g 6,200 g

gross weight per package: 7,100 g 8,200 g

package dimensions L x W x H: 435 x 435 x 205 mm 435 x 435 x 205 mm
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tempLED RayBeam Pro 100 - 60 RayBeam Pro 100 - 90 RayBeam Lite Pro - 120

article number: 311164 311194 311124

GTIN / EAN: 4260745232197 4260745232203 4260745232210

initial luminous fl ux: 17,000 lm 17,000 lm 17,000 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 100 W 100 W 100 W

power consumption: 0.44 A 0.44 A 0.44 A

maximum inrush current: 180 A 180 A 180 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm

tempLED RayBeam Pro 145 - 60 RayBeam Pro 145 - 90 RayBeam Pro 145 - 120

article number: 311264 311294 311224

GTIN / EAN: 4260745232227 4260745232234 4260745232241

initial luminous fl ux: 24,650 lm 24,650 lm 24,650 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 145 W 145 W 145 W

power consumption: 0.63 A 0.63 A 0.63 A

maximum inrush current: 125 A 125 A 125 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm

tempLED RayBeam Pro 100 - 60 RayBeam Pro 100 - 90 RayBeam Pro 100 - 120

article number: 311165 311195 311125

GTIN / EAN: 4260745232340 4260745232357 4260745232364

initial luminous fl ux: 17,000 lm 17,000 lm 17,000 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 100 W 100 W 100 W

power consumption: 0.44 A 0.44 A 0.44 A

maximum inrush current: 180 A 180 A 180 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm
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tempLED RayBeam Pro 145 - 60 RayBeam Pro 145 - 90 RayBeam Pro 145 - 120

article number: 311265 311295 311225

GTIN / EAN: 4260745232371 4260745232388 4260745232395

initial luminous fl ux: 24,650 lm 24,650 lm 24,650 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 145 W 145 W 145 W

power consumption: 0.63 A 0.63 A 0.63 A

maximum inrush current: 125 A 125 A 125 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm

tempLED RayBeam Pro 200 - 60 RayBeam Pro 200 - 90 RayBeam Pro 200 - 120

article number: 311365 311395 311325

GTIN / EAN: 4260745232401 4260745232418 4260745232425

initial luminous fl ux: 34,000 lm 34,000 lm 34,000 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 200 W 200 W 200 W

power consumption: 0.87 A 0.87 A 0.87 A

maximum inrush current: 110 A 110 A 110 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm

tempLED RayBeam Pro 200 - 60 RayBeam Pro 200 - 90 RayBeam Pro 200 - 120

article number: 311364 311394 311324

GTIN / EAN: 4260745232258 4260745232265 4260745232272

initial luminous fl ux: 34,000 lm 34,000 lm 34,000 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 200 W 200 W 200 W

power consumption: 0.87 A 0.87 A 0.87 A

maximum inrush current: 110 A 110 A 110 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm
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tempLED RayBeam Pro 100 - 60 RayBeam Pro 100 - 90 RayBeam Lite Pro - 120

article number: 311164 311194 311124

GTIN / EAN: 4260745232197 4260745232203 4260745232210

initial luminous fl ux: 17,000 lm 17,000 lm 17,000 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 100 W 100 W 100 W

power consumption: 0.44 A 0.44 A 0.44 A

maximum inrush current: 180 A 180 A 180 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm

tempLED RayBeam Pro 145 - 60 RayBeam Pro 145 - 90 RayBeam Pro 145 - 120

article number: 311264 311294 311224

GTIN / EAN: 4260745232227 4260745232234 4260745232241

initial luminous fl ux: 24,650 lm 24,650 lm 24,650 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 145 W 145 W 145 W

power consumption: 0.63 A 0.63 A 0.63 A

maximum inrush current: 125 A 125 A 125 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm

tempLED RayBeam Pro 100 - 60 RayBeam Pro 100 - 90 RayBeam Pro 100 - 120

article number: 311165 311195 311125

GTIN / EAN: 4260745232340 4260745232357 4260745232364

initial luminous fl ux: 17,000 lm 17,000 lm 17,000 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 100 W 100 W 100 W

power consumption: 0.44 A 0.44 A 0.44 A

maximum inrush current: 180 A 180 A 180 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm

100

100

145

St
oc

k

ITE
M

St
oc

k

ITE
M

St
oc

k

ITE
M

tempLED RayBeam Pro 145 - 60 RayBeam Pro 145 - 90 RayBeam Pro 145 - 120

article number: 311265 311295 311225

GTIN / EAN: 4260745232371 4260745232388 4260745232395

initial luminous fl ux: 24,650 lm 24,650 lm 24,650 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 145 W 145 W 145 W

power consumption: 0.63 A 0.63 A 0.63 A

maximum inrush current: 125 A 125 A 125 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm

tempLED RayBeam Pro 200 - 60 RayBeam Pro 200 - 90 RayBeam Pro 200 - 120

article number: 311365 311395 311325

GTIN / EAN: 4260745232401 4260745232418 4260745232425

initial luminous fl ux: 34,000 lm 34,000 lm 34,000 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 200 W 200 W 200 W

power consumption: 0.87 A 0.87 A 0.87 A

maximum inrush current: 110 A 110 A 110 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm

tempLED RayBeam Pro 200 - 60 RayBeam Pro 200 - 90 RayBeam Pro 200 - 120

article number: 311364 311394 311324

GTIN / EAN: 4260745232258 4260745232265 4260745232272

initial luminous fl ux: 34,000 lm 34,000 lm 34,000 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 200 W 200 W 200 W

power consumption: 0.87 A 0.87 A 0.87 A

maximum inrush current: 110 A 110 A 110 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm
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tempLED RayBeam Pro 240 - 60 RayBeam Pro 240 - 90 RayBeam Lite Pro - 120

article number: 311464 311494 311424

GTIN / EAN: 4260745232289 4260745232296 4260745232302

initial luminous fl ux: 40,800 lm 40,800 lm 40,800 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 240 W 240 W 240 W

power consumption: 1.04 A 1.04 A 1.04 A

maximum inrush current: 58 A 58 A 58 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm

tempLED RayBeam Pro 300 - 60 RayBeam Pro 300 - 90 RayBeam Pro 300 - 120

article number: 311564 311594 311524

GTIN / EAN: 4260745232319 4260745232326 4260745232333

initial luminous fl ux: 51,000 lm 51,000 lm 51,000 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 300 W 300 W 300 W

power consumption: 1.30 A 1.30 A 1.30 A

maximum inrush current: 12.4 A 12.4 A 12.4 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm

tempLED RayBeam Pro 240 - 60 RayBeam Pro 240 - 90 RayBeam Pro 240 - 120

article number: 311465 311495 311425

GTIN / EAN: 4260745232432 4260745232449 4260745232456

initial luminous fl ux: 40,800 lm 40,800 lm 40,800 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 240 W 240 W 240 W

power consumption: 1.04 A 1.04 A 1.04 A

maximum inrush current: 58 A 58 A 58 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm
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tempLED RayBeam Pro 300 - 60 RayBeam Pro 300 - 90 RayBeam Pro 300 - 120

article number: 311565 311595 311525

GTIN / EAN: 4260745232463 4260745232470 4260745232487

initial luminous fl ux: 51,000 lm 51,000 lm 51,000 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 300 W 300 W 300 W

power consumption: 1.30 A 1.30 A 1.30 A

maximum inrush current: 12.4 A 12.4 A 12.4 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm
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integrated cable box

fl exibly adjustable crossbar in seven 
steps from -45 to +45 degrees

solid bracket- and carrier system
made of stainless steel

exclusively developed for the lumi-
naire series tempLED RayBeam Pro

795 mm

easy-to-read degree scales

387 mm353 mm

Double holder system tempLED RayBeam Pro
fi xed version
With our double holder system developed exclusively for this luminaire series 
you can bring twice the light output to one mounting point quickly, easily and cost-effectively.
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tempLED RayBeam Pro 240 - 60 RayBeam Pro 240 - 90 RayBeam Lite Pro - 120

article number: 311464 311494 311424

GTIN / EAN: 4260745232289 4260745232296 4260745232302

initial luminous fl ux: 40,800 lm 40,800 lm 40,800 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 240 W 240 W 240 W

power consumption: 1.04 A 1.04 A 1.04 A

maximum inrush current: 58 A 58 A 58 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm

tempLED RayBeam Pro 300 - 60 RayBeam Pro 300 - 90 RayBeam Pro 300 - 120

article number: 311564 311594 311524

GTIN / EAN: 4260745232319 4260745232326 4260745232333

initial luminous fl ux: 51,000 lm 51,000 lm 51,000 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 300 W 300 W 300 W

power consumption: 1.30 A 1.30 A 1.30 A

maximum inrush current: 12.4 A 12.4 A 12.4 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm

tempLED RayBeam Pro 240 - 60 RayBeam Pro 240 - 90 RayBeam Pro 240 - 120

article number: 311465 311495 311425

GTIN / EAN: 4260745232432 4260745232449 4260745232456

initial luminous fl ux: 40,800 lm 40,800 lm 40,800 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 240 W 240 W 240 W

power consumption: 1.04 A 1.04 A 1.04 A

maximum inrush current: 58 A 58 A 58 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm
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tempLED RayBeam Pro 300 - 60 RayBeam Pro 300 - 90 RayBeam Pro 300 - 120

article number: 311565 311595 311525

GTIN / EAN: 4260745232463 4260745232470 4260745232487

initial luminous fl ux: 51,000 lm 51,000 lm 51,000 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 300 W 300 W 300 W

power consumption: 1.30 A 1.30 A 1.30 A

maximum inrush current: 12.4 A 12.4 A 12.4 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm
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integrated cable box

fl exibly adjustable crossbar in seven 
steps from -45 to +45 degrees

solid bracket- and carrier system
made of stainless steel

exclusively developed for the lumi-
naire series tempLED RayBeam Pro

795 mm

easy-to-read degree scales

387 mm353 mm

Double holder system tempLED RayBeam Pro
fi xed version
With our double holder system developed exclusively for this luminaire series 
you can bring twice the light output to one mounting point quickly, easily and cost-effectively.
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tempLED Accessory catalogue RayBeam Pro art.-no. GTIN / EAN

wall bracket
surface bracket for wall mounting, adjustment range of the luminaire: 0 to 90 degrees, 
material: stainless steel, fi nish: natural

932211 4260745233453

mounting eyelet for pendant mounting
mounting eyelet M10 for screw attachment to ceiling bracket, inner Ø: 25 mm, outer Ø: 45 mm, 
supplied as a set with fastening nut and snap hook, material: steel, fi nish: galvanised

932212 4260745233460

double holder system, fi xed
mounting bracket specially adapted to the luminaire series with a scale for fi xed installation of two 
luminaires on one mounting point, adjustment range double bracket: -45 to +45 degrees in seven 
steps, single luminaire not adjustable, material: stainless steel, fi nish: natural, incl. cable box

933230 4260745234962

safety plug
3-pin safety plug with ingress protection IP 44,
installed on the supply cable of the luminaire

945400 4260491842251

supply cable extension
ready-to-use 5-pin supply cable extension up to 10 meters

933499 4260491849687

Wieland connector RST 20i5
5-pin socket part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
for cable diameter 6 - 10 mm

945430 4260491842329

Wieland connector RST 20i5
5-pin connector part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
installed on the supply cable of the luminaire

945431 4260491842336

Casambi control unit
for integrating and controlling the luminaire via the Casambi network;
mounted on the luminaire ready for use

932249 4260745233507

emergency light module
with automatic detection of failure and return of supply voltage, display of functional status,
battery type: LiFePO4, running time approx. 3 hours with an output power of approx. 3,5 watts, 
recharging time: approx. 24 hours, can only be used at ambient temperatures from +5 to +50 
degrees Celsius, mounted on the luminaire ready for use

311900 4260745237277

Direct link to the tempLED
download portal

Recyclin
g 

> 
90

%

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?
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tempLED Accessory catalogue RayBeam Pro art.-no. GTIN / EAN

wall bracket
surface bracket for wall mounting, adjustment range of the luminaire: 0 to 90 degrees, 
material: stainless steel, fi nish: natural

932211 4260745233453

mounting eyelet for pendant mounting
mounting eyelet M10 for screw attachment to ceiling bracket, inner Ø: 25 mm, outer Ø: 45 mm, 
supplied as a set with fastening nut and snap hook, material: steel, fi nish: galvanised

932212 4260745233460

double holder system, fi xed
mounting bracket specially adapted to the luminaire series with a scale for fi xed installation of two 
luminaires on one mounting point, adjustment range double bracket: -45 to +45 degrees in seven 
steps, single luminaire not adjustable, material: stainless steel, fi nish: natural, incl. cable box

933230 4260745234962

safety plug
3-pin safety plug with ingress protection IP 44,
installed on the supply cable of the luminaire

945400 4260491842251

supply cable extension
ready-to-use 5-pin supply cable extension up to 10 meters

933499 4260491849687

Wieland connector RST 20i5
5-pin socket part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
for cable diameter 6 - 10 mm

945430 4260491842329

Wieland connector RST 20i5
5-pin connector part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
installed on the supply cable of the luminaire

945431 4260491842336

Casambi control unit
for integrating and controlling the luminaire via the Casambi network;
mounted on the luminaire ready for use

932249 4260745233507

emergency light module
with automatic detection of failure and return of supply voltage, display of functional status,
battery type: LiFePO4, running time approx. 3 hours with an output power of approx. 3,5 watts, 
recharging time: approx. 24 hours, can only be used at ambient temperatures from +5 to +50 
degrees Celsius, mounted on the luminaire ready for use

311900 4260745237277

Direct link to the tempLED
download portal

Recyclin
g 

> 
90

%

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?

LEDtemp
www.tempLED.de

HALL LIGHT

tempLED RayBeam Lite
100 | 145 | 200 | 240 | 300

HALL LIGHTS
Our customer
Voestalpine
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Light distribution curves tempLED RayBeam Lite
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60 degrees symmetrical
in linear technology

90 degrees symmetrical
in linear technology

120 degrees symmetrical

energy-effi  cient constant 
current power supply

modular overall structure 
with exchangeable and repla-
ceable main components

powerful, dust-permeable
heat sink made of

die-cast aluminum

solid luminaire housing 
with durable powder coating

pressure compensation mem-
brane to prevent condensation

durable and bright
LED light fi eld

impact and UV-resistant high-performance optical system 
in linear technology for stray light reduction 

with three practical beam angles

initial system effi  ciency
up to 170 lm / w

Power Factor
Correction

IP 65

up to
170 lm/w

Ra > 80 
4,000 K
5,000 K

IK08

UV

optional control and 
safety systems:

tempLED RayBeam Lite
100 | 145 | 200 | 240 | 300

Dimensions tempLED RayBeam Lite
100 | 145 | 200 | 240 | 300

Mounting options tempLED RayBeam Lite
100 | 145 | 200 | 240 | 300

bracket mounting1, 2

1 Adjustment range for surface mounting with standard ceiling bracket: -45 to +45 degrees.
² Adjustment range for surface mounting with optional wall bracket (932211): 0 to 90 degrees.
3 Suitable mounting material available as accessory (932212).
4 Suitable mounting material available as accessory (933230).

328 mm

227 mm
187 mm

386.5 mm

386.5 mm

pendant mounting3 double mounting4
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Light distribution curves tempLED RayBeam Lite
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60 degrees symmetrical
in linear technology

90 degrees symmetrical
in linear technology

120 degrees symmetrical

energy-effi  cient constant 
current power supply

modular overall structure 
with exchangeable and repla-
ceable main components

powerful, dust-permeable
heat sink made of

die-cast aluminum

solid luminaire housing 
with durable powder coating

pressure compensation mem-
brane to prevent condensation

durable and bright
LED light fi eld

impact and UV-resistant high-performance optical system 
in linear technology for stray light reduction 

with three practical beam angles

initial system effi  ciency
up to 170 lm / w

Power Factor
Correction

IP 65

up to
170 lm/w

Ra > 80 
4,000 K
5,000 K

IK08

UV

optional control and 
safety systems:

tempLED RayBeam Lite
100 | 145 | 200 | 240 | 300

Dimensions tempLED RayBeam Lite
100 | 145 | 200 | 240 | 300

Mounting options tempLED RayBeam Lite
100 | 145 | 200 | 240 | 300

bracket mounting1, 2

1 Adjustment range for surface mounting with standard ceiling bracket: -45 to +45 degrees.
² Adjustment range for surface mounting with optional wall bracket (932211): 0 to 90 degrees.
3 Suitable mounting material available as accessory (932212).
4 Suitable mounting material available as accessory (933230).

328 mm

227 mm
187 mm

386.5 mm

386.5 mm

pendant mounting3 double mounting4
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General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 17,000 to 51,000 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 170 lumens / watt

initial, most similar color temperature: 4,000 kelvins | 5,000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 5 SDCM

available symmetrical beam angles: 60 | 90 | 120 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): 1 percent

stray light reduction: yes, with linear technology (at beam angle 60 and 90 degrees)

Electrotechnical properties:

power supply AC: 90 to 240 volts

supply frequency: 50 / 60 hertz

power supply DC: 140 to 250 volts

system performance: 100 to 300 watts

system performance tolerance: ± 10 percent

power factor: > 0.95

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 10 percent

temperature classifi cation (ATEX): T5

Tc - temperature: +90 degrees Celsius

Energy characteristics:

Valid for all tempLED RayBeam Lite: This product contains a light source of energy effi  ciency class B.

Mounting options:

standard mounting options: ceiling bracket with adjustment range -45 to +45 degrees

optional mounting options: wall bracket with adjustment range 0 to 90 degrees
pendant suspension via mounting eye on ceiling bracket
double holder system, fi xed

1 additional color temperatures on request.

5
years

guarantee

10
years

spare part 
guarantee

RoHS

Changes and errors excepted; similar pictures.

Control and safety properties:

emergency light module: optional1

Housing properties:

ambient temperature: –40 to +50 degrees Celsius

ingress protection: IP 65

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

pressure compensation membrane: yes

housing and heat sink material(s): die-cast aluminum

material(s) and fi nish of the standard ceiling bracket: stainless steel, powder-coated in white aluminium according to RAL 90062

material of optical system: impact- and UV-resistant polycarbonate

luminaire housing color: white aluminium according to RAL 90062

power supply housing color: water blue according to RAL 50212

surface fi nish: powder coating2

supply cable type: H05RN-F 3G1

supply cable length: 40 centimeters

supply cable inlet: cable gland

supply cable connection type: open cable end

number of poles: 3 grid

Additional information:

certifi cates: ENEC

conformities: CE and RoHS

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years3

spare part guarantee: 10 years

delievery includes: luminaire and ceiling bracket

1 can only be used at ambient temperatures from +5 to +50 degrees Celsius.
2 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
3 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayBeam Lite 100 | 145 | 200 RayBeam Lite 240 | 300

number of luminaires per package: 1 1

number of luminaires per pallet: 32 32

net weight of the luminaire: 5,100 g 6,200 g

gross weight per package: 7,100 g 8,200 g

package dimensions L x W x H: 435 x 435 x 235 mm 435 x 435 x 235 mm



page 101

General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 17,000 to 51,000 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 170 lumens / watt

initial, most similar color temperature: 4,000 kelvins | 5,000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 5 SDCM

available symmetrical beam angles: 60 | 90 | 120 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): 1 percent

stray light reduction: yes, with linear technology (at beam angle 60 and 90 degrees)

Electrotechnical properties:

power supply AC: 90 to 240 volts

supply frequency: 50 / 60 hertz

power supply DC: 140 to 250 volts

system performance: 100 to 300 watts

system performance tolerance: ± 10 percent

power factor: > 0.95

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 10 percent

temperature classifi cation (ATEX): T5

Tc - temperature: +90 degrees Celsius

Energy characteristics:

Valid for all tempLED RayBeam Lite: This product contains a light source of energy effi  ciency class B.

Mounting options:

standard mounting options: ceiling bracket with adjustment range -45 to +45 degrees

optional mounting options: wall bracket with adjustment range 0 to 90 degrees
pendant suspension via mounting eye on ceiling bracket
double holder system, fi xed

1 additional color temperatures on request.

5
years

guarantee

10
years

spare part 
guarantee

RoHS

Changes and errors excepted; similar pictures.

Control and safety properties:

emergency light module: optional1

Housing properties:

ambient temperature: –40 to +50 degrees Celsius

ingress protection: IP 65

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

pressure compensation membrane: yes

housing and heat sink material(s): die-cast aluminum

material(s) and fi nish of the standard ceiling bracket: stainless steel, powder-coated in white aluminium according to RAL 90062

material of optical system: impact- and UV-resistant polycarbonate

luminaire housing color: white aluminium according to RAL 90062

power supply housing color: water blue according to RAL 50212

surface fi nish: powder coating2

supply cable type: H05RN-F 3G1

supply cable length: 40 centimeters

supply cable inlet: cable gland

supply cable connection type: open cable end

number of poles: 3 grid

Additional information:

certifi cates: ENEC

conformities: CE and RoHS

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years3

spare part guarantee: 10 years

delievery includes: luminaire and ceiling bracket

1 can only be used at ambient temperatures from +5 to +50 degrees Celsius.
2 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
3 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayBeam Lite 100 | 145 | 200 RayBeam Lite 240 | 300

number of luminaires per package: 1 1

number of luminaires per pallet: 32 32

net weight of the luminaire: 5,100 g 6,200 g

gross weight per package: 7,100 g 8,200 g

package dimensions L x W x H: 435 x 435 x 235 mm 435 x 435 x 235 mm
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tempLED RayBeam Lite 100 - 60 RayBeam Lite 100 - 90 RayBeam Lite 100 - 120

article number: 310164 310194 310124

GTIN / EAN: 4260745231893 4260745231909 4260745231916

initial luminous fl ux: 17,000 lm 17,000 lm 17,000 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: none none none

system performance: 100 W 100 W 100 W

power consumption: 0.44 A 0.44 A 0.44 A

maximum inrush current: 150 A 150 A 150 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm

tempLED RayBeam Lite 145 - 60 RayBeam Lite 145 - 90 RayBeam Lite 145 - 120

article number: 310264 310294 310224

GTIN / EAN: 4260745231923 4260745231930 4260745231947

initial luminous fl ux: 24,650 lm 24,650 lm 24,650 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: none none none

system performance: 145 W 145 W 145 W

power consumption: 0.63 A 0.63 A 0.63 A

maximum inrush current: 110 A 110 A 110 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm

tempLED RayBeam Lite 100 - 60 RayBeam Lite 100 - 90 RayBeam Lite 100 - 120

article number: 310165 310195 310125

GTIN / EAN: 4260745232043 4260745232050 4260745232067

initial luminous fl ux: 17,000 lm 17,000 lm 17,000 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: none none none

system performance: 100 W 100 W 100 W

power consumption: 0.44 A 0.44 A 0.44 A

maximum inrush current: 150 A 150 A 150 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm
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tempLED RayBeam Lite 145 - 60 RayBeam Lite 145 - 90 RayBeam Lite 145 - 120

article number: 310265 310295 310225

GTIN / EAN: 4260745232074 4260745232081 4260745232098

initial luminous fl ux: 24,650 lm 24,650 lm 24,650 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: none none none

system performance: 145 W 145 W 145 W

power consumption: 0.63 A 0.63 A 0.63 A

maximum inrush current: 110 A 110 A 110 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm

tempLED RayBeam Lite 200 - 60 RayBeam Lite 200 - 90 RayBeam Lite 200 - 120

article number: 310365 310395 310325

GTIN / EAN: 4260745232104 4260745232111 4260745232128

initial luminous fl ux: 34,000 lm 34,000 lm 34,000 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: none none none

system performance: 200 W 200 W 200 W

power consumption: 0.87 A 0.87 A 0.87 A

maximum inrush current: 110 A 110 A 110 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm

tempLED RayBeam Lite 200 - 60 RayBeam Lite 200 - 90 RayBeam Lite 200 - 120

article number: 310364 310394 310324

GTIN / EAN: 4260745231954 4260745231961 4260745231978

initial luminous fl ux: 34,000 lm 34,000 lm 34,000 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: none none none

system performance: 200 W 200 W 200 W

power consumption: 0.87 A 0.87 A 0.87 A

maximum inrush current: 110 A 110 A 110 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm
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tempLED RayBeam Lite 100 - 60 RayBeam Lite 100 - 90 RayBeam Lite 100 - 120

article number: 310164 310194 310124

GTIN / EAN: 4260745231893 4260745231909 4260745231916

initial luminous fl ux: 17,000 lm 17,000 lm 17,000 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: none none none

system performance: 100 W 100 W 100 W

power consumption: 0.44 A 0.44 A 0.44 A

maximum inrush current: 150 A 150 A 150 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm

tempLED RayBeam Lite 145 - 60 RayBeam Lite 145 - 90 RayBeam Lite 145 - 120

article number: 310264 310294 310224

GTIN / EAN: 4260745231923 4260745231930 4260745231947

initial luminous fl ux: 24,650 lm 24,650 lm 24,650 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: none none none

system performance: 145 W 145 W 145 W

power consumption: 0.63 A 0.63 A 0.63 A

maximum inrush current: 110 A 110 A 110 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm

tempLED RayBeam Lite 100 - 60 RayBeam Lite 100 - 90 RayBeam Lite 100 - 120

article number: 310165 310195 310125

GTIN / EAN: 4260745232043 4260745232050 4260745232067

initial luminous fl ux: 17,000 lm 17,000 lm 17,000 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: none none none

system performance: 100 W 100 W 100 W

power consumption: 0.44 A 0.44 A 0.44 A

maximum inrush current: 150 A 150 A 150 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm
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tempLED RayBeam Lite 145 - 60 RayBeam Lite 145 - 90 RayBeam Lite 145 - 120

article number: 310265 310295 310225

GTIN / EAN: 4260745232074 4260745232081 4260745232098

initial luminous fl ux: 24,650 lm 24,650 lm 24,650 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: none none none

system performance: 145 W 145 W 145 W

power consumption: 0.63 A 0.63 A 0.63 A

maximum inrush current: 110 A 110 A 110 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm

tempLED RayBeam Lite 200 - 60 RayBeam Lite 200 - 90 RayBeam Lite 200 - 120

article number: 310365 310395 310325

GTIN / EAN: 4260745232104 4260745232111 4260745232128

initial luminous fl ux: 34,000 lm 34,000 lm 34,000 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: none none none

system performance: 200 W 200 W 200 W

power consumption: 0.87 A 0.87 A 0.87 A

maximum inrush current: 110 A 110 A 110 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm

tempLED RayBeam Lite 200 - 60 RayBeam Lite 200 - 90 RayBeam Lite 200 - 120

article number: 310364 310394 310324

GTIN / EAN: 4260745231954 4260745231961 4260745231978

initial luminous fl ux: 34,000 lm 34,000 lm 34,000 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: none none none

system performance: 200 W 200 W 200 W

power consumption: 0.87 A 0.87 A 0.87 A

maximum inrush current: 110 A 110 A 110 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm
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tempLED RayBeam Lite 240 - 60 RayBeam Lite 240 - 90 RayBeam Lite 240 - 120

article number: 310464 310494 310424

GTIN / EAN: 4260745231985 4260745231992 4260745232005

initial luminous fl ux: 40,800 lm 40,800 lm 40,800 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: none none none

system performance: 240 W 240 W 240 W

power consumption: 1.04 A 1.04 A 1.04 A

maximum inrush current: 73.5 A 73.5 A 73.5 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm

tempLED RayBeam Lite 300 - 60 RayBeam Lite 300 - 90 RayBeam Lite 300 - 120

article number: 310564 310594 310524

GTIN / EAN: 4260745232029 4260745231930 4260745232036

initial luminous fl ux: 51,000 lm 51,000 lm 51,000 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: none none none

system performance: 300 W 300 W 300 W

power consumption: 1.30 A 1.30 A 1.30 A

maximum inrush current: 13.6 A 13.6 A 13.6 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm

tempLED RayBeam Lite 240 - 60 RayBeam Lite 240 - 90 RayBeam Lite 240 - 120

article number: 310465 310495 310425

GTIN / EAN: 4260745232135 4260745232142 4260745232159

initial luminous fl ux: 40,800 lm 40,800 lm 40,800 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: none none none

system performance: 240 W 240 W 240 W

power consumption: 1.04 A 1.04 A 1.04 A

maximum inrush current: 73.5 A 73.5 A 73.5 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm
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tempLED RayBeam Lite 300 - 60 RayBeam Lite 300 - 90 RayBeam Lite 300 - 120

article number: 310565 310595 310525

GTIN / EAN: 4260745232166 4260745232173 4260745232180

initial luminous fl ux: 51,000 lm 51,000 lm 51,000 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: none none none

system performance: 300 W 300 W 300 W

power consumption: 1.30 A 1.30 A 1.30 A

maximum inrush current: 13.6 A 13.6 A 13.6 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm
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integrated cable box

fl exibly adjustable crossbar in seven 
steps from -45 to +45 degrees

solid bracket- and carrier system
made of stainless steel

exclusively developed for the lumi-
naire series tempLED RayBeam Lite

795 mm

easy-to-read degree scales

387 mm353 mm

Double holder system tempLED RayBeam Lite
fi xed version
With our double holder system developed exclusively for this luminaire series 
you can bring twice the light output to one mounting point quickly, easily and cost-effectively.
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tempLED RayBeam Lite 240 - 60 RayBeam Lite 240 - 90 RayBeam Lite 240 - 120

article number: 310464 310494 310424

GTIN / EAN: 4260745231985 4260745231992 4260745232005

initial luminous fl ux: 40,800 lm 40,800 lm 40,800 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: none none none

system performance: 240 W 240 W 240 W

power consumption: 1.04 A 1.04 A 1.04 A

maximum inrush current: 73.5 A 73.5 A 73.5 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm

tempLED RayBeam Lite 300 - 60 RayBeam Lite 300 - 90 RayBeam Lite 300 - 120

article number: 310564 310594 310524

GTIN / EAN: 4260745232029 4260745231930 4260745232036

initial luminous fl ux: 51,000 lm 51,000 lm 51,000 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: none none none

system performance: 300 W 300 W 300 W

power consumption: 1.30 A 1.30 A 1.30 A

maximum inrush current: 13.6 A 13.6 A 13.6 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm

tempLED RayBeam Lite 240 - 60 RayBeam Lite 240 - 90 RayBeam Lite 240 - 120

article number: 310465 310495 310425

GTIN / EAN: 4260745232135 4260745232142 4260745232159

initial luminous fl ux: 40,800 lm 40,800 lm 40,800 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: none none none

system performance: 240 W 240 W 240 W

power consumption: 1.04 A 1.04 A 1.04 A

maximum inrush current: 73.5 A 73.5 A 73.5 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm
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tempLED RayBeam Lite 300 - 60 RayBeam Lite 300 - 90 RayBeam Lite 300 - 120

article number: 310565 310595 310525

GTIN / EAN: 4260745232166 4260745232173 4260745232180

initial luminous fl ux: 51,000 lm 51,000 lm 51,000 lm

initial system effi  ciency: 170 lm/w 170 lm/w 170 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: none none none

system performance: 300 W 300 W 300 W

power consumption: 1.30 A 1.30 A 1.30 A

maximum inrush current: 13.6 A 13.6 A 13.6 A

dimensions (Ø x H): 386.5 x 227 mm 386.5 x 227 mm 386.5 x 227 mm
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integrated cable box

fl exibly adjustable crossbar in seven 
steps from -45 to +45 degrees

solid bracket- and carrier system
made of stainless steel

exclusively developed for the lumi-
naire series tempLED RayBeam Lite

795 mm

easy-to-read degree scales

387 mm353 mm

Double holder system tempLED RayBeam Lite
fi xed version
With our double holder system developed exclusively for this luminaire series 
you can bring twice the light output to one mounting point quickly, easily and cost-effectively.
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tempLED Accessory catalogue RayBeam Lite art.-no. GTIN / EAN

wall bracket
surface bracket for wall mounting, adjustment range of the luminaire: 0 to 90 degrees, 
material: stainless steel, fi nish: natural

932211 4260745233453

mounting eyelet for pendant mounting
mounting eyelet M10 for screw attachment to ceiling bracket, inner Ø: 25 mm, outer Ø: 45 mm, 
supplied as a set with fastening nut and snap hook, material: steel, fi nish: galvanised

932212 4260745233460

double holder system, fi xed
mounting bracket specially adapted to the luminaire series with a scale for fi xed installation of two 
luminaires on one mounting point, adjustment range double bracket: -45 to +45 degrees in seven 
steps, single luminaire not adjustable, material: stainless steel, fi nish: natural, incl. cable box

933230 4260745234962

safety plug
3-pin safety plug with ingress protection IP 44,
installed on the supply cable of the luminaire

945400 4260491842251

supply cable extension
ready-to-use 3-pin supply cable extension up to 10 meters

333903 4260491843760

Wieland connector RST 20i5
5-pin socket part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
for cable diameter 6 - 10 mm

945430 4260491842329

Wieland connector RST 20i5
5-pin connector part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
installed on the supply cable of the luminaire

945431 4260491842336

emergency light module
with automatic detection of failure and return of supply voltage, display of functional status,
battery type: LiFePO4, running time approx. 3 hours with an output power of approx. 3,5 watts, 
recharging time: approx. 24 hours, can only be used at ambient temperatures from +5 to +50 
degrees Celsius, mounted on the luminaire ready for use

310900 4260745237260

Direct link to the tempLED
download portal

Recyclin
g 

> 
90

%

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?

LEDtemp
www.tempLED.de

HALL LIGHTS

tempLED RayLance V2
75 | 100 | 145 

LIGHTING FOR SPORTS FACILITIES
Our customer
Voestalpine

HALL LIGHTS
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tempLED Accessory catalogue RayBeam Lite art.-no. GTIN / EAN

wall bracket
surface bracket for wall mounting, adjustment range of the luminaire: 0 to 90 degrees, 
material: stainless steel, fi nish: natural

932211 4260745233453

mounting eyelet for pendant mounting
mounting eyelet M10 for screw attachment to ceiling bracket, inner Ø: 25 mm, outer Ø: 45 mm, 
supplied as a set with fastening nut and snap hook, material: steel, fi nish: galvanised

932212 4260745233460

double holder system, fi xed
mounting bracket specially adapted to the luminaire series with a scale for fi xed installation of two 
luminaires on one mounting point, adjustment range double bracket: -45 to +45 degrees in seven 
steps, single luminaire not adjustable, material: stainless steel, fi nish: natural, incl. cable box

933230 4260745234962

safety plug
3-pin safety plug with ingress protection IP 44,
installed on the supply cable of the luminaire

945400 4260491842251

supply cable extension
ready-to-use 3-pin supply cable extension up to 10 meters

333903 4260491843760

Wieland connector RST 20i5
5-pin socket part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
for cable diameter 6 - 10 mm

945430 4260491842329

Wieland connector RST 20i5
5-pin connector part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
installed on the supply cable of the luminaire

945431 4260491842336

emergency light module
with automatic detection of failure and return of supply voltage, display of functional status,
battery type: LiFePO4, running time approx. 3 hours with an output power of approx. 3,5 watts, 
recharging time: approx. 24 hours, can only be used at ambient temperatures from +5 to +50 
degrees Celsius, mounted on the luminaire ready for use

310900 4260745237260

Direct link to the tempLED
download portal

Recyclin
g 

> 
90

%

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?

LEDtemp
www.tempLED.de

HALL LIGHTS

tempLED RayLance V2
75 | 100 | 145 

LIGHTING FOR SPORTS FACILITIES
Our customer
Voestalpine
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Light distribution curves tempLED RayLance V2
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60 degrees symmetrical 90 degrees symmetrical 120 degrees symmetrical

energy-effi  cient constant current 
power supply with integrated 
DALI-2 dimming and optional 
constant lumen output (CLO)

modular overall structure 
with exchangeable and repla-
ceable main components

certifi cation for ball impact 
safety in preparation

solid luminaire housing 
with durable powder coating 
and a smooth surface texture

pressure compensation mem-
brane to prevent condensation

four durable and bright
LED light fi eld

impact and UV-resistant high-performance 
optical systemwith three practical beam angles 

and a unifi ed glare rating (UGR) up to < 16

initial system effi  ciency
up to 180 lm / w

Power Factor
Correction

optional 2

IP 66

up to
180 lm/w

Ra > 80 
4,000 K
5,000 K

UGR
up to
< 16 IK08

UV

optional control and 
safety systems:

tempLED RayLance V2
75 | 100 | 145

Dimensions tempLED RayLance V2
75 | 100 | 145

Mounting options tempLED RayLance V2
75 | 100 | 145

1 Adjustment range for surface mounting with standard mounting bracket: 0 to 90 degrees.
2 Suitable mounting material available as accessory (932372).
3 Suitable mounting material available as accessory (932256/932257).

380 mm

210 mm

78 mm

380 mm

340 mm

bracket mounting1 pendant mounting2 double and triple 
mounting3
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Light distribution curves tempLED RayLance V2
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60 degrees symmetrical 90 degrees symmetrical 120 degrees symmetrical

energy-effi  cient constant current 
power supply with integrated 
DALI-2 dimming and optional 
constant lumen output (CLO)

modular overall structure 
with exchangeable and repla-
ceable main components

certifi cation for ball impact 
safety in preparation

solid luminaire housing 
with durable powder coating 
and a smooth surface texture

pressure compensation mem-
brane to prevent condensation

four durable and bright
LED light fi eld

impact and UV-resistant high-performance 
optical systemwith three practical beam angles 

and a unifi ed glare rating (UGR) up to < 16

initial system effi  ciency
up to 180 lm / w

Power Factor
Correction

optional 2

IP 66

up to
180 lm/w

Ra > 80 
4,000 K
5,000 K

UGR
up to
< 16 IK08

UV

optional control and 
safety systems:

tempLED RayLance V2
75 | 100 | 145

Dimensions tempLED RayLance V2
75 | 100 | 145

Mounting options tempLED RayLance V2
75 | 100 | 145

1 Adjustment range for surface mounting with standard mounting bracket: 0 to 90 degrees.
2 Suitable mounting material available as accessory (932372).
3 Suitable mounting material available as accessory (932256/932257).

380 mm

210 mm

78 mm

380 mm

340 mm

bracket mounting1 pendant mounting2 double and triple 
mounting3
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General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 13,500 to 26,100 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 180 lumens / watt

initial, most similar color temperature: 4,000 kelvins | 5,000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 5 SDCM

Available symmetrical beam angles: 60 | 90 | 120 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): 1 percent

Electrotechnical properties:

power supply AC: 90 to 240 volts

supply frequency: 50 / 60 hertz

power supply DC: 127 to 250 volts

system performance: 75 to 145 watts

system performance tolerance: ± 10 percent

power factor: > 0.90

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 10 percent

temperature classifi cation (ATEX): T5

Tc - temperature: +90 degrees Celsius

Energy characteristics:

Valid for all tempLED RayLance V2: This product contains a light source of energy effi  ciency class B.

Mounting options:

standard mounting options: mounting bracket with adjustment range 0 to 90 degrees

optional mounting options: 4-point rope suspension, maximum suspension height 1.00 or 3.00 meters
double holder system, fi xed or adjustable
triple holder system, fi xed or adjustable

1 additional color temperatures on request.

Changes and errors excepted; similar pictures.

5
years

guarantee

10
years

spare part 
guarantee

RoHS

Control and safety properties:

dimming: DALI-2

minimum dimming level: 10 percent

constant lumen output (CLO): optional

control via the Casambi network: optional

emergency light module: optional1

human centric lighting: on request

daylight control system: optional via the Casambi network

Housing properties:

ambient temperature: –30 to +50 degrees Celsius

ingress protection: IP 66

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

pressure compensation membrane: yes

housing and heat sink material(s): die-cast aluminum and polycarbonate

material(s) and fi nish of the standard ceiling bracket: steel, powder-coated in white aluminium according to RAL 90062

material of optical system: impact- and UV-resistant polycarbonate

luminaire housing color: white aluminium according to RAL 90062

power supply housing color: water blue according to RAL 50212

surface fi nish: powder coating2

supply cable type: H07RN-F 5G1

supply cable length: 250 cebtimeters

supply cable inlet: Wieland connector RST20i5

supply cable connection type: open cable end

number of poles: 3 grid / 2 DALI

Additional information:

certifi cates: ENEC | ball impact safety in preparation

conformities: CE | RoHS | DIN 10500 (HACCP | IFS)3

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years4

spare part guarantee: 10 years

delievery includes: luminaire and mounting bracket

1 can only be used at ambient temperatures from +5 to +50 degrees Celsius.
2 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
3 DIN 10500 only valid in combination with optional upgrade package (article number 384932).
4 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayLance V2 75 | 100 | 145

number of luminaires per package: 1

number of luminaires per pallet: 76

net weight of the luminaire: 3,700 g

gross weight per package: 4,500 g

package dimensions L x W x H: 450 x 440 x 150 mm
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General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 13,500 to 26,100 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 180 lumens / watt

initial, most similar color temperature: 4,000 kelvins | 5,000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 5 SDCM

Available symmetrical beam angles: 60 | 90 | 120 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): 1 percent

Electrotechnical properties:

power supply AC: 90 to 240 volts

supply frequency: 50 / 60 hertz

power supply DC: 127 to 250 volts

system performance: 75 to 145 watts

system performance tolerance: ± 10 percent

power factor: > 0.90

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 10 percent

temperature classifi cation (ATEX): T5

Tc - temperature: +90 degrees Celsius

Energy characteristics:

Valid for all tempLED RayLance V2: This product contains a light source of energy effi  ciency class B.

Mounting options:

standard mounting options: mounting bracket with adjustment range 0 to 90 degrees

optional mounting options: 4-point rope suspension, maximum suspension height 1.00 or 3.00 meters
double holder system, fi xed or adjustable
triple holder system, fi xed or adjustable

1 additional color temperatures on request.

Changes and errors excepted; similar pictures.

5
years

guarantee

10
years

spare part 
guarantee

RoHS

Control and safety properties:

dimming: DALI-2

minimum dimming level: 10 percent

constant lumen output (CLO): optional

control via the Casambi network: optional

emergency light module: optional1

human centric lighting: on request

daylight control system: optional via the Casambi network

Housing properties:

ambient temperature: –30 to +50 degrees Celsius

ingress protection: IP 66

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

pressure compensation membrane: yes

housing and heat sink material(s): die-cast aluminum and polycarbonate

material(s) and fi nish of the standard ceiling bracket: steel, powder-coated in white aluminium according to RAL 90062

material of optical system: impact- and UV-resistant polycarbonate

luminaire housing color: white aluminium according to RAL 90062

power supply housing color: water blue according to RAL 50212

surface fi nish: powder coating2

supply cable type: H07RN-F 5G1

supply cable length: 250 cebtimeters

supply cable inlet: Wieland connector RST20i5

supply cable connection type: open cable end

number of poles: 3 grid / 2 DALI

Additional information:

certifi cates: ENEC | ball impact safety in preparation

conformities: CE | RoHS | DIN 10500 (HACCP | IFS)3

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years4

spare part guarantee: 10 years

delievery includes: luminaire and mounting bracket

1 can only be used at ambient temperatures from +5 to +50 degrees Celsius.
2 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
3 DIN 10500 only valid in combination with optional upgrade package (article number 384932).
4 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayLance V2 75 | 100 | 145

number of luminaires per package: 1

number of luminaires per pallet: 76

net weight of the luminaire: 3,700 g

gross weight per package: 4,500 g

package dimensions L x W x H: 450 x 440 x 150 mm
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tempLED RayLance V2 75 - 60 RayLance V2 75 - 90 RayLance V2 75 - 120

article number: 384164 384194 384124

GTIN / EAN: 4260745231565 4260745231589 4260745231541

initial luminous fl ux: 13,500 lm 13,500 lm 13,500 lm

initial system effi  ciency: 180 lm/w 180 lm/w 180 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 75 W 75 W 75 W

power consumption: 0.33 A 0.33 A 0.33 A

maximum inrush current: 75 A 75 A 75 A

dimensions (L x W x H): 380 x 340 x 210 mm 380 x 340 x 210 mm 380 x 340 x 210 mm

tempLED RayLance V2 100 - 60 RayLance V2 100 - 90 RayLance V2 100 - 120

article number: 384264 384294 384224

GTIN / EAN: 4260745231626 4260745231640 4260745231602

initial luminous fl ux: 18,000 lm 18,000 lm 18,000 lm

initial system effi  ciency: 180 lm/w 180 lm/w 180 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 100 W 100 W 100 W

power consumption: 0.44 A 0.44 A 0.44 A

maximum inrush current: 75 A 75 A 75 A

dimensions (L x W x H): 380 x 340 x 210 mm 380 x 340 x 210 mm 380 x 340 x 210 mm

tempLED RayLance V2 75 - 60 RayLance V2 75 - 90 RayLance V2 75 - 120

article number: 384165 384195 384125

GTIN / EAN: 4260745231572 4260745231596 4260745231558

initial luminous fl ux: 13,500 lm 13,500 lm 13,500 lm

initial system effi  ciency: 180 lm/w 180 lm/w 180 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 75 W 75 W 75 W

power consumption: 0.33 A 0.33 A 0.33 A

maximum inrush current: 75 A 75 A 75 A

dimensions (L x W x H): 380 x 340 x 210 mm 380 x 340 x 210 mm 380 x 340 x 210 mm

75

75

100

tempLED RayLance V2 100 - 60 RayLance V2 100 - 90 RayLance V2 100 - 120

article number: 384265 384295 384225

GTIN / EAN: 4260745231633 4260745231657 4260745231619

initial luminous fl ux: 18,000 lm 18,000 lm 18,000 lm

initial system effi  ciency: 180 lm/w 180 lm/w 180 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 100 W 100 W 100 W

power consumption: 0.44 A 0.44 A 0.44 A

maximum inrush current: 75 A 75 A 75 A

dimensions (L x W x H): 380 x 340 x 210 mm 380 x 340 x 210 mm 380 x 340 x 210 mm

tempLED RayLance V2 145 - 60 RayLance V2 145 - 90 RayLance V2 145 - 120

article number: 384365 384395 384325

GTIN / EAN: 4260745231428 4260745231442 4260745231404

initial luminous fl ux: 26,100 lm 26,100 lm 26,100 lm

initial system effi  ciency: 180 lm/w 180 lm/w 180 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 145 W 145 W 145 W

power consumption: 0.63 A 0.63 A 0.63 A

maximum inrush current: 75 A 75 A 75 A

dimensions (L x W x H): 380 x 340 x 210 mm 380 x 340 x 210 mm 380 x 340 x 210 mm

tempLED RayLance V2 145 - 60 RayLance V2 145 - 90 RayLance V2 145 - 120

article number: 384364 384394 384324

GTIN / EAN: 4260745231411 4260745231435 4260745231398

initial luminous fl ux: 26,100 lm 26,100 lm 26,100 lm

initial system effi  ciency: 180 lm/w 180 lm/w 180 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 145 W 145 W 145 W

power consumption: 0.63 A 0.63 A 0.63 A

maximum inrush current: 75 A 75 A 75 A

dimensions (L x W x H): 380 x 340 x 210 mm 380 x 340 x 210 mm 380 x 340 x 210 mm
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tempLED RayLance V2 75 - 60 RayLance V2 75 - 90 RayLance V2 75 - 120

article number: 384164 384194 384124

GTIN / EAN: 4260745231565 4260745231589 4260745231541

initial luminous fl ux: 13,500 lm 13,500 lm 13,500 lm

initial system effi  ciency: 180 lm/w 180 lm/w 180 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 75 W 75 W 75 W

power consumption: 0.33 A 0.33 A 0.33 A

maximum inrush current: 75 A 75 A 75 A

dimensions (L x W x H): 380 x 340 x 210 mm 380 x 340 x 210 mm 380 x 340 x 210 mm

tempLED RayLance V2 100 - 60 RayLance V2 100 - 90 RayLance V2 100 - 120

article number: 384264 384294 384224

GTIN / EAN: 4260745231626 4260745231640 4260745231602

initial luminous fl ux: 18,000 lm 18,000 lm 18,000 lm

initial system effi  ciency: 180 lm/w 180 lm/w 180 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 100 W 100 W 100 W

power consumption: 0.44 A 0.44 A 0.44 A

maximum inrush current: 75 A 75 A 75 A

dimensions (L x W x H): 380 x 340 x 210 mm 380 x 340 x 210 mm 380 x 340 x 210 mm

tempLED RayLance V2 75 - 60 RayLance V2 75 - 90 RayLance V2 75 - 120

article number: 384165 384195 384125

GTIN / EAN: 4260745231572 4260745231596 4260745231558

initial luminous fl ux: 13,500 lm 13,500 lm 13,500 lm

initial system effi  ciency: 180 lm/w 180 lm/w 180 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 75 W 75 W 75 W

power consumption: 0.33 A 0.33 A 0.33 A

maximum inrush current: 75 A 75 A 75 A

dimensions (L x W x H): 380 x 340 x 210 mm 380 x 340 x 210 mm 380 x 340 x 210 mm

75

75

100

tempLED RayLance V2 100 - 60 RayLance V2 100 - 90 RayLance V2 100 - 120

article number: 384265 384295 384225

GTIN / EAN: 4260745231633 4260745231657 4260745231619

initial luminous fl ux: 18,000 lm 18,000 lm 18,000 lm

initial system effi  ciency: 180 lm/w 180 lm/w 180 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 100 W 100 W 100 W

power consumption: 0.44 A 0.44 A 0.44 A

maximum inrush current: 75 A 75 A 75 A

dimensions (L x W x H): 380 x 340 x 210 mm 380 x 340 x 210 mm 380 x 340 x 210 mm

tempLED RayLance V2 145 - 60 RayLance V2 145 - 90 RayLance V2 145 - 120

article number: 384365 384395 384325

GTIN / EAN: 4260745231428 4260745231442 4260745231404

initial luminous fl ux: 26,100 lm 26,100 lm 26,100 lm

initial system effi  ciency: 180 lm/w 180 lm/w 180 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 145 W 145 W 145 W

power consumption: 0.63 A 0.63 A 0.63 A

maximum inrush current: 75 A 75 A 75 A

dimensions (L x W x H): 380 x 340 x 210 mm 380 x 340 x 210 mm 380 x 340 x 210 mm

tempLED RayLance V2 145 - 60 RayLance V2 145 - 90 RayLance V2 145 - 120

article number: 384364 384394 384324

GTIN / EAN: 4260745231411 4260745231435 4260745231398

initial luminous fl ux: 26,100 lm 26,100 lm 26,100 lm

initial system effi  ciency: 180 lm/w 180 lm/w 180 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 60 degrees 90 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 145 W 145 W 145 W

power consumption: 0.63 A 0.63 A 0.63 A

maximum inrush current: 75 A 75 A 75 A

dimensions (L x W x H): 380 x 340 x 210 mm 380 x 340 x 210 mm 380 x 340 x 210 mm
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Double holder system tempLED RayLance V2
adjustable version

Double holder system tempLED RayLance V2
fi xed version

single luminaire fl exibly 
adjustable in fi ve steps 
from -30 to +30 degrees

fl exibly adjustable crossbar in fi ve 
steps from -30 to +30 degrees

solid bracket- and carrier system
made of stainless steel

max. 700 mm

max. 410 mm 420 mm

exclusively developed for the lumi-
naire series tempLED RayLance V2

integrated power distribution 
system 5-pole 1 onto 2

fl exibly adjustable crossbar in seven 
steps from -45 to +45 degrees

solid bracket- and carrier system
made of stainless steel

exclusively developed for the lumi-
naire series tempLED RayLance V2

700 mm

384 mm
420 mm

easy-to-read degree scales

easy-to-read degree scales

integrated ball impact safety

integrated ball impact safety

integrated power distribution 
system 5-pole 1 onto 2

Triple holder system tempLED RayLance V2
adjustable version

Triple holder system tempLED RayLance V2
fi xed version

solid bracket- and carrier system
made of stainless steel

max. 1,040 mm

max. 410 mm 420 mm

solid bracket- and carrier system
made of stainless steel

1,040 mm

384 mm 420 mm

exclusively developed for the lumi-
naire series tempLED RayLance V2

single luminaire fl exibly
adjustable in fi ve steps 
from -30 to +30 degrees

fl exibly adjustable crossbar in fi ve 
steps from -30 to +30 degrees

exclusively developed for the lumi-
naire series tempLED RayLance V2

easy-to-read degree scales

easy-to-read degree scales

fl exibly adjustable crossbar in seven 
steps from -45 to +45 degrees

integrated ball impact safety

integrated ball impact safety

integrated power distribution 
system 5-pole 1 onto 3

integrated power distribution 
system 5-pole 1 onto 3
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Double holder system tempLED RayLance V2
adjustable version

Double holder system tempLED RayLance V2
fi xed version

single luminaire fl exibly 
adjustable in fi ve steps 
from -30 to +30 degrees

fl exibly adjustable crossbar in fi ve 
steps from -30 to +30 degrees

solid bracket- and carrier system
made of stainless steel

max. 700 mm

max. 410 mm 420 mm

exclusively developed for the lumi-
naire series tempLED RayLance V2

integrated power distribution 
system 5-pole 1 onto 2

fl exibly adjustable crossbar in seven 
steps from -45 to +45 degrees

solid bracket- and carrier system
made of stainless steel

exclusively developed for the lumi-
naire series tempLED RayLance V2

700 mm

384 mm
420 mm

easy-to-read degree scales

easy-to-read degree scales

integrated ball impact safety

integrated ball impact safety

integrated power distribution 
system 5-pole 1 onto 2

Triple holder system tempLED RayLance V2
adjustable version

Triple holder system tempLED RayLance V2
fi xed version

solid bracket- and carrier system
made of stainless steel

max. 1,040 mm

max. 410 mm 420 mm

solid bracket- and carrier system
made of stainless steel

1,040 mm

384 mm 420 mm

exclusively developed for the lumi-
naire series tempLED RayLance V2

single luminaire fl exibly
adjustable in fi ve steps 
from -30 to +30 degrees

fl exibly adjustable crossbar in fi ve 
steps from -30 to +30 degrees

exclusively developed for the lumi-
naire series tempLED RayLance V2

easy-to-read degree scales

easy-to-read degree scales

fl exibly adjustable crossbar in seven 
steps from -45 to +45 degrees

integrated ball impact safety

integrated ball impact safety

integrated power distribution 
system 5-pole 1 onto 3

integrated power distribution 
system 5-pole 1 onto 3
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Mounting bracket system tempLED RayLance V2
with integrated ball impact safety

luminaire fl exibly 
adjustable in seven steps 
from -45 to +45 degrees

solid bracket- and carrier system
made of stainless steel

exclusively developed for the lumi-
naire series tempLED RayLance V2

340 mm

209 mm
410 mm

easy-to-read degree scales

integrated ball impact safety

innovative luminaire holder 
with L-shaped crossbar system 

made of stainless steel

our customer
Sporthalle Kiefersfelden

tempLED Accessory catalogue RayLance V2 art.-no. GTIN / EAN

4-point rope suspension for pendant mounting
complete set consisting of ready-made steel cables and mounting material, 
material: steel, fi nish: natural
maximum suspension height: 1.00 m
maximum suspension height: 3.00 m

933372
933371

4260745232760
4260669199750

double holder system with ball impact safety, fi xed
mounting bracket specially adapted to the luminaire series with a scale for fi xed installation of 
two luminaires on one mounting point with integrated ball impact safety, adjustment range double 
bracket: -45 to +45 degrees in seven steps, single luminaire not adjustable, material: stainless steel, 
fi nish: natural, incl. power distribution system 5-pole 1 onto 2

932256 4260745233545

double holder system with ball impact safety, adjustable
mounting bracket specially adapted to the luminaire series with scales for fl exible installation of 
two luminaires on one mounting point with integrated ball impact safety, adjustment range double 
bracket: -30 to +30 degrees in fi ve steps, adjustment range single luminaire: -30 to +30 degrees in 
fi ve steps, material: stainless steel, fi nish: natural, incl. power distribution system 5-pole 1 onto 2

933229 4260745234429

triple holder system with ball impact safety, fi xed
mounting bracket specially adapted to the luminaire series with a scale for fi xed installation of 
three luminaires on one mounting point with integrated ball impact safety, adjustment range dou-
ble bracket: -45 to +45 degrees in seven steps, single luminaire not adjustable, material: stainless 
steel, fi nish: natural, incl. power distribution system 5-pole 1 onto 3

932257 4260745233552

double holder system with ball impact safety, adjustable
mounting bracket specially adapted to the luminaire series with scales for fl exible installation of 
three luminaires on one mounting point with integrated ball impact safety, adjustment range dou-
ble bracket: -30 to +30 degrees in fi ve steps, adjustment range single luminaire: -30 to +30 degrees 
in fi ve steps, material: stainless steel, fi nish: natural, incl. power distribution system 5-pole 1 onto 3

933231 4260745234436

mounting bracket system with ball impact safety
adjustable and lockable mounting bracket specially adapted to the luminaire series with a scale 
and integrated ball impact safety, adjustment range: -45 to +45 degrees in seven steps, 
material: stainless steel, fi nish: natural

932258 4260745233569

safety plug
3-pin safety plug with ingress protection IP 44,
installed on the supply cable of the luminaire

945400 4260491842251

supply cable extension
ready-to-use 5-pin supply cable extension up to 10 meters

933499 4260491849687

Wieland connector RST 20i5
5-pin socket part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
for cable diameter 6 - 10 mm

945430 4260491842329

Wieland connector RST 20i5
5-pin connector part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
installed on the supply cable of the luminaire

945431 4260491842336

Casambi control unit
for integrating and controlling the luminaire via the Casambi network;
mounted on the luminaire ready for use

932254 4260745233521

emergency light module
with automatic detection of failure and return of supply voltage, display of functional status,
battery type: LiFePO4, running time approx. 3 hours with an output power of approx. 3,5 watts, 
recharging time: approx. 24 hours, can only be used at ambient temperatures from +5 to +50 
degrees Celsius, mounted on the luminaire ready for use

384900 4260745237291

upgrade package to DIN 10500 (HACCP / IFS)
upgrade of one tempLED RayLance V2 to comply with DIN 10500 (HACCP / IFS)

384932 4260745236829

When will you start?

Direct link to the tempLED
download portall

Recyclin
g 

> 
90

%

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.



page 117

Mounting bracket system tempLED RayLance V2
with integrated ball impact safety

luminaire fl exibly 
adjustable in seven steps 
from -45 to +45 degrees

solid bracket- and carrier system
made of stainless steel

exclusively developed for the lumi-
naire series tempLED RayLance V2

340 mm

209 mm
410 mm

easy-to-read degree scales

integrated ball impact safety

innovative luminaire holder 
with L-shaped crossbar system 

made of stainless steel

our customer
Sporthalle Kiefersfelden

tempLED Accessory catalogue RayLance V2 art.-no. GTIN / EAN

4-point rope suspension for pendant mounting
complete set consisting of ready-made steel cables and mounting material, 
material: steel, fi nish: natural
maximum suspension height: 1.00 m
maximum suspension height: 3.00 m

933372
933371

4260745232760
4260669199750

double holder system with ball impact safety, fi xed
mounting bracket specially adapted to the luminaire series with a scale for fi xed installation of 
two luminaires on one mounting point with integrated ball impact safety, adjustment range double 
bracket: -45 to +45 degrees in seven steps, single luminaire not adjustable, material: stainless steel, 
fi nish: natural, incl. power distribution system 5-pole 1 onto 2

932256 4260745233545

double holder system with ball impact safety, adjustable
mounting bracket specially adapted to the luminaire series with scales for fl exible installation of 
two luminaires on one mounting point with integrated ball impact safety, adjustment range double 
bracket: -30 to +30 degrees in fi ve steps, adjustment range single luminaire: -30 to +30 degrees in 
fi ve steps, material: stainless steel, fi nish: natural, incl. power distribution system 5-pole 1 onto 2

933229 4260745234429

triple holder system with ball impact safety, fi xed
mounting bracket specially adapted to the luminaire series with a scale for fi xed installation of 
three luminaires on one mounting point with integrated ball impact safety, adjustment range dou-
ble bracket: -45 to +45 degrees in seven steps, single luminaire not adjustable, material: stainless 
steel, fi nish: natural, incl. power distribution system 5-pole 1 onto 3

932257 4260745233552

double holder system with ball impact safety, adjustable
mounting bracket specially adapted to the luminaire series with scales for fl exible installation of 
three luminaires on one mounting point with integrated ball impact safety, adjustment range dou-
ble bracket: -30 to +30 degrees in fi ve steps, adjustment range single luminaire: -30 to +30 degrees 
in fi ve steps, material: stainless steel, fi nish: natural, incl. power distribution system 5-pole 1 onto 3

933231 4260745234436

mounting bracket system with ball impact safety
adjustable and lockable mounting bracket specially adapted to the luminaire series with a scale 
and integrated ball impact safety, adjustment range: -45 to +45 degrees in seven steps, 
material: stainless steel, fi nish: natural

932258 4260745233569

safety plug
3-pin safety plug with ingress protection IP 44,
installed on the supply cable of the luminaire

945400 4260491842251

supply cable extension
ready-to-use 5-pin supply cable extension up to 10 meters

933499 4260491849687

Wieland connector RST 20i5
5-pin socket part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
for cable diameter 6 - 10 mm

945430 4260491842329

Wieland connector RST 20i5
5-pin connector part; color coding: turquoise blue, 250 V, 20 A, with protective conductor,
installed on the supply cable of the luminaire

945431 4260491842336

Casambi control unit
for integrating and controlling the luminaire via the Casambi network;
mounted on the luminaire ready for use

932254 4260745233521

emergency light module
with automatic detection of failure and return of supply voltage, display of functional status,
battery type: LiFePO4, running time approx. 3 hours with an output power of approx. 3,5 watts, 
recharging time: approx. 24 hours, can only be used at ambient temperatures from +5 to +50 
degrees Celsius, mounted on the luminaire ready for use

384900 4260745237291

upgrade package to DIN 10500 (HACCP / IFS)
upgrade of one tempLED RayLance V2 to comply with DIN 10500 (HACCP / IFS)

384932 4260745236829

When will you start?

Direct link to the tempLED
download portall

Recyclin
g 

> 
90

%

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.
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Our customer
Blohm + Voss



page 119

LEDtemp
www.tempLED.de

FLOOD LIGHT SYSTEM

tempLED RayField V2
400 | 500 | 800 | 1000 | 1200 | 1500

OUTDOOR LIGHTING

LIGHTING FOR SPORTS FACILITIES
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Light distribution curves tempLED RayField V2
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60/135 degrees
asymmetrical

10 degrees symmetrical

energy-effi  cient constant current 
power supplies with optional 

DALI-2 dimming or optional 
constant lumen output (CLO)

modular overall structure 
with exchangeable and repla-
ceable main components

high-performance die-cast 
aluminium heat sink with 

chimney effect

solid and powder-coated 
luminaire housing with 
adjustable locking device for 
mounting bracket with degree 
indicator

durable and bright 
LED light fi elds

impact- and UV-resistant high-performance 
optical systems with six practical beam angels 

(symmetrical and asymmetrical)

initial system effi  ciency
up to 140 lm / w

Power Factor
Correction

optional 2optional

IP 66

up to
140 lm/w

Ra > 80 
3,000 K
4,000 K
5,000 K

IK08

UV

optional control and 
safety systems: warm white colour tempe-

rature for increased protec-
tion of nocturnal animals
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90 degrees symmetrical

for types with 
DALI dimming only

60/135 degrees
bird view

tempLED RayField V2
400 | 500

800 | 1000

1200 | 1500

Dimensions tempLED RayField V2
400 | 500

352 mm

472 mm
428 mm

160 mm

629 mm

536 mm
486 mm

1200 | 1500

890 mm

536 mm
486 mm

800 | 1000

Mounting options tempLED RayField V2
400 | 500 | 800 | 1000 | 1200 | 1500

bracket mounting1

1 Adjustment range for surface mounting with standard mounting bracket: 0 to 90 degrees.
² Adjustment range for truss mounting with optional truss bracket: 0 to 360 degrees.

truss mounting2
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Light distribution curves tempLED RayField V2
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60/135 degrees
asymmetrical

10 degrees symmetrical

energy-effi  cient constant current 
power supplies with optional 

DALI-2 dimming or optional 
constant lumen output (CLO)

modular overall structure 
with exchangeable and repla-
ceable main components

high-performance die-cast 
aluminium heat sink with 

chimney effect

solid and powder-coated 
luminaire housing with 
adjustable locking device for 
mounting bracket with degree 
indicator

durable and bright 
LED light fi elds

impact- and UV-resistant high-performance 
optical systems with six practical beam angels 

(symmetrical and asymmetrical)

initial system effi  ciency
up to 140 lm / w

Power Factor
Correction

optional 2optional

IP 66

up to
140 lm/w

Ra > 80 
3,000 K
4,000 K
5,000 K

IK08

UV

optional control and 
safety systems: warm white colour tempe-

rature for increased protec-
tion of nocturnal animals
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for types with 
DALI dimming only

60/135 degrees
bird view

tempLED RayField V2
400 | 500

800 | 1000

1200 | 1500

Dimensions tempLED RayField V2
400 | 500

352 mm

472 mm
428 mm

160 mm

629 mm

536 mm
486 mm

1200 | 1500

890 mm

536 mm
486 mm

800 | 1000

Mounting options tempLED RayField V2
400 | 500 | 800 | 1000 | 1200 | 1500

bracket mounting1

1 Adjustment range for surface mounting with standard mounting bracket: 0 to 90 degrees.
² Adjustment range for truss mounting with optional truss bracket: 0 to 360 degrees.

truss mounting2
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General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 48,000 to 210,000 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 140 lumens / watt

initial, most similar color temperature: 3,000 kelvins | 4,000 kelvins | 5,000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 5 SDCM

available symmetrical beam angles: 10 | 25 | 45 | 60 | 90 degrees

available asymmetric beam angels: 60 x 135 degrees

photobiological safety: IEC/TR 62778: 0

compact fl icker degree (CFD): 1 percent

increased protection of nocturnal animals: yes, valid for 3,000 kelvins only

Electrotechnical properties:

power supply AC: 90 to 240 volts

supply frequency: 50 / 60 hertz

power supply DC: 127 to 250 volts

system performance: 400 to 1,500 watts

system performance tolerance: ± 10 percent

integrated power supplies: two at 400/500 watts | four at 800/1,000 watts | six at 1,200/1,500 watts

power factor: > 0.90

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 10 percent

temperature classifi cation (ATEX): T5

Tc - temperature: +90 degrees Celsius

Energy characteristics:

Valid for all tempLED RayField V2 with beam angle 10 degrees: This product contains a light source of energy effi  ciency class E.

Valid for all tempLED RayField V2 with beam angles 25/45/60/90 and 60x135 degrees: This product contains a light source of energy effi  ciency class D.

Mounting options:

standard mounting options: mounting bracket with support strut and adjustment range 0 to 90 degrees

optional mounting options: truss bracket with adjustment range 0 to 360 degrees

1 additional color temperatures on request.
2 power supply 249 to 528 VAC - 50/60 Hz on request.
3 power supply 352 to 500 VDC on request.

Changes and errors excepted; similar pictures.

types without
dimming only

5
years

guarantee

10
years

spare part 
guarantee

in Vorbereitung

RoHS

Control and safety properties:

dimming: DALI-2 optional

minimum dimming level: 10 percent

constant lumen output (CLO): optional

control via the Casambi network: optional (types with DALI dimming only)

human centric lighting: on request

daylight control system: optional via the Casambi network (types with DALI dimming only)

Housing properties:

ambient temperature: –30 to +50 degrees Celsius

ingress protection: IP 66

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

housing and heat sink material(s): die-cast aluminum and polycarbonate

material(s) and fi nish of the standard ceiling bracket: steel, powder-coated in white aluminium according to RAL 90061

material of optical system: impact- and UV-resistant polycarbonate

luminaire housing color: white aluminium according to RAL 90061

power supply housing color: water blue according to RAL 50211

surface fi nish: powder coating2

supply cable type (valid for types without dimming only): H05RN-F 3G1,5

supply cable type (valid for types with DALI dimming only): H05RN-F 5G1,5

supply cable length: 100 centimeters

supply cable inlet: cable gland

supply cable connection type: open cable end

number of poles (valid for types without dimming only): 3 grid

number of poles (valid for types with DALI dimming only) 3 grid / 2 DALI

Additional information:

certifi cates (valid for types without dimming only): ENEC

certifi cates (valid for types with DALI dimming only) ENEC in preparation

conformities: CE and RoHS

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years2

spare part guarantee: 10 years

delievery includes: luminaire and mounting bracket with support strut

1 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
2 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayField V2 400 | 500 RayField V2 800 | 1000 RayField V2 1200 | 1500

number of luminaires per package: 1 1 1

number of luminaires per pallet: 12 8 5

net weight of the luminaire: 15,000 g 30,800 g 37,000 g

gross weight per package: 18,800 g 34,400 g 40,500 g

package dimensions L x W x H: 650 x 475 x 265 mm 755 x 660 x 265 mm 1,005 x 685 x 265 mm
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General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 48,000 to 210,000 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 140 lumens / watt

initial, most similar color temperature: 3,000 kelvins | 4,000 kelvins | 5,000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 5 SDCM

available symmetrical beam angles: 10 | 25 | 45 | 60 | 90 degrees

available asymmetric beam angels: 60 x 135 degrees

photobiological safety: IEC/TR 62778: 0

compact fl icker degree (CFD): 1 percent

increased protection of nocturnal animals: yes, valid for 3,000 kelvins only

Electrotechnical properties:

power supply AC: 90 to 240 volts

supply frequency: 50 / 60 hertz

power supply DC: 127 to 250 volts

system performance: 400 to 1,500 watts

system performance tolerance: ± 10 percent

integrated power supplies: two at 400/500 watts | four at 800/1,000 watts | six at 1,200/1,500 watts

power factor: > 0.90

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 10 percent

temperature classifi cation (ATEX): T5

Tc - temperature: +90 degrees Celsius

Energy characteristics:

Valid for all tempLED RayField V2 with beam angle 10 degrees: This product contains a light source of energy effi  ciency class E.

Valid for all tempLED RayField V2 with beam angles 25/45/60/90 and 60x135 degrees: This product contains a light source of energy effi  ciency class D.

Mounting options:

standard mounting options: mounting bracket with support strut and adjustment range 0 to 90 degrees

optional mounting options: truss bracket with adjustment range 0 to 360 degrees

1 additional color temperatures on request.
2 power supply 249 to 528 VAC - 50/60 Hz on request.
3 power supply 352 to 500 VDC on request.

Changes and errors excepted; similar pictures.

types without
dimming only

5
years

guarantee

10
years

spare part 
guarantee

in Vorbereitung

RoHS

Control and safety properties:

dimming: DALI-2 optional

minimum dimming level: 10 percent

constant lumen output (CLO): optional

control via the Casambi network: optional (types with DALI dimming only)

human centric lighting: on request

daylight control system: optional via the Casambi network (types with DALI dimming only)

Housing properties:

ambient temperature: –30 to +50 degrees Celsius

ingress protection: IP 66

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

housing and heat sink material(s): die-cast aluminum and polycarbonate

material(s) and fi nish of the standard ceiling bracket: steel, powder-coated in white aluminium according to RAL 90061

material of optical system: impact- and UV-resistant polycarbonate

luminaire housing color: white aluminium according to RAL 90061

power supply housing color: water blue according to RAL 50211

surface fi nish: powder coating2

supply cable type (valid for types without dimming only): H05RN-F 3G1,5

supply cable type (valid for types with DALI dimming only): H05RN-F 5G1,5

supply cable length: 100 centimeters

supply cable inlet: cable gland

supply cable connection type: open cable end

number of poles (valid for types without dimming only): 3 grid

number of poles (valid for types with DALI dimming only) 3 grid / 2 DALI

Additional information:

certifi cates (valid for types without dimming only): ENEC

certifi cates (valid for types with DALI dimming only) ENEC in preparation

conformities: CE and RoHS

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years2

spare part guarantee: 10 years

delievery includes: luminaire and mounting bracket with support strut

1 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
2 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayField V2 400 | 500 RayField V2 800 | 1000 RayField V2 1200 | 1500

number of luminaires per package: 1 1 1

number of luminaires per pallet: 12 8 5

net weight of the luminaire: 15,000 g 30,800 g 37,000 g

gross weight per package: 18,800 g 34,400 g 40,500 g

package dimensions L x W x H: 650 x 475 x 265 mm 755 x 660 x 265 mm 1,005 x 685 x 265 mm



page 124

luminaires without dimming

tempLED RayField V2 400 - 10 RayField V2 400 - 25 RayField V2 400 - 45

article number: 361413 361423 361443

GTIN / EAN: 4260669195936 4260669195981 4260669196032

initial luminous fl ux: 48,000 lm 56,000 lm 56,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 400 W 400 W 400 W

power consumption: 1.80 A 1.80 A 1.80 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

tempLED RayField V2 400 - 10 RayField V2 400 - 25 RayField V2 400 - 45

article number: 361414 361424 361444

GTIN / EAN: 4260669195943 4260669195998 4260669196049

initial luminous fl ux: 48,000 lm 56,000 lm 56,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 400 W 400 W 400 W

power consumption: 1.80 A 1.80 A 1.80 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

tempLED RayField V2 400 - 60 RayField V2 400 - 90 RayField V2 400 - 60/135

article number: 361463 361493 361433

GTIN / EAN: 4260669196087 4260491847317 4260491841636

initial luminous fl ux: 56,000 lm 56,000 lm 56,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 400 W 400 W 400 W

power consumption: 1.80 A 1.80 A 1.80 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

400

400

400

tempLED RayField V2 400 - 60 RayField V2 400 - 90 RayField V2 400 - 60/135

article number: 361464 361494 361434

GTIN / EAN: 4260669196094 4260669196131 4260669196179

initial luminous fl ux: 56,000 lm 56,000 lm 56,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 400 W 400 W 400 W

power consumption: 1.80 A 1.80 A 1.80 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

tempLED RayField V2 400 - 60 RayField V2 400 - 90 RayField V2 400 - 60/135

article number: 361465 361495 361435

GTIN / EAN: 4260491845139 4260491845146 4260491841445

initial luminous fl ux: 56,000 lm 56,000 lm 56,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 400 W 400 W 400 W

power consumption: 1.80 A 1.80 A 1.80 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

tempLED RayField V2 400 - 10 RayField V2 400 - 25 RayField V2 400 - 45

article number: 361415 361425 361445

GTIN / EAN: 4260491845108 4260491845115 4260491845122

initial luminous fl ux: 48,000 lm 56,000 lm 56,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 400 W 400 W 400 W

power consumption: 1.80 A 1.80 A 1.80 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

400

400

400

luminaires without dimming
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luminaires without dimming

tempLED RayField V2 400 - 10 RayField V2 400 - 25 RayField V2 400 - 45

article number: 361413 361423 361443

GTIN / EAN: 4260669195936 4260669195981 4260669196032

initial luminous fl ux: 48,000 lm 56,000 lm 56,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 400 W 400 W 400 W

power consumption: 1.80 A 1.80 A 1.80 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

tempLED RayField V2 400 - 10 RayField V2 400 - 25 RayField V2 400 - 45

article number: 361414 361424 361444

GTIN / EAN: 4260669195943 4260669195998 4260669196049

initial luminous fl ux: 48,000 lm 56,000 lm 56,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 400 W 400 W 400 W

power consumption: 1.80 A 1.80 A 1.80 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

tempLED RayField V2 400 - 60 RayField V2 400 - 90 RayField V2 400 - 60/135

article number: 361463 361493 361433

GTIN / EAN: 4260669196087 4260491847317 4260491841636

initial luminous fl ux: 56,000 lm 56,000 lm 56,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 400 W 400 W 400 W

power consumption: 1.80 A 1.80 A 1.80 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

400

400

400

tempLED RayField V2 400 - 60 RayField V2 400 - 90 RayField V2 400 - 60/135

article number: 361464 361494 361434

GTIN / EAN: 4260669196094 4260669196131 4260669196179

initial luminous fl ux: 56,000 lm 56,000 lm 56,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 400 W 400 W 400 W

power consumption: 1.80 A 1.80 A 1.80 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

tempLED RayField V2 400 - 60 RayField V2 400 - 90 RayField V2 400 - 60/135

article number: 361465 361495 361435

GTIN / EAN: 4260491845139 4260491845146 4260491841445

initial luminous fl ux: 56,000 lm 56,000 lm 56,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 400 W 400 W 400 W

power consumption: 1.80 A 1.80 A 1.80 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

tempLED RayField V2 400 - 10 RayField V2 400 - 25 RayField V2 400 - 45

article number: 361415 361425 361445

GTIN / EAN: 4260491845108 4260491845115 4260491845122

initial luminous fl ux: 48,000 lm 56,000 lm 56,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 400 W 400 W 400 W

power consumption: 1.80 A 1.80 A 1.80 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

400

400

400

luminaires without dimming
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luminaires without dimming

tempLED RayField V2 500 - 10 RayField V2 500 - 25 RayField V2 500 - 45

article number: 361513 361523 361543

GTIN / EAN: 4260669196209 4260669196254 4260669196308

initial luminous fl ux: 60,000 lm 70,000 lm 70,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 500 W 500 W 500 W

power consumption: 2.20 A 2.20 A 2.20 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

tempLED RayField V2 500 - 10 RayField V2 500 - 25 RayField V2 500 - 45

article number: 361514 361524 361544

GTIN / EAN: 4260669196216 4260669196261 4260491846006

initial luminous fl ux: 60,000 lm 70,000 lm 70,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 500 W 500 W 500 W

power consumption: 2.20 A 2.20 A 2.20 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

tempLED RayField V2 500 - 60 RayField V2 500 - 90 RayField V2 500 - 60/135

article number: 361563 361593 361533

GTIN / EAN: 4260669196346 4260669196391 4260491841643

initial luminous fl ux: 70,000 lm 70,000 lm 70,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 500 W 500 W 500 W

power consumption: 2.20 A 2.20 A 2.20 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

500

500

500

tempLED RayField V2 500 - 60 RayField V2 500 - 90 RayField V2 500 - 60/135

article number: 361564 361594 361534

GTIN / EAN: 4260669196353 4260669196407 4260669196445

initial luminous fl ux: 70,000 lm 70,000 lm 70,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 500 W 500 W 500 W

power consumption: 2.20 A 2.20 A 2.20 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

tempLED RayField V2 500 - 60 RayField V2 500 - 90 RayField V2 500 - 60/135

article number: 361565 361595 361535

GTIN / EAN: 4260491845184 4260491845191 4260491841452

initial luminous fl ux: 70,000 lm 70,000 lm 70,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 500 W 500 W 500 W

power consumption: 2.20 A 2.20 A 2.20 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

tempLED RayField V2 500 - 10 RayField V2 500 - 25 RayField V2 500 - 45

article number: 361515 361525 361545

GTIN / EAN: 4260491845153 4260491845160 4260491845177

initial luminous fl ux: 60,000 lm 70,000 lm 70,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 500 W 500 W 500 W

power consumption: 2.20 A 2.20 A 2.20 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm
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luminaires without dimming

tempLED RayField V2 500 - 10 RayField V2 500 - 25 RayField V2 500 - 45

article number: 361513 361523 361543

GTIN / EAN: 4260669196209 4260669196254 4260669196308

initial luminous fl ux: 60,000 lm 70,000 lm 70,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 500 W 500 W 500 W

power consumption: 2.20 A 2.20 A 2.20 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

tempLED RayField V2 500 - 10 RayField V2 500 - 25 RayField V2 500 - 45

article number: 361514 361524 361544

GTIN / EAN: 4260669196216 4260669196261 4260491846006

initial luminous fl ux: 60,000 lm 70,000 lm 70,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 500 W 500 W 500 W

power consumption: 2.20 A 2.20 A 2.20 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

tempLED RayField V2 500 - 60 RayField V2 500 - 90 RayField V2 500 - 60/135

article number: 361563 361593 361533

GTIN / EAN: 4260669196346 4260669196391 4260491841643

initial luminous fl ux: 70,000 lm 70,000 lm 70,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 500 W 500 W 500 W

power consumption: 2.20 A 2.20 A 2.20 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

500

500

500

tempLED RayField V2 500 - 60 RayField V2 500 - 90 RayField V2 500 - 60/135

article number: 361564 361594 361534

GTIN / EAN: 4260669196353 4260669196407 4260669196445

initial luminous fl ux: 70,000 lm 70,000 lm 70,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 500 W 500 W 500 W

power consumption: 2.20 A 2.20 A 2.20 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

tempLED RayField V2 500 - 60 RayField V2 500 - 90 RayField V2 500 - 60/135

article number: 361565 361595 361535

GTIN / EAN: 4260491845184 4260491845191 4260491841452

initial luminous fl ux: 70,000 lm 70,000 lm 70,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 500 W 500 W 500 W

power consumption: 2.20 A 2.20 A 2.20 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

tempLED RayField V2 500 - 10 RayField V2 500 - 25 RayField V2 500 - 45

article number: 361515 361525 361545

GTIN / EAN: 4260491845153 4260491845160 4260491845177

initial luminous fl ux: 60,000 lm 70,000 lm 70,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 500 W 500 W 500 W

power consumption: 2.20 A 2.20 A 2.20 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm
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luminaires without dimming

tempLED RayField V2 800 - 10 RayField V2 800 - 25 RayField V2 800 - 45

article number: 361813 361823 361843

GTIN / EAN: 4260669196483 4260669196537 4260669196582

initial luminous fl ux: 96,000 lm 112,000 lm 112,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 800 W 800 W 800 W

power consumption: 3.50 A 3.50 A 3.50 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

tempLED RayField V2 800 - 10 RayField V2 800 - 25 RayField V2 800 - 45

article number: 361814 361824 361844

GTIN / EAN: 4260669196490 4260669196544 4260669196599

initial luminous fl ux: 96,000 lm 112,000 lm 112,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 800 W 800 W 800 W

power consumption: 3.50 A 3.50 A 3.50 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

tempLED RayField V2 800 - 60 RayField V2 800 - 90 RayField V2 800 - 60/135

article number: 361863 361893 361833

GTIN / EAN: 4260669196636 4260669196681 4260491841650

initial luminous fl ux: 112,000 lm 112,000 lm 112,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 800 W 800 W 800 W

power consumption: 3.50 A 3.50 A 3.50 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

800

800

800

tempLED RayField V2 800 - 60 RayField V2 800 - 90 RayField V2 800 - 60/135

article number: 361864 361894 361834

GTIN / EAN: 4260669196643 4260491845412 4260669196728

initial luminous fl ux: 112,000 lm 112,000 lm 112,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 800 W 800 W 800 W

power consumption: 3.50 A 3.50 A 3.50 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

tempLED RayField V2 800 - 60 RayField V2 800 - 90 RayField V2 800 - 60/135

article number: 361865 361895 361835

GTIN / EAN: 4260491845238 4260491845245 4260491841469

initial luminous fl ux: 112,000 lm 112,000 lm 112,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 800 W 800 W 800 W

power consumption: 3.50 A 3.50 A 3.50 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

tempLED RayField V2 800 - 10 RayField V2 800 - 25 RayField V2 800 - 45

article number: 361815 361825 361845

GTIN / EAN: 4260491845207 4260491845214 4260491845221

initial luminous fl ux: 96,000 lm 112,000 lm 112,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 800 W 800 W 800 W

power consumption: 3.50 A 3.50 A 3.50 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

800

800

800
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luminaires without dimming

tempLED RayField V2 800 - 10 RayField V2 800 - 25 RayField V2 800 - 45

article number: 361813 361823 361843

GTIN / EAN: 4260669196483 4260669196537 4260669196582

initial luminous fl ux: 96,000 lm 112,000 lm 112,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 800 W 800 W 800 W

power consumption: 3.50 A 3.50 A 3.50 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

tempLED RayField V2 800 - 10 RayField V2 800 - 25 RayField V2 800 - 45

article number: 361814 361824 361844

GTIN / EAN: 4260669196490 4260669196544 4260669196599

initial luminous fl ux: 96,000 lm 112,000 lm 112,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 800 W 800 W 800 W

power consumption: 3.50 A 3.50 A 3.50 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

tempLED RayField V2 800 - 60 RayField V2 800 - 90 RayField V2 800 - 60/135

article number: 361863 361893 361833

GTIN / EAN: 4260669196636 4260669196681 4260491841650

initial luminous fl ux: 112,000 lm 112,000 lm 112,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 800 W 800 W 800 W

power consumption: 3.50 A 3.50 A 3.50 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

800

800

800

tempLED RayField V2 800 - 60 RayField V2 800 - 90 RayField V2 800 - 60/135

article number: 361864 361894 361834

GTIN / EAN: 4260669196643 4260491845412 4260669196728

initial luminous fl ux: 112,000 lm 112,000 lm 112,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 800 W 800 W 800 W

power consumption: 3.50 A 3.50 A 3.50 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

tempLED RayField V2 800 - 60 RayField V2 800 - 90 RayField V2 800 - 60/135

article number: 361865 361895 361835

GTIN / EAN: 4260491845238 4260491845245 4260491841469

initial luminous fl ux: 112,000 lm 112,000 lm 112,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 800 W 800 W 800 W

power consumption: 3.50 A 3.50 A 3.50 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

tempLED RayField V2 800 - 10 RayField V2 800 - 25 RayField V2 800 - 45

article number: 361815 361825 361845

GTIN / EAN: 4260491845207 4260491845214 4260491845221

initial luminous fl ux: 96,000 lm 112,000 lm 112,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 800 W 800 W 800 W

power consumption: 3.50 A 3.50 A 3.50 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm
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800
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luminaires without dimming

tempLED RayField V2 1000 - 10 RayField V2 1000 - 25 RayField V2 1000 - 45

article number: 362013 362023 362043

GTIN / EAN: 4260669196759 4260669196803 4260669196858

initial luminous fl ux: 120,000 lm 140,000 lm 140,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 1,000 W 1,000 W 1,000 W

power consumption: 4.40 A 4.40 A 4.40 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

tempLED RayField V2 1000 - 10 RayField V2 1000 - 25 RayField V2 1000 - 45

article number: 362014 362024 362044

GTIN / EAN: 4260669196766 4260669196810 4260669196865

initial luminous fl ux: 120,000 lm 140,000 lm 140,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 1,000 W 1,000 W 1,000 W

power consumption: 4.40 A 4.40 A 4.40 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

tempLED RayField V2 1000 - 60 RayField V2 1000 - 90 RayField V2 1000 - 60/135

article number: 362063 362093 362033

GTIN / EAN: 4260669196902 4260669196957 4260491841667

initial luminous fl ux: 140,000 lm 140,000 lm 140,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 1,000 W 1,000 W 1,000 W

power consumption: 4.40 A 4.40 A 4.40 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

1000

1000

1000

tempLED RayField V2 1000 - 60 RayField V2 1000 - 90 RayField V2 1000 - 60/135

article number: 362064 362094 362034

GTIN / EAN: 4260669196919 4260669196964 4260669197008

initial luminous fl ux: 140,000 lm 140,000 lm 140,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 1,000 W 1,000 W 1,000 W

power consumption: 4.40 A 4.40 A 4.40 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

tempLED RayField V2 1000 - 60 RayField V2 1000 - 90 RayField V2 1000 - 60/135

article number: 362065 362095 362035

GTIN / EAN: 4260491845283 4260491845290 4260491841476

initial luminous fl ux: 140,000 lm 140,000 lm 140,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 1,000 W 1,000 W 1,000 W

power consumption: 4.40 A 4.40 A 4.40 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

tempLED RayField V2 1000 - 10 RayField V2 1000 - 25 RayField V2 1000 - 45

article number: 362015 362025 362045

GTIN / EAN: 4260491845252 4260491845269 4260491845276

initial luminous fl ux: 120,000 lm 140,000 lm 140,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 1,000 W 1,000 W 1,000 W

power consumption: 4.40 A 4.40 A 4.40 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm
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luminaires without dimming

tempLED RayField V2 1000 - 10 RayField V2 1000 - 25 RayField V2 1000 - 45

article number: 362013 362023 362043

GTIN / EAN: 4260669196759 4260669196803 4260669196858

initial luminous fl ux: 120,000 lm 140,000 lm 140,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 1,000 W 1,000 W 1,000 W

power consumption: 4.40 A 4.40 A 4.40 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

tempLED RayField V2 1000 - 10 RayField V2 1000 - 25 RayField V2 1000 - 45

article number: 362014 362024 362044

GTIN / EAN: 4260669196766 4260669196810 4260669196865

initial luminous fl ux: 120,000 lm 140,000 lm 140,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 1,000 W 1,000 W 1,000 W

power consumption: 4.40 A 4.40 A 4.40 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

tempLED RayField V2 1000 - 60 RayField V2 1000 - 90 RayField V2 1000 - 60/135

article number: 362063 362093 362033

GTIN / EAN: 4260669196902 4260669196957 4260491841667

initial luminous fl ux: 140,000 lm 140,000 lm 140,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 1,000 W 1,000 W 1,000 W

power consumption: 4.40 A 4.40 A 4.40 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

1000

1000

1000

tempLED RayField V2 1000 - 60 RayField V2 1000 - 90 RayField V2 1000 - 60/135

article number: 362064 362094 362034

GTIN / EAN: 4260669196919 4260669196964 4260669197008

initial luminous fl ux: 140,000 lm 140,000 lm 140,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 1,000 W 1,000 W 1,000 W

power consumption: 4.40 A 4.40 A 4.40 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

tempLED RayField V2 1000 - 60 RayField V2 1000 - 90 RayField V2 1000 - 60/135

article number: 362065 362095 362035

GTIN / EAN: 4260491845283 4260491845290 4260491841476

initial luminous fl ux: 140,000 lm 140,000 lm 140,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 1,000 W 1,000 W 1,000 W

power consumption: 4.40 A 4.40 A 4.40 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

tempLED RayField V2 1000 - 10 RayField V2 1000 - 25 RayField V2 1000 - 45

article number: 362015 362025 362045

GTIN / EAN: 4260491845252 4260491845269 4260491845276

initial luminous fl ux: 120,000 lm 140,000 lm 140,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 1,000 W 1,000 W 1,000 W

power consumption: 4.40 A 4.40 A 4.40 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

1000
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luminaires without dimming

St
oc

k

ITE
M

St
oc

k

ITE
MSt

oc
k

ITE
M St

oc
k

ITE
M



page 132

luminaires without dimming

tempLED RayField V2 1200 - 10 RayField V2 1200 - 25 RayField V2 1200 - 45

article number: 362213 362223 362243

GTIN / EAN: 4260669197046 4260669197091 4260669197145

initial luminous fl ux: 144,000 lm 168,000 lm 168,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 1,200 W 1,200 W 1,200 W

power consumption: 5.30 A 5.30 A 5.30 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

tempLED RayField V2 1200 - 10 RayField V2 1200 - 25 RayField V2 1200 - 45

article number: 362214 362224 362244

GTIN / EAN: 4260669197053 4260669197107 4260669197152

initial luminous fl ux: 144,000 lm 168,000 lm 168,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 1,200 W 1,200 W 1,200 W

power consumption: 5.30 A 5.30 A 5.30 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

tempLED RayField V2 1200 - 60 RayField V2 1200 - 90 RayField V2 1200 - 60/135

article number: 362263 362293 362233

GTIN / EAN: 4260669191228 4260669197237 4260491841674

initial luminous fl ux: 168,000 lm 168,000 lm 168,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 1,200 W 1,200 W 1,200 W

power consumption: 5.30 A 5.30 A 5.30 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

1200

1200

1200

tempLED RayField V2 1200 - 60 RayField V2 1200 - 90 RayField V2 1200 - 60/135

article number: 362264 362294 362234

GTIN / EAN: 4260669197190 4260669197244 4260669197282

initial luminous fl ux: 168,000 lm 168,000 lm 168,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 1,200 W 1,200 W 1,200 W

power consumption: 5.30 A 5.30 A 5.30 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

tempLED RayField V2 1200 - 60 RayField V2 1200 - 90 RayField V2 1200 - 60/135

article number: 362265 362294 362235

GTIN / EAN: 4260491845337 4260491845344 4260491841483

initial luminous fl ux: 168,000 lm 168,000 lm 168,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 1,200 W 1,200 W 1,200 W

power consumption: 5.30 A 5.30 A 5.30 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

tempLED RayField V2 1200 - 10 RayField V2 1200 - 25 RayField V2 1200 - 45

article number: 362215 362225 362245

GTIN / EAN: 4260491845306 4260491845313 4260491845320

initial luminous fl ux: 144,000 lm 168,000 lm 168,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 1,200 W 1,200 W 1,200 W

power consumption: 5.30 A 5.30 A 5.30 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm
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luminaires without dimming

tempLED RayField V2 1200 - 10 RayField V2 1200 - 25 RayField V2 1200 - 45

article number: 362213 362223 362243

GTIN / EAN: 4260669197046 4260669197091 4260669197145

initial luminous fl ux: 144,000 lm 168,000 lm 168,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 1,200 W 1,200 W 1,200 W

power consumption: 5.30 A 5.30 A 5.30 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

tempLED RayField V2 1200 - 10 RayField V2 1200 - 25 RayField V2 1200 - 45

article number: 362214 362224 362244

GTIN / EAN: 4260669197053 4260669197107 4260669197152

initial luminous fl ux: 144,000 lm 168,000 lm 168,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 1,200 W 1,200 W 1,200 W

power consumption: 5.30 A 5.30 A 5.30 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

tempLED RayField V2 1200 - 60 RayField V2 1200 - 90 RayField V2 1200 - 60/135

article number: 362263 362293 362233

GTIN / EAN: 4260669191228 4260669197237 4260491841674

initial luminous fl ux: 168,000 lm 168,000 lm 168,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 1,200 W 1,200 W 1,200 W

power consumption: 5.30 A 5.30 A 5.30 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

1200

1200

1200

tempLED RayField V2 1200 - 60 RayField V2 1200 - 90 RayField V2 1200 - 60/135

article number: 362264 362294 362234

GTIN / EAN: 4260669197190 4260669197244 4260669197282

initial luminous fl ux: 168,000 lm 168,000 lm 168,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 1,200 W 1,200 W 1,200 W

power consumption: 5.30 A 5.30 A 5.30 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

tempLED RayField V2 1200 - 60 RayField V2 1200 - 90 RayField V2 1200 - 60/135

article number: 362265 362294 362235

GTIN / EAN: 4260491845337 4260491845344 4260491841483

initial luminous fl ux: 168,000 lm 168,000 lm 168,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 1,200 W 1,200 W 1,200 W

power consumption: 5.30 A 5.30 A 5.30 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

tempLED RayField V2 1200 - 10 RayField V2 1200 - 25 RayField V2 1200 - 45

article number: 362215 362225 362245

GTIN / EAN: 4260491845306 4260491845313 4260491845320

initial luminous fl ux: 144,000 lm 168,000 lm 168,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 1,200 W 1,200 W 1,200 W

power consumption: 5.30 A 5.30 A 5.30 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm
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luminaires without dimming

tempLED RayField V2 1500 - 10 RayField V2 1500 - 25 RayField V2 1500 - 45

article number: 362513 362523 362543

GTIN / EAN: 4260669197329 4260669197374 4260669197428

initial luminous fl ux: 180,000 lm 210,000 lm 210,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 1,500 W 1,500 W 1,500 W

power consumption: 6.60 A 6.60 A 6.60 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

tempLED RayField V2 1500 - 10 RayField V2 1500 - 25 RayField V2 1500 - 45

article number: 362514 362524 362544

GTIN / EAN: 4260669197336 4260669197381 4260491845788

initial luminous fl ux: 180,000 lm 210,000 lm 210,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 1,500 W 1,500 W 1,500 W

power consumption: 6.60 A 6.60 A 6.60 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

tempLED RayField V2 1500 - 60 RayField V2 1500 - 90 RayField V2 1500 - 60/135

article number: 362563 362593 362533

GTIN / EAN: 4260669197466 4260669197510 4260491841681

initial luminous fl ux: 210,000 lm 210,000 lm 210,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 1,500 W 1,500 W 1,500 W

power consumption: 6.60 A 6.60 A 6.60 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

1500

1500

1500

tempLED RayField V2 1500 - 60 RayField V2 1500 - 90 RayField V2 1500 - 60/135

article number: 362564 362594 362534

GTIN / EAN: 4260669197473 4260491845702 4260669197558

initial luminous fl ux: 210,000 lm 210,000 lm 210,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 1,500 W 1,500 W 1,500 W

power consumption: 6.60 A 6.60 A 6.60 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

tempLED RayField V2 1500 - 60 RayField V2 1500 - 90 RayField V2 1500 - 60/135

article number: 362565 362595 362535

GTIN / EAN: 4260491845382 4260491845399 4260491841490

initial luminous fl ux: 210,000 lm 210,000 lm 210,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 1,500 W 1,500 W 1,500 W

power consumption: 6.60 A 6.60 A 6.60 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

tempLED RayField V2 1500 - 10 RayField V2 1500 - 25 RayField V2 1500 - 45

article number: 362515 362525 362545

GTIN / EAN: 4260491845351 4260491845368 4260491845375

initial luminous fl ux: 180,000 lm 210,000 lm 210,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 1,500 W 1,500 W 1,500 W

power consumption: 6.60 A 6.60 A 6.60 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm
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luminaires without dimming

tempLED RayField V2 1500 - 10 RayField V2 1500 - 25 RayField V2 1500 - 45

article number: 362513 362523 362543

GTIN / EAN: 4260669197329 4260669197374 4260669197428

initial luminous fl ux: 180,000 lm 210,000 lm 210,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 1,500 W 1,500 W 1,500 W

power consumption: 6.60 A 6.60 A 6.60 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

tempLED RayField V2 1500 - 10 RayField V2 1500 - 25 RayField V2 1500 - 45

article number: 362514 362524 362544

GTIN / EAN: 4260669197336 4260669197381 4260491845788

initial luminous fl ux: 180,000 lm 210,000 lm 210,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 1,500 W 1,500 W 1,500 W

power consumption: 6.60 A 6.60 A 6.60 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

tempLED RayField V2 1500 - 60 RayField V2 1500 - 90 RayField V2 1500 - 60/135

article number: 362563 362593 362533

GTIN / EAN: 4260669197466 4260669197510 4260491841681

initial luminous fl ux: 210,000 lm 210,000 lm 210,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 1,500 W 1,500 W 1,500 W

power consumption: 6.60 A 6.60 A 6.60 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

1500

1500

1500

tempLED RayField V2 1500 - 60 RayField V2 1500 - 90 RayField V2 1500 - 60/135

article number: 362564 362594 362534

GTIN / EAN: 4260669197473 4260491845702 4260669197558

initial luminous fl ux: 210,000 lm 210,000 lm 210,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 1,500 W 1,500 W 1,500 W

power consumption: 6.60 A 6.60 A 6.60 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

tempLED RayField V2 1500 - 60 RayField V2 1500 - 90 RayField V2 1500 - 60/135

article number: 362565 362595 362535

GTIN / EAN: 4260491845382 4260491845399 4260491841490

initial luminous fl ux: 210,000 lm 210,000 lm 210,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: none none none

system performance: 1,500 W 1,500 W 1,500 W

power consumption: 6.60 A 6.60 A 6.60 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

tempLED RayField V2 1500 - 10 RayField V2 1500 - 25 RayField V2 1500 - 45

article number: 362515 362525 362545

GTIN / EAN: 4260491845351 4260491845368 4260491845375

initial luminous fl ux: 180,000 lm 210,000 lm 210,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: none none none

system performance: 1,500 W 1,500 W 1,500 W

power consumption: 6.60 A 6.60 A 6.60 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm
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luminaires with DALI dimming

tempLED RayField V2 400 - 10 RayField V2 400 - 25 RayField V2 400 - 45

article number: 364413 364423 364443

GTIN / EAN: 4260669195950 4260669196001 4260669196056

initial luminous fl ux: 48,000 lm 56,000 lm 56,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 400 W 400 W 400 W

power consumption: 1.80 A 1.80 A 1.80 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

tempLED RayField V2 400 - 10 RayField V2 400 - 25 RayField V2 400 - 45

article number: 364414 364424 364444

GTIN / EAN: 4260669195967 4260669196018 4260669196063

initial luminous fl ux: 48,000 lm 56,000 lm 56,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 400 W 400 W 400 W

power consumption: 1.80 A 1.80 A 1.80 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

tempLED RayField V2 400 - 60 RayField V2 400 - 90 RayField V2 400 - 60/135

article number: 364463 364493 364433

GTIN / EAN: 4260669196100 4260669196148 4260491843098

initial luminous fl ux: 56,000 lm 56,000 lm 56,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 400 W 400 W 400 W

power consumption: 1.80 A 1.80 A 1.80 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

400

400

400

tempLED RayField V2 400 - 60 RayField V2 400 - 90 RayField V2 400 - 60/135

article number: 364464 364494 364434

GTIN / EAN: 4260669196117 4260669196155 4260669196186

initial luminous fl ux: 56,000 lm 56,000 lm 56,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 400 W 400 W 400 W

power consumption: 1.80 A 1.80 A 1.80 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

tempLED RayField V2 400 - 60 RayField V2 400 - 90 RayField V2 400 - 60/135

article number: 364465 364495 364435

GTIN / EAN: 4260669196124 4260669196162 4260669196193

initial luminous fl ux: 56,000 lm 56,000 lm 56,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 400 W 400 W 400 W

power consumption: 1.80 A 1.80 A 1.80 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

tempLED RayField V2 400 - 10 RayField V2 400 - 25 RayField V2 400 - 45

article number: 364415 364425 364445

GTIN / EAN: 4260669195974 4260669196025 4260669196070

initial luminous fl ux: 48,000 lm 56,000 lm 56,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 400 W 400 W 400 W

power consumption: 1.80 A 1.80 A 1.80 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

400

400

400

luminaires with DALI dimming
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luminaires with DALI dimming

tempLED RayField V2 400 - 10 RayField V2 400 - 25 RayField V2 400 - 45

article number: 364413 364423 364443

GTIN / EAN: 4260669195950 4260669196001 4260669196056

initial luminous fl ux: 48,000 lm 56,000 lm 56,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 400 W 400 W 400 W

power consumption: 1.80 A 1.80 A 1.80 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

tempLED RayField V2 400 - 10 RayField V2 400 - 25 RayField V2 400 - 45

article number: 364414 364424 364444

GTIN / EAN: 4260669195967 4260669196018 4260669196063

initial luminous fl ux: 48,000 lm 56,000 lm 56,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 400 W 400 W 400 W

power consumption: 1.80 A 1.80 A 1.80 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

tempLED RayField V2 400 - 60 RayField V2 400 - 90 RayField V2 400 - 60/135

article number: 364463 364493 364433

GTIN / EAN: 4260669196100 4260669196148 4260491843098

initial luminous fl ux: 56,000 lm 56,000 lm 56,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 400 W 400 W 400 W

power consumption: 1.80 A 1.80 A 1.80 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

400

400

400

tempLED RayField V2 400 - 60 RayField V2 400 - 90 RayField V2 400 - 60/135

article number: 364464 364494 364434

GTIN / EAN: 4260669196117 4260669196155 4260669196186

initial luminous fl ux: 56,000 lm 56,000 lm 56,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 400 W 400 W 400 W

power consumption: 1.80 A 1.80 A 1.80 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

tempLED RayField V2 400 - 60 RayField V2 400 - 90 RayField V2 400 - 60/135

article number: 364465 364495 364435

GTIN / EAN: 4260669196124 4260669196162 4260669196193

initial luminous fl ux: 56,000 lm 56,000 lm 56,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 400 W 400 W 400 W

power consumption: 1.80 A 1.80 A 1.80 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

tempLED RayField V2 400 - 10 RayField V2 400 - 25 RayField V2 400 - 45

article number: 364415 364425 364445

GTIN / EAN: 4260669195974 4260669196025 4260669196070

initial luminous fl ux: 48,000 lm 56,000 lm 56,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 400 W 400 W 400 W

power consumption: 1.80 A 1.80 A 1.80 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

400

400

400
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luminaires with DALI dimming

tempLED RayField V2 500 - 10 RayField V2 500 - 25 RayField V2 500 - 45

article number: 364513 364523 364543

GTIN / EAN: 4260669196223 4260669196278 4260669196315

initial luminous fl ux: 60,000 lm 70,000 lm 70,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 500 W 500 W 500 W

power consumption: 2.20 A 2.20 A 2.20 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

tempLED RayField V2 500 - 10 RayField V2 500 - 25 RayField V2 500 - 45

article number: 364514 364524 364544

GTIN / EAN: 4260669196230 4260669196285 4260669196322

initial luminous fl ux: 60,000 lm 70,000 lm 70,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 500 W 500 W 500 W

power consumption: 2.20 A 2.20 A 2.20 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

tempLED RayField V2 500 - 60 RayField V2 500 - 90 RayField V2 500 - 60/135

article number: 364563 364593 364533

GTIN / EAN: 4260669196360 4260669196414 4260669196452

initial luminous fl ux: 70,000 lm 70,000 lm 70,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 500 W 500 W 500 W

power consumption: 2.20 A 2.20 A 2.20 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

500

500

500

tempLED RayField V2 500 - 60 RayField V2 500 - 90 RayField V2 500 - 60/135

article number: 364564 364594 364534

GTIN / EAN: 4260669196377 4260669196421 4260669196469

initial luminous fl ux: 70,000 lm 70,000 lm 70,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 500 W 500 W 500 W

power consumption: 2.20 A 2.20 A 2.20 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

tempLED RayField V2 500 - 60 RayField V2 500 - 90 RayField V2 500 - 60/135

article number: 364565 364595 364535

GTIN / EAN: 4260669196384 4260669196438 4260669196476

initial luminous fl ux: 70,000 lm 70,000 lm 70,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 500 W 500 W 500 W

power consumption: 2.20 A 2.20 A 2.20 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

tempLED RayField V2 500 - 10 RayField V2 500 - 25 RayField V2 500 - 45

article number: 364515 364525 364545

GTIN / EAN: 4260669196247 4260669196292 4260669196339

initial luminous fl ux: 60,000 lm 70,000 lm 70,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 500 W 500 W 500 W

power consumption: 2.20 A 2.20 A 2.20 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

500

500

500
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luminaires with DALI dimming

tempLED RayField V2 500 - 10 RayField V2 500 - 25 RayField V2 500 - 45

article number: 364513 364523 364543

GTIN / EAN: 4260669196223 4260669196278 4260669196315

initial luminous fl ux: 60,000 lm 70,000 lm 70,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 500 W 500 W 500 W

power consumption: 2.20 A 2.20 A 2.20 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

tempLED RayField V2 500 - 10 RayField V2 500 - 25 RayField V2 500 - 45

article number: 364514 364524 364544

GTIN / EAN: 4260669196230 4260669196285 4260669196322

initial luminous fl ux: 60,000 lm 70,000 lm 70,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 500 W 500 W 500 W

power consumption: 2.20 A 2.20 A 2.20 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

tempLED RayField V2 500 - 60 RayField V2 500 - 90 RayField V2 500 - 60/135

article number: 364563 364593 364533

GTIN / EAN: 4260669196360 4260669196414 4260669196452

initial luminous fl ux: 70,000 lm 70,000 lm 70,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 500 W 500 W 500 W

power consumption: 2.20 A 2.20 A 2.20 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

500

500

500

tempLED RayField V2 500 - 60 RayField V2 500 - 90 RayField V2 500 - 60/135

article number: 364564 364594 364534

GTIN / EAN: 4260669196377 4260669196421 4260669196469

initial luminous fl ux: 70,000 lm 70,000 lm 70,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 500 W 500 W 500 W

power consumption: 2.20 A 2.20 A 2.20 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

tempLED RayField V2 500 - 60 RayField V2 500 - 90 RayField V2 500 - 60/135

article number: 364565 364595 364535

GTIN / EAN: 4260669196384 4260669196438 4260669196476

initial luminous fl ux: 70,000 lm 70,000 lm 70,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 500 W 500 W 500 W

power consumption: 2.20 A 2.20 A 2.20 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

tempLED RayField V2 500 - 10 RayField V2 500 - 25 RayField V2 500 - 45

article number: 364515 364525 364545

GTIN / EAN: 4260669196247 4260669196292 4260669196339

initial luminous fl ux: 60,000 lm 70,000 lm 70,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 500 W 500 W 500 W

power consumption: 2.20 A 2.20 A 2.20 A

maximum inrush current: 42 A 42 A 42 A

dimensions (L x W x H): 352 x 160 x 472 mm 352 x 160 x 472 mm 352 x 160 x 472 mm

500

500

500
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tempLED RayField V2 800 - 10 RayField V2 800 - 25 RayField V2 800 - 45

article number: 364813 364823 364843

GTIN / EAN: 4260669196506 4260669196551 4260669196605

initial luminous fl ux: 96,000 lm 112,000 lm 112,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 800 W 800 W 800 W

power consumption: 3.50 A 3.50 A 3.50 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

tempLED RayField V2 800 - 10 RayField V2 800 - 25 RayField V2 800 - 45

article number: 364814 364824 364844

GTIN / EAN: 4260669196513 4260669196568 4260669196612

initial luminous fl ux: 96,000 lm 112,000 lm 112,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 800 W 800 W 800 W

power consumption: 3.50 A 3.50 A 3.50 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

tempLED RayField V2 800 - 60 RayField V2 800 - 90 RayField V2 800 - 60/135

article number: 364863 364893 364833

GTIN / EAN: 4260669196650 4260669196698 4260669191471

initial luminous fl ux: 112,000 lm 112,000 lm 112,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 800 W 800 W 800 W

power consumption: 3.50 A 3.50 A 3.50 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

800

800

800

tempLED RayField V2 800 - 60 RayField V2 800 - 90 RayField V2 800 - 60/135

article number: 364864 364894 364834

GTIN / EAN: 4260669196667 4260669196704 4260669196735

initial luminous fl ux: 112,000 lm 112,000 lm 112,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 800 W 800 W 800 W

power consumption: 3.50 A 3.50 A 3.50 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

tempLED RayField V2 800 - 60 RayField V2 800 - 90 RayField V2 800 - 60/135

article number: 364865 364895 364835

GTIN / EAN: 4260669196674 4260669196711 4260669196742

initial luminous fl ux: 112,000 lm 112,000 lm 112,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 800 W 800 W 800 W

power consumption: 3.50 A 3.50 A 3.50 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

tempLED RayField V2 800 - 10 RayField V2 800 - 25 RayField V2 800 - 45

article number: 364815 364825 364845

GTIN / EAN: 4260669196520 4260669196575 4260669196629

initial luminous fl ux: 96,000 lm 112,000 lm 112,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 800 W 800 W 800 W

power consumption: 3.50 A 3.50 A 3.50 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

800

800

800
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luminaires with DALI dimming

tempLED RayField V2 800 - 10 RayField V2 800 - 25 RayField V2 800 - 45

article number: 364813 364823 364843

GTIN / EAN: 4260669196506 4260669196551 4260669196605

initial luminous fl ux: 96,000 lm 112,000 lm 112,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 800 W 800 W 800 W

power consumption: 3.50 A 3.50 A 3.50 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

tempLED RayField V2 800 - 10 RayField V2 800 - 25 RayField V2 800 - 45

article number: 364814 364824 364844

GTIN / EAN: 4260669196513 4260669196568 4260669196612

initial luminous fl ux: 96,000 lm 112,000 lm 112,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 800 W 800 W 800 W

power consumption: 3.50 A 3.50 A 3.50 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

tempLED RayField V2 800 - 60 RayField V2 800 - 90 RayField V2 800 - 60/135

article number: 364863 364893 364833

GTIN / EAN: 4260669196650 4260669196698 4260669191471

initial luminous fl ux: 112,000 lm 112,000 lm 112,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 800 W 800 W 800 W

power consumption: 3.50 A 3.50 A 3.50 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

800

800

800

tempLED RayField V2 800 - 60 RayField V2 800 - 90 RayField V2 800 - 60/135

article number: 364864 364894 364834

GTIN / EAN: 4260669196667 4260669196704 4260669196735

initial luminous fl ux: 112,000 lm 112,000 lm 112,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 800 W 800 W 800 W

power consumption: 3.50 A 3.50 A 3.50 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

tempLED RayField V2 800 - 60 RayField V2 800 - 90 RayField V2 800 - 60/135

article number: 364865 364895 364835

GTIN / EAN: 4260669196674 4260669196711 4260669196742

initial luminous fl ux: 112,000 lm 112,000 lm 112,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 800 W 800 W 800 W

power consumption: 3.50 A 3.50 A 3.50 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

tempLED RayField V2 800 - 10 RayField V2 800 - 25 RayField V2 800 - 45

article number: 364815 364825 364845

GTIN / EAN: 4260669196520 4260669196575 4260669196629

initial luminous fl ux: 96,000 lm 112,000 lm 112,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 800 W 800 W 800 W

power consumption: 3.50 A 3.50 A 3.50 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

800

800

800
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tempLED RayField V2 1000 - 10 RayField V2 1000 - 25 RayField V2 1000 - 45

article number: 365013 365023 365043

GTIN / EAN: 4260669196773 4260669196827 4260669196872

initial luminous fl ux: 120,000 lm 140,000 lm 140,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,000 W 1,000 W 1,000 W

power consumption: 4.40 A 4.40 A 4.40 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

tempLED RayField V2 1000 - 10 RayField V2 1000 - 25 RayField V2 1000 - 45

article number: 365014 365024 365044

GTIN / EAN: 4260669196780 4260669196834 4260669196889

initial luminous fl ux: 120,000 lm 140,000 lm 140,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,000 W 1,000 W 1,000 W

power consumption: 4.40 A 4.40 A 4.40 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

tempLED RayField V2 1000 - 60 RayField V2 1000 - 90 RayField V2 1000 - 60/135

article number: 365063 365093 365033

GTIN / EAN: 4260669196926 4260669196971 4260669197015

initial luminous fl ux: 140,000 lm 140,000 lm 140,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,000 W 1,000 W 1,000 W

power consumption: 4.40 A 4.40 A 4.40 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

1000

1000

1000

tempLED RayField V2 1000 - 60 RayField V2 1000 - 90 RayField V2 1000 - 60/135

article number: 365064 365094 365034

GTIN / EAN: 4260669196933 4260669196988 4260669197022

initial luminous fl ux: 140,000 lm 140,000 lm 140,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,000 W 1,000 W 1,000 W

power consumption: 4.40 A 4.40 A 4.40 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

tempLED RayField V2 1000 - 60 RayField V2 1000 - 90 RayField V2 1000 - 60/135

article number: 365065 365095 365035

GTIN / EAN: 4260669196940 4260669196995 4260669197039

initial luminous fl ux: 140,000 lm 140,000 lm 140,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,000 W 1,000 W 1,000 W

power consumption: 4.40 A 4.40 A 4.40 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

tempLED RayField V2 1000 - 10 RayField V2 1000 - 25 RayField V2 1000 - 45

article number: 364015 365025 365045

GTIN / EAN: 4260669196797 4260669196841 4260669196896

initial luminous fl ux: 120,000 lm 140,000 lm 140,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,000 W 1,000 W 1,000 W

power consumption: 4.40 A 4.40 A 4.40 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

1000

1000

1000

luminaires with DALI dimming
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tempLED RayField V2 1000 - 10 RayField V2 1000 - 25 RayField V2 1000 - 45

article number: 365013 365023 365043

GTIN / EAN: 4260669196773 4260669196827 4260669196872

initial luminous fl ux: 120,000 lm 140,000 lm 140,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,000 W 1,000 W 1,000 W

power consumption: 4.40 A 4.40 A 4.40 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

tempLED RayField V2 1000 - 10 RayField V2 1000 - 25 RayField V2 1000 - 45

article number: 365014 365024 365044

GTIN / EAN: 4260669196780 4260669196834 4260669196889

initial luminous fl ux: 120,000 lm 140,000 lm 140,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,000 W 1,000 W 1,000 W

power consumption: 4.40 A 4.40 A 4.40 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

tempLED RayField V2 1000 - 60 RayField V2 1000 - 90 RayField V2 1000 - 60/135

article number: 365063 365093 365033

GTIN / EAN: 4260669196926 4260669196971 4260669197015

initial luminous fl ux: 140,000 lm 140,000 lm 140,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,000 W 1,000 W 1,000 W

power consumption: 4.40 A 4.40 A 4.40 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

1000

1000

1000

tempLED RayField V2 1000 - 60 RayField V2 1000 - 90 RayField V2 1000 - 60/135

article number: 365064 365094 365034

GTIN / EAN: 4260669196933 4260669196988 4260669197022

initial luminous fl ux: 140,000 lm 140,000 lm 140,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,000 W 1,000 W 1,000 W

power consumption: 4.40 A 4.40 A 4.40 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

tempLED RayField V2 1000 - 60 RayField V2 1000 - 90 RayField V2 1000 - 60/135

article number: 365065 365095 365035

GTIN / EAN: 4260669196940 4260669196995 4260669197039

initial luminous fl ux: 140,000 lm 140,000 lm 140,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,000 W 1,000 W 1,000 W

power consumption: 4.40 A 4.40 A 4.40 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

tempLED RayField V2 1000 - 10 RayField V2 1000 - 25 RayField V2 1000 - 45

article number: 364015 365025 365045

GTIN / EAN: 4260669196797 4260669196841 4260669196896

initial luminous fl ux: 120,000 lm 140,000 lm 140,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,000 W 1,000 W 1,000 W

power consumption: 4.40 A 4.40 A 4.40 A

maximum inrush current: 83 A 83 A 83 A

dimensions (L x W x H): 629 x 160 x 536 mm 629 x 160 x 536 mm 629 x 160 x 536 mm

1000

1000

1000

luminaires with DALI dimming
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tempLED RayField V2 1200 - 10 RayField V2 1200 - 25 RayField V2 1200 - 45

article number: 365213 365223 365243

GTIN / EAN: 4260669197060 4260669197114 4260669197169

initial luminous fl ux: 144,000 lm 168,000 lm 168,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,200 W 1,200 W 1,200 W

power consumption: 5.30 A 5.30 A 5.30 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

tempLED RayField V2 1200 - 10 RayField V2 1200 - 25 RayField V2 1200 - 45

article number: 365214 365224 365244

GTIN / EAN: 4260669197077 4260669197121 4260669197176

initial luminous fl ux: 144,000 lm 168,000 lm 168,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,200 W 1,200 W 1,200 W

power consumption: 5.30 A 5.30 A 5.30 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

tempLED RayField V2 1200 - 60 RayField V2 1200 - 90 RayField V2 1200 - 60/135

article number: 365263 365293 365233

GTIN / EAN: 4260669197206 4260669197251 4260669197299

initial luminous fl ux: 168,000 lm 168,000 lm 168,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,200 W 1,200 W 1,200 W

power consumption: 5.30 A 5.30 A 5.30 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

1200

1200

1200

tempLED RayField V2 1200 - 60 RayField V2 1200 - 90 RayField V2 1200 - 60/135

article number: 365234 365294 365234

GTIN / EAN: 4260669197213 4260669197268 4260669197305

initial luminous fl ux: 168,000 lm 168,000 lm 168,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,200 W 1,200 W 1,200 W

power consumption: 5.30 A 5.30 A 5.30 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

tempLED RayField V2 1200 - 60 RayField V2 1200 - 90 RayField V2 1200 - 60/135

article number: 365265 365295 365235

GTIN / EAN: 4260669197220 4260669197275 4260669197312

initial luminous fl ux: 168,000 lm 168,000 lm 168,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,200 W 1,200 W 1,200 W

power consumption: 5.30 A 5.30 A 5.30 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

tempLED RayField V2 1200 - 10 RayField V2 1200 - 25 RayField V2 1200 - 45

article number: 365215 365225 365245

GTIN / EAN: 4260669197084 4260669197138 4260669197183

initial luminous fl ux: 144,000 lm 168,000 lm 168,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,200 W 1,200 W 1,200 W

power consumption: 5.30 A 5.30 A 5.30 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

1200

1200

1200

luminaires with DALI dimming
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tempLED RayField V2 1200 - 10 RayField V2 1200 - 25 RayField V2 1200 - 45

article number: 365213 365223 365243

GTIN / EAN: 4260669197060 4260669197114 4260669197169

initial luminous fl ux: 144,000 lm 168,000 lm 168,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,200 W 1,200 W 1,200 W

power consumption: 5.30 A 5.30 A 5.30 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

tempLED RayField V2 1200 - 10 RayField V2 1200 - 25 RayField V2 1200 - 45

article number: 365214 365224 365244

GTIN / EAN: 4260669197077 4260669197121 4260669197176

initial luminous fl ux: 144,000 lm 168,000 lm 168,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,200 W 1,200 W 1,200 W

power consumption: 5.30 A 5.30 A 5.30 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

tempLED RayField V2 1200 - 60 RayField V2 1200 - 90 RayField V2 1200 - 60/135

article number: 365263 365293 365233

GTIN / EAN: 4260669197206 4260669197251 4260669197299

initial luminous fl ux: 168,000 lm 168,000 lm 168,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,200 W 1,200 W 1,200 W

power consumption: 5.30 A 5.30 A 5.30 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

1200

1200

1200

tempLED RayField V2 1200 - 60 RayField V2 1200 - 90 RayField V2 1200 - 60/135

article number: 365234 365294 365234

GTIN / EAN: 4260669197213 4260669197268 4260669197305

initial luminous fl ux: 168,000 lm 168,000 lm 168,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,200 W 1,200 W 1,200 W

power consumption: 5.30 A 5.30 A 5.30 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

tempLED RayField V2 1200 - 60 RayField V2 1200 - 90 RayField V2 1200 - 60/135

article number: 365265 365295 365235

GTIN / EAN: 4260669197220 4260669197275 4260669197312

initial luminous fl ux: 168,000 lm 168,000 lm 168,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,200 W 1,200 W 1,200 W

power consumption: 5.30 A 5.30 A 5.30 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

tempLED RayField V2 1200 - 10 RayField V2 1200 - 25 RayField V2 1200 - 45

article number: 365215 365225 365245

GTIN / EAN: 4260669197084 4260669197138 4260669197183

initial luminous fl ux: 144,000 lm 168,000 lm 168,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,200 W 1,200 W 1,200 W

power consumption: 5.30 A 5.30 A 5.30 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

1200

1200

1200

luminaires with DALI dimming
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tempLED RayField V2 1500 - 10 RayField V2 1500 - 25 RayField V2 1500 - 45

article number: 365513 365523 365543

GTIN / EAN: 4260669197343 4260669197398 4260669197435

initial luminous fl ux: 180,000 lm 210,000 lm 210,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,500 W 1,500 W 1,500 W

power consumption: 6.60 A 6.60 A 6.60 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

tempLED RayField V2 1500 - 10 RayField V2 1500 - 25 RayField V2 1500 - 45

article number: 365514 365524 365544

GTIN / EAN: 4260669197350 4260669197404 4260669197442

initial luminous fl ux: 180,000 lm 210,000 lm 210,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,500 W 1,500 W 1,500 W

power consumption: 6.60 A 6.60 A 6.60 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

tempLED RayField V2 1500 - 60 RayField V2 1500 - 90 RayField V2 1500 - 60/135

article number: 365563 365593 365533

GTIN / EAN: 4260669197480 4260669197527 4260669197565

initial luminous fl ux: 210,000 lm 210,000 lm 210,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,500 W 1,500 W 1,500 W

power consumption: 6.60 A 6.60 A 6.60 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

1500

1500

1500

tempLED RayField V2 1500 - 60 RayField V2 1500 - 90 RayField V2 1500 - 60/135

article number: 365564 365594 365534

GTIN / EAN: 4260669197497 4260669197534 4260669197572

initial luminous fl ux: 210,000 lm 210,000 lm 210,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,500 W 1,500 W 1,500 W

power consumption: 6.60 A 6.60 A 6.60 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

tempLED RayField V2 1500 - 60 RayField V2 1500 - 90 RayField V2 1500 - 60/135

article number: 365565 365595 365535

GTIN / EAN: 4260669197503 4260669197541 4260669197589

initial luminous fl ux: 210,000 lm 210,000 lm 210,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,500 W 1,500 W 1,500 W

power consumption: 6.60 A 6.60 A 6.60 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

tempLED RayField V2 1500 - 10 RayField V2 1500 - 25 RayField V2 1500 - 45

article number: 365515 365525 365545

GTIN / EAN: 4260669197367 4260669197411 4260669197459

initial luminous fl ux: 180,000 lm 210,000 lm 210,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,500 W 1,500 W 1,500 W

power consumption: 6.60 A 6.60 A 6.60 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

1500

1500

1500
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tempLED RayField V2 1500 - 10 RayField V2 1500 - 25 RayField V2 1500 - 45

article number: 365513 365523 365543

GTIN / EAN: 4260669197343 4260669197398 4260669197435

initial luminous fl ux: 180,000 lm 210,000 lm 210,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,500 W 1,500 W 1,500 W

power consumption: 6.60 A 6.60 A 6.60 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

tempLED RayField V2 1500 - 10 RayField V2 1500 - 25 RayField V2 1500 - 45

article number: 365514 365524 365544

GTIN / EAN: 4260669197350 4260669197404 4260669197442

initial luminous fl ux: 180,000 lm 210,000 lm 210,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,500 W 1,500 W 1,500 W

power consumption: 6.60 A 6.60 A 6.60 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

tempLED RayField V2 1500 - 60 RayField V2 1500 - 90 RayField V2 1500 - 60/135

article number: 365563 365593 365533

GTIN / EAN: 4260669197480 4260669197527 4260669197565

initial luminous fl ux: 210,000 lm 210,000 lm 210,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 3,000 K 3,000 K 3,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,500 W 1,500 W 1,500 W

power consumption: 6.60 A 6.60 A 6.60 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

1500

1500

1500

tempLED RayField V2 1500 - 60 RayField V2 1500 - 90 RayField V2 1500 - 60/135

article number: 365564 365594 365534

GTIN / EAN: 4260669197497 4260669197534 4260669197572

initial luminous fl ux: 210,000 lm 210,000 lm 210,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,500 W 1,500 W 1,500 W

power consumption: 6.60 A 6.60 A 6.60 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

tempLED RayField V2 1500 - 60 RayField V2 1500 - 90 RayField V2 1500 - 60/135

article number: 365565 365595 365535

GTIN / EAN: 4260669197503 4260669197541 4260669197589

initial luminous fl ux: 210,000 lm 210,000 lm 210,000 lm

initial system effi  ciency: 140 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical asymmetrical

beam angle: 60 degrees 90 degrees 60 x 135 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,500 W 1,500 W 1,500 W

power consumption: 6.60 A 6.60 A 6.60 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

tempLED RayField V2 1500 - 10 RayField V2 1500 - 25 RayField V2 1500 - 45

article number: 365515 365525 365545

GTIN / EAN: 4260669197367 4260669197411 4260669197459

initial luminous fl ux: 180,000 lm 210,000 lm 210,000 lm

initial system effi  ciency: 120 lm/w 140 lm/w 140 lm/w

initial, most similar color temperature: 5,000 K 5,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 10 degrees 25 degrees 45 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 1,500 W 1,500 W 1,500 W

power consumption: 6.60 A 6.60 A 6.60 A

maximum inrush current: 125 A 125 A 125 A

dimensions (L x W x H): 890 x 160 x 536 mm 890 x 160 x 536 mm 890 x 160 x 536 mm

1500

1500

1500

luminaires with DALI dimming
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tempLED Accessory catalogue RayField V2 art.-no. GTIN / EAN

truss bracket suitable for all tempLED RayField V2 400 - 500
mounting bracket for shadow-free mounting on trusses, masts and roof edges,
angling: 45 degrees, projection: approx. 265 mm, adjustment range: 0 to 360 degrees, 
material: stainless steel V2A, fi nish: natural

932464 4260669199040

truss bracket suitable for all tempLED RayField V2 800 - 1000
mounting bracket for shadow-free mounting on trusses, masts and roof edges,
angling: 45 degrees, projection: approx. 265 mm, adjustment range: 0 to 360 degrees, 
material: stainless steel V2A, fi nish: natural

932465 4260669199057

truss bracket suitable for all tempLED RayField V2 1200 - 1500
mounting bracket for shadow-free mounting on trusses, masts and roof edges,
angling: 45 degrees, projection: approx. 265 mm, adjustment range: 0 to 360 degrees, 
material: stainless steel V2A, fi nish: natural

932466 4260669199064

supply cable extension suitable for all tempLED RayField V2 without dimming
ready-to-use 3-pin supply cable extension up to 10 meters

333903 42604919843760

supply cable extension suitable for all tempLED RayField V2 with DALI dimming
ready-to-use 5-pin supply cable extension up to 10 meters

933499 4260491849687

Casambi control unit suitable only for tempLED RayField V2 400 - 1000 with DALI dimming
for integrating and controlling the luminaire via the Casambi network,
mounted on the luminaire ready for use

934199 4260669198289

Casambi control unit suitable only for tempLED RayField V2 1200 - 1500 with DALI dimming
for integrating and controlling the luminaire via the Casambi network,
mounted on the luminaire ready for use

934201 4260669198418
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tempLED Accessory catalogue RayField V2 art.-no. GTIN / EAN

truss bracket suitable for all tempLED RayField V2 400 - 500
mounting bracket for shadow-free mounting on trusses, masts and roof edges,
angling: 45 degrees, projection: approx. 265 mm, adjustment range: 0 to 360 degrees, 
material: stainless steel V2A, fi nish: natural

932464 4260669199040

truss bracket suitable for all tempLED RayField V2 800 - 1000
mounting bracket for shadow-free mounting on trusses, masts and roof edges,
angling: 45 degrees, projection: approx. 265 mm, adjustment range: 0 to 360 degrees, 
material: stainless steel V2A, fi nish: natural

932465 4260669199057

truss bracket suitable for all tempLED RayField V2 1200 - 1500
mounting bracket for shadow-free mounting on trusses, masts and roof edges,
angling: 45 degrees, projection: approx. 265 mm, adjustment range: 0 to 360 degrees, 
material: stainless steel V2A, fi nish: natural

932466 4260669199064

supply cable extension suitable for all tempLED RayField V2 without dimming
ready-to-use 3-pin supply cable extension up to 10 meters

333903 42604919843760

supply cable extension suitable for all tempLED RayField V2 with DALI dimming
ready-to-use 5-pin supply cable extension up to 10 meters

933499 4260491849687

Casambi control unit suitable only for tempLED RayField V2 400 - 1000 with DALI dimming
for integrating and controlling the luminaire via the Casambi network,
mounted on the luminaire ready for use

934199 4260669198289

Casambi control unit suitable only for tempLED RayField V2 1200 - 1500 with DALI dimming
for integrating and controlling the luminaire via the Casambi network,
mounted on the luminaire ready for use

934201 4260669198418
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Light distribution curve tempLED RayTrack Pro V2

0°15° 15° 30°30°

45°

60°

75°

90°

105°

45°

60°

75°

90°

105°

40 | 75 | 115 | 145 | 180 | 200 | 230 | 300 | 420

energy-effi  cient constant current power 
supply with integrated DALI-2 dimming and 

optional constant lumen output (CLO)

modular overall structure 
with exchangeable and repla-

ceable main components

tool-free quick access 
to the power supply

solid, powder-coated luminaire housing 
with integrated high-performance heat 

sink made of die-cast aluminum

pressure compensation mem-
brane to prevent condensation

durable and bright 
LED light fi eld

impact-resistant and four-way adjustable
high-performance optical system with

full-cut-off technology to reduce light pollution

initial system effi  ciency
up to 160 lm / w

Power Factor
Correction

optional 2

IP 66
up to

190 lm/w

Ra > 70 
3,000 K
4,000 K
5,000 K

light pollution
prevention IK08

UV

fl exible mounting
system for pole top 
and facade mounting

increased overvoltage
protection up to 20 kV

Zhaga-18 slot for optional 
control and safety technology:

20 KV

warm white color temperatu-
refor increased protection of

nocturnal animals

Now included in the delivery as standard:
Combined pole-top mounting system with removable 

reduction ring for pole spigot sizes 76 mm and 60 mm.

80x150 degrees asymmetrical
full-cut-off technology

four-way adjustable high-performance optical system (position 0 (standard) | 90 | 180 | 270)
the right illumination of the requested area for each mounting position

91 mm360 mm

208 mm

575 mm

91 mm

783 mm

75 mm

91 mm350 mm

514 mm

208 mm

91 mm65 mm

722 mm

628 mm

56 mm 91 mm

plait measure: 60 and 76 mm

270 mm

208 mm

91 mm

420 mm

X300 | 420X

DimensionstempLED RayTrack Pro V2

X180 | 200 | 230X

X40 | 75 | 115 | 145X

plait measure: 60 and 76 mm

plait measure: 60 and 76 mm

Mounting options tempLED RayTrack Pro V2

pole top mounting1

40 | 75 | 115 | 145 | 180 | 200 | 230 | 300 | 420
bracket mounting3facade mounting2

1 Adjustment range for pole top mounting with included pole top: -90 to +90 degrees.
2 Adjustment range for façade mounting with optional wall holder 932141: -90 to +90 degrees.
3 Adjustment range for surface mounting with optional mounting bracket 932142 / 932145 / 932146: -90 to +90 degrees.
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Light distribution curve tempLED RayTrack Pro V2

0°15° 15° 30°30°

45°
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40 | 75 | 115 | 145 | 180 | 200 | 230 | 300 | 420

energy-effi  cient constant current power 
supply with integrated DALI-2 dimming and 

optional constant lumen output (CLO)

modular overall structure 
with exchangeable and repla-

ceable main components

tool-free quick access 
to the power supply

solid, powder-coated luminaire housing 
with integrated high-performance heat 

sink made of die-cast aluminum

pressure compensation mem-
brane to prevent condensation

durable and bright 
LED light fi eld

impact-resistant and four-way adjustable
high-performance optical system with

full-cut-off technology to reduce light pollution

initial system effi  ciency
up to 160 lm / w

Power Factor
Correction

optional 2

IP 66
up to

190 lm/w

Ra > 70 
3,000 K
4,000 K
5,000 K

light pollution
prevention IK08

UV

fl exible mounting
system for pole top 
and facade mounting

increased overvoltage
protection up to 20 kV

Zhaga-18 slot for optional 
control and safety technology:

20 KV

warm white color temperatu-
refor increased protection of

nocturnal animals

Now included in the delivery as standard:
Combined pole-top mounting system with removable 

reduction ring for pole spigot sizes 76 mm and 60 mm.

80x150 degrees asymmetrical
full-cut-off technology

four-way adjustable high-performance optical system (position 0 (standard) | 90 | 180 | 270)
the right illumination of the requested area for each mounting position

91 mm360 mm

208 mm

575 mm

91 mm

783 mm

75 mm

91 mm350 mm

514 mm

208 mm

91 mm65 mm

722 mm

628 mm

56 mm 91 mm

plait measure: 60 and 76 mm

270 mm

208 mm

91 mm

420 mm

X300 | 420X

DimensionstempLED RayTrack Pro V2

X180 | 200 | 230X

X40 | 75 | 115 | 145X

plait measure: 60 and 76 mm

plait measure: 60 and 76 mm

Mounting options tempLED RayTrack Pro V2

pole top mounting1

40 | 75 | 115 | 145 | 180 | 200 | 230 | 300 | 420
bracket mounting3facade mounting2

1 Adjustment range for pole top mounting with included pole top: -90 to +90 degrees.
2 Adjustment range for façade mounting with optional wall holder 932141: -90 to +90 degrees.
3 Adjustment range for surface mounting with optional mounting bracket 932142 / 932145 / 932146: -90 to +90 degrees.
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Lighting properties:

initial luminous fl ux: 6,800 to 73,500 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 190 lumens / watt

initial, most similar color temperature: 3.000 kelvins | 4.000 kelvins | 5.000 kelvins1

initial color rendering index (CRI): Ra > 70

initial color consistency: < 5 SDCM

available asymmetrical beam angles: 80 x 150 degrees

individually adjustable high-performance optical system:: yes, four ways

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): 1 percent

stray light reduction: yes, with full-cut-off technology

increased protection of nocturnal animals: yes, with color temperature 3,000 kelvins

Electrotechnical properties:

power supply AC: 100 to 240 volts2

supply frequency: 50 / 60 hertz

power supply DC: 127 to 250 volts3

system performance: 40 to 420 watts

system performance tolerance: ± 10 percent

Zhaga-18 slot: yes, on the bottom of the luminaire, e.g. for Casambi control unit

power factor: > 0.95

overvoltage protection: yes, up to 20 kilovolts

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 20 percent

temperature classifi cation (ATEX): T5

Tc - temperature: +89 degrees Celsius

Energietechnische Eigenschaften:

Valid for all tempLED RayTrack Pro V2 up to 169 lm/w: This product contains a light source of energy effi  ciency class C.

Valid for all tempLED RayTrack Pro V2 from 170 lm/W: This product contains a light source of energy effi  ciency class B.

Mounting options:

standard mounting options: pole top with adjustment range -90 to +90 degrees

optional mounting options: wall holder with adjustment range -90 to +90 degrees
mounting bracket with adjustment range -90 to +90 degrees

1 weitere Farbtemperaturen auf Anfrage erhältlich.
2 Spannungsversorgung 249 bis 528 VAC - 50/60 Hz auf Anfrage erhältlich. 3 Spannungsversorgung 255 bis 500 VDC auf Anfrage erhältlich.

Änderungen und Irrtümer vorbehalten. Abbildungen ähnlich.

General technical data
according to IEC, identical for all types of luminaires

5
years

guarantee

10
years

spare part 
guarantee

in preparation

RoHS

Control and safety properties:

dimming: DALI-2

minimum dimming level: 10 percent

constant lumen output (CLO): optional

control via the Casambi network: optional

daylight control system: optional via the Casambi network

occupancy control: optional via motion sensor

Housing properties:

ambient temperature: –40 to +50 degrees Celsius

ingress protection: IP 66

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

pressure compensation membrane: yes

housing and heat sink material(s): die-cast aluminum

material and fi nish of the standard pole top: die-cast aluminum, powder-coated in white aluminium according to RAL 90061

material of optical system: impact- and UV-resistant polycarbonate

luminaire housing color: white aluminium according to RAL 90061

surface fi nish: powder coating1

supply cable type: H05RN-F 3G12

supply cable length: 30 centimeters2

supply cable inlet: cable gland

supply cable connection type: open cable end

number of poles: 3 grid2

Additional information:

certifi cates: ENEC in preparation

conformities: CE and RoHS

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years3

spare part guarantee: 10 years

delievery includes: luminaire, pole top (spigot size: 76 mm), reduction ring (spigot size: 60 mm)

1 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
2 alternatively: direct cabling in the luminaire housing - direct cabling in the luminaire housing is a prerequisite for using the integrated DALI dimming.
2 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayTrack Pro V2 40 | 75 | 115 | 145 RayTrack Pro V2 180 | 200 | 230 RayTrack Pro V2 300 | 420

number of luminaires per package: 1 1 1

number of luminaires per pallet: 39 39 28

net weight of the luminaire: 5,000 g 7,000 g 10,500 g

gross weight per package: 6,600 g 8,700 g 13,000 g

package dimensions L x W x H: 680 x 360 x 155 mm 760 x 410 x 150 mm 810 x 430 x 150 mm



page 153

Lighting properties:

initial luminous fl ux: 6,800 to 73,500 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 190 lumens / watt

initial, most similar color temperature: 3.000 kelvins | 4.000 kelvins | 5.000 kelvins1

initial color rendering index (CRI): Ra > 70

initial color consistency: < 5 SDCM

available asymmetrical beam angles: 80 x 150 degrees

individually adjustable high-performance optical system:: yes, four ways

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): 1 percent

stray light reduction: yes, with full-cut-off technology

increased protection of nocturnal animals: yes, with color temperature 3,000 kelvins

Electrotechnical properties:

power supply AC: 100 to 240 volts2

supply frequency: 50 / 60 hertz

power supply DC: 127 to 250 volts3

system performance: 40 to 420 watts

system performance tolerance: ± 10 percent

Zhaga-18 slot: yes, on the bottom of the luminaire, e.g. for Casambi control unit

power factor: > 0.95

overvoltage protection: yes, up to 20 kilovolts

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 20 percent

temperature classifi cation (ATEX): T5

Tc - temperature: +89 degrees Celsius

Energietechnische Eigenschaften:

Valid for all tempLED RayTrack Pro V2 up to 169 lm/w: This product contains a light source of energy effi  ciency class C.

Valid for all tempLED RayTrack Pro V2 from 170 lm/W: This product contains a light source of energy effi  ciency class B.

Mounting options:

standard mounting options: pole top with adjustment range -90 to +90 degrees

optional mounting options: wall holder with adjustment range -90 to +90 degrees
mounting bracket with adjustment range -90 to +90 degrees

1 weitere Farbtemperaturen auf Anfrage erhältlich.
2 Spannungsversorgung 249 bis 528 VAC - 50/60 Hz auf Anfrage erhältlich. 3 Spannungsversorgung 255 bis 500 VDC auf Anfrage erhältlich.

Änderungen und Irrtümer vorbehalten. Abbildungen ähnlich.

General technical data
according to IEC, identical for all types of luminaires

5
years

guarantee

10
years

spare part 
guarantee

in preparation

RoHS

Control and safety properties:

dimming: DALI-2

minimum dimming level: 10 percent

constant lumen output (CLO): optional

control via the Casambi network: optional

daylight control system: optional via the Casambi network

occupancy control: optional via motion sensor

Housing properties:

ambient temperature: –40 to +50 degrees Celsius

ingress protection: IP 66

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

pressure compensation membrane: yes

housing and heat sink material(s): die-cast aluminum

material and fi nish of the standard pole top: die-cast aluminum, powder-coated in white aluminium according to RAL 90061

material of optical system: impact- and UV-resistant polycarbonate

luminaire housing color: white aluminium according to RAL 90061

surface fi nish: powder coating1

supply cable type: H05RN-F 3G12

supply cable length: 30 centimeters2

supply cable inlet: cable gland

supply cable connection type: open cable end

number of poles: 3 grid2

Additional information:

certifi cates: ENEC in preparation

conformities: CE and RoHS

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years3

spare part guarantee: 10 years

delievery includes: luminaire, pole top (spigot size: 76 mm), reduction ring (spigot size: 60 mm)

1 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
2 alternatively: direct cabling in the luminaire housing - direct cabling in the luminaire housing is a prerequisite for using the integrated DALI dimming.
2 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayTrack Pro V2 40 | 75 | 115 | 145 RayTrack Pro V2 180 | 200 | 230 RayTrack Pro V2 300 | 420

number of luminaires per package: 1 1 1

number of luminaires per pallet: 39 39 28

net weight of the luminaire: 5,000 g 7,000 g 10,500 g

gross weight per package: 6,600 g 8,700 g 13,000 g

package dimensions L x W x H: 680 x 360 x 155 mm 760 x 410 x 150 mm 810 x 430 x 150 mm
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tempLED RayTrack Pro V2 40 RayTrack Pro V2 40 RayTrack Pro V2 40

article number: 401153 401154 401155

GTIN / EAN: 4260745236935 4260745236942 4260745236959

initial luminous fl ux: 6,800 lm 7,600 lm 7,600 lm

initial system effi  ciency: 170 lm/W 190 lm/W 190 lm/W

initial, most similar color temperature: 3,000 K 4,000 K 5,000 K

light distribution: asymmetrical asymmetrical asymmetrical

beam angle: 80 x 150 degrees 80 x 150 degrees 80 x 150 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 40 W 40 W 40 W

power consumption: 0.18 A 0.18 A 0.18 A

maximum inrush current: 75 A 75 A 75 A

dimensions (L x W x H): 628 x 270 x 56 mm 628 x 270 x 56 mm 628 x 270 x 56 mm

tempLED RayTrack Pro V2 115 RayTrack Pro V2 115 RayTrack Pro V2 115

article number: 401353 401354 401355

GTIN / EAN: 4260745236997 4260745237000 4260745237017

initial luminous fl ux: 18,975 lm 21,275 lm 21,275 lm

initial system effi  ciency: 165 lm/W 185 lm/W 185 lm/W

initial, most similar color temperature: 3,000 K 4,000 K 5,000 K

light distribution: asymmetrical asymmetrical asymmetrical

beam angle: 80 x 150 degrees 80 x 150 degrees 80 x 150 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 115 W 115 W 115 W

power consumption: 0.50 A 0.50 A 0.50 A

maximum inrush current: 120 A 120 A 120 A

dimensions (L x W x H): 628 x 270 x 56 mm 628 x 270 x 56 mm 628 x 270 x 56 mm

tempLED RayTrack Pro V2 75 RayTrack Pro V2 75 RayTrack Pro V2 75

article number: 401253 401254 401255

GTIN / EAN: 4260745236966 4260745236973 4260745236980

initial luminous fl ux: 12,375 lm 13,875 lm 13,875 lm

initial system effi  ciency: 165 lm/W 185 lm/W 185 lm/W

initial, most similar color temperature: 3,000 K 4,000 K 5,000 K

light distribution: asymmetrical asymmetrical asymmetrical

beam angle: 80 x 150 degrees 80 x 150 degrees 80 x 150 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 75 W 75 W 75 W

power consumption: 0.33 A 0.33 A 0.33 A

maximum inrush current: 75 A 75 A 75 A

dimensions (L x W x H): 628 x 270 x 56 mm 628 x 270 x 56 mm 628 x 270 x 56 mm
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tempLED RayTrack Pro V2 145 RayTrack Pro V2 145 RayTrack Pro V2 145

article number: 401453 401454 401455

GTIN / EAN: 4260745237024 4260745237031 4260745237048

initial luminous fl ux: 23,200 lm 26,100 lm 26,100 lm

initial system effi  ciency: 160 lm/W 180 lm/W 180 lm/W

initial, most similar color temperature: 3,000 K 4,000 K 5,000 K

light distribution: asymmetrical asymmetrical asymmetrical

beam angle: 80 x 150 degrees 80 x 150 degrees 80 x 150 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 145 W 145 W 145 W

power consumption: 0.64 A 0.64 A 0.64 A

maximum inrush current: 120 A 120 A 120 A

dimensions (L x W x H): 628 x 270 x 56 mm 628 x 270 x 56 mm 628 x 270 x 56 mm

tempLED RayTrack Pro V2 200 RayTrack Pro V2 200 RayTrack Pro V2 200

article number: 401653 401654 401655

GTIN / EAN: 4260745237086 4260745237093 4260745237109

initial luminous fl ux: 33,000 lm 37,000 lm 37,000 lm

initial system effi  ciency: 165 lm/W 185 lm/W 185 lm/W

initial, most similar color temperature: 3,000 K 4,000 K 5,000 K

light distribution: asymmetrical asymmetrical asymmetrical

beam angle: 80 x 150 degrees 80 x 150 degrees 80 x 150 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 200 W 200 W 200 W

power consumption: 0.87 A 0.87 A 0.87 A

maximum inrush current: 58 A 58 A 58 A

dimensions (L x W x H): 722 x 350 x 56 mm 722 x 350 x 56 mm 722 x 350 x 56 mm

tempLED RayTrack Pro V2 180 RayTrack Pro V2 180 RayTrack Pro V2 180

article number: 401553 401554 401555

GTIN / EAN: 4260745237055 4260745237062 4260745237079

initial luminous fl ux: 29,700 lm 33,300 lm 33,300 lm

initial system effi  ciency: 165 lm/W 185 lm/W 185 lm/W

initial, most similar color temperature: 3,000 K 4,000 K 5,000 K

light distribution: asymmetrical asymmetrical asymmetrical

beam angle: 80 x 150 degrees 80 x 150 degrees 80 x 150 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 180 W 180 W 180 W

power consumption: 0.79 A 0.79 A 0.79 A

maximum inrush current: 89 A 89 A 89 A

dimensions (L x W x H): 722 x 350 x 56 mm 722 x 350 x 56 mm 722 x 350 x 56 mm
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tempLED RayTrack Pro V2 40 RayTrack Pro V2 40 RayTrack Pro V2 40

article number: 401153 401154 401155

GTIN / EAN: 4260745236935 4260745236942 4260745236959

initial luminous fl ux: 6,800 lm 7,600 lm 7,600 lm

initial system effi  ciency: 170 lm/W 190 lm/W 190 lm/W

initial, most similar color temperature: 3,000 K 4,000 K 5,000 K

light distribution: asymmetrical asymmetrical asymmetrical

beam angle: 80 x 150 degrees 80 x 150 degrees 80 x 150 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 40 W 40 W 40 W

power consumption: 0.18 A 0.18 A 0.18 A

maximum inrush current: 75 A 75 A 75 A

dimensions (L x W x H): 628 x 270 x 56 mm 628 x 270 x 56 mm 628 x 270 x 56 mm

tempLED RayTrack Pro V2 115 RayTrack Pro V2 115 RayTrack Pro V2 115

article number: 401353 401354 401355

GTIN / EAN: 4260745236997 4260745237000 4260745237017

initial luminous fl ux: 18,975 lm 21,275 lm 21,275 lm

initial system effi  ciency: 165 lm/W 185 lm/W 185 lm/W

initial, most similar color temperature: 3,000 K 4,000 K 5,000 K

light distribution: asymmetrical asymmetrical asymmetrical

beam angle: 80 x 150 degrees 80 x 150 degrees 80 x 150 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 115 W 115 W 115 W

power consumption: 0.50 A 0.50 A 0.50 A

maximum inrush current: 120 A 120 A 120 A

dimensions (L x W x H): 628 x 270 x 56 mm 628 x 270 x 56 mm 628 x 270 x 56 mm

tempLED RayTrack Pro V2 75 RayTrack Pro V2 75 RayTrack Pro V2 75

article number: 401253 401254 401255

GTIN / EAN: 4260745236966 4260745236973 4260745236980

initial luminous fl ux: 12,375 lm 13,875 lm 13,875 lm

initial system effi  ciency: 165 lm/W 185 lm/W 185 lm/W

initial, most similar color temperature: 3,000 K 4,000 K 5,000 K

light distribution: asymmetrical asymmetrical asymmetrical

beam angle: 80 x 150 degrees 80 x 150 degrees 80 x 150 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 75 W 75 W 75 W

power consumption: 0.33 A 0.33 A 0.33 A

maximum inrush current: 75 A 75 A 75 A

dimensions (L x W x H): 628 x 270 x 56 mm 628 x 270 x 56 mm 628 x 270 x 56 mm
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tempLED RayTrack Pro V2 145 RayTrack Pro V2 145 RayTrack Pro V2 145

article number: 401453 401454 401455

GTIN / EAN: 4260745237024 4260745237031 4260745237048

initial luminous fl ux: 23,200 lm 26,100 lm 26,100 lm

initial system effi  ciency: 160 lm/W 180 lm/W 180 lm/W

initial, most similar color temperature: 3,000 K 4,000 K 5,000 K

light distribution: asymmetrical asymmetrical asymmetrical

beam angle: 80 x 150 degrees 80 x 150 degrees 80 x 150 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 145 W 145 W 145 W

power consumption: 0.64 A 0.64 A 0.64 A

maximum inrush current: 120 A 120 A 120 A

dimensions (L x W x H): 628 x 270 x 56 mm 628 x 270 x 56 mm 628 x 270 x 56 mm

tempLED RayTrack Pro V2 200 RayTrack Pro V2 200 RayTrack Pro V2 200

article number: 401653 401654 401655

GTIN / EAN: 4260745237086 4260745237093 4260745237109

initial luminous fl ux: 33,000 lm 37,000 lm 37,000 lm

initial system effi  ciency: 165 lm/W 185 lm/W 185 lm/W

initial, most similar color temperature: 3,000 K 4,000 K 5,000 K

light distribution: asymmetrical asymmetrical asymmetrical

beam angle: 80 x 150 degrees 80 x 150 degrees 80 x 150 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 200 W 200 W 200 W

power consumption: 0.87 A 0.87 A 0.87 A

maximum inrush current: 58 A 58 A 58 A

dimensions (L x W x H): 722 x 350 x 56 mm 722 x 350 x 56 mm 722 x 350 x 56 mm

tempLED RayTrack Pro V2 180 RayTrack Pro V2 180 RayTrack Pro V2 180

article number: 401553 401554 401555

GTIN / EAN: 4260745237055 4260745237062 4260745237079

initial luminous fl ux: 29,700 lm 33,300 lm 33,300 lm

initial system effi  ciency: 165 lm/W 185 lm/W 185 lm/W

initial, most similar color temperature: 3,000 K 4,000 K 5,000 K

light distribution: asymmetrical asymmetrical asymmetrical

beam angle: 80 x 150 degrees 80 x 150 degrees 80 x 150 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 180 W 180 W 180 W

power consumption: 0.79 A 0.79 A 0.79 A

maximum inrush current: 89 A 89 A 89 A

dimensions (L x W x H): 722 x 350 x 56 mm 722 x 350 x 56 mm 722 x 350 x 56 mm
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tempLED RayTrack Pro V2 230 RayTrack Pro V2 230 RayTrack Pro V2 230

article number: 401753 401754 401755

GTIN / EAN: 4260745237116 4260745237123 4260745237130

initial luminous fl ux: 36,800 lm 41,400 lm 41,400 lm

initial system effi  ciency: 160 lm/W 180 lm/W 180 lm/W

initial, most similar color temperature: 3,000 K 4,000 K 5,000 K

light distribution: asymmetrical asymmetrical asymmetrical

beam angle: 80 x 150 degrees 80 x 150 degrees 80 x 150 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 230 W 230 W 230 W

power consumption: 1.00 A 1.00 A 1.00 A

maximum inrush current: 58 A 58 A 58 A

dimensions (L x W x H): 722 x 350 x 56 mm 722 x 350 x 56 mm 722 x 350 x 56 mm

tempLED RayTrack Pro V2 420 RayTrack Pro V2 420 RayTrack Pro V2 420

article number: 401953 401954 401955

GTIN / EAN: 4260745237178 4260745237185 4260745237192

initial luminous fl ux: 65,100 lm 73,500 lm 73,500 lm

initial system effi  ciency: 155 lm/W 175 lm/W 175 lm/W

initial, most similar color temperature: 3,000 K 4,000 K 5,000 K

light distribution: asymmetrical asymmetrical asymmetrical

beam angle: 80 x 150 degrees 80 x 150 degrees 80 x 150 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 420 W 420 W 420 W

power consumption: 1.83 A 1.83 A 1.83 A

maximum inrush current: 2x 58 A 2x 58 A 2x 58 A

dimensions (L x W x H): 783 x 360 x 75 mm 783 x 360 x 75 mm 783 x 360 x 75 mm

tempLED RayTrack Pro V2 300 RayTrack Pro V2 300 RayTrack Pro V2 300

article number: 401853 401854 401855

GTIN / EAN: 4260745237147 4260745237154 4260745237161

initial luminous fl ux: 51,000 lm 57,000 lm 57,000 lm

initial system effi  ciency: 170 lm/W 190 lm/W 190 lm/W

initial, most similar color temperature: 3,000 K 4,000 K 5,000 K

light distribution: asymmetrical asymmetrical asymmetrical

beam angle: 80 x 150 degrees 80 x 150 degrees 80 x 150 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 300 W 300 W 300 W

power consumption: 1.31 A 1.31 A 1.31 A

maximum inrush current: 13 A 13 A 13 A

dimensions (L x W x H): 783 x 360 x 75 mm 783 x 360 x 75 mm 783 x 360 x 75 mm

230

300

420

tempLED Accessory catalogue RayTrack Pro V2 art.-no. GTIN / EAN

pole top system
for pole-top mounting of the tempLED RayTrack Pro V2 on poles with a spigot size of 76 mm and 
also on poles with a spigot size of 60 mm due to the removable reduction ring, adjustment range: 
-90 to +90 degrees, material: die-cast aluminium, fi nish: powder coating in white aluminium accor-
ding to RAL 9006, included in delivery of all tempLED RayTrack Pro V2

401900 4260745237222

wall holder
for mounting the tempLED RayTrack Pro on walls and façades, two-part with integrated
cabling compartment, adjustment range: -90 to +90 degrees, material: die-cast aluminium, 
fi nish: powder coating in white aluminium according to RAL 9006

932141 4260491842411

angle bracket for wall and corner mounting
for mounting the tempLED RayTrack Pro on facades and building corners, made of cylindrical 
tube Ø 60 mm; inclination 15 degrees; projection 500 mm, material: stainless steel, fi nish: natural

932150 4260491842008

mounting bracket »K« suitable only for tempLED RayTrack Pro 40 / 75 / 115 / 145
for fl exible mounting of the tempLED RayTrack Pro on facades, ceilings and walls, 
adjustment range: -90 to +90 degrees, material: steel, fi nish: powder coating in 
white aluminium according to RAL 9006

932142 4260491842428

mounting bracket »G« suitable only for tempLED RayTrack Pro 180 / 200 / 230
for fl exible mounting of the tempLED RayTrack Pro on facades, ceilings and walls, 
adjustment range: -90 to +90 degrees, material: steel, fi nish: powder coating in 
white aluminium according to RAL 9006

932145 4260491842459

mounting bracket »GG« suitable only for tempLED RayTrack Pro 300 / 420
for fl exible mounting of the tempLED RayTrack Pro on facades, ceilings and walls, 
adjustment range: -90 to +90 degrees, material: steel, fi nish: powder coating in 
white aluminium according to RAL 9006

932146 4260491842466

angle bracket one-sided for mast plait Ø 76 mm
made of cylindrical tube Ø 60 mm; inclination 15 degrees; projection 500 mm, 
material: steel, fi nish: galvanised

932351 4260491842121

angle bracket two-sided 180 degrees for mast plait Ø 76 mm
made of cylindrical tube Ø 60 mm; inclination 15 degrees; projection 500 mm, 
material: steel, fi nish: galvanised

932352 4260491842138

angle bracket three-sided 120 degrees for mast plait Ø 76 mm
made of cylindrical tube Ø 60 mm; inclination 15 degrees; projection 500 mm, 
material: steel, fi nish: galvanised

932353 4260491842145

angle bracket four-sided 90 degrees for mast plait Ø 76 mm
made of cylindrical tube Ø 60 mm; inclination 15 degrees; projection 500 mm, 
material: steel, fi nish: galvanised

934038 4260491844699

supply cable extension
ready-to-use 3-pin supply cable extension up to 10 meters

333903 4260491843760

Casambi control unit for the Zhaga-18 slot of the tempLED RayTrack Pro
for integrating and controlling the luminaire via the Casambi network,

934221 4260491841568

motion sensor for the Zhaga-18 slot of the tempLED RayTrack Pro
with passive infrared technology, mounting height: 5 to 8 meters, detection area: 30 x 6 meters, 
orientation light function (20 percent), on-time after movement: 2 minutes, switch-on threshold 
(evening): 35 lux, switch-off threshold (morning): 18 lux, ingress protection: IP 66 / IK07, operating 
temperature range: -40 to +65 degrees Celsius, detection temperature range: -40 to +32 degrees 
Celsius, luminaire protection function: at ambient temperatures above 32 degrees Celsius, the 
luminaire output is reduced to 50 percent, all of the above settings cannot be changed

401901 4260745237239

Direct link to the tempLED
download portal

Recyclin
g 

> 
90

%

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?
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tempLED RayTrack Pro V2 230 RayTrack Pro V2 230 RayTrack Pro V2 230

article number: 401753 401754 401755

GTIN / EAN: 4260745237116 4260745237123 4260745237130

initial luminous fl ux: 36,800 lm 41,400 lm 41,400 lm

initial system effi  ciency: 160 lm/W 180 lm/W 180 lm/W

initial, most similar color temperature: 3,000 K 4,000 K 5,000 K

light distribution: asymmetrical asymmetrical asymmetrical

beam angle: 80 x 150 degrees 80 x 150 degrees 80 x 150 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 230 W 230 W 230 W

power consumption: 1.00 A 1.00 A 1.00 A

maximum inrush current: 58 A 58 A 58 A

dimensions (L x W x H): 722 x 350 x 56 mm 722 x 350 x 56 mm 722 x 350 x 56 mm

tempLED RayTrack Pro V2 420 RayTrack Pro V2 420 RayTrack Pro V2 420

article number: 401953 401954 401955

GTIN / EAN: 4260745237178 4260745237185 4260745237192

initial luminous fl ux: 65,100 lm 73,500 lm 73,500 lm

initial system effi  ciency: 155 lm/W 175 lm/W 175 lm/W

initial, most similar color temperature: 3,000 K 4,000 K 5,000 K

light distribution: asymmetrical asymmetrical asymmetrical

beam angle: 80 x 150 degrees 80 x 150 degrees 80 x 150 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 420 W 420 W 420 W

power consumption: 1.83 A 1.83 A 1.83 A

maximum inrush current: 2x 58 A 2x 58 A 2x 58 A

dimensions (L x W x H): 783 x 360 x 75 mm 783 x 360 x 75 mm 783 x 360 x 75 mm

tempLED RayTrack Pro V2 300 RayTrack Pro V2 300 RayTrack Pro V2 300

article number: 401853 401854 401855

GTIN / EAN: 4260745237147 4260745237154 4260745237161

initial luminous fl ux: 51,000 lm 57,000 lm 57,000 lm

initial system effi  ciency: 170 lm/W 190 lm/W 190 lm/W

initial, most similar color temperature: 3,000 K 4,000 K 5,000 K

light distribution: asymmetrical asymmetrical asymmetrical

beam angle: 80 x 150 degrees 80 x 150 degrees 80 x 150 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 300 W 300 W 300 W

power consumption: 1.31 A 1.31 A 1.31 A

maximum inrush current: 13 A 13 A 13 A

dimensions (L x W x H): 783 x 360 x 75 mm 783 x 360 x 75 mm 783 x 360 x 75 mm

230

300

420

tempLED Accessory catalogue RayTrack Pro V2 art.-no. GTIN / EAN

pole top system
for pole-top mounting of the tempLED RayTrack Pro V2 on poles with a spigot size of 76 mm and 
also on poles with a spigot size of 60 mm due to the removable reduction ring, adjustment range: 
-90 to +90 degrees, material: die-cast aluminium, fi nish: powder coating in white aluminium accor-
ding to RAL 9006, included in delivery of all tempLED RayTrack Pro V2

401900 4260745237222

wall holder
for mounting the tempLED RayTrack Pro on walls and façades, two-part with integrated
cabling compartment, adjustment range: -90 to +90 degrees, material: die-cast aluminium, 
fi nish: powder coating in white aluminium according to RAL 9006

932141 4260491842411

angle bracket for wall and corner mounting
for mounting the tempLED RayTrack Pro on facades and building corners, made of cylindrical 
tube Ø 60 mm; inclination 15 degrees; projection 500 mm, material: stainless steel, fi nish: natural

932150 4260491842008

mounting bracket »K« suitable only for tempLED RayTrack Pro 40 / 75 / 115 / 145
for fl exible mounting of the tempLED RayTrack Pro on facades, ceilings and walls, 
adjustment range: -90 to +90 degrees, material: steel, fi nish: powder coating in 
white aluminium according to RAL 9006

932142 4260491842428

mounting bracket »G« suitable only for tempLED RayTrack Pro 180 / 200 / 230
for fl exible mounting of the tempLED RayTrack Pro on facades, ceilings and walls, 
adjustment range: -90 to +90 degrees, material: steel, fi nish: powder coating in 
white aluminium according to RAL 9006

932145 4260491842459

mounting bracket »GG« suitable only for tempLED RayTrack Pro 300 / 420
for fl exible mounting of the tempLED RayTrack Pro on facades, ceilings and walls, 
adjustment range: -90 to +90 degrees, material: steel, fi nish: powder coating in 
white aluminium according to RAL 9006

932146 4260491842466

angle bracket one-sided for mast plait Ø 76 mm
made of cylindrical tube Ø 60 mm; inclination 15 degrees; projection 500 mm, 
material: steel, fi nish: galvanised

932351 4260491842121

angle bracket two-sided 180 degrees for mast plait Ø 76 mm
made of cylindrical tube Ø 60 mm; inclination 15 degrees; projection 500 mm, 
material: steel, fi nish: galvanised

932352 4260491842138

angle bracket three-sided 120 degrees for mast plait Ø 76 mm
made of cylindrical tube Ø 60 mm; inclination 15 degrees; projection 500 mm, 
material: steel, fi nish: galvanised

932353 4260491842145

angle bracket four-sided 90 degrees for mast plait Ø 76 mm
made of cylindrical tube Ø 60 mm; inclination 15 degrees; projection 500 mm, 
material: steel, fi nish: galvanised

934038 4260491844699

supply cable extension
ready-to-use 3-pin supply cable extension up to 10 meters

333903 4260491843760

Casambi control unit for the Zhaga-18 slot of the tempLED RayTrack Pro
for integrating and controlling the luminaire via the Casambi network,

934221 4260491841568

motion sensor for the Zhaga-18 slot of the tempLED RayTrack Pro
with passive infrared technology, mounting height: 5 to 8 meters, detection area: 30 x 6 meters, 
orientation light function (20 percent), on-time after movement: 2 minutes, switch-on threshold 
(evening): 35 lux, switch-off threshold (morning): 18 lux, ingress protection: IP 66 / IK07, operating 
temperature range: -40 to +65 degrees Celsius, detection temperature range: -40 to +32 degrees 
Celsius, luminaire protection function: at ambient temperatures above 32 degrees Celsius, the 
luminaire output is reduced to 50 percent, all of the above settings cannot be changed

401901 4260745237239
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Our customer
Hüttenwerke Krupp Mannesmann

LEDtemp
service

tempLED GmbH cooperates with a premium assembly 
and installation partner for LED industrial lighting.

tempLED Service GmbH
David Semen - managing director
d.semen@templed-service.de 
+49 174 8666 649
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tempLED RayLine Eco V2
25 | 40 | 70 | 100

HALL LIGHTS

HIGH TEMPERATURES
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Light distribution curves tempLED RayLine Eco V2
25 | 40 | 70 | 100

energy-effi  cient constant current power 
supply with optional DALI-2 dimming and 
optional constant lumen output (CLO)

modular overall structure with exchan-
geable and replaceable main components

optional version for high temperature sur-
roundings up to +70° Celsius available

solid support rail system 
made of extruded aluminium profi le 

with a loading capacity of up to 100 kg

modular luminaire carrier system 
with durable and powerful 
LED light fi elds

impact and UV-resistant high-performance optical system 
in collimator technology for stray light reduction 

with fi ve practical beam angles

initial system effi  ciency up to 170 lm / w

Power Factor
Correction

optional 2optional

IP 44

40° C

+70° C

-

up to
170 lm/w

Ra > 80 

2,700 K
3,000 K
4,000 K
5,000 K
6,500 K

IK08

UV

optional control and safety systems:

100 kg

quick installation at either existing 
or newly set mounting points

connector system with 7-pole 
through-wiring for plug & play

7 x
Plug & Play

ASY
one-sided left or right 

asymmetric narrow beam
collimator technology

BATWING
symmetric wide beam

beam angle: approx. 90 degrees
collimator technology

DASY
double-sided asymmetric

narrow beam
collimator technology

INTENSE
symmetric narrow beam

beam angle: approx. 40 degrees
collimator technology

OPAL
symmetric

diffuse light distribution
beam angle: approx. 120 degrees

tempLED RayLine Eco V2

Mounting options tempLED RayLine Eco V2

1,680 mm

3,360 mm

5,040 mm

Dimensions tempLED RayLine Eco V2Dimensions tempLED RayLine Eco V2
1,680 mm | 3,360 mm | 5,040 mm

47.4 mm

75.4 mm

ceiling mounting
adapter

height-adjustable
rope suspension
(0.10 - 4.90 m)
combined with 

loop

height-adjustable
rope suspension
(0.10 - 4.90 m)
combined with 
carabiner hook

height-adjustable
rope suspension
(0.10 - 4.90 m)
combined with 

trapezoidal sheet hook

height-adjustable
rope suspension
(0.10 - 4.90 m)
combined with 

concrete anchor
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Light distribution curves tempLED RayLine Eco V2
25 | 40 | 70 | 100

energy-effi  cient constant current power 
supply with optional DALI-2 dimming and 
optional constant lumen output (CLO)

modular overall structure with exchan-
geable and replaceable main components

optional version for high temperature sur-
roundings up to +70° Celsius available

solid support rail system 
made of extruded aluminium profi le 

with a loading capacity of up to 100 kg

modular luminaire carrier system 
with durable and powerful 
LED light fi elds

impact and UV-resistant high-performance optical system 
in collimator technology for stray light reduction 

with fi ve practical beam angles

initial system effi  ciency up to 170 lm / w

Power Factor
Correction

optional 2optional

IP 44

40° C

+70° C

-

up to
170 lm/w

Ra > 80 

2,700 K
3,000 K
4,000 K
5,000 K
6,500 K

IK08

UV

optional control and safety systems:

100 kg

quick installation at either existing 
or newly set mounting points

connector system with 7-pole 
through-wiring for plug & play

7 x
Plug & Play

ASY
one-sided left or right 

asymmetric narrow beam
collimator technology

BATWING
symmetric wide beam

beam angle: approx. 90 degrees
collimator technology

DASY
double-sided asymmetric

narrow beam
collimator technology

INTENSE
symmetric narrow beam

beam angle: approx. 40 degrees
collimator technology

OPAL
symmetric

diffuse light distribution
beam angle: approx. 120 degrees

tempLED RayLine Eco V2

Mounting options tempLED RayLine Eco V2

1,680 mm

3,360 mm

5,040 mm

Dimensions tempLED RayLine Eco V2Dimensions tempLED RayLine Eco V2
1,680 mm | 3,360 mm | 5,040 mm

47.4 mm

75.4 mm

ceiling mounting
adapter

height-adjustable
rope suspension
(0.10 - 4.90 m)
combined with 

loop

height-adjustable
rope suspension
(0.10 - 4.90 m)
combined with 
carabiner hook

height-adjustable
rope suspension
(0.10 - 4.90 m)
combined with 

trapezoidal sheet hook

height-adjustable
rope suspension
(0.10 - 4.90 m)
combined with 

concrete anchor
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General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 4,080 to 17,000 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 170 lumens / watt

initial, most similar color temperature: 2,700 | 3,000 | 4,000 | 5,000 | 6,500 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 3 SDCM

available symmetric beam angles: BATWING | INTENSE | OPAL

available asymmetrical beam angles: ASY (left- and right-sided) | DASY

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): on request

stray light reduction: yes, with collimator technology

Electrotechnical properties:

power supply AC: 198 to 240 volts

supply frequency: 50 / 60 hertz

power supply DC: 176 to 250 volts

system performance: 25 to 100 watts

system performance tolerance: ± 10 percent

power factor: > 0.95

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 10 percent

temperature classifi cation (ATEX): T6

Tc - temperature: +75 degrees Celsius

Energy characteristics:

Valid for all tempLED RayLine Eco V2 25: This product contains a light source of energy effi  ciency class C.

Valid for all tempLED RayLine Eco V2 40 - 100: This product contains a light source of energy effi  ciency class B.

Mounting options:

mounting options: ceiling mounting
height-adjustable pendant mounting with rope suspension (0.10 to 4.90 m)
pendant mounting with chain suspension

1 additional color temperatures on request.

5
years

guarantee

10
years

spare part 
guarantee

in preparation

RoHS

Changes and errors excepted; similar pictures.

Control and safety properties:

dimming: DALI-2 optional

minimum dimming level: 10 percent

constant lumen output (CLO): optional

control via the Casambi network: optional (types with DALI dimming only)1 

emergency light module: optional2

human centric lighting: on request

daylight control system: optional via the Casambi network (types with DALI dimming only)1

occupancy control: optional via motion sensor system (types with DALI dimming only)1

Housing properties:

standard ambient temperature: –40 to +50 degrees Celsius

optional ambient temperature: –40 to +70 degrees Celsius

standard ingress protection: IP 44

optional ingress protection: IP 55

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

housing and heat sink material(s): extruded aluminium profi le

material of optical system: impact- and UV-resistant PMMA

material of diffuser: impact resistant polycarbonate

luminaire housing color: aluminum natural3

surface fi nish: bare3

supply cable inlet: cable gland

number of poles with through-wiring: 7

Additional information:

certifi cates: ENEC in preparation

conformities: CE | RoHS | DIN 10500 (HACCP | IFS)4

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years5

spare part guarantee: 10 years

delievery includes: prefabricated luminaire

1 can only be used at ambient temperatures of max. +50 degrees Celsius.
2 can only be used at ambient temperatures from +5 to +50 degrees Celsius.
3 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
4 DIN 10500 only valid for luminaires with opal polycarbonate diffuser. The cable routes must not be used.
5 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

maximum weight per mounting rail unit with 1.68 meter length: 2,900 g

maximum weight per mounting rail unit with 3.36 meter length: 5,600 g

maximum weight per mounting rail unit with 5.04 meter length: 8,400 g

maximum amount of line meter per wooden box: 201.60

maximum dimensions per wooden box L x W x H: 5,131 x 784 x 425 mm

maximum net weight per wooden box: 20,000 g
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General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 4,080 to 17,000 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 170 lumens / watt

initial, most similar color temperature: 2,700 | 3,000 | 4,000 | 5,000 | 6,500 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 3 SDCM

available symmetric beam angles: BATWING | INTENSE | OPAL

available asymmetrical beam angles: ASY (left- and right-sided) | DASY

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): on request

stray light reduction: yes, with collimator technology

Electrotechnical properties:

power supply AC: 198 to 240 volts

supply frequency: 50 / 60 hertz

power supply DC: 176 to 250 volts

system performance: 25 to 100 watts

system performance tolerance: ± 10 percent

power factor: > 0.95

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 10 percent

temperature classifi cation (ATEX): T6

Tc - temperature: +75 degrees Celsius

Energy characteristics:

Valid for all tempLED RayLine Eco V2 25: This product contains a light source of energy effi  ciency class C.

Valid for all tempLED RayLine Eco V2 40 - 100: This product contains a light source of energy effi  ciency class B.

Mounting options:

mounting options: ceiling mounting
height-adjustable pendant mounting with rope suspension (0.10 to 4.90 m)
pendant mounting with chain suspension

1 additional color temperatures on request.

5
years

guarantee

10
years

spare part 
guarantee

in preparation

RoHS

Changes and errors excepted; similar pictures.

Control and safety properties:

dimming: DALI-2 optional

minimum dimming level: 10 percent

constant lumen output (CLO): optional

control via the Casambi network: optional (types with DALI dimming only)1 

emergency light module: optional2

human centric lighting: on request

daylight control system: optional via the Casambi network (types with DALI dimming only)1

occupancy control: optional via motion sensor system (types with DALI dimming only)1

Housing properties:

standard ambient temperature: –40 to +50 degrees Celsius

optional ambient temperature: –40 to +70 degrees Celsius

standard ingress protection: IP 44

optional ingress protection: IP 55

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

housing and heat sink material(s): extruded aluminium profi le

material of optical system: impact- and UV-resistant PMMA

material of diffuser: impact resistant polycarbonate

luminaire housing color: aluminum natural3

surface fi nish: bare3

supply cable inlet: cable gland

number of poles with through-wiring: 7

Additional information:

certifi cates: ENEC in preparation

conformities: CE | RoHS | DIN 10500 (HACCP | IFS)4

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years5

spare part guarantee: 10 years

delievery includes: prefabricated luminaire

1 can only be used at ambient temperatures of max. +50 degrees Celsius.
2 can only be used at ambient temperatures from +5 to +50 degrees Celsius.
3 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
4 DIN 10500 only valid for luminaires with opal polycarbonate diffuser. The cable routes must not be used.
5 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

maximum weight per mounting rail unit with 1.68 meter length: 2,900 g

maximum weight per mounting rail unit with 3.36 meter length: 5,600 g

maximum weight per mounting rail unit with 5.04 meter length: 8,400 g

maximum amount of line meter per wooden box: 201.60

maximum dimensions per wooden box L x W x H: 5,131 x 784 x 425 mm

maximum net weight per wooden box: 20,000 g
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tempLED RayLine Eco V2 - this is how you order your line luminaire:
sample article number

65    90    50    70    01    00    50    80    44

model series:   tempLED RayLine Eco V2

light distribution curve:  BATWING [approx. 90° symmetric wide beam]

ambient temperature:  up to +50 degrees Celsius

performance level:   70 watts & 11,900 lumens

dimming / controlling:  DALI dimming

housing color:   aluminum bare

color temperature:   5,000 kelvins

color rendering index:  CRI > 80 Ra

ingress protection:   IP 44

tempLED RayLine Eco V2 - all variants and options at a glance:
article number matrix

model series: 65 tempLED RayLine Eco V2 7-pole

light distribution curve: 20 ASY [left-sided approx. 20° asymmetric narrow beam]

21 ASY [right-sided approx. 20° asymmetric narrow beam]

90 BATWING [approx. 90° symmetric wide beam]

22 DASY [two-sided approx. 2x 20° asymmetric narrow beam]

40 INTENSE [approx. 40° symmetric narrow beam]

12 OPAL [approx. 120° symmetric diffuse light distribution]

ambient temperature: 50 -40 to +50 degrees Celsius

70 -40 to +70 degrees Celsius

performance level: 25 25 watts / 4,080 lumens

40 40 watts / 6,800 lumens

70 70 watts / 11,900 lumens

99 100 watts / 17,000 lumens

controlling / dimming: 00 on / off

01 DALI-2 dimming

11 constant lumen output (CLO)

housing color: 00 aluminum bare

color temperature: 27 2,700 kelvins

30 3,000 kelvins

40 4,000 kelvins (standard color temperature)

50 5,000 kelvins

65 6,500 kelvins

color rendering index: 80 CRI > 80 Ra

ingress protection: 44 IP 44

55 IP 55

tempLED System components catalogue RayLine Eco V2 art.-no. GTIN / EAN

mounting rail 1.68, 7-pole
single mounting rail for the RayLine Eco V2 line lighting system,
length: 1.68 m, wiring: 7 x 2.5 mm², material: aluminium, fi nish: aluminum bare

065100 4260745235365

mounting rail 3.36, 7-pole
single mounting rail for the RayLine Eco V2 line lighting system, 
length: 3.36 m, wiring: 7 x 2.5 mm², material: aluminium, fi nish: aluminum bare

065101 4260745235372

mounting rail 5.04, 7-pole
single mounting rail for the RayLine Eco line lighting system, 
length: 5.04 m, wiring: 7 x 2.5 mm², material: aluminium, fi nish: aluminum bare

065102 4260745235389

rail connector
for connecting two mounting rails including a fastening point for steel cable suspension
and two rotary knob screws, length: 280 mm, material: aluminium, fi nish: aluminum bare

065500 4260745235396

mounting adapter
for fl exible and freely selectable assembly of new or already installed rope
suspensions on the RayLine mounting rails, material: steel, fi nish: hot-dip galvanized

065501 4260745235402

ceiling mounting adapter
for direct mounting of RayLine V2 mounting rails on ceilings, fl exible alignment, 
distance to surface: approx. 20 mm, material: steel, fi nish: hot-dip galvanized, 
delivered as a set with mounting adapter 065501

065502 4260745235419

screw hook, size M6
for direct mounting of RayLine mounting rails on newly installed or already existing 
chain suspensions, max. opening: 15 mm, with safety lock, material: steel, 
fi nish: nickel-plated, for use with 065500 or 065501

090129 4260745233767

rope suspension with loop
material: steel, fi nish: galvanized, for use with 065500 or 065501
rope length: 1.00 m, adjustable suspension length: from 0.10 to 0.90 m
rope length: 3.00 m, adjustable suspension length: from 0.10 to 2.90 m
rope length: 5.00 m, adjustable suspension length: from 0.10 to 4.90 m

065520
065521
065522

4260745235631
4260745235648
4260745235655

rope suspension with carabinder hook
material: steel, fi nish: galvanized, for use with 065500 or 065501
rope length: 1.00 m, adjustable suspension length: from 0.10 to 0.90 m
rope length: 3.00 m, adjustable suspension length: from 0.10 to 2.90 m
rope length: 5.00 m, adjustable suspension length: from 0.10 to 4.90 m

065523
065524
065525

4260745235662
4260745235679
4260745235686

rope suspension with trapezoidal sheet hook
material: steel, fi nish: galvanized, for use with 065500 or 065501
rope length: 1.00 m, adjustable suspension length: from 0.10 to 0.90 m
rope length: 3.00 m, adjustable suspension length: from 0.10 to 2.90 m
rope length: 5.00 m, adjustable suspension length: from 0.10 to 4.90 m

065526
065527
065528

4260745235693
4260745235709
4260745235716

rope suspension with concrete anchor
material: steel, fi nish: galvanized, for use with 065500 or 065501
rope length: 1.00 m, adjustable suspension length: from 0.10 to 0.90 m
rope length: 3.00 m, adjustable suspension length: from 0.10 to 2.90 m
rope length: 5.00 m, adjustable suspension length: from 0.10 to 4.90 m

065529
065530
065531

4260745235723
4260745235730
4260745235747

initial feed as a kit, 7-pole
set for self-assembly, for feeding in at the beginning of the RayLine Eco V2 - line lighting system 
incl. mounting rail and blind cover in length 140 mm with integrated cable gland in size M32, 
material: aluminium, fi nish: aluminum bare, delivery without connection cable

065503 4260745235426

end feed as a kit, 7-pole
set for self-assembly, for feeding in at the end of the RayLine Eco V2 - line lighting system 
incl. mounting rail and blind cover in length 140 mm with integrated cable gland in size M32, 
material: aluminium, fi nish: aluminum bare, delivery without connection cable

065504 4260745235433

midpoint feed as a kit, 2 x 7-pole
set for self-assembly, for feeding in the centre of the RayLine Eco V2 - line lighting system. 
incl. mounting rail and blind cover in length 280 mm with two cable glands integrated on top in 
size M25, material: aluminium, fi nish: aluminum bare, delivery without connection cables
without through-wiring
with through-wiring

065505
065536

4260745235440
4260745236805
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tempLED RayLine Eco V2 - this is how you order your line luminaire:
sample article number

65    90    50    70    01    00    50    80    44

model series:   tempLED RayLine Eco V2

light distribution curve:  BATWING [approx. 90° symmetric wide beam]

ambient temperature:  up to +50 degrees Celsius

performance level:   70 watts & 11,900 lumens

dimming / controlling:  DALI dimming

housing color:   aluminum bare

color temperature:   5,000 kelvins

color rendering index:  CRI > 80 Ra

ingress protection:   IP 44

tempLED RayLine Eco V2 - all variants and options at a glance:
article number matrix

model series: 65 tempLED RayLine Eco V2 7-pole

light distribution curve: 20 ASY [left-sided approx. 20° asymmetric narrow beam]

21 ASY [right-sided approx. 20° asymmetric narrow beam]

90 BATWING [approx. 90° symmetric wide beam]

22 DASY [two-sided approx. 2x 20° asymmetric narrow beam]

40 INTENSE [approx. 40° symmetric narrow beam]

12 OPAL [approx. 120° symmetric diffuse light distribution]

ambient temperature: 50 -40 to +50 degrees Celsius

70 -40 to +70 degrees Celsius

performance level: 25 25 watts / 4,080 lumens

40 40 watts / 6,800 lumens

70 70 watts / 11,900 lumens

99 100 watts / 17,000 lumens

controlling / dimming: 00 on / off

01 DALI-2 dimming

11 constant lumen output (CLO)

housing color: 00 aluminum bare

color temperature: 27 2,700 kelvins

30 3,000 kelvins

40 4,000 kelvins (standard color temperature)

50 5,000 kelvins

65 6,500 kelvins

color rendering index: 80 CRI > 80 Ra

ingress protection: 44 IP 44

55 IP 55

tempLED System components catalogue RayLine Eco V2 art.-no. GTIN / EAN

mounting rail 1.68, 7-pole
single mounting rail for the RayLine Eco V2 line lighting system,
length: 1.68 m, wiring: 7 x 2.5 mm², material: aluminium, fi nish: aluminum bare

065100 4260745235365

mounting rail 3.36, 7-pole
single mounting rail for the RayLine Eco V2 line lighting system, 
length: 3.36 m, wiring: 7 x 2.5 mm², material: aluminium, fi nish: aluminum bare

065101 4260745235372

mounting rail 5.04, 7-pole
single mounting rail for the RayLine Eco line lighting system, 
length: 5.04 m, wiring: 7 x 2.5 mm², material: aluminium, fi nish: aluminum bare

065102 4260745235389

rail connector
for connecting two mounting rails including a fastening point for steel cable suspension
and two rotary knob screws, length: 280 mm, material: aluminium, fi nish: aluminum bare

065500 4260745235396

mounting adapter
for fl exible and freely selectable assembly of new or already installed rope
suspensions on the RayLine mounting rails, material: steel, fi nish: hot-dip galvanized

065501 4260745235402

ceiling mounting adapter
for direct mounting of RayLine V2 mounting rails on ceilings, fl exible alignment, 
distance to surface: approx. 20 mm, material: steel, fi nish: hot-dip galvanized, 
delivered as a set with mounting adapter 065501

065502 4260745235419

screw hook, size M6
for direct mounting of RayLine mounting rails on newly installed or already existing 
chain suspensions, max. opening: 15 mm, with safety lock, material: steel, 
fi nish: nickel-plated, for use with 065500 or 065501

090129 4260745233767

rope suspension with loop
material: steel, fi nish: galvanized, for use with 065500 or 065501
rope length: 1.00 m, adjustable suspension length: from 0.10 to 0.90 m
rope length: 3.00 m, adjustable suspension length: from 0.10 to 2.90 m
rope length: 5.00 m, adjustable suspension length: from 0.10 to 4.90 m

065520
065521
065522

4260745235631
4260745235648
4260745235655

rope suspension with carabinder hook
material: steel, fi nish: galvanized, for use with 065500 or 065501
rope length: 1.00 m, adjustable suspension length: from 0.10 to 0.90 m
rope length: 3.00 m, adjustable suspension length: from 0.10 to 2.90 m
rope length: 5.00 m, adjustable suspension length: from 0.10 to 4.90 m

065523
065524
065525

4260745235662
4260745235679
4260745235686

rope suspension with trapezoidal sheet hook
material: steel, fi nish: galvanized, for use with 065500 or 065501
rope length: 1.00 m, adjustable suspension length: from 0.10 to 0.90 m
rope length: 3.00 m, adjustable suspension length: from 0.10 to 2.90 m
rope length: 5.00 m, adjustable suspension length: from 0.10 to 4.90 m

065526
065527
065528

4260745235693
4260745235709
4260745235716

rope suspension with concrete anchor
material: steel, fi nish: galvanized, for use with 065500 or 065501
rope length: 1.00 m, adjustable suspension length: from 0.10 to 0.90 m
rope length: 3.00 m, adjustable suspension length: from 0.10 to 2.90 m
rope length: 5.00 m, adjustable suspension length: from 0.10 to 4.90 m

065529
065530
065531

4260745235723
4260745235730
4260745235747

initial feed as a kit, 7-pole
set for self-assembly, for feeding in at the beginning of the RayLine Eco V2 - line lighting system 
incl. mounting rail and blind cover in length 140 mm with integrated cable gland in size M32, 
material: aluminium, fi nish: aluminum bare, delivery without connection cable

065503 4260745235426

end feed as a kit, 7-pole
set for self-assembly, for feeding in at the end of the RayLine Eco V2 - line lighting system 
incl. mounting rail and blind cover in length 140 mm with integrated cable gland in size M32, 
material: aluminium, fi nish: aluminum bare, delivery without connection cable

065504 4260745235433

midpoint feed as a kit, 2 x 7-pole
set for self-assembly, for feeding in the centre of the RayLine Eco V2 - line lighting system. 
incl. mounting rail and blind cover in length 280 mm with two cable glands integrated on top in 
size M25, material: aluminium, fi nish: aluminum bare, delivery without connection cables
without through-wiring
with through-wiring

065505
065536

4260745235440
4260745236805
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tempLED System components and accessory catalogue RayLine Eco V2 art.-no. GTIN / EAN

supply cable, 7-pole, suitable for all feed systems
7-pole connection cable, ready-for-use, for tempLED RayLine V2 line lighting systems, 
cable version: oilfl ex CL110 7G2.5, outer diameter: 11.1 mm, cable colour: black, 
required quantities: 
1x each for the start and end feeds and 
2x each for the midpoint feeds
length: 1.00 meter
length: 3.00 meters
length: 5.00 meters

699038
699039
699040

4260745233088
4260745233095
4260745233101

connection cable set as a kit, 7-pole
connection cable set for self-assembly between two linear luminaire systems for self-assembly, 
for example for bridging roof beams of roof girders, ventilation shafts, cable stays or similar on-
site installations, cable version: oilfl ex CL110 7G2.5, outer diameter: 11.1 mm, cable colour: black, 
delivery includes one initial- and one end feed for self-assembly
length: 1.00 meter
length: 3.00 meters
length: 5.00 meters

065537
065538
065539

4260745236836
4260745236843
4260745236850

cable route 0.28
cable route for the RayLine Eco V2 line lighting system,
length: 0.28 m, side panel height: 50 mm, material: aluminium. fi nish: aluminum bare

065506 4260745235457

cable route 1.68
cable route for the RayLine Eco V2 line lighting system,
length: 1.68 m, side panel height: 50 mm, material: aluminium. fi nish: aluminum bare

065507 4260745235464

cable route 3.36
cable route for the RayLine Eco V2 line lighting system,
length: 3.36 m, side panel height: 50 mm, material: aluminium. fi nish: aluminum bare

065508 4260745235471

cable route 5.04
cable route for the RayLine Eco V2 line lighting system,
length: 5.04 m, side panel height: 50 mm, material: aluminium. fi nish: aluminum bare

065509 4260745235488

universal adapter
for mounting e.g. hall lights on the RayLine Eco V2 line lighting system,
maximum load capacity: 25 kg, material: steel, fi nish: hot-dip galvanized

065510 4260745235495

small universal adapter
for mounting e.g. information signs and traffi  c mirrors on the RayLine Eco V2 line lighting system,
maximum load capacity: 3 kg, material: steel, fi nish: hot-dip galvanized

065511 4260745235501

universal power output, 5-pole
universal power supply output for the RayLine Eco V2 line lighting system,
5-pole socket, maximum load capacity: 230 VAC / 50-60 Hz - 10 A,
length: 280 mm, material: aluminum, fi nish: aluminum bare
with pin assignment 1 / 2 / 5 / 6
with pin assignment 1 / 2 / 3 / 4
with pin assignment 3 / 4 / 5 / 6

065512
065532
065533

4260745235518
4260745235822
4260745235839

motion detector system MASTER
motion detector in PIR technology for the RayLine Eco V2 line lighting system, detection area: 
360 degrees, detection range: approx. 36 meters tangential and approx. 14 meters radial, 
integrated daylight sensor, guidance light function, suitable for all RayLine Eco V2 line lights with 
integrated DALI/DALI-2 dimming, maximum controllable number of DALI/DALI-2 light modules: 30, 
can only be used at ambient temperatures of max. +50 degrees Celsius, length: 280 mm, material: 
aluminium, fi nish: aluminum bare
Important note: The motion detector system MASTER used alone or in combination with the 
motion detector system SLAVE is a closed stand-alone solution. Controlling the line light via an 
external DALI/DALI-2 network is not possible.

065513 4260745235525

motion detector system SLAVE
motion detector in PIR technology for the RayLine Eco V2 line lighting system to expand the 
surveillance area, detection area: 360 degrees, detection range: approx. 36 meters tangential and 
approx. 14 meters radial, can be used in combination with a MASTER motion detector system or 
on its own as a data and value supplier for compatible, external DALI/DALI-2 components, can 
only be used at ambient temperatures of max. +50 degrees Celsius, length: 280 mm, material: 
aluminium, fi nish: aluminum bare
Important note: The motion detector system SLAVE can only be used in combination with a motion 
detector system MASTER or an external DALI/DALI-2 network.

065514 4260745235532
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tempLED Accessory catalogue RayLine Eco V2 art.-no. GTIN / EAN

smart remote for motion detector system
IR remote control for user-friendly confi guration of the tempLED RayLine Eco V2 motion detector 
system MASTER via common smartphones with Android or iOS operating system and Bluetooth 
connection., power supply via 2x AAA battery (not included)

932322 4260745234986

emergency light module
with automatic detection of failure and return of supply voltage, display of functional status,
battery type: LiFePO4, running time approx. 3 hours with an output power of approx. 3 watts, 
recharging time: approx. 24 hours, can only be used at ambient temperatures of +5 to +50 degrees 
Celsius, mounted in the luminaire ready for use
Important note: Line lights with integrated DALI/DALI-2 dimming enable data exchange and cont-
rol (e.g. status messages and test function) via an external DALI/DALI-2 network.

065534 4260745236683

emergency power module for centralized battery systems
operation module without monitoring and addressing for centralized battery systems,
controlling via centralized monitoring system, maximum switching capacity: 500 watts,
can only be used at ambient temperatures of max. +50 degrees Celsius,
mounted in the luminaire ready for use

699015 4260669198999

Casambi control unit type 10
for integrating and controlling the RayLine Eco line lighting system via the Casambi network:
suitable for all RayLine Eco V2 line lights with integrated DALI/DALI-2 dimming, maximum control-
lable, number of DALI light modules: 10, can only be used at ambient temperatures of max. +50 
degrees Celsius, length: 280 mm, material: aluminium, fi nish: aluminum bare

065515 4260745235549

Casambi control unit type 60
for integrating and controlling the RayLine Eco line lighting system via the Casambi network:
suitable for all RayLine Eco V2 line lights with integrated DALI/DALI-2 dimming, maximum control-
lable, number of DALI light modules: 60, can only be used at ambient temperatures of max. +50 
degrees Celsius, length: 280 mm, material: aluminium, fi nish: aluminum bare

065516 4260745235556

Direct link to the tempLED
download portal
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Direct link to the tempLED-
product confi gurator
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tempLED System components and accessory catalogue RayLine Eco V2 art.-no. GTIN / EAN

supply cable, 7-pole, suitable for all feed systems
7-pole connection cable, ready-for-use, for tempLED RayLine V2 line lighting systems, 
cable version: oilfl ex CL110 7G2.5, outer diameter: 11.1 mm, cable colour: black, 
required quantities: 
1x each for the start and end feeds and 
2x each for the midpoint feeds
length: 1.00 meter
length: 3.00 meters
length: 5.00 meters

699038
699039
699040

4260745233088
4260745233095
4260745233101

connection cable set as a kit, 7-pole
connection cable set for self-assembly between two linear luminaire systems for self-assembly, 
for example for bridging roof beams of roof girders, ventilation shafts, cable stays or similar on-
site installations, cable version: oilfl ex CL110 7G2.5, outer diameter: 11.1 mm, cable colour: black, 
delivery includes one initial- and one end feed for self-assembly
length: 1.00 meter
length: 3.00 meters
length: 5.00 meters

065537
065538
065539

4260745236836
4260745236843
4260745236850

cable route 0.28
cable route for the RayLine Eco V2 line lighting system,
length: 0.28 m, side panel height: 50 mm, material: aluminium. fi nish: aluminum bare

065506 4260745235457

cable route 1.68
cable route for the RayLine Eco V2 line lighting system,
length: 1.68 m, side panel height: 50 mm, material: aluminium. fi nish: aluminum bare

065507 4260745235464

cable route 3.36
cable route for the RayLine Eco V2 line lighting system,
length: 3.36 m, side panel height: 50 mm, material: aluminium. fi nish: aluminum bare

065508 4260745235471

cable route 5.04
cable route for the RayLine Eco V2 line lighting system,
length: 5.04 m, side panel height: 50 mm, material: aluminium. fi nish: aluminum bare

065509 4260745235488

universal adapter
for mounting e.g. hall lights on the RayLine Eco V2 line lighting system,
maximum load capacity: 25 kg, material: steel, fi nish: hot-dip galvanized

065510 4260745235495

small universal adapter
for mounting e.g. information signs and traffi  c mirrors on the RayLine Eco V2 line lighting system,
maximum load capacity: 3 kg, material: steel, fi nish: hot-dip galvanized

065511 4260745235501

universal power output, 5-pole
universal power supply output for the RayLine Eco V2 line lighting system,
5-pole socket, maximum load capacity: 230 VAC / 50-60 Hz - 10 A,
length: 280 mm, material: aluminum, fi nish: aluminum bare
with pin assignment 1 / 2 / 5 / 6
with pin assignment 1 / 2 / 3 / 4
with pin assignment 3 / 4 / 5 / 6

065512
065532
065533

4260745235518
4260745235822
4260745235839

motion detector system MASTER
motion detector in PIR technology for the RayLine Eco V2 line lighting system, detection area: 
360 degrees, detection range: approx. 36 meters tangential and approx. 14 meters radial, 
integrated daylight sensor, guidance light function, suitable for all RayLine Eco V2 line lights with 
integrated DALI/DALI-2 dimming, maximum controllable number of DALI/DALI-2 light modules: 30, 
can only be used at ambient temperatures of max. +50 degrees Celsius, length: 280 mm, material: 
aluminium, fi nish: aluminum bare
Important note: The motion detector system MASTER used alone or in combination with the 
motion detector system SLAVE is a closed stand-alone solution. Controlling the line light via an 
external DALI/DALI-2 network is not possible.

065513 4260745235525

motion detector system SLAVE
motion detector in PIR technology for the RayLine Eco V2 line lighting system to expand the 
surveillance area, detection area: 360 degrees, detection range: approx. 36 meters tangential and 
approx. 14 meters radial, can be used in combination with a MASTER motion detector system or 
on its own as a data and value supplier for compatible, external DALI/DALI-2 components, can 
only be used at ambient temperatures of max. +50 degrees Celsius, length: 280 mm, material: 
aluminium, fi nish: aluminum bare
Important note: The motion detector system SLAVE can only be used in combination with a motion 
detector system MASTER or an external DALI/DALI-2 network.

065514 4260745235532

frei
frei
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frei
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tempLED Accessory catalogue RayLine Eco V2 art.-no. GTIN / EAN

smart remote for motion detector system
IR remote control for user-friendly confi guration of the tempLED RayLine Eco V2 motion detector 
system MASTER via common smartphones with Android or iOS operating system and Bluetooth 
connection., power supply via 2x AAA battery (not included)

932322 4260745234986

emergency light module
with automatic detection of failure and return of supply voltage, display of functional status,
battery type: LiFePO4, running time approx. 3 hours with an output power of approx. 3 watts, 
recharging time: approx. 24 hours, can only be used at ambient temperatures of +5 to +50 degrees 
Celsius, mounted in the luminaire ready for use
Important note: Line lights with integrated DALI/DALI-2 dimming enable data exchange and cont-
rol (e.g. status messages and test function) via an external DALI/DALI-2 network.

065534 4260745236683

emergency power module for centralized battery systems
operation module without monitoring and addressing for centralized battery systems,
controlling via centralized monitoring system, maximum switching capacity: 500 watts,
can only be used at ambient temperatures of max. +50 degrees Celsius,
mounted in the luminaire ready for use

699015 4260669198999

Casambi control unit type 10
for integrating and controlling the RayLine Eco line lighting system via the Casambi network:
suitable for all RayLine Eco V2 line lights with integrated DALI/DALI-2 dimming, maximum control-
lable, number of DALI light modules: 10, can only be used at ambient temperatures of max. +50 
degrees Celsius, length: 280 mm, material: aluminium, fi nish: aluminum bare

065515 4260745235549

Casambi control unit type 60
for integrating and controlling the RayLine Eco line lighting system via the Casambi network:
suitable for all RayLine Eco V2 line lights with integrated DALI/DALI-2 dimming, maximum control-
lable, number of DALI light modules: 60, can only be used at ambient temperatures of max. +50 
degrees Celsius, length: 280 mm, material: aluminium, fi nish: aluminum bare

065516 4260745235556

Direct link to the tempLED
download portal

Recyclin
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LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?

Direct link to the tempLED-
product confi gurator
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Light distribution curve tempLED RayProof Pro
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Mounting options tempLED RayProof Pro
25 | 35 | 50 | 62 | 75

ceiling mounting wall mounting pendant mounting

tempLED RayProof Pro Dimensions

X25 | 35 [overall length: 680 mm]X

X35 | 50 [overall length: 1,290 mm]X

X62 | 75 [overall length: 1,600 mm]X
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Light distribution curve tempLED RayProof Pro
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Mounting options tempLED RayProof Pro
25 | 35 | 50 | 62 | 75

ceiling mounting wall mounting pendant mounting

tempLED RayProof Pro Dimensions

X25 | 35 [overall length: 680 mm]X
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General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 3,250 to 9,750 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 130 lumens / watt

initial, most similar color temperature: 4,000 kelvins | 5,000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 5 SDCM

available symmetrical beam angles: 120 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): on request

Electrotechnical properties:

power supply AC: 220 to 240 volts

supply frequency: 50 / 60 hertz

system performance: 25 to 75 watts

system performance tolerance: ± 10 percent

power factor: > 0.90

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 20 percent

temperature classifi cation (ATEX): T6

Tc - temperature: +75 degrees Celsius

Energy characteristics:

Valid for all tempLED RayProof Pro: This product contains a light source of energy effi  ciency class D.

Mounting options:

standard mounting options: wall and ceiling mounting

optional mounting options: pendant mounting

1 additional color temperatures on request.

Changes and errors excepted; similar pictures.

5
years

guarantee

10
years

spare part 
guarantee

in Vorbereitung

RoHS

Logistic information:

luminaire: RayProof  Pro 25 | 35
overall length: 680 mm

RayProof Pro 35 | 50 
overall length: 1,290 mm

RayProof Pro 62 | 75
overall length: 1,600 mm

number of luminaires per package: 1 1 1

number of luminaires per master carton: 4 4 4

number of luminaires per pallet: 252 72 72

weight of the luminaire: 2,400 g 4,200 g 5,000 g

weight per package: 2,700 g 4,680 g 5,660 g

package dimensions L x W x H: 700 x 130 x 75 mm 1,310 x 130 x 75 mm 1,620 x 130 x 75 mm

weight per master carton: 10,800 g 18,700 g 22,640 g

master carton dimensions L x W x H: 750 x 275 x 162 mm 1,360 x 275 x 162 mm 1,670 x 275 x 162 mm

Control and safety properties:

dimming: DALI-2

minimum dimming level: on request

constant lumen output (CLO): optional

control via the Casambi network: optional (types with DALI dimming only)1

emergency light module: optional2

occupancy control: optional via presence detector (types with DALI dimming only)1

daylight control system: optional via the Casambi network (types with DALI dimming only)1

Housing properties:

ambient temperature: –20 up to +60 degrees Celsius

ingress protection: IP 65

impact resistance level: IK10

electrical protection class: I

limited surface temperatur (D): yes

vandal - proof: yes

housing material(s): stainless steel 304

material(s) and fi nish of the standard mounting clips: natural stainless steel

diffuser material: thoughened safety glass

diffuser fi nish: white satin-coated

heat sink material: steel

luminaire housing color: natural stainless steel

through wiring: 5-pole (5 x 1,5 sqmm) via two terminal blocks

supply cable in- and outlet: 2x cable gland

number of poles (valid for types with DALI dimming only): 3 grid / 2 DALI

number of poles (valid for types without dimming only): 3 grid

Additional information:

certifi cates: ENEC

conformities: CE | RoHS | DIN 10500 (HACCP | IFS)3

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years4

spare part guarantee: 10 years

delievery includes: luminaire and two combined wall and ceiling mounting clips

1 can only be used at ambient temperatures of max. +50 degrees Celsius.
2  can only be used at ambient temperatures from +5 to +50 degrees Celsius.
3 DIN 10500 only valid in combination with optional upgrade packages (article numbers 502900 / 502901 / 502902).
4 according to the warranty conditions of tempLED GmbH, excluding accessories.
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General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 3,250 to 9,750 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 130 lumens / watt

initial, most similar color temperature: 4,000 kelvins | 5,000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 5 SDCM

available symmetrical beam angles: 120 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): on request

Electrotechnical properties:

power supply AC: 220 to 240 volts

supply frequency: 50 / 60 hertz

system performance: 25 to 75 watts

system performance tolerance: ± 10 percent

power factor: > 0.90

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 20 percent

temperature classifi cation (ATEX): T6

Tc - temperature: +75 degrees Celsius

Energy characteristics:

Valid for all tempLED RayProof Pro: This product contains a light source of energy effi  ciency class D.

Mounting options:

standard mounting options: wall and ceiling mounting

optional mounting options: pendant mounting

1 additional color temperatures on request.

Changes and errors excepted; similar pictures.

5
years

guarantee

10
years

spare part 
guarantee

in Vorbereitung

RoHS

Logistic information:

luminaire: RayProof  Pro 25 | 35
overall length: 680 mm

RayProof Pro 35 | 50 
overall length: 1,290 mm

RayProof Pro 62 | 75
overall length: 1,600 mm

number of luminaires per package: 1 1 1

number of luminaires per master carton: 4 4 4

number of luminaires per pallet: 252 72 72

weight of the luminaire: 2,400 g 4,200 g 5,000 g

weight per package: 2,700 g 4,680 g 5,660 g

package dimensions L x W x H: 700 x 130 x 75 mm 1,310 x 130 x 75 mm 1,620 x 130 x 75 mm

weight per master carton: 10,800 g 18,700 g 22,640 g

master carton dimensions L x W x H: 750 x 275 x 162 mm 1,360 x 275 x 162 mm 1,670 x 275 x 162 mm

Control and safety properties:

dimming: DALI-2

minimum dimming level: on request

constant lumen output (CLO): optional

control via the Casambi network: optional (types with DALI dimming only)1

emergency light module: optional2

occupancy control: optional via presence detector (types with DALI dimming only)1

daylight control system: optional via the Casambi network (types with DALI dimming only)1

Housing properties:

ambient temperature: –20 up to +60 degrees Celsius

ingress protection: IP 65

impact resistance level: IK10

electrical protection class: I

limited surface temperatur (D): yes

vandal - proof: yes

housing material(s): stainless steel 304

material(s) and fi nish of the standard mounting clips: natural stainless steel

diffuser material: thoughened safety glass

diffuser fi nish: white satin-coated

heat sink material: steel

luminaire housing color: natural stainless steel

through wiring: 5-pole (5 x 1,5 sqmm) via two terminal blocks

supply cable in- and outlet: 2x cable gland

number of poles (valid for types with DALI dimming only): 3 grid / 2 DALI

number of poles (valid for types without dimming only): 3 grid

Additional information:

certifi cates: ENEC

conformities: CE | RoHS | DIN 10500 (HACCP | IFS)3

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years4

spare part guarantee: 10 years

delievery includes: luminaire and two combined wall and ceiling mounting clips

1 can only be used at ambient temperatures of max. +50 degrees Celsius.
2  can only be used at ambient temperatures from +5 to +50 degrees Celsius.
3 DIN 10500 only valid in combination with optional upgrade packages (article numbers 502900 / 502901 / 502902).
4 according to the warranty conditions of tempLED GmbH, excluding accessories.
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tempLED RayProof Pro 25 - 120 RayProof Pro 25 - 120 RayProof Pro 25 - 120 RayProof Pro 25 - 120

article number: 502224 502225 512224 512225

GTIN / EAN: 4260669199538 4260669199408 4260669199590 4260669199606

initial luminous fl ux: 3,250 lm 3,250 lm 3,250 lm 3,250 lm

initial system effi  ciency: 130 lm/w 130 lm/w 130 lm/w 130 lm/w

initial, most similar color temperature: 4,000 K 5,000 K 4,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees 120 degrees

dimming / control: none none DALI-2 DALI-2

system performance: 25 W 25 W 25 W 25 W

power consumption: 0.11 A 0.11 A 0.11 A 0.11 A

maximum inrush current: 5.50 A 5.50 A 5.50 A 5.50 A

dimensions (L x W x H): 680 x 120 x 67 mm 680 x 120 x 67 mm 680 x 120 x 67 mm 680 x 120 x 67 mm

MOQ: 100 100 100 100

25

tempLED RayProof Pro 35 - 120 RayProof Pro 35 - 120 RayProof Pro 35 - 120 RayProof Pro 35 - 120

article number: 502324 502325 512324 512325

GTIN / EAN: 4260669199545 4260669199514 4260669199613 4260669199620

initial luminous fl ux: 4,450 lm 4,450 lm 4,450 lm 4,450 lm

initial system effi  ciency: 130 lm/w 130 lm/w 130 lm/w 130 lm/w

initial, most similar color temperature: 4,000 K 5,000 K 4,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees 120 degrees

dimming / control: none none DALI-2 DALI-2

system performance: 35 W 35 W 35 W 35 W

power consumption: 0.16 A 0.16 A 0.16 A 0.16 A

maximum inrush current: 5.50 A 5.50 A 5.50 A 5.50 A

dimensions (L x W x H): 680 x 120 x 67 mm 680 x 120 x 67 mm 680 x 120 x 67 mm 680 x 120 x 67 mm

MOQ: 100 none 100 100

35

tempLED RayProof Pro 35 - 120 RayProof Pro 35 - 120 RayProof Pro 35 - 120 RayProof Pro 35 - 120

article number: 502424 502425 512424 512425

GTIN / EAN: 4260669199552 4260669199415 4260669199637 4260669199644

initial luminous fl ux: 4,450 lm 4,450 lm 4,450 lm 4,450 lm

initial system effi  ciency: 130 lm/w 130 lm/w 130 lm/w 130 lm/w

initial, most similar color temperature: 4,000 K 5,000 K 4,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees 120 degrees

dimming / control: none none DALI-2 DALI-2

system performance: 35 W 35 W 35 W 35 W

power consumption: 0.16 A 0.16 A 0.16 A 0.16 A

maximum inrush current: 5.50 A 5.50 A 5.50 A 5.50 A

dimensions (L x W x H): 1,290 x 120 x 67 mm 1,290 x 120 x 67 mm 1,290 x 120 x 67 mm 1,290 x 120 x 67 mm

MOQ: none 100 100 100

35
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tempLED RayProof Pro 50 - 120 RayProof Pro 50 - 120 RayProof Pro 50 - 120 RayProof Pro 50 - 120

article number: 502524 502525 512524 512525

GTIN / EAN: 4260669199569 4260669199521 4260669199651 4260669199668

initial luminous fl ux: 6,500 lm 6,500 lm 6,500 lm 6,500 lm

initial system effi  ciency: 130 lm/w 130 lm/w 130 lm/w 130 lm/w

initial, most similar color temperature: 4,000 K 5,000 K 4,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees 120 degrees

dimming / control: none none DALI-2 DALI-2

system performance: 50 W 50 W 50 W 50 W

power consumption: 0.22 A 0.22 A 0.22 A 0.22 A

maximum inrush current: 12 A 12 A 12 A 12 A

dimensions (L x W x H): 1,290 x 120 x 67 mm 1,290 x 120 x 67 mm 1,290 x 120 x 67 mm 1,290 x 120 x 67 mm

MOQ: 100 100 100 100

50

tempLED RayProof Pro 62 - 120 RayProof Pro 62 - 120 RayProof Pro 62 - 120 RayProof Pro 62 - 120

article number: 502624 502625 512624 512625

GTIN / EAN: 4260669199576 4260669199422 4260669199675 4260669199682

initial luminous fl ux: 8,050 lm 8,050 lm 8,050 lm 8,050 lm

initial system effi  ciency: 130 lm/w 130 lm/w 130 lm/w 130 lm/w

initial, most similar color temperature: 4,000 K 5,000 K 4,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees 120 degrees

dimming / control: none none DALI-2 DALI-2

system performance: 62 W 62 W 62 W 62 W

power consumption: 0.27 A 0.27 A 0.27 A 0.27 A

maximum inrush current: 12 A 12 A 12 A 12 A

dimensions (L x W x H): 1,600 x 120 x 67 mm 1,600 x 120 x 67 mm 1,600 x 120 x 67 mm 1,600 x 120 x 67 mm

MOQ: 100 100 100 100

62
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tempLED RayProof Pro 75 - 120 RayProof Pro 75 - 120 RayProof Pro 75 - 120 RayProof Pro 75 - 120

article number: 502724 502725 512724 512725

GTIN / EAN: 4260669199583 4260669199439 4260669199699 4260669199705

initial luminous fl ux: 9,750 lm 9,750 lm 9,750 lm 9,750 lm

initial system effi  ciency: 130 lm/w 130 lm/w 130 lm/w 130 lm/w

initial, most similar color temperature: 4,000 K 5,000 K 4,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees 120 degrees

dimming / control: none none DALI-2 DALI-2

system performance: 75 W 75 W 75 W 75 W

power consumption: 0.33 A 0.33 A 0.33 A 0.33 A

maximum inrush current: 15 A 15 A 15 A 15 A

dimensions (L x W x H): 1,600 x 120 x 67 mm 1,600 x 120 x 67 mm 1,600 x 120 x 67 mm 1,600 x 120 x 67 mm

MOQ: none none 100 100

75
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tempLED RayProof Pro 25 - 120 RayProof Pro 25 - 120 RayProof Pro 25 - 120 RayProof Pro 25 - 120

article number: 502224 502225 512224 512225

GTIN / EAN: 4260669199538 4260669199408 4260669199590 4260669199606

initial luminous fl ux: 3,250 lm 3,250 lm 3,250 lm 3,250 lm

initial system effi  ciency: 130 lm/w 130 lm/w 130 lm/w 130 lm/w

initial, most similar color temperature: 4,000 K 5,000 K 4,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees 120 degrees

dimming / control: none none DALI-2 DALI-2

system performance: 25 W 25 W 25 W 25 W

power consumption: 0.11 A 0.11 A 0.11 A 0.11 A

maximum inrush current: 5.50 A 5.50 A 5.50 A 5.50 A

dimensions (L x W x H): 680 x 120 x 67 mm 680 x 120 x 67 mm 680 x 120 x 67 mm 680 x 120 x 67 mm

MOQ: 100 100 100 100

25

tempLED RayProof Pro 35 - 120 RayProof Pro 35 - 120 RayProof Pro 35 - 120 RayProof Pro 35 - 120

article number: 502324 502325 512324 512325

GTIN / EAN: 4260669199545 4260669199514 4260669199613 4260669199620

initial luminous fl ux: 4,450 lm 4,450 lm 4,450 lm 4,450 lm

initial system effi  ciency: 130 lm/w 130 lm/w 130 lm/w 130 lm/w

initial, most similar color temperature: 4,000 K 5,000 K 4,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees 120 degrees

dimming / control: none none DALI-2 DALI-2

system performance: 35 W 35 W 35 W 35 W

power consumption: 0.16 A 0.16 A 0.16 A 0.16 A

maximum inrush current: 5.50 A 5.50 A 5.50 A 5.50 A

dimensions (L x W x H): 680 x 120 x 67 mm 680 x 120 x 67 mm 680 x 120 x 67 mm 680 x 120 x 67 mm

MOQ: 100 none 100 100

35

tempLED RayProof Pro 35 - 120 RayProof Pro 35 - 120 RayProof Pro 35 - 120 RayProof Pro 35 - 120

article number: 502424 502425 512424 512425

GTIN / EAN: 4260669199552 4260669199415 4260669199637 4260669199644

initial luminous fl ux: 4,450 lm 4,450 lm 4,450 lm 4,450 lm

initial system effi  ciency: 130 lm/w 130 lm/w 130 lm/w 130 lm/w

initial, most similar color temperature: 4,000 K 5,000 K 4,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees 120 degrees

dimming / control: none none DALI-2 DALI-2

system performance: 35 W 35 W 35 W 35 W

power consumption: 0.16 A 0.16 A 0.16 A 0.16 A

maximum inrush current: 5.50 A 5.50 A 5.50 A 5.50 A

dimensions (L x W x H): 1,290 x 120 x 67 mm 1,290 x 120 x 67 mm 1,290 x 120 x 67 mm 1,290 x 120 x 67 mm

MOQ: none 100 100 100
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tempLED RayProof Pro 50 - 120 RayProof Pro 50 - 120 RayProof Pro 50 - 120 RayProof Pro 50 - 120

article number: 502524 502525 512524 512525

GTIN / EAN: 4260669199569 4260669199521 4260669199651 4260669199668

initial luminous fl ux: 6,500 lm 6,500 lm 6,500 lm 6,500 lm

initial system effi  ciency: 130 lm/w 130 lm/w 130 lm/w 130 lm/w

initial, most similar color temperature: 4,000 K 5,000 K 4,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees 120 degrees

dimming / control: none none DALI-2 DALI-2

system performance: 50 W 50 W 50 W 50 W

power consumption: 0.22 A 0.22 A 0.22 A 0.22 A

maximum inrush current: 12 A 12 A 12 A 12 A

dimensions (L x W x H): 1,290 x 120 x 67 mm 1,290 x 120 x 67 mm 1,290 x 120 x 67 mm 1,290 x 120 x 67 mm

MOQ: 100 100 100 100

50

tempLED RayProof Pro 62 - 120 RayProof Pro 62 - 120 RayProof Pro 62 - 120 RayProof Pro 62 - 120

article number: 502624 502625 512624 512625

GTIN / EAN: 4260669199576 4260669199422 4260669199675 4260669199682

initial luminous fl ux: 8,050 lm 8,050 lm 8,050 lm 8,050 lm

initial system effi  ciency: 130 lm/w 130 lm/w 130 lm/w 130 lm/w

initial, most similar color temperature: 4,000 K 5,000 K 4,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees 120 degrees

dimming / control: none none DALI-2 DALI-2

system performance: 62 W 62 W 62 W 62 W

power consumption: 0.27 A 0.27 A 0.27 A 0.27 A

maximum inrush current: 12 A 12 A 12 A 12 A

dimensions (L x W x H): 1,600 x 120 x 67 mm 1,600 x 120 x 67 mm 1,600 x 120 x 67 mm 1,600 x 120 x 67 mm

MOQ: 100 100 100 100
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tempLED RayProof Pro 75 - 120 RayProof Pro 75 - 120 RayProof Pro 75 - 120 RayProof Pro 75 - 120

article number: 502724 502725 512724 512725

GTIN / EAN: 4260669199583 4260669199439 4260669199699 4260669199705

initial luminous fl ux: 9,750 lm 9,750 lm 9,750 lm 9,750 lm

initial system effi  ciency: 130 lm/w 130 lm/w 130 lm/w 130 lm/w

initial, most similar color temperature: 4,000 K 5,000 K 4,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees 120 degrees

dimming / control: none none DALI-2 DALI-2

system performance: 75 W 75 W 75 W 75 W

power consumption: 0.33 A 0.33 A 0.33 A 0.33 A

maximum inrush current: 15 A 15 A 15 A 15 A

dimensions (L x W x H): 1,600 x 120 x 67 mm 1,600 x 120 x 67 mm 1,600 x 120 x 67 mm 1,600 x 120 x 67 mm

MOQ: none none 100 100

75
St
oc

k

ITE
M



page 176

tempLED Accessory catalogue RayProof Pro art.-no. GTIN / EAN

Casambi control unit suitable only for luminaires with DALI dimming
for integrating and controlling the luminaire via the Casambi network,
can only be used at ambient temperatures of max. +50 degrees Celsius,
mounted on the luminaire ready for use

934230 4260745230049

emergency light module suitable only for luminaires with overall lengths of 1,290 and 1,600 mm 
with automatic detection of failure and return of supply voltage, display of functional status,
battery type: LiFePO4, running time approx. 3 hours with an output power of approx. 3,5 watts, 
recharging time: approx. 24 hours, can only be used at ambient temperatures from +5 to +50 
degrees Celsius, mounted in the luminaire ready for use

502903 4260745237307

presence detector system as assembly kit suitable only for luminaires with DALI dimming
assembly kit consisting of presence detector with PIR technology and mounting adapter for direct 
installation of the system on the cable gland of the luminaire (through-wiring not possible); integ-
rated daylight sensor, detection angle: 360 degrees, ingress protection: IP 65, power supply directly 
via DALI bus, can only be used at ambient temperatures of max. +50 degrees Celsius
maximum mounting height: 3.50 meters, maximum detection range: Ø 10 to 12 meters
maximum mounting height: 12.00 meters, maximum detection range: Ø 10 meters
maximum mounting height: 17.00 meters, maximum detection range: Ø 18 meters

932386
932385
932382

4260745237499
4260745237482
4260745235860

upgrade package to DIN 10500 (HACCP / IFS)
upgrade of one tempLED RayProof Pro with overall length 680 mm
to comply with DIN 10500 (HACCP / IFS)

502900 4260745236881

upgrade package to DIN 10500 (HACCP / IFS)
upgrade of one tempLED RayProof Pro with overall length 1,290 mm
to comply with DIN 10500 (HACCP / IFS)

502901 4260745236898

upgrade package to DIN 10500 (HACCP / IFS)
upgrade of one tempLED RayProof Pro with overall length 1,600 mm
to comply with DIN 10500 (HACCP / IFS)

502902 4260745236904

Direct link to the tempLED
download portal

Recyclin
g 

> 
90

%

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?

LEDtemp
www.tempLED.de

TRI-PROOF LIGHT

tempLED RayProof V2
20 | 36 | 65 | 80

TRI-PROOF LIGHTING
Our customer
Heliotherm
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tempLED Accessory catalogue RayProof Pro art.-no. GTIN / EAN

Casambi control unit suitable only for luminaires with DALI dimming
for integrating and controlling the luminaire via the Casambi network,
can only be used at ambient temperatures of max. +50 degrees Celsius,
mounted on the luminaire ready for use

934230 4260745230049

emergency light module suitable only for luminaires with overall lengths of 1,290 and 1,600 mm 
with automatic detection of failure and return of supply voltage, display of functional status,
battery type: LiFePO4, running time approx. 3 hours with an output power of approx. 3,5 watts, 
recharging time: approx. 24 hours, can only be used at ambient temperatures from +5 to +50 
degrees Celsius, mounted in the luminaire ready for use

502903 4260745237307

presence detector system as assembly kit suitable only for luminaires with DALI dimming
assembly kit consisting of presence detector with PIR technology and mounting adapter for direct 
installation of the system on the cable gland of the luminaire (through-wiring not possible); integ-
rated daylight sensor, detection angle: 360 degrees, ingress protection: IP 65, power supply directly 
via DALI bus, can only be used at ambient temperatures of max. +50 degrees Celsius
maximum mounting height: 3.50 meters, maximum detection range: Ø 10 to 12 meters
maximum mounting height: 12.00 meters, maximum detection range: Ø 10 meters
maximum mounting height: 17.00 meters, maximum detection range: Ø 18 meters

932386
932385
932382

4260745237499
4260745237482
4260745235860

upgrade package to DIN 10500 (HACCP / IFS)
upgrade of one tempLED RayProof Pro with overall length 680 mm
to comply with DIN 10500 (HACCP / IFS)

502900 4260745236881

upgrade package to DIN 10500 (HACCP / IFS)
upgrade of one tempLED RayProof Pro with overall length 1,290 mm
to comply with DIN 10500 (HACCP / IFS)

502901 4260745236898

upgrade package to DIN 10500 (HACCP / IFS)
upgrade of one tempLED RayProof Pro with overall length 1,600 mm
to comply with DIN 10500 (HACCP / IFS)

502902 4260745236904

Direct link to the tempLED
download portal

Recyclin
g 

> 
90

%

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?

LEDtemp
www.tempLED.de

TRI-PROOF LIGHT

tempLED RayProof V2
20 | 36 | 65 | 80

TRI-PROOF LIGHTING
Our customer
Heliotherm
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Light distribution curve tempLED RayProof V2
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5-pole through wiring with 
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made of polycarbonate with 
integrated light directing prism

initial system effi  ciency
up to 150 lm / w

Power Factor
Correction

optional

2optional

IP 66

up to
150 lm/w

Ra > 80 
4,000 K
5,000 K

IK08

UV

optional control and 
safety systems:

0°15° 15° 30°30°

45°

60°

75°

90°

105°

45°

60°

75°

90°

105°

weatherproof, dustproof
and impact-resistant luminaire

housing made of polycarbonate

0°15° 15° 30°30°

45°

60°

75°

90°

105°

45°

60°

75°

90°

105°

effi  cient and
weight-optimized
heat sink

circumferential
sealing system

tempLED RayProof V2 Dimensions

X20 [overall length: 655 mm]X

100 mm

83 mm

1.860 mm

100 mm

83 mm

1,560 mm

100 mm

83 mm

X80 [overall length: 1,860 mm]X

X36 | 65 [overall length: 1,560 mm]X

1,220 mm

100 mm

83 mm

100 mm

83 mm

X36 [overall length: 1,220 mm]X

83 mm

100 mm

655 mm

Mounting options tempLED RayProof V2
20 | 36 | 65 | 80

ceiling mounting wall mounting pendant mounting
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Light distribution curve tempLED RayProof V2
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fi eldimpact-resistant diffuser 
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General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 3,000 to 12,000 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 150 lumens / watt

initial, most similar color temperature: 4,000 kelvins | 5,000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 5 SDCM

available symmetrical beam angles: 120 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): on request

Electrotechnical properties:

power supply AC: 220 to 240 volts

supply frequency: 50 / 60 hertz

system performance: 20 to 80 watts

system performance tolerance: ± 10 percent

power factor: > 0.93

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 20 percent

temperature classifi cation (ATEX): T6

Tc - temperature: +75 degrees Celsius

Energy characteristics:

Valid for all tempLED RayProof V2: This product contains a light source of energy effi  ciency class C.

Mounting options:

standard mounting options: wall and ceiling mounting

optional mounting options: pendant mounting

1 additional color temperatures on request.

5
years

guarantee

10
years

spare part 
guarantee

in Vorbereitung

RoHS

Changes and errors excepted; similar pictures.

Control and safety properties:

dimming: DALI-2 optional

minimum dimming level: on request

constant lumen output (CLO): optional

control via the Casambi network: optional (types with DALI dimming only)

emergency light module: optional1

occupancy control: optional via presence detector (types with DALI dimming only)

daylight control system: optional via the Casambi network (types with DALI dimming only)

Housing properties:

ambient temperature: –20 to +50 degrees Celsius

ingress protection: IP 66

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

vandal - proof: yes

housing material(s): polycarbonate

material(s) and fi nish of the standard mounting clips: natural stainless steel

diffuser material: impact- and UV-resistant polycarbonate

diffuser fi nish: light directing prism

heat sink material: steel

luminaire housing color: signal gray according to RAL 7004

through wiring: 5-pole (5 x 1,5 sqmm) via two terminal blocks

supply cable in- and outlet: 2x cable gland

number of poles (valid for types without dimming only): 3 grid

number of poles (valid for types with DALI dimming only): 3 grid / 2 DALI

Additional information:

certifi cates: ENEC

conformities: CE | RoHS | DIN 10500 (HACCP | IFS)

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years2

spare part guarantee: 10 years

delievery includes: luminaire and two combined wall and ceiling mounting clips

1 can only be used at ambient temperatures from +5 to +50 degrees Celsius.
2 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayProof V2 20
overall length: 655 mm

RayProof V2 36
overall length: 1,220 mm

RayProof V2 36 | 65
overall length: 1,560 mm

RayProof V2 80
overall length: 1,860 mm

number of luminaires per package: 1 1 1 1

number of luminaires per master carton: 9 6 6 4

number of luminaires per pallet: 252 72 72 80

weight of the luminaire: 1,120 g 1,920 g 2,350 g 2,850 g

weight per package: 1,360 g 2,330 g 2,900 g 3,480 g

package dimensions L x W x H: 690 x 107 x 90 mm 1,260 x 107 x 90 mm 1,600 x 107 x 90 mm 1,898 x 107 x 90 mm

weight per master carton: 12,200 g 13,950 g 17,400 g 13,900 g

master carton dimensions L x W x H: 705 x 336 x 285 mm 1,275 x 336 x 195 mm 1,615 x 336 x 195 mm 1,915 x 229 x 195 mm
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General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 3,000 to 12,000 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 150 lumens / watt

initial, most similar color temperature: 4,000 kelvins | 5,000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 5 SDCM

available symmetrical beam angles: 120 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): on request

Electrotechnical properties:

power supply AC: 220 to 240 volts

supply frequency: 50 / 60 hertz

system performance: 20 to 80 watts

system performance tolerance: ± 10 percent

power factor: > 0.93

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 20 percent

temperature classifi cation (ATEX): T6

Tc - temperature: +75 degrees Celsius

Energy characteristics:

Valid for all tempLED RayProof V2: This product contains a light source of energy effi  ciency class C.

Mounting options:

standard mounting options: wall and ceiling mounting

optional mounting options: pendant mounting

1 additional color temperatures on request.

5
years

guarantee

10
years

spare part 
guarantee

in Vorbereitung

RoHS

Changes and errors excepted; similar pictures.

Control and safety properties:

dimming: DALI-2 optional

minimum dimming level: on request

constant lumen output (CLO): optional

control via the Casambi network: optional (types with DALI dimming only)

emergency light module: optional1

occupancy control: optional via presence detector (types with DALI dimming only)

daylight control system: optional via the Casambi network (types with DALI dimming only)

Housing properties:

ambient temperature: –20 to +50 degrees Celsius

ingress protection: IP 66

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

vandal - proof: yes

housing material(s): polycarbonate

material(s) and fi nish of the standard mounting clips: natural stainless steel

diffuser material: impact- and UV-resistant polycarbonate

diffuser fi nish: light directing prism

heat sink material: steel

luminaire housing color: signal gray according to RAL 7004

through wiring: 5-pole (5 x 1,5 sqmm) via two terminal blocks

supply cable in- and outlet: 2x cable gland

number of poles (valid for types without dimming only): 3 grid

number of poles (valid for types with DALI dimming only): 3 grid / 2 DALI

Additional information:

certifi cates: ENEC

conformities: CE | RoHS | DIN 10500 (HACCP | IFS)

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years2

spare part guarantee: 10 years

delievery includes: luminaire and two combined wall and ceiling mounting clips

1 can only be used at ambient temperatures from +5 to +50 degrees Celsius.
2 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayProof V2 20
overall length: 655 mm

RayProof V2 36
overall length: 1,220 mm

RayProof V2 36 | 65
overall length: 1,560 mm

RayProof V2 80
overall length: 1,860 mm

number of luminaires per package: 1 1 1 1

number of luminaires per master carton: 9 6 6 4

number of luminaires per pallet: 252 72 72 80

weight of the luminaire: 1,120 g 1,920 g 2,350 g 2,850 g

weight per package: 1,360 g 2,330 g 2,900 g 3,480 g

package dimensions L x W x H: 690 x 107 x 90 mm 1,260 x 107 x 90 mm 1,600 x 107 x 90 mm 1,898 x 107 x 90 mm

weight per master carton: 12,200 g 13,950 g 17,400 g 13,900 g

master carton dimensions L x W x H: 705 x 336 x 285 mm 1,275 x 336 x 195 mm 1,615 x 336 x 195 mm 1,915 x 229 x 195 mm
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tempLED RayProof V2 20 - 120 RayProof V2 20 - 120 RayProof V2 20 - 120 RayProof V2 20 - 120

article number: 503204 503205 504204 504205

GTIN / EAN: 4260669190504 4260669190511 4260669191303 4260669191310

initial luminous fl ux: 3,000 lm 3,000 lm 3,000 lm 3,000 lm

initial system effi  ciency: 150 lm/w 150 lm/w 150 lm/w 150 lm/w

initial, most similar color temperature: 4,000 K 5,000 K 4,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees 120 degrees

dimming / control: none none DALI-2 DALI-2

system performance: 20 W 20 W 20 W 20 W

power consumption: 0.10 A 0.10 A 0.10 A 0.10 A

maximum inrush current: 6.10 A 6.10 A 6.10 A 6.10 A

dimensions (L x W x H): 655 x 100 x 83 mm 655 x 100 x 83 mm 655 x 100 x 83 mm 655 x 100 x 83 mm

MOQ: 100 100 100 100

20

tempLED RayProof V2 20 - 120 RayProof V2 20 - 120

article number: 504204C 504205C

GTIN / EAN: 4260669198432 4260669198449

initial luminous fl ux: 3,000 lm 3,000 lm

initial system effi  ciency: 150 lm/w 150 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 120 degrees 120 degrees

dimming / control: Casambi Casambi

system performance: 20 W 20 W

power consumption: 0.10 A 0.10 A

maximum inrush current: 6.10 A 6.10 A

dimensions (L x W x H): 655 x 100 x 83 mm 655 x 100 x 83 mm

MOQ: 100 100

20

tempLED RayProof V2 36 - 120 RayProof V2 36 - 120 RayProof V2 36 - 120 RayProof V2 36 - 120

article number: 503364 503365 504364 504365

GTIN / EAN: 4260669190528 4260669190535 4260669191327 4260669191334

initial luminous fl ux: 5,400 lm 5,400 lm 5,400 lm 5,400 lm

initial system effi  ciency: 150 lm/w 150 lm/w 150 lm/w 150 lm/w

initial, most similar color temperature: 4,000 K 5,000 K 4,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees 120 degrees

dimming / control: none none DALI-2 DALI-2

system performance: 36 W 36 W 36 W 36 W

power consumption: 0.16 A 0.16 A 0.16 A 0.16 A

maximum inrush current: 5.50 A 5.50 A 5.50 A 5.50 A

dimensions (L x W x H): 1,220 x 100 x 83 mm 1,220 x 100 x 83 mm 1,220 x 100 x 83 mm 1,220 x 100 x 83 mm

MOQ: none none none none
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tempLED RayProof V2 36 - 120 RayProof V2 36 - 120

article number: 504364C 504365C

GTIN / EAN: 4260669198456 4260669198463

initial luminous fl ux: 5,400 lm 5,400 lm

initial system effi  ciency: 150 lm/w 150 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 120 degrees 120 degrees

dimming / control: Casambi Casambi

system performance: 36 W 36 W

power consumption: 0.16 A 0.16 A

maximum inrush current: 5.50 A 5.50 A

dimensions (L x W x H): 1,220 x 100 x 83 mm 1,220 x 100 x 83 mm

MOQ: none none

36

tempLED RayProof V2 36 - 120 RayProof V2 36 - 120 RayProof V2 36 - 120 RayProof V2 36 - 120

article number: 503374 503375 504374 504375

GTIN / EAN: 4260669190542 4260669190559 4260669191341 4260669191358

initial luminous fl ux: 5,400 lm 5,400 lm 5,400 lm 5,400 lm

initial system effi  ciency: 150 lm/w 150 lm/w 150 lm/w 150 lm/w

initial, most similar color temperature: 4,000 K 5,000 K 4,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees 120 degrees

dimming / control: none none DALI-2 DALI-2

system performance: 36 W 36 W 36 W 36 W

power consumption: 0.16 A 0.16 A 0.16 A 0.16 A

maximum inrush current: 5.50 A 5.50 A 5.50 A 5.50 A

dimensions (L x W x H): 1,560 x 100 x 83 mm 1,560 x 100 x 83 mm 1,560 x 100 x 83 mm 1,560 x 100 x 83 mm

MOQ: none none none none
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tempLED RayProof V2 36 - 120 RayProof V2 36 - 120

article number: 504374C 504375C

GTIN / EAN: 4260669198470 4260669198487

initial luminous fl ux: 5,400 lm 5,400 lm

initial system effi  ciency: 150 lm/w 150 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 120 degrees 120 degrees

dimming / control: Casambi Casambi

system performance: 36 W 36 W

power consumption: 0.16 A 0.16 A

maximum inrush current: 5.50 A 5.50 A

dimensions (L x W x H): 1,560 x 100 x 83 mm 1,560 x 100 x 83 mm

MOQ: none none

36
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tempLED RayProof V2 20 - 120 RayProof V2 20 - 120 RayProof V2 20 - 120 RayProof V2 20 - 120

article number: 503204 503205 504204 504205

GTIN / EAN: 4260669190504 4260669190511 4260669191303 4260669191310

initial luminous fl ux: 3,000 lm 3,000 lm 3,000 lm 3,000 lm

initial system effi  ciency: 150 lm/w 150 lm/w 150 lm/w 150 lm/w

initial, most similar color temperature: 4,000 K 5,000 K 4,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees 120 degrees

dimming / control: none none DALI-2 DALI-2

system performance: 20 W 20 W 20 W 20 W

power consumption: 0.10 A 0.10 A 0.10 A 0.10 A

maximum inrush current: 6.10 A 6.10 A 6.10 A 6.10 A

dimensions (L x W x H): 655 x 100 x 83 mm 655 x 100 x 83 mm 655 x 100 x 83 mm 655 x 100 x 83 mm

MOQ: 100 100 100 100

20

tempLED RayProof V2 20 - 120 RayProof V2 20 - 120

article number: 504204C 504205C

GTIN / EAN: 4260669198432 4260669198449

initial luminous fl ux: 3,000 lm 3,000 lm

initial system effi  ciency: 150 lm/w 150 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 120 degrees 120 degrees

dimming / control: Casambi Casambi

system performance: 20 W 20 W

power consumption: 0.10 A 0.10 A

maximum inrush current: 6.10 A 6.10 A

dimensions (L x W x H): 655 x 100 x 83 mm 655 x 100 x 83 mm

MOQ: 100 100

20

tempLED RayProof V2 36 - 120 RayProof V2 36 - 120 RayProof V2 36 - 120 RayProof V2 36 - 120

article number: 503364 503365 504364 504365

GTIN / EAN: 4260669190528 4260669190535 4260669191327 4260669191334

initial luminous fl ux: 5,400 lm 5,400 lm 5,400 lm 5,400 lm

initial system effi  ciency: 150 lm/w 150 lm/w 150 lm/w 150 lm/w

initial, most similar color temperature: 4,000 K 5,000 K 4,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees 120 degrees

dimming / control: none none DALI-2 DALI-2

system performance: 36 W 36 W 36 W 36 W

power consumption: 0.16 A 0.16 A 0.16 A 0.16 A

maximum inrush current: 5.50 A 5.50 A 5.50 A 5.50 A

dimensions (L x W x H): 1,220 x 100 x 83 mm 1,220 x 100 x 83 mm 1,220 x 100 x 83 mm 1,220 x 100 x 83 mm

MOQ: none none none none

36
St
oc

k

ITE
M St

oc
k

ITE
M

tempLED RayProof V2 36 - 120 RayProof V2 36 - 120

article number: 504364C 504365C

GTIN / EAN: 4260669198456 4260669198463

initial luminous fl ux: 5,400 lm 5,400 lm

initial system effi  ciency: 150 lm/w 150 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 120 degrees 120 degrees

dimming / control: Casambi Casambi

system performance: 36 W 36 W

power consumption: 0.16 A 0.16 A

maximum inrush current: 5.50 A 5.50 A

dimensions (L x W x H): 1,220 x 100 x 83 mm 1,220 x 100 x 83 mm

MOQ: none none

36

tempLED RayProof V2 36 - 120 RayProof V2 36 - 120 RayProof V2 36 - 120 RayProof V2 36 - 120

article number: 503374 503375 504374 504375

GTIN / EAN: 4260669190542 4260669190559 4260669191341 4260669191358

initial luminous fl ux: 5,400 lm 5,400 lm 5,400 lm 5,400 lm

initial system effi  ciency: 150 lm/w 150 lm/w 150 lm/w 150 lm/w

initial, most similar color temperature: 4,000 K 5,000 K 4,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees 120 degrees

dimming / control: none none DALI-2 DALI-2

system performance: 36 W 36 W 36 W 36 W

power consumption: 0.16 A 0.16 A 0.16 A 0.16 A

maximum inrush current: 5.50 A 5.50 A 5.50 A 5.50 A

dimensions (L x W x H): 1,560 x 100 x 83 mm 1,560 x 100 x 83 mm 1,560 x 100 x 83 mm 1,560 x 100 x 83 mm

MOQ: none none none none
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tempLED RayProof V2 36 - 120 RayProof V2 36 - 120

article number: 504374C 504375C

GTIN / EAN: 4260669198470 4260669198487

initial luminous fl ux: 5,400 lm 5,400 lm

initial system effi  ciency: 150 lm/w 150 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 120 degrees 120 degrees

dimming / control: Casambi Casambi

system performance: 36 W 36 W

power consumption: 0.16 A 0.16 A

maximum inrush current: 5.50 A 5.50 A

dimensions (L x W x H): 1,560 x 100 x 83 mm 1,560 x 100 x 83 mm

MOQ: none none

36
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tempLED RayProof V2 65 - 120 RayProof V2 65 - 120 RayProof V2 65 - 120 RayProof V2 65 - 120

article number: 503654 503655 504654 504655

GTIN / EAN: 4260669190566 4260669190573 4260669191365 4260669191372

initial luminous fl ux: 9,750 lm 9,750 lm 9,750 lm 9,750 lm

initial system effi  ciency: 150 lm/w 150 lm/w 150 lm/w 150 lm/w

initial, most similar color temperature: 4,000 K 5,000 K 4,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees 120 degrees

dimming / control: none none DALI-2 DALI-2

system performance: 65 W 65 W 65 W 65 W

power consumption: 0.29 A 0.29 A 0.29 A 0.29 A

maximum inrush current: 12 A 12 A 12 A 12 A

dimensions (L x W x H): 1,560 x 100 x 83 mm 1,560 x 100 x 83 mm 1,560 x 100 x 83 mm 1,560 x 100 x 83 mm

MOQ: none none none none
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tempLED RayProof V2 65 - 120 RayProof V2 65 - 120

article number: 504654C 504655C

GTIN / EAN: 4260669198494 4260669198500

initial luminous fl ux: 9,750 lm 9,750 lm

initial system effi  ciency: 150 lm/w 150 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 120 degrees 120 degrees

dimming / control: Casambi Casambi

system performance: 65 W 65 W

power consumption: 0.29 A 0.29 A

maximum inrush current: 12 A 12 A

dimensions (L x W x H): 1,560 x 100 x 83 mm 1,560 x 100 x 83 mm

MOQ: none none

65

tempLED RayProof V2 80 - 120 RayProof V2 80 - 120 RayProof V2 80 - 120 RayProof V2 80 - 120

article number: 503804 503805 504804 504805

GTIN / EAN: 4260669190580 4260669190597 4260669191389 4260669191396

initial luminous fl ux: 12,000 lm 12,000 lm 12,000 lm 12,000 lm

initial system effi  ciency: 150 lm/w 150 lm/w 150 lm/w 150 lm/w

initial, most similar color temperature: 4,000 K 5,000 K 4,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees 120 degrees

dimming / control: none none DALI-2 DALI-2

system performance: 80 W 80 W 80 W 80 W

power consumption: 0.35 A 0.35 A 0.35 A 0.35 A

maximum inrush current: 15 A 15 A 15 A 15 A

dimensions (L x W x H): 1,860 x 100 x 83 mm 1,860 x 100 x 83 mm 1,860 x 100 x 83 mm 1,860 x 100 x 83 mm

MOQ: 100 none 100 none
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tempLED Accessory catalogue RayProof V2 art.-no. GTIN / EAN

emergency light module suitable only for luminaires with overall lengths of 1,220, 1,560 and 1,860 mm
with automatic detection of failure and return of supply voltage, display of functional status,
battery type: LiFePO4, running time approx. 3 hours with an output power of approx. 3,5 watts, 
recharging time: approx. 24 hours, can only be used at ambient temperatures from +5 to +50 
degrees Celsius, mounted in the luminaire ready for use

503900 4260745237314

presence detector system as assembly kit suitable only for luminaires with DALI dimming
assembly kit consisting of presence detector with PIR technology and mounting adapter for direct 
installation of the system on the cable gland of the luminaire (through-wiring not possible); integra-
ted daylight sensor, detection angle: 360 degrees, ingress protection: IP 65, 
power supply directly via DALI bus
maximum mounting height: 3.50 meters, maximum detection range: Ø 10 to 12 meters
maximum mounting height: 12.00 meters, maximum detection range: Ø 10 meters
maximum mounting height: 17.00 meters, maximum detection range: Ø 18 meters

932386
932385
932382

4260745237499
4260745237482
4260745235860

tempLED RayProof V2 80 - 120 RayProof V2 80 - 120

article number: 504804C 504805C

GTIN / EAN: 4260669198517 4260669198524

initial luminous fl ux: 12,000 lm 12,000 lm

initial system effi  ciency: 150 lm/w 150 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 120 degrees 120 degrees

dimming / control: Casambi Casambi

system performance: 80 W 80 W

power consumption: 0.35 A 0.35 A

maximum inrush current: 15 A 15 A

dimensions (L x W x H): 1,860 x 100 x 83 mm 1,860 x 100 x 83 mm

MOQ: 100 none

80

Direct link to the tempLED
download portal

Recyclin
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LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.
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tempLED RayProof V2 65 - 120 RayProof V2 65 - 120 RayProof V2 65 - 120 RayProof V2 65 - 120

article number: 503654 503655 504654 504655

GTIN / EAN: 4260669190566 4260669190573 4260669191365 4260669191372

initial luminous fl ux: 9,750 lm 9,750 lm 9,750 lm 9,750 lm

initial system effi  ciency: 150 lm/w 150 lm/w 150 lm/w 150 lm/w

initial, most similar color temperature: 4,000 K 5,000 K 4,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees 120 degrees

dimming / control: none none DALI-2 DALI-2

system performance: 65 W 65 W 65 W 65 W

power consumption: 0.29 A 0.29 A 0.29 A 0.29 A

maximum inrush current: 12 A 12 A 12 A 12 A

dimensions (L x W x H): 1,560 x 100 x 83 mm 1,560 x 100 x 83 mm 1,560 x 100 x 83 mm 1,560 x 100 x 83 mm

MOQ: none none none none
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tempLED RayProof V2 65 - 120 RayProof V2 65 - 120

article number: 504654C 504655C

GTIN / EAN: 4260669198494 4260669198500

initial luminous fl ux: 9,750 lm 9,750 lm

initial system effi  ciency: 150 lm/w 150 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 120 degrees 120 degrees

dimming / control: Casambi Casambi

system performance: 65 W 65 W

power consumption: 0.29 A 0.29 A

maximum inrush current: 12 A 12 A

dimensions (L x W x H): 1,560 x 100 x 83 mm 1,560 x 100 x 83 mm

MOQ: none none

65

tempLED RayProof V2 80 - 120 RayProof V2 80 - 120 RayProof V2 80 - 120 RayProof V2 80 - 120

article number: 503804 503805 504804 504805

GTIN / EAN: 4260669190580 4260669190597 4260669191389 4260669191396

initial luminous fl ux: 12,000 lm 12,000 lm 12,000 lm 12,000 lm

initial system effi  ciency: 150 lm/w 150 lm/w 150 lm/w 150 lm/w

initial, most similar color temperature: 4,000 K 5,000 K 4,000 K 5,000 K

light distribution: symmetrical symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees 120 degrees

dimming / control: none none DALI-2 DALI-2

system performance: 80 W 80 W 80 W 80 W

power consumption: 0.35 A 0.35 A 0.35 A 0.35 A

maximum inrush current: 15 A 15 A 15 A 15 A

dimensions (L x W x H): 1,860 x 100 x 83 mm 1,860 x 100 x 83 mm 1,860 x 100 x 83 mm 1,860 x 100 x 83 mm

MOQ: 100 none 100 none
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tempLED Accessory catalogue RayProof V2 art.-no. GTIN / EAN

emergency light module suitable only for luminaires with overall lengths of 1,220, 1,560 and 1,860 mm
with automatic detection of failure and return of supply voltage, display of functional status,
battery type: LiFePO4, running time approx. 3 hours with an output power of approx. 3,5 watts, 
recharging time: approx. 24 hours, can only be used at ambient temperatures from +5 to +50 
degrees Celsius, mounted in the luminaire ready for use

503900 4260745237314

presence detector system as assembly kit suitable only for luminaires with DALI dimming
assembly kit consisting of presence detector with PIR technology and mounting adapter for direct 
installation of the system on the cable gland of the luminaire (through-wiring not possible); integra-
ted daylight sensor, detection angle: 360 degrees, ingress protection: IP 65, 
power supply directly via DALI bus
maximum mounting height: 3.50 meters, maximum detection range: Ø 10 to 12 meters
maximum mounting height: 12.00 meters, maximum detection range: Ø 10 meters
maximum mounting height: 17.00 meters, maximum detection range: Ø 18 meters

932386
932385
932382

4260745237499
4260745237482
4260745235860

tempLED RayProof V2 80 - 120 RayProof V2 80 - 120

article number: 504804C 504805C

GTIN / EAN: 4260669198517 4260669198524

initial luminous fl ux: 12,000 lm 12,000 lm

initial system effi  ciency: 150 lm/w 150 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 120 degrees 120 degrees

dimming / control: Casambi Casambi

system performance: 80 W 80 W

power consumption: 0.35 A 0.35 A

maximum inrush current: 15 A 15 A

dimensions (L x W x H): 1,860 x 100 x 83 mm 1,860 x 100 x 83 mm

MOQ: 100 none

80
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LEDtemp
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Light distribution curve tempLED RayProof Lite
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easy and quick wiring 
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Mounting options tempLED RayProof Lite
30 | 40

ceiling mounting wall mounting pendant mounting

tempLED RayProof Lite
30 | 40

Dimensions tempLED RayProof Lite
30

1,200 mm
61 mm 57 mm

Dimensions tempLED RayProof Lite
40

1,500 mm
61 mm 57 mm
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Light distribution curve tempLED RayProof Lite
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150 degrees symmetrical
with diffuser

energy-effi  cient 
power supply

modular overall structure 
with exchangeable and repla-

ceable main components

3-pole through wiring 
with block terminals 

on both sides

easy and quick wiring 
due to rotatable 

opening mechanism

durable and bright LED 
light fi eld

according to standard IK08 
impact resistant diffuser 
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Mounting options tempLED RayProof Lite
30 | 40

ceiling mounting wall mounting pendant mounting

tempLED RayProof Lite
30 | 40

Dimensions tempLED RayProof Lite
30

1,200 mm
61 mm 57 mm

Dimensions tempLED RayProof Lite
40

1,500 mm
61 mm 57 mm
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General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 4,800 to 6,400 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 160 lumens / watt

initial, most similar color temperature: 4,000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 3 SDCM

available symmetrical beam angles: 150 degrees

photobiological safety: IEC/TR 62778: 0

compact fl icker degree (CFD): 1 percent

stroboscopic visuability measurement (SVM): 0,023

short time fl icker (Pst LM): 0,02

Electrotechnical properties:

power supply AC: 220 to 240 volts

supply frequency: 50 / 60 hertz

system performance: 22/30 and 28/40 watts

system performance tolerance: ± 10 percent

power factor: > 0,90

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 20 percent

temperature classifi cation (ATEX): T6

Tc - temperature: +45 degrees celsius

Energy characteristics:

Valid for all tempLED RayProof Lite: This product contains a light source of energy effi  ciency class D.

Mounting options:

standard mounting options: wall and ceiling mounting

optional mounting options: pendant mounting

1 additional color temperatures on request.

Changes and errors excepted; similar pictures.

5
years

guarantee

10
years

spare part 
guarantee

in preparation

RoHS
Housing properties:

ambient temperature: –20 to +40 degrees celsius

ingress protection: IP 65

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

housing material(s): polycarbonate

material(s) and fi nish of the standard mounting clips: natural stainless steel

diffuser material: impact- and UV-resistant polycarbonate

diffuser fi nish: white frosted

heat sink material: aluminum

luminaire housing color: light grey according to RAL 7035

through wiring: 3-pole (3 x 1,5 sqmm) via two terminal blocks

supply cable in- and outlet: 2x cable gland

number of poles: 3 grid

Additional information:

certifi cates: ENEC in preparation

conformities: CE | RoHS | DIN 10500 (HACCP | IFS)

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years1

spare part guarantee: 10 years

delievery includes: luminaire and two combined wall and ceiling mounting clips

1 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayProof Lite 30 
overall length: 1,200 mm

RayProof Lite 40
overall length: 1,500 mm

number of luminaires per package: 1 1

number of luminaires per master carton: 9 9

number of luminaires per pallet: 180 180

weight of the luminaire: 700 g 900 g

weight per package: 950 g 1,150 g

package dimensions L x W x H: 1,290 x 67 x 64 mm 1,595 x 67 x 64 mm

weight per master carton: 8,800 g 10,500 g

master carton dimensions L x W x H: 1,315 x 225 x 220 mm 1,620 x 225 x 220 mm



page 191

General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 4,800 to 6,400 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 160 lumens / watt

initial, most similar color temperature: 4,000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 3 SDCM

available symmetrical beam angles: 150 degrees

photobiological safety: IEC/TR 62778: 0

compact fl icker degree (CFD): 1 percent

stroboscopic visuability measurement (SVM): 0,023

short time fl icker (Pst LM): 0,02

Electrotechnical properties:

power supply AC: 220 to 240 volts

supply frequency: 50 / 60 hertz

system performance: 22/30 and 28/40 watts

system performance tolerance: ± 10 percent

power factor: > 0,90

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 20 percent

temperature classifi cation (ATEX): T6

Tc - temperature: +45 degrees celsius

Energy characteristics:

Valid for all tempLED RayProof Lite: This product contains a light source of energy effi  ciency class D.

Mounting options:

standard mounting options: wall and ceiling mounting

optional mounting options: pendant mounting

1 additional color temperatures on request.

Changes and errors excepted; similar pictures.

5
years

guarantee

10
years

spare part 
guarantee

in preparation

RoHS
Housing properties:

ambient temperature: –20 to +40 degrees celsius

ingress protection: IP 65

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

housing material(s): polycarbonate

material(s) and fi nish of the standard mounting clips: natural stainless steel

diffuser material: impact- and UV-resistant polycarbonate

diffuser fi nish: white frosted

heat sink material: aluminum

luminaire housing color: light grey according to RAL 7035

through wiring: 3-pole (3 x 1,5 sqmm) via two terminal blocks

supply cable in- and outlet: 2x cable gland

number of poles: 3 grid

Additional information:

certifi cates: ENEC in preparation

conformities: CE | RoHS | DIN 10500 (HACCP | IFS)

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years1

spare part guarantee: 10 years

delievery includes: luminaire and two combined wall and ceiling mounting clips

1 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayProof Lite 30 
overall length: 1,200 mm

RayProof Lite 40
overall length: 1,500 mm

number of luminaires per package: 1 1

number of luminaires per master carton: 9 9

number of luminaires per pallet: 180 180

weight of the luminaire: 700 g 900 g

weight per package: 950 g 1,150 g

package dimensions L x W x H: 1,290 x 67 x 64 mm 1,595 x 67 x 64 mm

weight per master carton: 8,800 g 10,500 g

master carton dimensions L x W x H: 1,315 x 225 x 220 mm 1,620 x 225 x 220 mm
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tempLED RayProof Lite 30 - 150

article number: 505354

GTIN / EAN: 4260745234863

initial luminous fl ux: 3,520 | 4,800 lm

initial system effi  ciency: 160 lm/W

initial, most similar color temperature: 4,000 K

light distribution: symmetrical

beam angle: 150 degrees

dimming / control: none

system performance: 22 | 30 W

power consumption: 0.10 | 0.13 A

maximum inrush current: 18 A

dimensions (L x W x H): 1,200 x 61 x 57 mm
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tempLED RayProof Lite 40 - 150

article number: 505454

GTIN / EAN: 4260745234887

initial luminous fl ux: 4,480 | 6,400 lm

initial system effi  ciency: 160 lm/W

initial, most similar color temperature: 4,000 K

light distribution: symmetrical

beam angle: 150 degrees

dimming / control: none

system performance: 28 | 40 W

power consumption: 0.12 | 0,18 A

maximum inrush current: 18 A

dimensions (L x W x H): 1,500 x 61 x 57 mm

40

Direct link to the tempLED
download portal

Recyclin
g 
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%

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?

LEDtemp
www.tempLED.de

MULTI-PURPOSE LIGHT

tempLED RayFlex
30 | 40 | 50 | 75 | 96 | 145 | 200 | 230 | 260 | 300

HALL LIGHTING

OUTDOOR LIGHTING
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tempLED RayProof Lite 30 - 150

article number: 505354

GTIN / EAN: 4260745234863

initial luminous fl ux: 3,520 | 4,800 lm

initial system effi  ciency: 160 lm/W

initial, most similar color temperature: 4,000 K

light distribution: symmetrical

beam angle: 150 degrees

dimming / control: none

system performance: 22 | 30 W

power consumption: 0.10 | 0.13 A

maximum inrush current: 18 A

dimensions (L x W x H): 1,200 x 61 x 57 mm
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tempLED RayProof Lite 40 - 150

article number: 505454

GTIN / EAN: 4260745234887

initial luminous fl ux: 4,480 | 6,400 lm

initial system effi  ciency: 160 lm/W

initial, most similar color temperature: 4,000 K

light distribution: symmetrical

beam angle: 150 degrees

dimming / control: none

system performance: 28 | 40 W

power consumption: 0.12 | 0,18 A

maximum inrush current: 18 A

dimensions (L x W x H): 1,500 x 61 x 57 mm
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Mounting options tempLED RayFlex
30 | 40 | 50 | 75 | 96 | 145 | 200 | 230 | 260 | 300

bracket mounting1

1  Adjustment range for surface mounting with standard mouting bracket: -90 to +90 degrees.

DimensionstempLED RayFlex

X75X

X260 | 300X

X200 | 230X

X96 | 145X

X30 | 40 | 50X
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energy-effi  cient constant current 
power supplies with optional 
constant lumen output (CLO)

modular overall structure 
with exchangeable and repla-

ceable main components

pressure compensation membra-
ne to prevent condensation

solid and powder-coated 
luminaire housing with integrated 
high-performance heat sink made 

of die-cast aluminium

durable and bright 
LED light fi eld

UV-resistant high-performance 
optical system with one 
practical beam angle 
(RayFlex 96 to 300 only)

initial system effi  ciency up to 140 lm / w

Power Factor
Correction

optional

IP 65

up to
140 lm/w

Ra > 80 
4,000 K
5,000 K

IK07

UV
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Light distribution curves tempLED RayFlex
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Mounting options tempLED RayFlex
30 | 40 | 50 | 75 | 96 | 145 | 200 | 230 | 260 | 300

bracket mounting1

1  Adjustment range for surface mounting with standard mouting bracket: -90 to +90 degrees.

DimensionstempLED RayFlex

X75X

X260 | 300X

X200 | 230X

X96 | 145X

X30 | 40 | 50X
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General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 4,200 to 40,500 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 140 lumens / watt

initial, most similar color temperature: 4,000 kelvins | 5,000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 5 SDCM

available symmetrical beam angles: 90 | 110 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): on request

Electrotechnical properties:

power supply AC (valid for high-voltage types only): 100 to 240 volts

power supply AC (valid for low-voltage types only): 42 to 48 volts

supply frequency: 50 / 60 hertz

system performance: 30 to 300 watts

system performance tolerance: ± 10 percent

power factor: > 0.90

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 10 percent

temperature classifi cation (ATEX): T5

Tc - temperature: +90 degrees Celsius

Energy characteristics:

Valid for all tempLED RayFlex 30/40/50/75/96/145/300: This product contains a light source of energy effi  ciency class D.

Valid for all tempLED RayFlex 200/230: This product contains a light source of energy effi  ciency class E.

Mounting options:

standard mounting options: mounting bracket with adjustment range -90 to +90 degrees

1 additional color temperatures on request.

Changes and errors excepted; similar pictures.

5
years

guarantee

10
years

spare part 
guarantee

in preparation

RoHS

Housing properties:

ambient temperature: –40 to +50 degrees Celsius

ingress protection: IP 65

impact resistance level: IK07

electrical protection class (valid for high-voltage types only): I

electrical protection class (valid for low-voltage types only): III

limited surface temperatur (D): yes, high-voltage types only

pressure compensation membrane: yes

housing and heat sink material(s): die-cast aluminum

material(s) and fi nish of the standard ceiling bracket: steel, powder-coated in white aluminium according to RAL 90061

material of optical system (valid for RayFlex 96-300 only): UV-resistant polycarbonate

cover plate material: thoughened safety glass, clear

luminaire housing color: white aluminium according to RAL 90061

surface fi nish: powder coating1

supply cable type: H05RN-F 3G1

supply cable length (valid for high-voltage types only): 100 centimeters

supply cable length (valid for low-voltage types only): 1,000 centimeters

supply cable inlet: cable gland

supply cable connection type (valid for high-voltage types only): open cable end

suppy cable connection type (valid for low-voltage types only) Mennekes - plug 656 A

number of poles: 3 grid

Additional information:

certifi cates: ENEC in preparation

conformities: CE and RoHS

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years2

spare part guarantee: 10 years

delievery includes: luminaire and mounting bracket

1 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
2 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayFlex 30 | 40 | 50 RayFlex 75 RayFlex 96 | 145 RayFlex 200 | 230 RayFlex 260 | 300

number of luminaires per package: 1 1 1 1 1

number of luminaires per pallet: 300 175 85 68 51

net weight of the luminaire: 1,700 to 1,800 g 2,750 g 4,700 g | 4,800 g 5,800 g | 5,900 g 11,300 g

gross weight per package: 1,800 to 1,900 g 2,800 g 5,400 g | 5,600 g 6,800 g | 6,900 g 11,500 g

package dimensions L x W x H: 320 x 230 x 105 mm 395 x 300 x 105 mm 475 x 370 x 115 mm 540 x 420 x 115 mm 580 x 550 x 115 mm
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General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 4,200 to 40,500 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 140 lumens / watt

initial, most similar color temperature: 4,000 kelvins | 5,000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 5 SDCM

available symmetrical beam angles: 90 | 110 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): on request

Electrotechnical properties:

power supply AC (valid for high-voltage types only): 100 to 240 volts

power supply AC (valid for low-voltage types only): 42 to 48 volts

supply frequency: 50 / 60 hertz

system performance: 30 to 300 watts

system performance tolerance: ± 10 percent

power factor: > 0.90

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 10 percent

temperature classifi cation (ATEX): T5

Tc - temperature: +90 degrees Celsius

Energy characteristics:

Valid for all tempLED RayFlex 30/40/50/75/96/145/300: This product contains a light source of energy effi  ciency class D.

Valid for all tempLED RayFlex 200/230: This product contains a light source of energy effi  ciency class E.

Mounting options:

standard mounting options: mounting bracket with adjustment range -90 to +90 degrees

1 additional color temperatures on request.

Changes and errors excepted; similar pictures.

5
years

guarantee

10
years

spare part 
guarantee

in preparation

RoHS

Housing properties:

ambient temperature: –40 to +50 degrees Celsius

ingress protection: IP 65

impact resistance level: IK07

electrical protection class (valid for high-voltage types only): I

electrical protection class (valid for low-voltage types only): III

limited surface temperatur (D): yes, high-voltage types only

pressure compensation membrane: yes

housing and heat sink material(s): die-cast aluminum

material(s) and fi nish of the standard ceiling bracket: steel, powder-coated in white aluminium according to RAL 90061

material of optical system (valid for RayFlex 96-300 only): UV-resistant polycarbonate

cover plate material: thoughened safety glass, clear

luminaire housing color: white aluminium according to RAL 90061

surface fi nish: powder coating1

supply cable type: H05RN-F 3G1

supply cable length (valid for high-voltage types only): 100 centimeters

supply cable length (valid for low-voltage types only): 1,000 centimeters

supply cable inlet: cable gland

supply cable connection type (valid for high-voltage types only): open cable end

suppy cable connection type (valid for low-voltage types only) Mennekes - plug 656 A

number of poles: 3 grid

Additional information:

certifi cates: ENEC in preparation

conformities: CE and RoHS

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years2

spare part guarantee: 10 years

delievery includes: luminaire and mounting bracket

1 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
2 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayFlex 30 | 40 | 50 RayFlex 75 RayFlex 96 | 145 RayFlex 200 | 230 RayFlex 260 | 300

number of luminaires per package: 1 1 1 1 1

number of luminaires per pallet: 300 175 85 68 51

net weight of the luminaire: 1,700 to 1,800 g 2,750 g 4,700 g | 4,800 g 5,800 g | 5,900 g 11,300 g

gross weight per package: 1,800 to 1,900 g 2,800 g 5,400 g | 5,600 g 6,800 g | 6,900 g 11,500 g

package dimensions L x W x H: 320 x 230 x 105 mm 395 x 300 x 105 mm 475 x 370 x 115 mm 540 x 420 x 115 mm 580 x 550 x 115 mm
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high-voltage types (100 to 240 VAC - 50/60 Hz)

tempLED RayFlex 30 - 110 RayFlex 30 - 110

article number: 840034 840035

GTIN / EAN: 4260669195813 4260491846402

initial luminous fl ux: 4,200 lm 4,200 lm

initial system effi  ciency: 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 110 degrees 110 degrees

dimming / control: on request on request

system performance: 30 W 30 W

power consumption: 0.20 A 0.20 A

maximum inrush current: 40 A 40 A

dimensions (L x W x H): 230 x 56 x 290 mm 230 x 56 x 290 mm
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tempLED RayFlex 50 - 110 RayFlex 50 - 110

article number: 840054 840055

GTIN / EAN: 4260669194939 4260491846419

initial luminous fl ux: 6,250 lm 6,250 lm

initial system effi  ciency: 125 lm/w 125 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 110 degrees 110 degrees

dimming / control: on request on request

system performance: 50 W 50 W

power consumption: 0.30 A 0.30 A

maximum inrush current: 50 A 50 A

dimensions (L x W x H): 230 x 56 x 290 mm 230 x 56 x 290 mm
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tempLED RayFlex 75 - 110 RayFlex 75 - 110

article number: 840074 840075

GTIN / EAN: 4260491844798 4260491846426

initial luminous fl ux: 10,125 lm 10,125 lm

initial system effi  ciency: 135 lm/w 135 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 110 degrees 110 degrees

dimming / control: on request on request

system performance: 75 W 75 W

power consumption: 0.40 A 0.40 A

maximum inrush current: 150 A 150 A

dimensions (L x W x H): 290 x 56 x 370 mm 290 x 56 x 370 mm
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high-voltage types (100 to 240 VAC - 50/60 Hz)

tempLED RayFlex 96 - 90 RayFlex 96 - 90

article number: 840104 840105

GTIN / EAN: 4260669194946 4260491846433

initial luminous fl ux: 13,440 lm 13,440 lm

initial system effi  ciency: 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 90 degrees 90 degrees

dimming / control: on request on request

system performance: 96 W 96 W

power consumption: 0.50 A 0.50 A

maximum inrush current: 150 A 150 A

dimensions (L x W x H): 340 x 58 x 420 mm 340 x 58 x 420 mm
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tempLED RayFlex 145 - 90 RayFlex 145 - 90

article number: 840204 840205

GTIN / EAN: 4260491844781 4260491846440

initial luminous fl ux: 18,850 lm 18,850 lm

initial system effi  ciency: 130 lm/w 130 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 90 degrees 90 degrees

dimming / control: on request on request

system performance: 145 W 145 W

power consumption: 0.70 A 0.70 A

maximum inrush current: 110 A 110 A

dimensions (L x W x H): 340 x 58 x 420 mm 340 x 58 x 420 mm
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tempLED RayFlex 200 - 90 RayFlex 200 - 90

article number: 840304 840305

GTIN / EAN: 4260669195837 4260491846457

initial luminous fl ux: 24,000 lm 24,000 lm

initial system effi  ciency: 120 lm/w 120 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 90 degrees 90 degrees

dimming / control: on request on request

system performance: 200 W 200 W

power consumption: 0.90 A 0.90 A

maximum inrush current: 110 A 110 A

dimensions (L x W x H): 400 x 59 x 495 mm 400 x 59 x 495 mm
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high-voltage types (100 to 240 VAC - 50/60 Hz)

tempLED RayFlex 30 - 110 RayFlex 30 - 110

article number: 840034 840035

GTIN / EAN: 4260669195813 4260491846402

initial luminous fl ux: 4,200 lm 4,200 lm

initial system effi  ciency: 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 110 degrees 110 degrees

dimming / control: on request on request

system performance: 30 W 30 W

power consumption: 0.20 A 0.20 A

maximum inrush current: 40 A 40 A

dimensions (L x W x H): 230 x 56 x 290 mm 230 x 56 x 290 mm
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tempLED RayFlex 50 - 110 RayFlex 50 - 110

article number: 840054 840055

GTIN / EAN: 4260669194939 4260491846419

initial luminous fl ux: 6,250 lm 6,250 lm

initial system effi  ciency: 125 lm/w 125 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 110 degrees 110 degrees

dimming / control: on request on request

system performance: 50 W 50 W

power consumption: 0.30 A 0.30 A

maximum inrush current: 50 A 50 A

dimensions (L x W x H): 230 x 56 x 290 mm 230 x 56 x 290 mm
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tempLED RayFlex 75 - 110 RayFlex 75 - 110

article number: 840074 840075

GTIN / EAN: 4260491844798 4260491846426

initial luminous fl ux: 10,125 lm 10,125 lm

initial system effi  ciency: 135 lm/w 135 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 110 degrees 110 degrees

dimming / control: on request on request

system performance: 75 W 75 W

power consumption: 0.40 A 0.40 A

maximum inrush current: 150 A 150 A

dimensions (L x W x H): 290 x 56 x 370 mm 290 x 56 x 370 mm
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high-voltage types (100 to 240 VAC - 50/60 Hz)

tempLED RayFlex 96 - 90 RayFlex 96 - 90

article number: 840104 840105

GTIN / EAN: 4260669194946 4260491846433

initial luminous fl ux: 13,440 lm 13,440 lm

initial system effi  ciency: 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 90 degrees 90 degrees

dimming / control: on request on request

system performance: 96 W 96 W

power consumption: 0.50 A 0.50 A

maximum inrush current: 150 A 150 A

dimensions (L x W x H): 340 x 58 x 420 mm 340 x 58 x 420 mm
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tempLED RayFlex 145 - 90 RayFlex 145 - 90

article number: 840204 840205

GTIN / EAN: 4260491844781 4260491846440

initial luminous fl ux: 18,850 lm 18,850 lm

initial system effi  ciency: 130 lm/w 130 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 90 degrees 90 degrees

dimming / control: on request on request

system performance: 145 W 145 W

power consumption: 0.70 A 0.70 A

maximum inrush current: 110 A 110 A

dimensions (L x W x H): 340 x 58 x 420 mm 340 x 58 x 420 mm
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tempLED RayFlex 200 - 90 RayFlex 200 - 90

article number: 840304 840305

GTIN / EAN: 4260669195837 4260491846457

initial luminous fl ux: 24,000 lm 24,000 lm

initial system effi  ciency: 120 lm/w 120 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 90 degrees 90 degrees

dimming / control: on request on request

system performance: 200 W 200 W

power consumption: 0.90 A 0.90 A

maximum inrush current: 110 A 110 A

dimensions (L x W x H): 400 x 59 x 495 mm 400 x 59 x 495 mm
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high-voltage types (100 to 240 VAC - 50/60 Hz)

tempLED RayFlex 230 - 90 RayFlex 230 - 90

article number: 840404 840405

GTIN / EAN: 4260669195844 4260491846464

initial luminous fl ux: 26,450 lm 26,450 lm

initial system effi  ciency: 115 lm/w 115 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 90 degrees 90 degrees

dimming / control: on request on request

system performance: 230 W 230 W

power consumption: 1.00 A 1.00 A

maximum inrush current: 110 A 110 A

dimensions (L x W x H): 400 x 59 x 495 mm 400 x 59 x 495 mm

230

tempLED RayFlex 260 - 90 RayFlex 260 - 90

article number: 840504 840505

GTIN / EAN: 4260669195851 4260491846471

initial luminous fl ux: 36,400 lm 36,400 lm

initial system effi  ciency: 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 90 degrees 90 degrees

dimming / control: on request on request

system performance: 260 W 260 W

power consumption: 1.20 A 1.20 A

maximum inrush current: 110 A 110 A

dimensions (L x W x H): 550 x 65 x 520 mm 550 x 65 x 520 mm

260

tempLED RayFlex 300 - 90 RayFlex 300 - 90

article number: 840604 840605

GTIN / EAN: 4260669195868 4260491846488

initial luminous fl ux: 40,500 lm 40,500 lm

initial system effi  ciency: 135 lm/w 135 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 90 degrees 90 degrees

dimming / control: on request on request

system performance: 300 W 300 W

power consumption: 1.40 A 1.40 A

maximum inrush current: 110 A 110 A

dimensions (L x W x H): 550 x 65 x 520 mm 550 x 65 x 520 mm
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low-voltage types (42 to 48 VAC - 50/60 Hz)

tempLED RayFlex 40 - 110 RayFlex 40 - 110

article number: 849044 849045

GTIN / EAN: 4260669195820 4260491841179

initial luminous fl ux: 5,000 lm 5,000 lm

initial system effi  ciency: 125 lm/w 125 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 110 degrees 110 degrees

dimming / control: on request on request

system performance: 40 W 40 W

power consumption: 1.00 A 1.00 A

maximum inrush current: 50 A 50 A

dimensions (L x W x H): 230 x 56 x 290 mm 230 x 56 x 290 mm

40

tempLED Accessory catalogue RayFlex art.-no. GTIN / EAN

mouting bracket stainless steel suitable only for tempLED RayFlex 30 / 40 / 50
adjustment range of the luminaire: -90 to +90 degrees, 
material: stainless steel V2A, fi nish: natural

933779 4260491849922

safety plug suitable only for high-voltage types
3-pin safety plug with ingress protection IP 44,
installed on the supply cable of the luminaire

945400 4260491842251

supply cable extension suitable only for high-voltage types
ready-to-use 3-pin supply cable extension up to 10 meters

333903 4260491843760

Direct link to the tempLED
download portal

Recyclin
g 

> 
90

%

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?
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high-voltage types (100 to 240 VAC - 50/60 Hz)

tempLED RayFlex 230 - 90 RayFlex 230 - 90

article number: 840404 840405

GTIN / EAN: 4260669195844 4260491846464

initial luminous fl ux: 26,450 lm 26,450 lm

initial system effi  ciency: 115 lm/w 115 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 90 degrees 90 degrees

dimming / control: on request on request

system performance: 230 W 230 W

power consumption: 1.00 A 1.00 A

maximum inrush current: 110 A 110 A

dimensions (L x W x H): 400 x 59 x 495 mm 400 x 59 x 495 mm

230

tempLED RayFlex 260 - 90 RayFlex 260 - 90

article number: 840504 840505

GTIN / EAN: 4260669195851 4260491846471

initial luminous fl ux: 36,400 lm 36,400 lm

initial system effi  ciency: 140 lm/w 140 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 90 degrees 90 degrees

dimming / control: on request on request

system performance: 260 W 260 W

power consumption: 1.20 A 1.20 A

maximum inrush current: 110 A 110 A

dimensions (L x W x H): 550 x 65 x 520 mm 550 x 65 x 520 mm

260

tempLED RayFlex 300 - 90 RayFlex 300 - 90

article number: 840604 840605

GTIN / EAN: 4260669195868 4260491846488

initial luminous fl ux: 40,500 lm 40,500 lm

initial system effi  ciency: 135 lm/w 135 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 90 degrees 90 degrees

dimming / control: on request on request

system performance: 300 W 300 W

power consumption: 1.40 A 1.40 A

maximum inrush current: 110 A 110 A

dimensions (L x W x H): 550 x 65 x 520 mm 550 x 65 x 520 mm
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low-voltage types (42 to 48 VAC - 50/60 Hz)

tempLED RayFlex 40 - 110 RayFlex 40 - 110

article number: 849044 849045

GTIN / EAN: 4260669195820 4260491841179

initial luminous fl ux: 5,000 lm 5,000 lm

initial system effi  ciency: 125 lm/w 125 lm/w

initial, most similar color temperature: 4,000 K 5,000 K

light distribution: symmetrical symmetrical

beam angle: 110 degrees 110 degrees

dimming / control: on request on request

system performance: 40 W 40 W

power consumption: 1.00 A 1.00 A

maximum inrush current: 50 A 50 A

dimensions (L x W x H): 230 x 56 x 290 mm 230 x 56 x 290 mm

40

tempLED Accessory catalogue RayFlex art.-no. GTIN / EAN

mouting bracket stainless steel suitable only for tempLED RayFlex 30 / 40 / 50
adjustment range of the luminaire: -90 to +90 degrees, 
material: stainless steel V2A, fi nish: natural

933779 4260491849922

safety plug suitable only for high-voltage types
3-pin safety plug with ingress protection IP 44,
installed on the supply cable of the luminaire

945400 4260491842251

supply cable extension suitable only for high-voltage types
ready-to-use 3-pin supply cable extension up to 10 meters

333903 4260491843760

Direct link to the tempLED
download portal

Recyclin
g 

> 
90

%

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?
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LEDtemp
www.tempLED.de

OFFICE AND WORKPLACE LIGHTS

tempLED RaySquare V2
36 

MULTI-PURPOSE LIGHTS
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Light distribution curve tempLED RaySquare V2
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120 degrees symmetrical

energy-effi  cient constant current 
power supply with optional DALI-2 

dimming or optional constant 
lumen output (CLO)

modular overall structure 
with exchangeable and repla-

ceable main components

solid luminaire housing

durable and bright 
LED light fi eld

impact-resistant cover plate 
made of PS

initial system effi  ciency
up to 130 lm / w

Power Factor
Correction

optional 2optional

IP 20

up to
130 lm/w

Ra > 80 4,000 K

IK04

variable mounting
possibilities

optional control and 
safety systems:

UGR up to <19
UGR
up to
< 19

tempLED RaySquare V2
36

Dimensions tempLED RaySquare V2
36

620 mm

620 mm

Mounting options tempLED RaySquare V2
36

recessed ceiling mouting wall or ceiling mounting*

Overall height: 35 mm

mounting in plaster ceiling*

* requires separate mounting accessories



page 205

Light distribution curve tempLED RaySquare V2
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Dimensions tempLED RaySquare V2
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620 mm
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Mounting options tempLED RaySquare V2
36

recessed ceiling mouting wall or ceiling mounting*

Overall height: 35 mm

mounting in plaster ceiling*

* requires separate mounting accessories
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General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 4,680 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 130 lumens / watt

initial, most similar color temperature: 4,000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 6 SDCM

unifi ed glare rating (UGR): up to < 19

available symmetrical beam angles: 120 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): 1 percent

stroboscopic visuability measurement (SVM): ≤ 0,4

short time fl icker (Pst LM): ≤ 1

Electrotechnical properties:

power supply AC: 220 to 240 volts

supply frequency: 50 / 60 hertz

system performance: 36 watts

system performance tolerance: ± 10 percent

power factor: > 0.90

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 20 percent

temperature classifi cation (ATEX): T5

Tc - temperature: +90 degrees Celsius

Energy characteristics:

Valid for all tempLED RaySquare V2: This product contains a light source of energy effi  ciency class D.

Mounting options:

standard mounting options: recessed ceiling mouting

optional mounting options: wall and ceiling mounting
mouting in plaster ceiling

1 additional color temperatures on request.

Changes and errors excepted; similar pictures.

5
years

guarantee

10
years

spare part 
guarantee

RoHS
in preparation

Control and safety properties:

dimming: DALI-2 optional

minimum dimming level: 10 percent

constant lumen output (CLO): optional

emergency light module: optional1

human centric lighting: on request

Housing properties:

ambient temperature: –20 to +45 degrees Celsius

ingress protection: IP 20

impact resistance level: IK04

electrical protection class: II

housing and heat sink material(s): aluminum

cover plate material: impact-resistant PS

cover plate fi nish: light directing foil

luminaire housing color: traffi  c white according to RAL 90162

surface fi nish: powder coating2

supply cable connection type: luminaire connector

number of poles (valid for types without dimming only): 2 grid

number of poles (valid for types with DALI dimming only): 2 grid / 2 DALI

Additional information:

certifi cates: ENEC in preparation

conformities: CE and RoHS

lifespan (L70B10C1): approx. 50,000 hours

guarantee: 5 years3

spare part guarantee: 10 years

delievery includes: luminaire

1 can only be used at ambient temperatures from +5 to +45 degrees Celsius.
2 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
3 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RaySquare V2

number of luminaires per package: 1

number of luminaires per master carton: 5

number of luminaires per pallet: 50

weight of the luminaire: 2,200 g

weight per package: 3,000 g

package dimensions L x W x H: 680 x 630 x 50 mm

weight per master carton: 15,000 g

master carton dimensions L x W x H: 710 x 660 x 280 mm
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General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 4,680 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 130 lumens / watt

initial, most similar color temperature: 4,000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 6 SDCM

unifi ed glare rating (UGR): up to < 19

available symmetrical beam angles: 120 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): 1 percent

stroboscopic visuability measurement (SVM): ≤ 0,4

short time fl icker (Pst LM): ≤ 1

Electrotechnical properties:

power supply AC: 220 to 240 volts

supply frequency: 50 / 60 hertz

system performance: 36 watts

system performance tolerance: ± 10 percent

power factor: > 0.90

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 20 percent

temperature classifi cation (ATEX): T5

Tc - temperature: +90 degrees Celsius

Energy characteristics:

Valid for all tempLED RaySquare V2: This product contains a light source of energy effi  ciency class D.

Mounting options:

standard mounting options: recessed ceiling mouting

optional mounting options: wall and ceiling mounting
mouting in plaster ceiling

1 additional color temperatures on request.

Changes and errors excepted; similar pictures.

5
years

guarantee

10
years

spare part 
guarantee

RoHS
in preparation

Control and safety properties:

dimming: DALI-2 optional

minimum dimming level: 10 percent

constant lumen output (CLO): optional

emergency light module: optional1

human centric lighting: on request

Housing properties:

ambient temperature: –20 to +45 degrees Celsius

ingress protection: IP 20

impact resistance level: IK04

electrical protection class: II

housing and heat sink material(s): aluminum

cover plate material: impact-resistant PS

cover plate fi nish: light directing foil

luminaire housing color: traffi  c white according to RAL 90162

surface fi nish: powder coating2

supply cable connection type: luminaire connector

number of poles (valid for types without dimming only): 2 grid

number of poles (valid for types with DALI dimming only): 2 grid / 2 DALI

Additional information:

certifi cates: ENEC in preparation

conformities: CE and RoHS

lifespan (L70B10C1): approx. 50,000 hours

guarantee: 5 years3

spare part guarantee: 10 years

delievery includes: luminaire

1 can only be used at ambient temperatures from +5 to +45 degrees Celsius.
2 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
3 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RaySquare V2

number of luminaires per package: 1

number of luminaires per master carton: 5

number of luminaires per pallet: 50

weight of the luminaire: 2,200 g

weight per package: 3,000 g

package dimensions L x W x H: 680 x 630 x 50 mm

weight per master carton: 15,000 g

master carton dimensions L x W x H: 710 x 660 x 280 mm
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tempLED RaySquare V2 36 - 120 RaySquare V2 36 - 120 DALI

article number: 861124 861224

GTIN / EAN: 4260491848758 4260491848765

initial luminous fl ux: 4,680 lm 4,680 lm

initial system effi  ciency: 130 lm/w 130 lm/w

unifi ed glare rating (UGR): < 19 < 19

initial, most similar color temperature: 4,000 K 4,000 K

light distribution: symmetrical symmetrical

beam angle: 120 degrees 120 degrees

dimming / control: none DALI-2

system performance: 36 W 36 W

power consumption: 0.16 A 0.16 A

maximum inrush current: 27 A 20 A

dimensions (L x W x H): 620 x 620 x 35 mm 620 x 620 x 35 mm

36
St
oc

k

ITE
M

tempLED Accessory catalogue RaySquare V2 art.-no. GTIN / EAN

mounting frame
for mounting the tempLED RaySquare V2 on walls and ceilings, 
material: aluminum, dimensions: 620 x 620 x 70 mm

861900 4260491848772

installation frame
with springs, for mounting the tempLED RaySquare V2 within plasterboard ceilings, 
material: aluminum, dimensions: 635 x 635 x 25 mm

861901 4260491848789

emergency light module
with automatic detection of failure and return of supply voltage, display of functional status, for 
installation in the suspended ceiling, space requirement: approx. 350 x 120 x 75 mm, battery type: 
LiFePO4, running time approx. 3 hours with an output power of approx. 3,5 watts, recharging time: 
approx. 24 hours, can only be used at ambient temperatures from +5 to +45 degrees Celsius, not 
compatible with mounting frame 861900

861903 4260491848802

Direct link to the tempLED
download portal

Recyclin
g 

> 
90

%

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?

LEDtemp
www.tempLED.de

RECESSED CEILING SPOTLIGHT SYSTEM

tempLED RayDown
8 | 20

OFFICE LIGHTING
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tempLED RaySquare V2 36 - 120 RaySquare V2 36 - 120 DALI

article number: 861124 861224

GTIN / EAN: 4260491848758 4260491848765

initial luminous fl ux: 4,680 lm 4,680 lm

initial system effi  ciency: 130 lm/w 130 lm/w

unifi ed glare rating (UGR): < 19 < 19

initial, most similar color temperature: 4,000 K 4,000 K

light distribution: symmetrical symmetrical

beam angle: 120 degrees 120 degrees

dimming / control: none DALI-2

system performance: 36 W 36 W

power consumption: 0.16 A 0.16 A

maximum inrush current: 27 A 20 A

dimensions (L x W x H): 620 x 620 x 35 mm 620 x 620 x 35 mm
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tempLED Accessory catalogue RaySquare V2 art.-no. GTIN / EAN

mounting frame
for mounting the tempLED RaySquare V2 on walls and ceilings, 
material: aluminum, dimensions: 620 x 620 x 70 mm

861900 4260491848772

installation frame
with springs, for mounting the tempLED RaySquare V2 within plasterboard ceilings, 
material: aluminum, dimensions: 635 x 635 x 25 mm

861901 4260491848789

emergency light module
with automatic detection of failure and return of supply voltage, display of functional status, for 
installation in the suspended ceiling, space requirement: approx. 350 x 120 x 75 mm, battery type: 
LiFePO4, running time approx. 3 hours with an output power of approx. 3,5 watts, recharging time: 
approx. 24 hours, can only be used at ambient temperatures from +5 to +45 degrees Celsius, not 
compatible with mounting frame 861900

861903 4260491848802

Direct link to the tempLED
download portal

Recyclin
g 

> 
90

%

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?

LEDtemp
www.tempLED.de

RECESSED CEILING SPOTLIGHT SYSTEM

tempLED RayDown
8 | 20

OFFICE LIGHTING
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Light distribution curve tempLED RayDown
8 | 20
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100 degrees symmetrical

initial system effi  ciency
up to 120 lm / w

up to
120 lm/w

according to standard IK05 
impact resistant diffuser made of 

polycarbonate for glare free lighting

IK05

durable and bright 
LED light fi eld

Ra > 80 4,000 K

high-performance heat sink 
with chimney effect

quick and easy snap-in 
installation with spring clips

solid and powder-
coated aluminium 
luminaire housing

IP 54

optional control and 
safety systems:

example pictures tempLED RayDown
8

Dimensions tempLED RayDown
8

example pictures tempLED RayDown
20

Dimensions tempLED RayDown
20

51.5 mm

51.5 mm

Ø 115 mm

Ø 178 mm
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Light distribution curve tempLED RayDown
8 | 20
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Lighting properties:

initial luminous fl ux: 960 to 2,400 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 120 lumens / watt

initial, most similar color temperature: 4.000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 6 SDCM

available symmetrical beam angles: 100 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): 1 percent

stroboscopic visuability measurement (SVM): 0,001

short time fl icker (Pst LM): 0,007

Electrotechnical properties:

power supply AC: 220 to 240 volts

supply frequency: 50 / 60 hertz

system performance: 8 and 20 watts

system performance tolerance: ± 10 percent

power factor: > 0,90

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 18 percent

temperature classifi cation (ATEX): T5

Tc - temperature: +90 degrees Celsius

Energy characteristics:

Valid for all tempLED RayDowns: This product contains a light source of energy effi  ciency class E.

Mounting options:

standard mounting options: recessed ceiling mounting

1 additional color temperatures on request.

General technical data
according to IEC, identical for all types of luminaires

5
years

guarantee

10
years

spare part 
guarantee

RoHS
in preparation

Changes and errors excepted; similar pictures.

Control and safety properties:

dimming: DALI-2 or TRIAC optional

minimum dimming level: 20 percent

constant lumen output (CLO): optional

emergency light module: optional1

human centric lighting: on request

Housing properties:

ambient temperature: –20 to +45 degrees celsius

ingress protection (in installed condition): IP 54

impact resistance level: IK05

electrical protection class: II

housing and heat sink material(s): die-cast aluminum

spring clips material and fi nish: natural steel

cover plate material: impact-resistant polycarbonate

cover plate fi nish: opaque

luminaire housing color: pure white according to RAL 90102

surface fi nish: powder coating2

supply cable connection type 2x0,50 qmm

supply cable length to the power supply: 30 centimeters

supply cable length between power supply and luminaire: 30 centimeters

supply cable connection type: open cable end

number of poles: 2 grid | 2 grid / 2 DALI

Additional information:

certifi cates: ENEC in preparation

conformities: CE and RoHS

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years3

spare part guarantee: 10 years

delievery includes: luminaire, power supply, 2x spring clips

1 can only be used at ambient temperatures from +5 to +45 degrees Celsius.
2 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
3 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayDown 8 RayDown 20

number of luminaires per package: 1 1

number of luminaires per master carton: 36 18

number of luminaires per pallet: 600 360

weight of the luminaire: 480 g 780 g

weight per package: 550 g 850 g

package dimensions L x W x H: 120 x 120 x 90 mm 195 x 220 x 70 mm

weight per master carton: 19,800 g 15,300 g

master carton dimensions L x W x H: 500 x 380 x 260 mm 610 x 430 x 240 mm
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Lighting properties:

initial luminous fl ux: 960 to 2,400 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 120 lumens / watt

initial, most similar color temperature: 4.000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 6 SDCM

available symmetrical beam angles: 100 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): 1 percent

stroboscopic visuability measurement (SVM): 0,001

short time fl icker (Pst LM): 0,007

Electrotechnical properties:

power supply AC: 220 to 240 volts

supply frequency: 50 / 60 hertz

system performance: 8 and 20 watts

system performance tolerance: ± 10 percent

power factor: > 0,90

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 18 percent

temperature classifi cation (ATEX): T5

Tc - temperature: +90 degrees Celsius

Energy characteristics:

Valid for all tempLED RayDowns: This product contains a light source of energy effi  ciency class E.

Mounting options:

standard mounting options: recessed ceiling mounting

1 additional color temperatures on request.

General technical data
according to IEC, identical for all types of luminaires

5
years

guarantee

10
years

spare part 
guarantee

RoHS
in preparation

Changes and errors excepted; similar pictures.

Control and safety properties:

dimming: DALI-2 or TRIAC optional

minimum dimming level: 20 percent

constant lumen output (CLO): optional

emergency light module: optional1

human centric lighting: on request

Housing properties:

ambient temperature: –20 to +45 degrees celsius

ingress protection (in installed condition): IP 54

impact resistance level: IK05

electrical protection class: II

housing and heat sink material(s): die-cast aluminum

spring clips material and fi nish: natural steel

cover plate material: impact-resistant polycarbonate

cover plate fi nish: opaque

luminaire housing color: pure white according to RAL 90102

surface fi nish: powder coating2

supply cable connection type 2x0,50 qmm

supply cable length to the power supply: 30 centimeters

supply cable length between power supply and luminaire: 30 centimeters

supply cable connection type: open cable end

number of poles: 2 grid | 2 grid / 2 DALI

Additional information:

certifi cates: ENEC in preparation

conformities: CE and RoHS

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years3

spare part guarantee: 10 years

delievery includes: luminaire, power supply, 2x spring clips

1 can only be used at ambient temperatures from +5 to +45 degrees Celsius.
2 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
3 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayDown 8 RayDown 20

number of luminaires per package: 1 1

number of luminaires per master carton: 36 18

number of luminaires per pallet: 600 360

weight of the luminaire: 480 g 780 g

weight per package: 550 g 850 g

package dimensions L x W x H: 120 x 120 x 90 mm 195 x 220 x 70 mm

weight per master carton: 19,800 g 15,300 g

master carton dimensions L x W x H: 500 x 380 x 260 mm 610 x 430 x 240 mm
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tempLED RayDown 8 - 100 RayDown 8 - 100 RayDown 8 - 100

article number: 880101 880102 880103

GTIN / EAN: 4260745235761 4260745235778 4260745235785

initial luminous fl ux: 960 lm 960 lm 960 lm

initial system effi  ciency: 120 lm/W 120 lm/W 120 lm/W

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 100 degrees 100 degrees 100 degrees

dimming / control: none DALI-2 TRIAC

system performance: 8 W 8 W 8 W

power consumption: 0.035 A 0.035 A 0.035 A

maximum inrush current: 10 A 4 A 10 A

dimensions (Ø x H): 115 x 51.5 mm 115 x 51.5 mm 115 x 51.5 mm

hole cut out Ø: 90 to 105 mm 90 to 105 mm 90 to 105 mm

MOQ: 500 500 500

tempLED RayDown 20 - 100 RayDown 20 - 100 RayDown 20 - 100

article number: 880104 880105 880106

GTIN / EAN: 4260745235792 4260745235808 4260745235815

initial luminous fl ux: 2,400 lm 2,400 lm 2,400 lm

initial system effi  ciency: 120 lm/W 120 lm/W 120 lm/W

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 100 degrees 100 degrees 100 degrees

dimming / control: none DALI-2 TRIAC

system performance: 20 W 20 W 20 W

power consumption: 0.090 A 0.090 A 0.090 A

maximum inrush current: 60 A 4,5 A 60 A

dimensions (Ø x H): 178 x 51.5 mm 178 x 51.5 mm 178 x 51.5 mm

hole cut out Ø: 150 to 165 mm 150 to 165 mm 150 to 165 mm

MOQ: 500 500 500

tempLED Accessory catalogue RayDown art.-no. GTIN / EAN

emergency light module
with automatic detection of failure and return of supply voltage, display of functional status, for 
installation in the suspended ceiling, space requirement: approx. 350 x 120 x 75 mm, battery type: 
LiFePO4, running time approx. 3 hours with an output power of approx. 3,5 watts, recharging time: 
approx. 24 hours, can only be used at ambient temperatures from +5 to +45 degrees Celsius

880900 4260745237338

Direct link to the tempLED
download portal

Recyclin
g 

> 
90

%

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?

LEDtemp
www.tempLED.de

CLEAN ROOM LIGHT

tempLED RayClean Pro V2
39 | 54

CLEAN ROOM AND CONTROLLED AREA LIGHTING
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tempLED RayDown 8 - 100 RayDown 8 - 100 RayDown 8 - 100

article number: 880101 880102 880103

GTIN / EAN: 4260745235761 4260745235778 4260745235785

initial luminous fl ux: 960 lm 960 lm 960 lm

initial system effi  ciency: 120 lm/W 120 lm/W 120 lm/W

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 100 degrees 100 degrees 100 degrees

dimming / control: none DALI-2 TRIAC

system performance: 8 W 8 W 8 W

power consumption: 0.035 A 0.035 A 0.035 A

maximum inrush current: 10 A 4 A 10 A

dimensions (Ø x H): 115 x 51.5 mm 115 x 51.5 mm 115 x 51.5 mm

hole cut out Ø: 90 to 105 mm 90 to 105 mm 90 to 105 mm

MOQ: 500 500 500

tempLED RayDown 20 - 100 RayDown 20 - 100 RayDown 20 - 100

article number: 880104 880105 880106

GTIN / EAN: 4260745235792 4260745235808 4260745235815

initial luminous fl ux: 2,400 lm 2,400 lm 2,400 lm

initial system effi  ciency: 120 lm/W 120 lm/W 120 lm/W

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: symmetrical symmetrical symmetrical

beam angle: 100 degrees 100 degrees 100 degrees

dimming / control: none DALI-2 TRIAC

system performance: 20 W 20 W 20 W

power consumption: 0.090 A 0.090 A 0.090 A

maximum inrush current: 60 A 4,5 A 60 A

dimensions (Ø x H): 178 x 51.5 mm 178 x 51.5 mm 178 x 51.5 mm

hole cut out Ø: 150 to 165 mm 150 to 165 mm 150 to 165 mm

MOQ: 500 500 500

tempLED Accessory catalogue RayDown art.-no. GTIN / EAN

emergency light module
with automatic detection of failure and return of supply voltage, display of functional status, for 
installation in the suspended ceiling, space requirement: approx. 350 x 120 x 75 mm, battery type: 
LiFePO4, running time approx. 3 hours with an output power of approx. 3,5 watts, recharging time: 
approx. 24 hours, can only be used at ambient temperatures from +5 to +45 degrees Celsius

880900 4260745237338

Direct link to the tempLED
download portal

Recyclin
g 

> 
90

%

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?

LEDtemp
www.tempLED.de

CLEAN ROOM LIGHT

tempLED RayClean Pro V2
39 | 54

CLEAN ROOM AND CONTROLLED AREA LIGHTING
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Light distribution curve tempLED RayClean Pro V2
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120 degrees symmetrical
microprismatic diffuser foil

energy-effi  cient constant current 
power supply with integrated DALI 
dimming and optional constant 
lumen output (CLO)

modular overall structure 
with exchangeable and repla-

ceable main components

circumferential 
sealing system

abrasion-resistant, powder-coated steel 
housing resistant to cleaning and disin-
fection agents resistant to cleaning and 
disinfection agents

durable and bright 
LED light fi elds with 

two colour rendering indices

impact-resistant cover plate made of 5 mm 
thick thoughened safety glass according to IK08 
standard withscreen printing frame in light green 
(similar to RAL 6027) and microprismatic diffuser 

foil for consistent light distribution

initial system effi  ciency
up to 121 lm / w

Power Factor
Correction

optional

IP 65

up to
121 lm/w

Ra > 90 

4,000 K

IK08

optional control and 
safety systems:

monochromatic

yellow 
light
583-595 nm

cover plate easy to open with 
suction cups

Ra > 80 

safety switch

Customised solutions are possible at any time.
Please feel free to contact us.

tempLED RayClean Pro V2
39 | 54

Dimensions tempLED RayClean Pro V2
39 | 54

625 mm 595 mm

625 mm 595 mm
90 mm

Mounting options tempLED RayClean Pro V2
39 | 54

spacing height:

9 mm,
12 mm,
17 mm

ceiling or wall
mounting

recessed ceiling 
mounting

optional dimensions: 620 x 620 x 90 mm 310 x 1,245 x 90 mm 310 x 1,545 x 90 mm 620 x 1,245 x 90 mm
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Light distribution curve tempLED RayClean Pro V2
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120 degrees symmetrical
microprismatic diffuser foil

energy-effi  cient constant current 
power supply with integrated DALI 
dimming and optional constant 
lumen output (CLO)

modular overall structure 
with exchangeable and repla-

ceable main components

circumferential 
sealing system

abrasion-resistant, powder-coated steel 
housing resistant to cleaning and disin-
fection agents resistant to cleaning and 
disinfection agents

durable and bright 
LED light fi elds with 

two colour rendering indices

impact-resistant cover plate made of 5 mm 
thick thoughened safety glass according to IK08 
standard withscreen printing frame in light green 
(similar to RAL 6027) and microprismatic diffuser 

foil for consistent light distribution

initial system effi  ciency
up to 121 lm / w

Power Factor
Correction

optional

IP 65

up to
121 lm/w

Ra > 90 

4,000 K

IK08

optional control and 
safety systems:

monochromatic

yellow 
light
583-595 nm

cover plate easy to open with 
suction cups

Ra > 80 

safety switch

Customised solutions are possible at any time.
Please feel free to contact us.

tempLED RayClean Pro V2
39 | 54

Dimensions tempLED RayClean Pro V2
39 | 54

625 mm 595 mm

625 mm 595 mm
90 mm

Mounting options tempLED RayClean Pro V2
39 | 54

spacing height:

9 mm,
12 mm,
17 mm

ceiling or wall
mounting

recessed ceiling 
mounting

optional dimensions: 620 x 620 x 90 mm 310 x 1,245 x 90 mm 310 x 1,545 x 90 mm 620 x 1,245 x 90 mm
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General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 4,040 to 6,350 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 121 lumens / watt

initial, most similar color temperature: 4,000 kelvins1

opitional available special light colors: monochromatic yellow light on request

initial color rendering index (CRI): Ra > 80 | Ra > 90

initial color consistency: < 3 SDCM

available symmetrical beam angles: 120 degrees

photobiological safety: IEC/TR 62778: 0

compact fl icker degree (CFD): < 2 percent

stroboscopic visibility measurement (SVM): 0,01

short time fl icker (Pst LM): 0,03

Electrotechnical properties:

power supply AC: 198 to 240 volts

supply frequency: 50 / 60 hertz

power supply DC: 176 to 250 volts

system performance: 39 to 54 watts

system performance tolerance: ± 10 percent

power factor: > 0,98

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 12 percent

temperature classifi cation (ATEX): T6

Tc - temperature: +75 degrees Celsius

Energy characteristics:

Valid for all tempLED RayClean Pro V2 with 39 watts: This product contains a light source of energy effi  ciency class E.

Valid for all tempLED RayClean Pro V2 with 54 watts and Ra > 80: This product contains a light source of energy effi  ciency class E.

Valid for all tempLED RayClean Pro V2 with 54 watts and Ra > 90: This product contains a light source of energy effi  ciency class F.

Mounting options:

standard mounting options: recessed ceiling mounting

optional mounting options: ceiling or wall mounting

1 additional color temperatures on request.

Changes and errors excepted; similar pictures.

5
years

guarantee

10
years

spare part 
guarantee

RoHS

Control and safety properties:

dimming: DALI

minimum dimming level: 20 percent

constant lumen output (CLO): optional

control via the Casambi network: optional

emergency light module: optional1

human centric lighting: on request

daylight control system: optional via the Casambi network

Housing properties:

ambient temperature: –20 to +50 degrees Celsius

ingress protection: IP 65

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

sealing system: circumferential

housing and heat sink material(s): steel

cover plate material: 5 mm impact-resistant thoughened safety glass2

cover plate fi nish: screen printing in light green according to RAL 6027 with diffuser foil

luminaire housing color: signal white according to RAL 90033

surface fi nish: powder coating3

supply cable inlet: rubber grommet

supply cable connection: luminaire connector

number of poles: 3 grid / 2 DALI

Additional information:

certifi cates: ENEC

conformities: CE and RoHS

clean room class according to EN ISO 14644-1: 3

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years4

spare part guarantee: 10 years

delievery includes: luminaire with mounting brackets

1 can only be used at ambient temperatures from +5 to +50 degrees Celsius.
2 6 mm laminated safety glass on request.
3 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
4 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayClean Pro V2

number of luminaires per package: 1

number of luminaires per pallet: 24

net weight of the luminaire: 11,000 g

gross weight per package: 12,000 g

package dimensions L x W x H: 670 x 680 x 100 mm
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General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 4,040 to 6,350 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 121 lumens / watt

initial, most similar color temperature: 4,000 kelvins1

opitional available special light colors: monochromatic yellow light on request

initial color rendering index (CRI): Ra > 80 | Ra > 90

initial color consistency: < 3 SDCM

available symmetrical beam angles: 120 degrees

photobiological safety: IEC/TR 62778: 0

compact fl icker degree (CFD): < 2 percent

stroboscopic visibility measurement (SVM): 0,01

short time fl icker (Pst LM): 0,03

Electrotechnical properties:

power supply AC: 198 to 240 volts

supply frequency: 50 / 60 hertz

power supply DC: 176 to 250 volts

system performance: 39 to 54 watts

system performance tolerance: ± 10 percent

power factor: > 0,98

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 12 percent

temperature classifi cation (ATEX): T6

Tc - temperature: +75 degrees Celsius

Energy characteristics:

Valid for all tempLED RayClean Pro V2 with 39 watts: This product contains a light source of energy effi  ciency class E.

Valid for all tempLED RayClean Pro V2 with 54 watts and Ra > 80: This product contains a light source of energy effi  ciency class E.

Valid for all tempLED RayClean Pro V2 with 54 watts and Ra > 90: This product contains a light source of energy effi  ciency class F.

Mounting options:

standard mounting options: recessed ceiling mounting

optional mounting options: ceiling or wall mounting

1 additional color temperatures on request.

Changes and errors excepted; similar pictures.

5
years

guarantee

10
years

spare part 
guarantee

RoHS

Control and safety properties:

dimming: DALI

minimum dimming level: 20 percent

constant lumen output (CLO): optional

control via the Casambi network: optional

emergency light module: optional1

human centric lighting: on request

daylight control system: optional via the Casambi network

Housing properties:

ambient temperature: –20 to +50 degrees Celsius

ingress protection: IP 65

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

sealing system: circumferential

housing and heat sink material(s): steel

cover plate material: 5 mm impact-resistant thoughened safety glass2

cover plate fi nish: screen printing in light green according to RAL 6027 with diffuser foil

luminaire housing color: signal white according to RAL 90033

surface fi nish: powder coating3

supply cable inlet: rubber grommet

supply cable connection: luminaire connector

number of poles: 3 grid / 2 DALI

Additional information:

certifi cates: ENEC

conformities: CE and RoHS

clean room class according to EN ISO 14644-1: 3

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years4

spare part guarantee: 10 years

delievery includes: luminaire with mounting brackets

1 can only be used at ambient temperatures from +5 to +50 degrees Celsius.
2 6 mm laminated safety glass on request.
3 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
4 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayClean Pro V2

number of luminaires per package: 1

number of luminaires per pallet: 24

net weight of the luminaire: 11,000 g

gross weight per package: 12,000 g

package dimensions L x W x H: 670 x 680 x 100 mm
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tempLED RayClean Pro V2 39 - 120 RayClean Pro V2 39 - 120 RayClean Pro V2 39 - 120

article number: 718394 718324 788374

GTIN / EAN: 4260669192683 4260669192669 4260669192676

initial luminous fl ux: 4,750 lm 4,750 lm 4,750 lm

initial system effi  ciency: 121 lm/w 121 lm/w 121 lm/w
initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: Ra > 80 Ra > 80 Ra > 80

beam angle: symmetrical symmetrical symmetrical

dimming / control: 120 degrees 120 degrees 120 degrees

system performance: DALI DALI DALI

power consumption: 39 W 39 W 39 W

maximum inrush current: 0.17 A 0.17 A 0.17 A

spacing height: 42 A 42 A 42 A

dimensions (L x W x H): 9.00 mm 12.00 mm 17.00 mm

Abmessungen (L x B x H): 625 x 625 x 90 mm 625 x 625 x 90 mm 625 x 625 x 90 mm

39

tempLED RayClean Pro V2 39 - 120 RayClean Pro V2 39 - 120 RayClean Pro V2 39 - 120

article number: 719394 719324 719374

GTIN / EAN: 4260669194632 4260669192720 4260669192737

initial luminous fl ux: 4,040 lm 4,040 lm 4,040 lm

initial system effi  ciency: 103 lm/w 103 lm/w 103 lm/w
initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: Ra > 90 Ra > 90 Ra > 90

beam angle: symmetrical symmetrical symmetrical

dimming / control: 120 degrees 120 degrees 120 degrees

system performance: DALI DALI DALI

power consumption: 39 W 39 W 39 W

maximum inrush current: 0.17 A 0.17 A 0.17 A

spacing height: 42 A 42 A 42 A

dimensions (L x W x H): 9.00 mm 12.00 mm 17.00 mm

Abmessungen (L x B x H): 625 x 625 x 90 mm 625 x 625 x 90 mm 625 x 625 x 90 mm

39

tempLED RayClean Pro V2 54 - 120 RayClean Pro V2 54 - 120 RayClean Pro V2 54 - 120

article number: 718594 718524 718574

GTIN / EAN: 4260669192713 4260669192690 4260669192706

initial luminous fl ux: 6,350 lm 6,350 lm 6,350 lm

initial system effi  ciency: 117 lm/w 117 lm/w 117 lm/w
initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: Ra > 80 Ra > 80 Ra > 80

beam angle: symmetrical symmetrical symmetrical

dimming / control: 120 degrees 120 degrees 120 degrees

system performance: DALI DALI DALI

power consumption: 54 W 54 W 54 W

maximum inrush current: 0.24 A 0.24 A 0.24 A

spacing height: 42 A 42 A 42 A

dimensions (L x W x H): 9.00 mm 12.00 mm 17.00 mm

Abmessungen (L x B x H): 625 x 625 x 90 mm 625 x 625 x 90 mm 625 x 625 x 90 mm

54

tempLED RayClean Pro V2 54 - 120 RayClean Pro V2 54 - 120 RayClean Pro V2 54 - 120

article number: 719594 719524 719574

GTIN / EAN: 4260669194663 4260669194649 4260669194656

initial luminous fl ux: 5,400 lm 5,400 lm 5,400 lm

initial system effi  ciency: 100 lm/w 100 lm/w 100 lm/w
initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: Ra > 90 Ra > 90 Ra > 90

beam angle: symmetrical symmetrical symmetrical

dimming / control: 120 degrees 120 degrees 120 degrees

system performance: DALI DALI DALI

power consumption: 54 W 54 W 54 W

maximum inrush current: 0.24 A 0.24 A 0.24 A

spacing height: 42 A 42 A 42 A

dimensions (L x W x H): 9.00 mm 12.00 mm 17.00 mm

Abmessungen (L x B x H): 625 x 625 x 90 mm 625 x 625 x 90 mm 625 x 625 x 90 mm

54

tempLED Accessory catalogue RayClean Pro V2 art.-no. GTIN / EAN

Casambi control unit
for integrating and controlling the luminaire via the Casambi network,
mounted in the luminaire ready for use

799003 4260745235037

emergency light module
with automatic detection of failure and return of supply voltage, display of functional status,
battery type: LiFePO4, running time approx. 3 hours with an output power of approx. 3,5 watts, 
recharging time: approx. 24 hours, can only be used at ambient temperatures from +5 to +50 
degrees Celsius, mounted in the luminaire ready for use

799004 4260745235044

suction cup
for easy and safe opening and closing of the cover plate

799005 4260745235051

Direct link to the tempLED
download portal

Recyclin
g 

> 
90

%

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?
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tempLED RayClean Pro V2 39 - 120 RayClean Pro V2 39 - 120 RayClean Pro V2 39 - 120

article number: 718394 718324 788374

GTIN / EAN: 4260669192683 4260669192669 4260669192676

initial luminous fl ux: 4,750 lm 4,750 lm 4,750 lm

initial system effi  ciency: 121 lm/w 121 lm/w 121 lm/w
initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: Ra > 80 Ra > 80 Ra > 80

beam angle: symmetrical symmetrical symmetrical

dimming / control: 120 degrees 120 degrees 120 degrees

system performance: DALI DALI DALI

power consumption: 39 W 39 W 39 W

maximum inrush current: 0.17 A 0.17 A 0.17 A

spacing height: 42 A 42 A 42 A

dimensions (L x W x H): 9.00 mm 12.00 mm 17.00 mm

Abmessungen (L x B x H): 625 x 625 x 90 mm 625 x 625 x 90 mm 625 x 625 x 90 mm

39

tempLED RayClean Pro V2 39 - 120 RayClean Pro V2 39 - 120 RayClean Pro V2 39 - 120

article number: 719394 719324 719374

GTIN / EAN: 4260669194632 4260669192720 4260669192737

initial luminous fl ux: 4,040 lm 4,040 lm 4,040 lm

initial system effi  ciency: 103 lm/w 103 lm/w 103 lm/w
initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: Ra > 90 Ra > 90 Ra > 90

beam angle: symmetrical symmetrical symmetrical

dimming / control: 120 degrees 120 degrees 120 degrees

system performance: DALI DALI DALI

power consumption: 39 W 39 W 39 W

maximum inrush current: 0.17 A 0.17 A 0.17 A

spacing height: 42 A 42 A 42 A

dimensions (L x W x H): 9.00 mm 12.00 mm 17.00 mm

Abmessungen (L x B x H): 625 x 625 x 90 mm 625 x 625 x 90 mm 625 x 625 x 90 mm

39

tempLED RayClean Pro V2 54 - 120 RayClean Pro V2 54 - 120 RayClean Pro V2 54 - 120

article number: 718594 718524 718574

GTIN / EAN: 4260669192713 4260669192690 4260669192706

initial luminous fl ux: 6,350 lm 6,350 lm 6,350 lm

initial system effi  ciency: 117 lm/w 117 lm/w 117 lm/w
initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: Ra > 80 Ra > 80 Ra > 80

beam angle: symmetrical symmetrical symmetrical

dimming / control: 120 degrees 120 degrees 120 degrees

system performance: DALI DALI DALI

power consumption: 54 W 54 W 54 W

maximum inrush current: 0.24 A 0.24 A 0.24 A

spacing height: 42 A 42 A 42 A

dimensions (L x W x H): 9.00 mm 12.00 mm 17.00 mm

Abmessungen (L x B x H): 625 x 625 x 90 mm 625 x 625 x 90 mm 625 x 625 x 90 mm

54

tempLED RayClean Pro V2 54 - 120 RayClean Pro V2 54 - 120 RayClean Pro V2 54 - 120

article number: 719594 719524 719574

GTIN / EAN: 4260669194663 4260669194649 4260669194656

initial luminous fl ux: 5,400 lm 5,400 lm 5,400 lm

initial system effi  ciency: 100 lm/w 100 lm/w 100 lm/w
initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

light distribution: Ra > 90 Ra > 90 Ra > 90

beam angle: symmetrical symmetrical symmetrical

dimming / control: 120 degrees 120 degrees 120 degrees

system performance: DALI DALI DALI

power consumption: 54 W 54 W 54 W

maximum inrush current: 0.24 A 0.24 A 0.24 A

spacing height: 42 A 42 A 42 A

dimensions (L x W x H): 9.00 mm 12.00 mm 17.00 mm

Abmessungen (L x B x H): 625 x 625 x 90 mm 625 x 625 x 90 mm 625 x 625 x 90 mm

54

tempLED Accessory catalogue RayClean Pro V2 art.-no. GTIN / EAN

Casambi control unit
for integrating and controlling the luminaire via the Casambi network,
mounted in the luminaire ready for use

799003 4260745235037

emergency light module
with automatic detection of failure and return of supply voltage, display of functional status,
battery type: LiFePO4, running time approx. 3 hours with an output power of approx. 3,5 watts, 
recharging time: approx. 24 hours, can only be used at ambient temperatures from +5 to +50 
degrees Celsius, mounted in the luminaire ready for use

799004 4260745235044

suction cup
for easy and safe opening and closing of the cover plate

799005 4260745235051

Direct link to the tempLED
download portal

Recyclin
g 

> 
90

%

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?
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LEDtemp
www.tempLED.de

CLEAN ROOM LIGHTING

tempLED RayClean V2
39 | 54

CLEAN ROOM AND CONTROLLED AREA LIGHTING
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Light distribution curve tempLED RayClean V2
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39 | 54

120 degrees symmetrical
microprismatic diffuser foil

energy-effi  cient constant current 
power supply with optional cons-
tant lumen output (CLO)

modular overall structure 
with exchangeable and repla-

ceable main components

circumferential 
sealing system

abrasion-resistant, powder-coated steel 
housing resistant to cleaning and disin-
fection agents resistant to cleaning and 
disinfection agents

durable and bright 
LED light fi elds with 

two colour rendering indices

impact-resistant cover plate made of 5 mm 
thick thoughened safety glass according to IK08 
standard withscreen printing frame in light green 
(similar to RAL 6027) and microprismatic diffuser 

foil for consistent light distribution

initial system effi  ciency
up to 121 lm / w

Power Factor
Correction

optional

IP 65

up to
121 lm/w

Ra > 90 

4,000 K

IK08

optional control and 
safety systems:

monochromatic

yellow 
light
583-595 nm

cover plate easy to open with 
suction cups

Ra > 80 

safety switch

Customised solutions are possible at any time.
Please feel free to contact us.

tempLED RayClean V2
39 | 54

Dimensions tempLED RayClean V2
39 | 54

625 mm 595 mm

625 mm 595 mm
90 mm

Mounting options tempLED RayClean V2
39 | 54

spacing height:

9 mm,
12 mm,
17 mm

ceiling or wall
mounting

recessed ceiling 
mounting

optional dimensions: 620 x 620 x 90 mm 310 x 1,245 x 90 mm 310 x 1,545 x 90 mm 620 x 1,245 x 90 mm
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Light distribution curve tempLED RayClean V2
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120 degrees symmetrical
microprismatic diffuser foil

energy-effi  cient constant current 
power supply with optional cons-
tant lumen output (CLO)

modular overall structure 
with exchangeable and repla-

ceable main components

circumferential 
sealing system

abrasion-resistant, powder-coated steel 
housing resistant to cleaning and disin-
fection agents resistant to cleaning and 
disinfection agents

durable and bright 
LED light fi elds with 

two colour rendering indices

impact-resistant cover plate made of 5 mm 
thick thoughened safety glass according to IK08 
standard withscreen printing frame in light green 
(similar to RAL 6027) and microprismatic diffuser 

foil for consistent light distribution

initial system effi  ciency
up to 121 lm / w

Power Factor
Correction

optional

IP 65

up to
121 lm/w

Ra > 90 

4,000 K

IK08

optional control and 
safety systems:

monochromatic

yellow 
light
583-595 nm

cover plate easy to open with 
suction cups

Ra > 80 

safety switch

Customised solutions are possible at any time.
Please feel free to contact us.

tempLED RayClean V2
39 | 54

Dimensions tempLED RayClean V2
39 | 54

625 mm 595 mm

625 mm 595 mm
90 mm

Mounting options tempLED RayClean V2
39 | 54

spacing height:

9 mm,
12 mm,
17 mm

ceiling or wall
mounting

recessed ceiling 
mounting

optional dimensions: 620 x 620 x 90 mm 310 x 1,245 x 90 mm 310 x 1,545 x 90 mm 620 x 1,245 x 90 mm
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General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 4,040 to 6,350 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 121 lumens / watt

initial, most similar color temperature: 4,000 kelvins1

opitional available special light colors: monochromatic yellow light on request

initial color rendering index (CRI): Ra > 80 | Ra > 90

initial color consistency: < 3 SDCM

available symmetrical beam angles: 120 degrees

photobiological safety: IEC/TR 62778: 0

compact fl icker degree (CFD): < 2 percent

stroboscopic visibility measurement (SVM): 0,01

short time fl icker (Pst LM): 0,03

Electrotechnical properties:

power supply AC: 198 to 240 volts

supply frequency: 50 / 60 hertz

power supply DC: 176 to 250 volts

system performance: 39 to 54 watts

system performance tolerance: ± 10 percent

power factor: > 0,98

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 12 percent

temperature classifi cation (ATEX): T6

Tc - temperature: +75 degrees Celsius

Energy characteristics:

Valid for all tempLED RayClean V2 with 39 watts: This product contains a light source of energy effi  ciency class E.

Valid for all tempLED RayClean V2 with 54 watts and Ra > 80: This product contains a light source of energy effi  ciency class E.

Valid for all tempLED RayClean V2 with 54 watts and Ra > 90: This product contains a light source of energy effi  ciency class F.

Mounting options:

standard mounting options: recessed ceiling mounting

optional mounting options: ceiling or wall mounting

1 additional color temperatures on request.

Changes and errors excepted; similar pictures.

5
years

guarantee

10
years

spare part 
guarantee

RoHS

Control and safety properties:

constant lumen output (CLO): optional

emergency light module: optional1

Housing properties:

ambient temperature: –20 to +50 degrees Celsius

ingress protection: IP 65

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

sealing system: circumferential

housing and heat sink material(s): steel

cover plate material: 5 mm impact-resistant thoughened safety glass2

cover plate fi nish: screen printing in light green according to RAL 6027 with diffuser foil

luminaire housing color: signal white according to RAL 90033

surface fi nish: powder coating3

supply cable inlet: rubber grommet

supply cable connection: luminaire connector

number of poles: 3 grid

Additional information:

certifi cates: ENEC

conformities: CE and RoHS

clean room class according to EN ISO 14644-1: 3

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years4

spare part guarantee: 10 years

delievery includes: luminaire with mounting brackets

1 can only be used at ambient temperatures from +5 to +50 degrees Celsius.
2 6 mm laminated safety glass on request.
3 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
4 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayClean V2

number of luminaires per package: 1

number of luminaires per pallet: 24

net weight of the luminaire: 11,000 g

gross weight per package: 12,000 g

package dimensions L x W x H: 670 x 680 x 100 mm
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General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 4,040 to 6,350 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 121 lumens / watt

initial, most similar color temperature: 4,000 kelvins1

opitional available special light colors: monochromatic yellow light on request

initial color rendering index (CRI): Ra > 80 | Ra > 90

initial color consistency: < 3 SDCM

available symmetrical beam angles: 120 degrees

photobiological safety: IEC/TR 62778: 0

compact fl icker degree (CFD): < 2 percent

stroboscopic visibility measurement (SVM): 0,01

short time fl icker (Pst LM): 0,03

Electrotechnical properties:

power supply AC: 198 to 240 volts

supply frequency: 50 / 60 hertz

power supply DC: 176 to 250 volts

system performance: 39 to 54 watts

system performance tolerance: ± 10 percent

power factor: > 0,98

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 12 percent

temperature classifi cation (ATEX): T6

Tc - temperature: +75 degrees Celsius

Energy characteristics:

Valid for all tempLED RayClean V2 with 39 watts: This product contains a light source of energy effi  ciency class E.

Valid for all tempLED RayClean V2 with 54 watts and Ra > 80: This product contains a light source of energy effi  ciency class E.

Valid for all tempLED RayClean V2 with 54 watts and Ra > 90: This product contains a light source of energy effi  ciency class F.

Mounting options:

standard mounting options: recessed ceiling mounting

optional mounting options: ceiling or wall mounting

1 additional color temperatures on request.

Changes and errors excepted; similar pictures.

5
years

guarantee

10
years

spare part 
guarantee

RoHS

Control and safety properties:

constant lumen output (CLO): optional

emergency light module: optional1

Housing properties:

ambient temperature: –20 to +50 degrees Celsius

ingress protection: IP 65

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

sealing system: circumferential

housing and heat sink material(s): steel

cover plate material: 5 mm impact-resistant thoughened safety glass2

cover plate fi nish: screen printing in light green according to RAL 6027 with diffuser foil

luminaire housing color: signal white according to RAL 90033

surface fi nish: powder coating3

supply cable inlet: rubber grommet

supply cable connection: luminaire connector

number of poles: 3 grid

Additional information:

certifi cates: ENEC

conformities: CE and RoHS

clean room class according to EN ISO 14644-1: 3

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years4

spare part guarantee: 10 years

delievery includes: luminaire with mounting brackets

1 can only be used at ambient temperatures from +5 to +50 degrees Celsius.
2 6 mm laminated safety glass on request.
3 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
4 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayClean V2

number of luminaires per package: 1

number of luminaires per pallet: 24

net weight of the luminaire: 11,000 g

gross weight per package: 12,000 g

package dimensions L x W x H: 670 x 680 x 100 mm
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tempLED RayClean V2 39 - 120 RayClean Pro 39 - 120 RayClean Pro 39 - 120

article number: 708394 708324 708374

GTIN / EAN: 4260669199781 4260669194670 4260669199774

initial luminous fl ux: 4,750 lm 4,750 lm 4,750 lm

initial system effi  ciency: 121 lm/w 121 lm/w 121 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

initial color rendering index (CRI): Ra > 80 Ra > 80 Ra > 80

light distribution: symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees

dimming / control: none none none

system performance: 39 W 39 W 39 W

power consumption: 0.17 A 0.17 A 0.17 A

maximum inrush current: 42 A 42 A 42 A

spacing height: 9.00 mm 12.00 mm 17.00 mm

dimensions (L x W x H): 625 x 625 x 90 mm 625 x 625 x 90 mm 625 x 625 x 90 mm

39

tempLED RayClean V2 39 - 120 RayClean V2 39 - 120 RayClean V2 39 - 120

article number: 709394 709324 709374

GTIN / EAN: 4260745230988 4260669199828 4260669199835

initial luminous fl ux: 4,040 lm 4,040 lm 4,040 lm

initial system effi  ciency: 103 lm/w 103 lm/w 103 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

initial color rendering index (CRI): Ra > 90 Ra > 90 Ra > 90

light distribution: symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees

dimming / control: DALI DALI DALI

system performance: 39 W 39 W 39 W

power consumption: 0.17 A 0.17 A 0.17 A

maximum inrush current: 42 A 42 A 42 A

spacing height: 9.00 mm 12.00 mm 17.00 mm

dimensions (L x W x H): 625 x 625 x 90 mm 625 x 625 x 90 mm 625 x 625 x 90 mm

39

tempLED RayClean V2 54 - 120 RayClean V2 54 - 120 RayClean V2 54 - 120

article number: 708594 708524 708574

GTIN / EAN: 4260669199811 4260669199798 4260669199804

initial luminous fl ux: 6,350 lm 6,350 lm 6,350 lm

initial system effi  ciency: 117 lm/w 117 lm/w 117 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

initial color rendering index (CRI): Ra > 80 Ra > 80 Ra > 80

light distribution: symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees

dimming / control: DALI DALI DALI

system performance: 54 W 54 W 54 W

power consumption: 0.24 A 0.24 A 0.24 A

maximum inrush current: 42 A 42 A 42 A

spacing height: 9.00 mm 12.00 mm 17.00 mm

dimensions (L x W x H): 625 x 625 x 90 mm 625 x 625 x 90 mm 625 x 625 x 90 mm

54

tempLED RayClean V2 54 - 120 RayClean V2 54 - 120 RayClean V2 54 - 120

article number: 709594 709524 709574

GTIN / EAN: 4260745235013 4260745231374 4260745235006

initial luminous fl ux: 5,400 lm 5,400 lm 5,400 lm

initial system effi  ciency: 100 lm/w 100 lm/w 100 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

initial color rendering index (CRI): Ra > 90 Ra > 90 Ra > 90

light distribution: symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees

dimming / control: DALI DALI DALI

system performance: 54 W 54 W 54 W

power consumption: 0.24 A 0.24 A 0.24 A

maximum inrush current: 42 A 42 A 42 A

spacing height: 9.00 mm 12.00 mm 17.00 mm

dimensions (L x W x H): 625 x 625 x 90 mm 625 x 625 x 90 mm 625 x 625 x 90 mm

54

tempLED Accessory catalogue RayClean V2 art.-no. GTIN / EAN

emergency light module
with automatic detection of failure and return of supply voltage, display of functional status,
battery type: LiFePO4, running time approx. 3 hours with an output power of approx. 3,5 watts, 
recharging time: approx. 24 hours, can only be used at ambient temperatures from +5 to +50 
degrees Celsius, mounted in the luminaire ready for use

799004 4260745235044

suction cup
for easy and safe opening and closing of the cover plate

799005 4260745235051

Direct link to the tempLED
download portal

Recyclin
g 

> 
90

%

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?
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tempLED RayClean V2 39 - 120 RayClean Pro 39 - 120 RayClean Pro 39 - 120

article number: 708394 708324 708374

GTIN / EAN: 4260669199781 4260669194670 4260669199774

initial luminous fl ux: 4,750 lm 4,750 lm 4,750 lm

initial system effi  ciency: 121 lm/w 121 lm/w 121 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

initial color rendering index (CRI): Ra > 80 Ra > 80 Ra > 80

light distribution: symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees

dimming / control: none none none

system performance: 39 W 39 W 39 W

power consumption: 0.17 A 0.17 A 0.17 A

maximum inrush current: 42 A 42 A 42 A

spacing height: 9.00 mm 12.00 mm 17.00 mm

dimensions (L x W x H): 625 x 625 x 90 mm 625 x 625 x 90 mm 625 x 625 x 90 mm

39

tempLED RayClean V2 39 - 120 RayClean V2 39 - 120 RayClean V2 39 - 120

article number: 709394 709324 709374

GTIN / EAN: 4260745230988 4260669199828 4260669199835

initial luminous fl ux: 4,040 lm 4,040 lm 4,040 lm

initial system effi  ciency: 103 lm/w 103 lm/w 103 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

initial color rendering index (CRI): Ra > 90 Ra > 90 Ra > 90

light distribution: symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees

dimming / control: DALI DALI DALI

system performance: 39 W 39 W 39 W

power consumption: 0.17 A 0.17 A 0.17 A

maximum inrush current: 42 A 42 A 42 A

spacing height: 9.00 mm 12.00 mm 17.00 mm

dimensions (L x W x H): 625 x 625 x 90 mm 625 x 625 x 90 mm 625 x 625 x 90 mm

39

tempLED RayClean V2 54 - 120 RayClean V2 54 - 120 RayClean V2 54 - 120

article number: 708594 708524 708574

GTIN / EAN: 4260669199811 4260669199798 4260669199804

initial luminous fl ux: 6,350 lm 6,350 lm 6,350 lm

initial system effi  ciency: 117 lm/w 117 lm/w 117 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

initial color rendering index (CRI): Ra > 80 Ra > 80 Ra > 80

light distribution: symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees

dimming / control: DALI DALI DALI

system performance: 54 W 54 W 54 W

power consumption: 0.24 A 0.24 A 0.24 A

maximum inrush current: 42 A 42 A 42 A

spacing height: 9.00 mm 12.00 mm 17.00 mm

dimensions (L x W x H): 625 x 625 x 90 mm 625 x 625 x 90 mm 625 x 625 x 90 mm

54

tempLED RayClean V2 54 - 120 RayClean V2 54 - 120 RayClean V2 54 - 120

article number: 709594 709524 709574

GTIN / EAN: 4260745235013 4260745231374 4260745235006

initial luminous fl ux: 5,400 lm 5,400 lm 5,400 lm

initial system effi  ciency: 100 lm/w 100 lm/w 100 lm/w

initial, most similar color temperature: 4,000 K 4,000 K 4,000 K

initial color rendering index (CRI): Ra > 90 Ra > 90 Ra > 90

light distribution: symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees

dimming / control: DALI DALI DALI

system performance: 54 W 54 W 54 W

power consumption: 0.24 A 0.24 A 0.24 A

maximum inrush current: 42 A 42 A 42 A

spacing height: 9.00 mm 12.00 mm 17.00 mm

dimensions (L x W x H): 625 x 625 x 90 mm 625 x 625 x 90 mm 625 x 625 x 90 mm

54

tempLED Accessory catalogue RayClean V2 art.-no. GTIN / EAN

emergency light module
with automatic detection of failure and return of supply voltage, display of functional status,
battery type: LiFePO4, running time approx. 3 hours with an output power of approx. 3,5 watts, 
recharging time: approx. 24 hours, can only be used at ambient temperatures from +5 to +50 
degrees Celsius, mounted in the luminaire ready for use

799004 4260745235044

suction cup
for easy and safe opening and closing of the cover plate

799005 4260745235051

Direct link to the tempLED
download portal

Recyclin
g 

> 
90

%

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?
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LEDtemp
www.tempLED.de

RETROFIT - CLEAN ROOM LIGHTING

tempLED RayClean Kit
25 | 40 | 70 | 100

CLEAN ROOM AND CONTROLLED AREA LIGHTING
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Light distribution curve tempLED RayClean Kit

0°15° 15° 30°30°

45°

60°

75°

90°
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45°

60°

75°

90°

105°

25 | 40 | 70 | 100

120 degrees symmetrical

energy-effi  cient 
constant current power 
supply with optional 
DALI-2 dimming

modular overall structure 
with exchangeable and repla-

ceable main components

abrasion-resistant, powder-coated
steel system carrier

durable and bright LED light fi eld

initial system effi  ciency
up to 170 lm / w

Power Factor
Correction 2optional

IP 00

up to
170 lm/w

Ra > 90 4,000 K
5,000 K

strong neodymium 
magnets for a quick 
and effortless one-man 
assembly

optional control and 
safety systems:

monochromatic

yellow 
light
583-595 nm

best for quick and easy 
retrofi tting and conversion 
of existing lighting systems 
without recertifi cation

luminaire connector

tempLED RayClean Kit
25 | 40 | 70 | 100

Dimensions tempLED RayClean Kit
25 | 40 | 70 | 100

Mounting options tempLED RayClean Kit
25 | 40 | 70 | 100

magnetic quick assembly system

520 mm 500 mm*

560 mm
20 mm

*magnetic holder grid: 500 x 500 mm
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Light distribution curve tempLED RayClean Kit

0°15° 15° 30°30°

45°

60°

75°

90°

105°

45°

60°

75°

90°

105°

25 | 40 | 70 | 100

120 degrees symmetrical

energy-effi  cient 
constant current power 
supply with optional 
DALI-2 dimming

modular overall structure 
with exchangeable and repla-

ceable main components

abrasion-resistant, powder-coated
steel system carrier

durable and bright LED light fi eld

initial system effi  ciency
up to 170 lm / w

Power Factor
Correction 2optional

IP 00

up to
170 lm/w

Ra > 90 4,000 K
5,000 K

strong neodymium 
magnets for a quick 
and effortless one-man 
assembly

optional control and 
safety systems:

monochromatic

yellow 
light
583-595 nm

best for quick and easy 
retrofi tting and conversion 
of existing lighting systems 
without recertifi cation

luminaire connector

tempLED RayClean Kit
25 | 40 | 70 | 100

Dimensions tempLED RayClean Kit
25 | 40 | 70 | 100

Mounting options tempLED RayClean Kit
25 | 40 | 70 | 100

magnetic quick assembly system

520 mm 500 mm*

560 mm
20 mm

*magnetic holder grid: 500 x 500 mm
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General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 2,500 to 13,000 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 130 lumens / watt

initial, most similar color temperature: 4,000 kelvins | 5,000 kelvins1

opitional available special light colors: monochromatic yellow light

initial color rendering index (CRI): Ra > 90 (valid for 4,000 and 5,000 kelvins only)

initial color consistency: < 3 SDCM (valid for 4,000 and 5,000 kelvins only)

available symmetrical beam angles: 120 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): on request

Electrotechnical properties:

power supply AC: 198 to 240 volts

supply frequency: 50 / 60 hertz

power supply DC: 176 to 250 volts

system performance: 25 to 100 watts

system performance tolerance: ± 10 percent

power factor: > 0.95

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 10 percent

temperature classifi cation (ATEX): T6

Tc - temperature: +75 degrees Celsius

Energy characteristics:

Valid for all tempLED RayClean Kit with 4,000 & 5,000 kelvins: This product contains a light source of energy effi  ciency class D.

Valid for all tempLED RayClean Kit with monochromatic yellow light: This product contains a light source of energy effi  ciency class F.

Mounting options:

standard mounting options: magnetic quick assembly system

1 additional color temperatures on request.

Changes and errors excepted; similar pictures.

5
years

guarantee

10
years

spare part 
guarantee

in preparation

RoHS

Control and safety properties:

dimming: DALI-2 optional

minimum dimming level: 10 percent

constant lumen output (CLO): on request

control via the Casambi network: optional (types with DALI dimming only)

emergency light module: optional1

human centric lighting: on request

daylight control system: optional via the Casambi network (types with DALI dimming only)

Housing properties:

ambient temperature: –40 to +50 degrees Celsius

ingress protection: IP 00

impact resistance level: IK00

electrical protection class: I

limited surface temperatur (D): yes

system carrier and heat sink material(s): steel

system carrier color: pure white according to RAL 90102

system carrier fi nishing: powder coating2

supply cable connection: luminaire connector

number of poles for types without dimming: 3 grid

number of poles for types with DALI dimming: 3 grid / 2 DALI

Additional information:

certifi cates: ENEC in preparation

conformities: CE and RoHS

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years3

spare part guarantee: 10 years

delievery includes: ready-to-use system carrier

1 can only be used at ambient temperatures from +5 to +50 degrees Celsius.
2 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
3 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayClean Kit  25 | 40 | 70 | 100

number of luminaires per package: 1

number of luminaires per pallet: 20

net weight of the luminaire: 3,100 g

gross weight per package: 4,100 g

package dimensions L x W x H: 640 x 640 x 120 mm
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General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous fl ux: 2,500 to 13,000 lumens

luminous fl ux tolerance: ± 10 percent

initial system effi  ciency: up to 130 lumens / watt

initial, most similar color temperature: 4,000 kelvins | 5,000 kelvins1

opitional available special light colors: monochromatic yellow light

initial color rendering index (CRI): Ra > 90 (valid for 4,000 and 5,000 kelvins only)

initial color consistency: < 3 SDCM (valid for 4,000 and 5,000 kelvins only)

available symmetrical beam angles: 120 degrees

photobiological safety: IEC/TR 62778: 1

compact fl icker degree (CFD): on request

Electrotechnical properties:

power supply AC: 198 to 240 volts

supply frequency: 50 / 60 hertz

power supply DC: 176 to 250 volts

system performance: 25 to 100 watts

system performance tolerance: ± 10 percent

power factor: > 0.95

overvoltage protection: yes

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 10 percent

temperature classifi cation (ATEX): T6

Tc - temperature: +75 degrees Celsius

Energy characteristics:

Valid for all tempLED RayClean Kit with 4,000 & 5,000 kelvins: This product contains a light source of energy effi  ciency class D.

Valid for all tempLED RayClean Kit with monochromatic yellow light: This product contains a light source of energy effi  ciency class F.

Mounting options:

standard mounting options: magnetic quick assembly system

1 additional color temperatures on request.

Changes and errors excepted; similar pictures.

5
years

guarantee

10
years

spare part 
guarantee

in preparation

RoHS

Control and safety properties:

dimming: DALI-2 optional

minimum dimming level: 10 percent

constant lumen output (CLO): on request

control via the Casambi network: optional (types with DALI dimming only)

emergency light module: optional1

human centric lighting: on request

daylight control system: optional via the Casambi network (types with DALI dimming only)

Housing properties:

ambient temperature: –40 to +50 degrees Celsius

ingress protection: IP 00

impact resistance level: IK00

electrical protection class: I

limited surface temperatur (D): yes

system carrier and heat sink material(s): steel

system carrier color: pure white according to RAL 90102

system carrier fi nishing: powder coating2

supply cable connection: luminaire connector

number of poles for types without dimming: 3 grid

number of poles for types with DALI dimming: 3 grid / 2 DALI

Additional information:

certifi cates: ENEC in preparation

conformities: CE and RoHS

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years3

spare part guarantee: 10 years

delievery includes: ready-to-use system carrier

1 can only be used at ambient temperatures from +5 to +50 degrees Celsius.
2 optional luminaire housing colors and fi nishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
3 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayClean Kit  25 | 40 | 70 | 100

number of luminaires per package: 1

number of luminaires per pallet: 20

net weight of the luminaire: 3,100 g

gross weight per package: 4,100 g

package dimensions L x W x H: 640 x 640 x 120 mm
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tempLED RayClean Kit 25 - 120 RayClean Kit 25 - 120 RayClean Kit 25 - 120

article number: 720204 720205 72020Y

GTIN / EAN: 4260669195721 4260669195738 4260669192843

initial luminous fl ux: 3,250 lm 3,250 lm 2,500 lm

initial system effi  ciency: 130 lm/w 130 lm/w 100 lm/w

initial, most similar color temperature: 4,000 K 5,000 K monochromatic yellow light
wavelength: 583 to 595 nanometer

light distribution: symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees

dimming / control: none none none

system performance: 25 W 25 W 25 W

power consumption: 0.30 A 0.30 A 0.30 A

maximum inrush current: 21 A 21 A 21 A

dimensions (L x W x H): 560 x 520 x 20 mm 560 x 520 x 20 mm 560 x 520 x 20 mm

25

tempLED RayClean Kit 40 - 120 RayClean Kit 40 - 120 RayClean Kit 40 - 120

article number: 720404 720405 72040Y

GTIN / EAN: 4260669195745 4260669195752 4260669192867

initial luminous fl ux: 5,200 lm 5,200 lm 4,000 lm

initial system effi  ciency: 130 lm/w 130 lm/w 100 lm/w

initial, most similar color temperature: 4,000 K 5,000 K monochromatic yellow light
wavelength: 583 to 595 nanometer

light distribution: symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees

dimming / control: none none none

system performance: 40 W 40 W 40 W

power consumption: 0.40 A 0.40 A 0.40 A

maximum inrush current: 21 A 21 A 21 A

dimensions (L x W x H): 560 x 520 x 20 mm 560 x 520 x 20 mm 560 x 520 x 20 mm

40

luminaires without dimming

tempLED RayClean Kit 70 - 120 RayClean Kit 70 - 120 RayClean Kit 70 - 120

article number: 720704 720705 72070Y

GTIN / EAN: 4260669195769 4260669195776 4260669192881

initial luminous fl ux: 9,100 lm 9,100 lm 7,000 lm

initial system effi  ciency: 130 lm/w 130 lm/w 100 lm/w

initial, most similar color temperature: 4,000 K 5,000 K monochromatic yellow light
wavelength: 583 to 595 nanometer

light distribution: symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees

dimming / control: none none none

system performance: 70 W 70 W 70 W

power consumption: 0.50 A 0.50 A 0.50 A

maximum inrush current: 28 A 28 A 28 A

dimensions (L x W x H): 560 x 520 x 20 mm 560 x 520 x 20 mm 560 x 520 x 20 mm

70 tempLED RayClean Kit 25 - 120 DALI RayClean Kit 25 - 120 DALI RayClean Kit 25 - 120 DALI

article number: 721204 721205 72120Y

GTIN / EAN: 4260669194991 4260669195004 4260669192850

initial luminous fl ux: 3,250 lm 3,250 lm 2,500 lm

initial system effi  ciency: 130 lm/w 130 lm/w 100 lm/w

initial, most similar color temperature: 4,000 K 5,000 K monochromatic yellow light
wavelength: 583 to 595 nanometer

light distribution: symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 25 W 25 W 25 W

power consumption: 0.30 A 0.30 A 0.30 A

maximum inrush current: 21 A 21 A 21 A

dimensions (L x W x H): 560 x 520 x 20 mm 560 x 520 x 20 mm 560 x 520 x 20 mm

25

tempLED RayClean Kit 100 - 120 RayClean Kit 100 - 120 RayClean Kit 100 - 120

article number: 720004 720005 72000Y

GTIN / EAN: 4260669195783 4260669195790 4260669192904

initial luminous fl ux: 13,000 lm 13,000 lm 10,000 lm

initial system effi  ciency: 130 lm/w 130 lm/w 100 lm/w

initial, most similar color temperature: 4,000 K 5,000 K monochromatic yellow light
wavelength: 583 to 595 nanometer

light distribution: symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees

dimming / control: none none none

system performance: 100 W 100 W 100 W

power consumption: 0.70 A 0.70 A 0.70 A

maximum inrush current: 25 A 25 A 25 A

dimensions (L x W x H): 560 x 520 x 20 mm 560 x 520 x 20 mm 560 x 520 x 20 mm

100

luminaires without dimming

luminaires with DALI dimming
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tempLED RayClean Kit 25 - 120 RayClean Kit 25 - 120 RayClean Kit 25 - 120

article number: 720204 720205 72020Y

GTIN / EAN: 4260669195721 4260669195738 4260669192843

initial luminous fl ux: 3,250 lm 3,250 lm 2,500 lm

initial system effi  ciency: 130 lm/w 130 lm/w 100 lm/w

initial, most similar color temperature: 4,000 K 5,000 K monochromatic yellow light
wavelength: 583 to 595 nanometer

light distribution: symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees

dimming / control: none none none

system performance: 25 W 25 W 25 W

power consumption: 0.30 A 0.30 A 0.30 A

maximum inrush current: 21 A 21 A 21 A

dimensions (L x W x H): 560 x 520 x 20 mm 560 x 520 x 20 mm 560 x 520 x 20 mm

25

tempLED RayClean Kit 40 - 120 RayClean Kit 40 - 120 RayClean Kit 40 - 120

article number: 720404 720405 72040Y

GTIN / EAN: 4260669195745 4260669195752 4260669192867

initial luminous fl ux: 5,200 lm 5,200 lm 4,000 lm

initial system effi  ciency: 130 lm/w 130 lm/w 100 lm/w

initial, most similar color temperature: 4,000 K 5,000 K monochromatic yellow light
wavelength: 583 to 595 nanometer

light distribution: symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees

dimming / control: none none none

system performance: 40 W 40 W 40 W

power consumption: 0.40 A 0.40 A 0.40 A

maximum inrush current: 21 A 21 A 21 A

dimensions (L x W x H): 560 x 520 x 20 mm 560 x 520 x 20 mm 560 x 520 x 20 mm

40

luminaires without dimming

tempLED RayClean Kit 70 - 120 RayClean Kit 70 - 120 RayClean Kit 70 - 120

article number: 720704 720705 72070Y

GTIN / EAN: 4260669195769 4260669195776 4260669192881

initial luminous fl ux: 9,100 lm 9,100 lm 7,000 lm

initial system effi  ciency: 130 lm/w 130 lm/w 100 lm/w

initial, most similar color temperature: 4,000 K 5,000 K monochromatic yellow light
wavelength: 583 to 595 nanometer

light distribution: symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees

dimming / control: none none none

system performance: 70 W 70 W 70 W

power consumption: 0.50 A 0.50 A 0.50 A

maximum inrush current: 28 A 28 A 28 A

dimensions (L x W x H): 560 x 520 x 20 mm 560 x 520 x 20 mm 560 x 520 x 20 mm

70 tempLED RayClean Kit 25 - 120 DALI RayClean Kit 25 - 120 DALI RayClean Kit 25 - 120 DALI

article number: 721204 721205 72120Y

GTIN / EAN: 4260669194991 4260669195004 4260669192850

initial luminous fl ux: 3,250 lm 3,250 lm 2,500 lm

initial system effi  ciency: 130 lm/w 130 lm/w 100 lm/w

initial, most similar color temperature: 4,000 K 5,000 K monochromatic yellow light
wavelength: 583 to 595 nanometer

light distribution: symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 25 W 25 W 25 W

power consumption: 0.30 A 0.30 A 0.30 A

maximum inrush current: 21 A 21 A 21 A

dimensions (L x W x H): 560 x 520 x 20 mm 560 x 520 x 20 mm 560 x 520 x 20 mm

25

tempLED RayClean Kit 100 - 120 RayClean Kit 100 - 120 RayClean Kit 100 - 120

article number: 720004 720005 72000Y

GTIN / EAN: 4260669195783 4260669195790 4260669192904

initial luminous fl ux: 13,000 lm 13,000 lm 10,000 lm

initial system effi  ciency: 130 lm/w 130 lm/w 100 lm/w

initial, most similar color temperature: 4,000 K 5,000 K monochromatic yellow light
wavelength: 583 to 595 nanometer

light distribution: symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees

dimming / control: none none none

system performance: 100 W 100 W 100 W

power consumption: 0.70 A 0.70 A 0.70 A

maximum inrush current: 25 A 25 A 25 A

dimensions (L x W x H): 560 x 520 x 20 mm 560 x 520 x 20 mm 560 x 520 x 20 mm

100

luminaires without dimming

luminaires with DALI dimming
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luminaires with DALI dimming

tempLED RayClean Kit 40 - 120 DALI RayClean Kit 40 - 120 DALI RayClean Kit 40 - 120 DALI

article number: 721404 721405 72140Y

GTIN / EAN: 4260669195011 4260669195028 4260669192874

initial luminous fl ux: 5,200 lm 5,200 lm 4,000 lm

initial system effi  ciency: 130 lm/w 130 lm/w 100 lm/w

initial, most similar color temperature: 4,000 K 5,000 K monochromatic yellow light
wavelength: 583 to 595 nanometer

light distribution: symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 40 W 40 W 40 W

power consumption: 0.40 A 0.40 A 0.40 A

maximum inrush current: 21 A 21 A 21 A

dimensions (L x W x H): 560 x 520 x 20 mm 560 x 520 x 20 mm 560 x 520 x 20 mm

40

tempLED RayClean Kit 70 - 120 DALI RayClean Kit 70 - 120 DALI RayClean Kit 70 - 120 DALI

article number: 721704 721705 72170Y

GTIN / EAN: 4260669195035 4260669195042 4260669192898

initial luminous fl ux: 9,100 lm 9,100 lm 7,000 lm

initial system effi  ciency: 130 lm/w 130 lm/w 100 lm/w

initial, most similar color temperature: 4,000 K 5,000 K monochromatic yellow light
wavelength: 583 to 595 nanometer

light distribution: symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 70 W 70 W 70 W

power consumption: 0.50 A 0.50 A 0.50 A

maximum inrush current: 28 A 28 A 28 A

dimensions (L x W x H): 560 x 520 x 20 mm 560 x 520 x 20 mm 560 x 520 x 20 mm

70

tempLED RayClean Kit 100 - 120 DALI RayClean Kit 100 - 120 DALI RayClean Kit 100 - 120 DALI

article number: 721004 721005 72100Y

GTIN / EAN: 4260669195059 4260669195066 4260669192911

initial luminous fl ux: 13,000 lm 13,000 lm 10,000 lm

initial system effi  ciency: 130 lm/w 130 lm/w 100 lm/w

initial, most similar color temperature: 4,000 K 5,000 K monochromatic yellow light
wavelength: 583 to 595 nanometer

light distribution: symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 100 W 100 W 100 W

power consumption: 0.70 A 0.70 A 0.70 A

maximum inrush current: 25 A 25 A 25 A

dimensions (L x W x H): 560 x 520 x 20 mm 560 x 520 x 20 mm 560 x 520 x 20 mm

100

tempLED Accessory catalogue RayClean Kit art.-no. GTIN / EAN

Casambi control unit suitable only for luminaires with DALI dimming
for integrating and controlling the luminaire via the Casambi network,
mounted on the luminaire ready for use

799001 4260745230070 

emergency light module
with automatic detection of failure and return of supply voltage, display of functional status,
battery type: LiFePO4, running time approx. 3 hours with an output power of approx. 3,5 watts, 
recharging time: approx. 24 hours, can only be used at ambient temperatures from +5 to +50 
degrees Celsius, mounted on the luminaire ready for use

720900 4260745237321 

Direct link to the tempLED
download portal

Recyclin
g 

> 
90

%

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?
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luminaires with DALI dimming

tempLED RayClean Kit 40 - 120 DALI RayClean Kit 40 - 120 DALI RayClean Kit 40 - 120 DALI

article number: 721404 721405 72140Y

GTIN / EAN: 4260669195011 4260669195028 4260669192874

initial luminous fl ux: 5,200 lm 5,200 lm 4,000 lm

initial system effi  ciency: 130 lm/w 130 lm/w 100 lm/w

initial, most similar color temperature: 4,000 K 5,000 K monochromatic yellow light
wavelength: 583 to 595 nanometer

light distribution: symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 40 W 40 W 40 W

power consumption: 0.40 A 0.40 A 0.40 A

maximum inrush current: 21 A 21 A 21 A

dimensions (L x W x H): 560 x 520 x 20 mm 560 x 520 x 20 mm 560 x 520 x 20 mm

40

tempLED RayClean Kit 70 - 120 DALI RayClean Kit 70 - 120 DALI RayClean Kit 70 - 120 DALI

article number: 721704 721705 72170Y

GTIN / EAN: 4260669195035 4260669195042 4260669192898

initial luminous fl ux: 9,100 lm 9,100 lm 7,000 lm

initial system effi  ciency: 130 lm/w 130 lm/w 100 lm/w

initial, most similar color temperature: 4,000 K 5,000 K monochromatic yellow light
wavelength: 583 to 595 nanometer

light distribution: symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 70 W 70 W 70 W

power consumption: 0.50 A 0.50 A 0.50 A

maximum inrush current: 28 A 28 A 28 A

dimensions (L x W x H): 560 x 520 x 20 mm 560 x 520 x 20 mm 560 x 520 x 20 mm

70

tempLED RayClean Kit 100 - 120 DALI RayClean Kit 100 - 120 DALI RayClean Kit 100 - 120 DALI

article number: 721004 721005 72100Y

GTIN / EAN: 4260669195059 4260669195066 4260669192911

initial luminous fl ux: 13,000 lm 13,000 lm 10,000 lm

initial system effi  ciency: 130 lm/w 130 lm/w 100 lm/w

initial, most similar color temperature: 4,000 K 5,000 K monochromatic yellow light
wavelength: 583 to 595 nanometer

light distribution: symmetrical symmetrical symmetrical

beam angle: 120 degrees 120 degrees 120 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 100 W 100 W 100 W

power consumption: 0.70 A 0.70 A 0.70 A

maximum inrush current: 25 A 25 A 25 A

dimensions (L x W x H): 560 x 520 x 20 mm 560 x 520 x 20 mm 560 x 520 x 20 mm

100

tempLED Accessory catalogue RayClean Kit art.-no. GTIN / EAN

Casambi control unit suitable only for luminaires with DALI dimming
for integrating and controlling the luminaire via the Casambi network,
mounted on the luminaire ready for use

799001 4260745230070 

emergency light module
with automatic detection of failure and return of supply voltage, display of functional status,
battery type: LiFePO4, running time approx. 3 hours with an output power of approx. 3,5 watts, 
recharging time: approx. 24 hours, can only be used at ambient temperatures from +5 to +50 
degrees Celsius, mounted on the luminaire ready for use

720900 4260745237321 

Direct link to the tempLED
download portal

Recyclin
g 

> 
90

%

LED is sustainable.
             LED is the future.

tempLED luminaires fulfi l a recycling rate of > 90%. 
That is our product promise to you.

When will you start?
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tempLED-Sales Team
Your personal contacts in the field

for Germany, Austria and Switzerland:

Alexander Fuchs
Area Sales Manager

Germany North / South
a.fuchs@templed.de

+49 174 86666 47

Stefan Wegscheider
Area Sales Manager

Austria
s.wegscheider@templed.at

+43 6766 000 616

Walter Hackl
Area Sales Manager
Switzerland
w.hackl@templed-swiss.ch
+41 76 224 2450

Andreas Mettner
Area Sales Manager
Germany West
a.mettner@templed.de
+49 173 8065 323
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Your personal contact persons 
for internal sales and new construction:

Lisa Ortner
Internal Sales

l.ortner@templed.de
+49 8033 3025710

Rodolfo Jakubowski
Sales New Construction
r.jakubowski@templed.de
+49 152 52485 573



Inform yourself about 
our entire product range

LEDtemp
The better way of lighting

High temperature applications

Hall lighting - even for great heights

Crane lighting

Line lighting

Lighting for sports facilities

Outdoor lighting 

Multi-purpose and tri-proof lighting

Office lighting

Clean room and controlled area lighting

tempLED GmbH | Marmorwerkstr. 52 | 83088 Kiefersfelden
Tel. +49.8033.3025-710 | info@tempLED.de | www.tempLED.de


