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 OUTDOOR AND ROADWAY LIGHT

tempLED RayTrack Pro
40 | 75 | 115 | 145 | 180 | 200 | 230 | 300 | 420

OUTDOOR LIGHTING
Our customer
Böhler Bleche



Light distribution curve tempLED RayTrack Pro

0°15° 15° 30°30°

45°

60°

75°

90°

105°

45°

60°

75°

90°

105°

40 | 75 | 115 | 145 | 180 | 200 | 230 | 300 | 420

energy-efficient constant current power 
supply with integrated DALI-2 dimming and 

optional constant lumen output (CLO)

modular overall structure 
with exchangeable and repla-

ceable main components

tool-free quick access 
to the power supply

solid, powder-coated luminaire housing 
with integrated high-performance heat 

sink made of die-cast aluminum

pressure compensation mem-
brane to prevent condensation

durable and bright 
LED light field

impact-resistant and four-way adjustable
high-performance optical system with

full-cut-off technology to reduce light pollution

initial system efficiency
up to 160 lm / w

Power Factor
Correction

optional 2

IP 66
up to

160 lm/w

Ra > 80 
3,000 K
4,000 K
5,000 K

Lichtsmog-
reduzierung IK08

UV

flexible mounting
system for pole top 
and facade mounting

increased overvoltage
protection up to 20 kV

Zhaga-18 slot for optional 
control and safety technology:

20 KV

warm white color temperature
for increased protection of

nocturnal animals

80/150 degrees asymmetrical
full-cut-off technology

four-way adjustable high-performance optical system (position 0 (standard) | 90 | 180 | 270)
the right illumination of the requested area for each mounting position
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Mounting options tempLED RayTrack Pro

pole top mounting1

40 | 75 | 115 | 145 | 180 | 200 | 230 | 300 | 420
bracket mounting3facade mounting2

X300 | 420X

DimensionstempLED RayTrack Pro

X180 | 200 | 230X

X40 | 75 | 115 | 145X

1 Adjustment range for pole top mounting with included pole top: -90 to +90 degrees.
2 Adjustment range for façade mounting with optional wall holder 932141: -90 to +90 degrees.
3 Adjustment range for surface mounting with optional mounting bracket 932142 / 932145 / 932146: -90 to +90 degrees.



General technical data
according to IEC, identical for all types of luminaires

Lighting properties:

initial luminous flux: 6,400 to 63,000 lumens

luminous flux tolerance: ± 10 percent

initial system efficiency: up to 160 lumens / watt

initial, most similar color temperature: 3,000 kelvins | 4,000 kelvins | 5,000 kelvins1

initial color rendering index (CRI): Ra > 80

initial color consistency: < 5 SDCM

available asymmetrical beam angles: 80 x 150 degrees

individually adjustable high-performance optical system:: yes, four ways

photobiological safety: IEC/TR 62778: 1

compact flicker degree (CFD): 1 percent

stray light reduction: yes, with full-cut-off technology

increased protection of nocturnal animals: yes, with color temperature 3,000 kelvins

Electrotechnical properties:

power supply AC: 90 to 240 volts2

supply frequency: 50 / 60 hertz

power supply DC: 127 to 250 volts3

system performance: 40 to 420 watts

system performance tolerance: ± 10 percent

Zhaga-18 slot: yes, on the bottom of the luminaire, e.g. for Casambi control unit

power factor: > 0.95

overvoltage protection: yes, up to 20 kilovolts

overheating protection: yes

temperature monitoring: yes

total harmonic distortion (THD): < 20 percent

temperature classification (ATEX): T5

Tc - temperature: +89 degrees Celsius

Energy characteristics:

Valid for all tempLED RayTrack Pro: This product contains a light source of energy efficiency class C.

Mounting options:

standard mounting options: pole top with adjustment range -90 to +90 degrees

optional mounting options: wall holder with adjustment range -90 to +90 degrees
mounting bracket with adjustment range -90 to +90 degrees

1 additional color temperatures on request.
2 power supply 249 to 528 VAC - 50/60 Hz on request.
3 power supply 255 to 500 VDC on request.

5
years

guarantee

10
years

spare part 
guarantee

in preparation

RoHS

Changes and errors excepted; similar pictures.



Control and safety properties:

dimming: DALI-2

minimum dimming level: 10 percent

constant lumen output (CLO): optional

control via the Casambi network: optional

daylight control system: optional via the Casambi network

occupancy control: optional via multi-sensor-system

Housing properties:

ambient temperature: –40 to +50 degrees Celsius

ingress protection: IP 66

impact resistance level: IK08

electrical protection class: I

limited surface temperatur (D): yes

pressure compensation membrane: yes

housing and heat sink material(s): die-cast aluminum

material and finish of the standard pole top: die-cast aluminum, powder-coated in white aluminium according to RAL 90061

material of optical system: impact- and UV-resistant polycarbonate

luminaire housing color: white aluminium according to RAL 90061

surface finish: powder coating1

supply cable type: H05RN-F 3G12

supply cable length: 30 centimeters2

supply cable inlet: cable gland

supply cable connection type: open cable end

number of poles: 3 grid2

Additional information:

certificates: ENEC in preparation

conformities: CE and RoHS

lifespan (L70B10C1): approx. 100,000 hours

lifespan (L90B10C1): approx. 50,000 hours

guarantee: 5 years3

spare part guarantee: 10 years

delievery includes: luminaire and pole top

1 optional luminaire housing colors and finishes: Paintings according to RAL colour chart, powder coatings according to RAL colour chart or synthetic resin coating.
2 alternatively: direct cabling in the luminaire housing - direct cabling in the luminaire housing is a prerequisite for using the integrated DALI dimming.
2 according to the warranty conditions of tempLED GmbH, excluding accessories.

Logistic information:

luminaire: RayTrack Pro 40 | 75 | 115 | 145 RayTrack Pro 180 | 200 | 230 RayTrack Pro 300 | 420

number of luminaires per package: 1 1 1

number of luminaires per pallet: 39 39 28

net weight of the luminaire: 5,000 g 7,000 g 10,500 g

gross weight per package: 6,600 g 8,700 g 13,000 g

package dimensions L x W x H: 680 x 360 x 155 mm 760 x 410 x 150 mm 810 x 430 x 150 mm



tempLED RayTrack Pro 40 RayTrack Pro 40 RayTrack Pro 40

article number: 400043 400044 400045

GTIN / EAN: 4260669190771 4260669193185 4260669190603

initial luminous flux: 6,400 lm 6,400 lm 6,400 lm

initial system efficiency: 160 lm/w 160 lm/w 160 lm/w

initial, most similar color temperature: 3,000 K 4,000 K 5,000 K

light distribution: asymmetrical asymmetrical asymmetrical

beam angle: 80 x 150 degrees 80 x 150 degrees 80 x 150 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 40 W 40 W 40 W

power consumption: 0.18 A 0.18 A 0.18 A

maximum inrush current: 40 A 40 A 40 A

dimensions (L x W x H): 585 x 270 x 56 mm 585 x 270 x 56 mm 585 x 270 x 56 mm

tempLED RayTrack Pro 115 RayTrack Pro 115 RayTrack Pro 115

article number: 400113 400114 400115

GTIN / EAN: 4260669190795 4260669193208 4260669190627

initial luminous flux: 18,400 lm 18,400 lm 18,400 lm

initial system efficiency: 160 lm/w 160 lm/w 160 lm/w

initial, most similar color temperature: 3,000 K 4,000 K 5,000 K

light distribution: asymmetrical asymmetrical asymmetrical

beam angle: 80 x 150 degrees 80 x 150 degrees 80 x 150 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 115 W 115 W 115 W

power consumption: 0.50 A 0.50 A 0.50 A

maximum inrush current: 55 A 55 A 55 A

dimensions (L x W x H): 585 x 270 x 56 mm 585 x 270 x 56 mm 585 x 270 x 56 mm

tempLED RayTrack Pro 75 RayTrack Pro 75 RayTrack Pro 75

article number: 400073 400074 400075

GTIN / EAN: 4260669190788 4260669193192 4260669190610

initial luminous flux: 12,000 lm 12,000 lm 12,000 lm

initial system efficiency: 160 lm/w 160 lm/w 160 lm/w

initial, most similar color temperature: 3,000 K 4,000 K 5,000 K

light distribution: asymmetrical asymmetrical asymmetrical

beam angle: 80 x 150 degrees 80 x 150 degrees 80 x 150 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 75 W 75 W 75 W

power consumption: 0.33 A 0.33 A 0.33 A

maximum inrush current: 55 A 55 A 55 A

dimensions (L x W x H): 585 x 270 x 56 mm 585 x 270 x 56 mm 585 x 270 x 56 mm
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tempLED RayTrack Pro 145 RayTrack Pro 145 RayTrack Pro 145

article number: 400143 400144 400145

GTIN / EAN: 4260669190801 4260669193215 4260669190634

initial luminous flux: 23,200 lm 23,200 lm 23,200 lm

initial system efficiency: 160 lm/w 160 lm/w 160 lm/w

initial, most similar color temperature: 3,000 K 4,000 K 5,000 K

light distribution: asymmetrical asymmetrical asymmetrical

beam angle: 80 x 150 degrees 80 x 150 degrees 80 x 150 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 145 W 145 W 145 W

power consumption: 0.64 A 0.64 A 0.64 A

maximum inrush current: 55 A 55 A 55 A

dimensions (L x W x H): 585 x 270 x 56 mm 585 x 270 x 56 mm 585 x 270 x 56 mm

tempLED RayTrack Pro 200 RayTrack Pro 200 RayTrack Pro 200

article number: 400203 400204 400205

GTIN / EAN: 4260669190825 4260669193239 4260669190658

initial luminous flux: 32,000 lm 32,000 lm 32,000 lm

initial system efficiency: 160 lm/w 160 lm/w 160 lm/w

initial, most similar color temperature: 3,000 K 4,000 K 5,000 K

light distribution: asymmetrical asymmetrical asymmetrical

beam angle: 80 x 150 degrees 80 x 150 degrees 80 x 150 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 200 W 200 W 200 W

power consumption: 0.87 A 0.87 A 0.87 A

maximum inrush current: 55 A 55 A 55 A

dimensions (L x W x H): 679 x 350 x 56 mm 679 x 350 x 56 mm 679 x 350 x 56 mm

tempLED RayTrack Pro 180 RayTrack Pro 180 RayTrack Pro 180

article number: 400183 400184 400185

GTIN / EAN: 4260669190818 4260669193222 4260669190641

initial luminous flux: 28,800 lm 28,800 lm 28,800 lm

initial system efficiency: 160 lm/w 160 lm/w 160 lm/w

initial, most similar color temperature: 3,000 K 4,000 K 5,000 K

light distribution: asymmetrical asymmetrical asymmetrical

beam angle: 80 x 150 degrees 80 x 150 degrees 80 x 150 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 180 W 180 W 180 W

power consumption: 0.79 A 0.79 A 0.79 A

maximum inrush current: 55 A 55 A 55 A

dimensions (L x W x H): 679 x 350 x 56 mm 679 x 350 x 56 mm 679 x 350 x 56 mm
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tempLED RayTrack Pro 230 RayTrack Pro 230 RayTrack Pro 230

article number: 400233 400234 400235

GTIN / EAN: 4260669190832 4260669193246 4260669190665

initial luminous flux: 36,800 lm 36,800 lm 36,800 lm

initial system efficiency: 160 lm/w 160 lm/w 160 lm/w

initial, most similar color temperature: 3,000 K 4,000 K 5,000 K

light distribution: asymmetrical asymmetrical asymmetrical

beam angle: 80 x 150 degrees 80 x 150 degrees 80 x 150 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 230 W 230 W 230 W

power consumption: 1.00 A 1.00 A 1.00 A

maximum inrush current: 65 A 65 A 65 A

dimensions (L x W x H): 679 x 350 x 56 mm 679 x 350 x 56 mm 679 x 350 x 56 mm

tempLED RayTrack Pro 420 RayTrack Pro 420 RayTrack Pro 420

article number: 400423 400424 400425

GTIN / EAN: 4260669190856 4260669193260 4260669190689

initial luminous flux: 63,000 lm 63,000 lm 63,000 lm

initial system efficiency: 150 lm/w 150 lm/w 150 lm/w

initial, most similar color temperature: 3,000 K 4,000 K 5,000 K

light distribution: asymmetrical asymmetrical asymmetrical

beam angle: 80 x 150 degrees 80 x 150 degrees 80 x 150 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 420 W 420 W 420 W

power consumption: 1.83 A 1.83 A 1.83 A

maximum inrush current: 37 A 37 A 37 A

dimensions (L x W x H): 740 x 360 x 75 mm 740 x 360 x 75 mm 740 x 360 x 75 mm

tempLED RayTrack Pro 300 RayTrack Pro 300 RayTrack Pro 300

article number: 400303 400304 400305

GTIN / EAN: 4260669190849 4260669193253 4260669190672

initial luminous flux: 48,000 lm 48,000 lm 48,000 lm

initial system efficiency: 160 lm/w 160 lm/w 160 lm/w

initial, most similar color temperature: 3,000 K 4,000 K 5,000 K

light distribution: asymmetrical asymmetrical asymmetrical

beam angle: 80 x 150 degrees 80 x 150 degrees 80 x 150 degrees

dimming / control: DALI-2 DALI-2 DALI-2

system performance: 300 W 300 W 300 W

power consumption: 1.31 A 1.31 A 1.31 A

maximum inrush current: 28 A 28 A 28 A

dimensions (L x W x H): 740 x 360 x 75 mm 740 x 360 x 75 mm 740 x 360 x 75 mm
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tempLED Accessory catalogue RayTrack Pro art.-no. GTIN / EAN

pole top
for pole-top mounting of tempLED RayTrack Pro on poles with a plait measure of 50 to 60 mm, 
adjustment range: -90 to +90 degrees, material: die-cast aluminium, finish: powder coating in white 
aluminium according to RAL 9006, included in delivery of all tempLED RayTracks Pros

932140 4260491842404

pole top reduction from 76 to 60 mm
adapter piece for mounting the tempLED RayTrack Pro on poles with a plait measure of 68 to 78 
mm, reduction of diameter to 60 mm, material: die-cast aluminium, 
finish: powder coating in white aluminium according to RAL 9006

932250 4260491842015

wall holder
for mounting the tempLED RayTrack Pro on walls and façades, two-part with integrated
cabling compartment, adjustment range: -90 to +90 degrees, material: die-cast aluminium, 
finish: powder coating in white aluminium according to RAL 9006

932141 4260491842411

angle bracket for wall and corner mounting
for mounting the tempLED RayTrack Pro on facades and building corners, made of cylindrical 
tube Ø 60 mm; inclination 15 degrees; projection 500 mm, material: stainless steel, finish: natural

932150 4260491842008

mounting bracket »K« suitable only for tempLED RayTrack Pro 40 / 75 / 115 / 145
for flexible mounting of the tempLED RayTrack Pro on facades, ceilings and walls, 
adjustment range: -90 to +90 degrees, material: steel, finish: powder coating in 
white aluminium according to RAL 9006

932142 4260491842428

mounting bracket »G« suitable only for tempLED RayTrack Pro 180 / 200 / 230
for flexible mounting of the tempLED RayTrack Pro on facades, ceilings and walls, 
adjustment range: -90 to +90 degrees, material: steel, finish: powder coating in 
white aluminium according to RAL 9006

932145 4260491842459

mounting bracket »GG« suitable only for tempLED RayTrack Pro 300 / 420
for flexible mounting of the tempLED RayTrack Pro on facades, ceilings and walls, 
adjustment range: -90 to +90 degrees, material: steel, finish: powder coating in 
white aluminium according to RAL 9006

932146 4260491842466

angle bracket one-sided for mast plait Ø 76 mm
made of cylindrical tube Ø 60 mm; inclination 15 degrees; projection 500 mm, 
material: steel, finish: galvanised

932351 4260491842121

angle bracket two-sided 180 degrees for mast plait Ø 76 mm
made of cylindrical tube Ø 60 mm; inclination 15 degrees; projection 500 mm, 
material: steel, finish: galvanised

932352 4260491842138

angle bracket three-sided 120 degrees for mast plait Ø 76 mm
made of cylindrical tube Ø 60 mm; inclination 15 degrees; projection 500 mm, 
material: steel, finish: galvanised

932353 4260491842145

supply cable extension
ready-to-use 3-pin supply cable extension up to 10 meters

333903 4260491843760

Casambi control unit for the Zhaga-18 slot of the tempLED RayTrack Pro
for integrating and controlling the luminaire via the Casambi network,
mounted on the luminaire ready for use

934221 4260491841568

Direct link to the tempLED
download portal

Recyclin
g 
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LED is sustainable.
             LED is the future.

tempLED luminaires fulfil a recycling rate of > 90%. 
That is our product promise to you.

When will you start?


